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Показаны документы, содержащие фрагменты текста из документа
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1. Small telescopes short description
About us . ... Telescopes . ... Apart from the 6-meter telescope BTA two small telescopes are operative at SAO: the 1-m and 0.6-m telescopes, both manufactured by Carl Zeiss, Jena, are located near the BTA. ... These telescopes are used for adjusting the equipment and techniques of observations used at the BTA. ... The observational time allocation and also a brief description of the equipment of the 1-m telescope, which is used either permanently or mainly on this telescope, are presented below. ... 
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 Ссылки http://www.sao.ru/Doc-en/Telescopes/small/descrip.html -- 8.2 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
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Еще в разделе: 
(Показать все результаты (>130) - mavr.sao.ru/ )






    






2. Description
 ... This is done by taking in all input files the extension whose name is specified by the maintable parameter (called 'merged extension' in what follows) and merging the columns into a single output extension of the same name. ... Its contents is taken from the CCDID keyword (and QUADRANT for EPIC PN). ... To propagate other column specific keywords, they must be specified manually via the extensionchecks , mainattributes , maxattributes and minattributes parameters (see above). ... 
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 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/evlistcomb/node3.html -- 10.7 Кб -- 09.07.2007
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3. A Brief Description of the Instrument and Its Operation
 ... The GHRS has the usual components of an astronomical spectrograph: entrance apertures, a collimator, dispersers, camera mirrors, and detectors. ... The collimator and camera mirrors are unexceptional and need no further description here (see ``The HST Focal Plane and the GHRS Apertures'' on page 73 for details). ... The first two first-order gratings, G140L and G140M, have their spectra imaged by mirror Cam-A onto detector D1, which is optimized for the shortest wavelengths. ... 
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 Ссылки http://www.stsci.edu/instrument-news/handbooks/ghrs/GHRS_8.html -- 8.1 Кб -- 14.02.1996
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Еще в разделе: 
(Показать все результаты (>16943) - www.stsci.edu/ )
	Introduction to the FGS

	Introduction to STIS

	Introduction to WFC3







    






4. MILT Description
 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...
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 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>644) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory







    






5. The Parkes 21cm Multibeam Receiver
The Parkes 21cm Multibeam Receiver is a new facility available on the Parkes Telescope which is operated by the Australia Telescope National Facility (ATNF), CSIRO. The facility consists of a 13-beam cooled 21cm receiver system, located at the prime focus of the 64m dish. ... Completed 21cm Multibeam Receiver being hoisted up to the Parkes focus cabin. ... It is now available, in 64 MHz mode and in pulsar mode, for normal National Facility use. ... Beam 1 . Beams 2-7 . ... Frequency Range . ... 
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 Ссылки http://www.atnf.csiro.au/multibeam/instrument/description.html -- 8.2 Кб -- 03.02.2013
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Еще в разделе: 
(Показать все результаты (>10940) - www.atnf.csiro.au/ )
	casacore: Mathematics_module

	casacore: casa::MSSelectionKeywords Class Reference

	casacore: casa::SparseDiffIO_global_functions_SparseDiff_IO_operations Struct







    






6. Plan and technical specifications of the Baikonur cosmodrome, Russia's space
 ... Space flight . ... Baikonur . ... Space camp . Space Hotel . ... On May 5, 1957 acceptance act of the first launch complex was signed, and as early as on May 6, 1957 the first "R-7" missile was erected on the site. The cosmodrome consists of nine launch complexes with fourteen launchers, thirty-four engineering complexes, three fuelling stations for space vehicles and two aerodromes. ... Services / Baikonur: General description Technical description Shedule of launches Photo gallery Price . ... 
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 Ссылки http://www.atlasaerospace.net/eng/baykonur-tech.htm -- 32.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81) - www.atlasaerospace.net/ )
	Scuba diving in International Space Station model in space suit ORLAN M.

	Diving in space suit ORLAN M at neutral buoyancy laboratory at space center.

	Tourist flight on the world best jet fighters. MiG-25 Foxbat high-altitude







    






7. General Description
Next: Order Definition Up: Echelle Reduction Method Previous: Retrieving demonstration and . ... That is the mapping between the space wavelength, spectral order and the space sample x , line y in the raw image. ... Sections and describe the solution of this mapping. The second step in the reduction, described in Section , is to estimate the image background. ... In the rest of this Section the algorithms used in each step of the reduction are described. ... 
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 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node150.html -- 7.8 Кб -- 23.02.1996
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Еще в разделе: 
(Показать все результаты (>2140) - www.sao.ru/ )
	mod_mem_cache - Apache HTTP Server

	mod_nw_ssl - Apache HTTP Server

	HwB: Miniature Card (Tech) Connector







    






8. xntpd - Network Time Protocol (NTP) daemon
 ... xntpd is an operating system daemon which sets and maintains the system time-of-day in synchronism with Internet standard time servers. xntpd is a complete implementation of the Network Time Protocol (NTP) version 3, as defined by RFC-1305, but also retains compatibility with version 1 and 2 servers as defined by RFC- 1059 and RFC-1119, respectively. xntpd does all computations in 64-bit fixed point arithmetic and requires no floating point support. ... Specify the name and path of the log file. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/xntpd.html -- 7.5 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1125) - www.sai.msu.su/ )
	Hewlett Packard 58503A GPS Receiver

	Trak 8820 GPS Receiver

	tickadj - set time-related kernel variables







    






9. GSAOI Instrument Description Page
 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 
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 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1390) - www.mso.anu.edu.au/ )
	Gemini NIFS Brief Description.

	Pavilion of the Hotel Canberra, where the observatory began operation in 1924







    






10. GALFA System Description
Section I: Introduction to ALFA and GALFA . Section II: System Description . ... ALFA receives 7 beams, 2 polarizations per beam, each covering 1225-1525 MHz. The 14 IF signals cover nominally the 100 to 400 MHz band. ... A high-resolution, low-bandwidth spectrometer (8K channels covering a 7 MHz bandwidth) . ... Each spectrometer board handles two polarizations from one telescope beam.The baseband signals are to be digitized by four 8-bit ADCs at 100 Msamples/sec. ... Bandwidth: . ... 
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