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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf.









1. http://www.eso.org/projects/www.eso.org.projects.ngc/Software/INS_SW_WS_2008_NGCOPT_cumani.pdf
 ... Hardware-Simulation mode: the NGC the NGC detector electronics is simulated. ... Configuration  - oldb 16 Create the environment: ngcoDcsOldb (different on IWS and LLCU) th Oldb On the IWS: ngcoDcsOldb -renv $CCDLENV -host IWS ...  NOTE: only template files DATABASE.db.NGCOSW and USER.db.NGCOSW are generated: use them to edit DATABASE.db and USER.db Example 1:  Instrument  controlling one camera, add in DATABASE.db: #undef #undef #undef #define #define #define  CCDNAME  ngcdcsINSTANCE NGCROOT ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/Software/INS_SW_WS_2008_NGCOPT_cumani.pdf -- 248.9 Кб -- 29.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66829) - www.eso.org/ )
	ESO - Instrumentation Development

	ESO - VLT/Instrument Interfaces

	ESO - Detectors and Controllers







    






2. The ESO VLT CCD Detectors Software
 ... Charge Coupled Devices (CCD) are currently by far the most widely used type of detector in astronomy. ... After a brief introduction to the VLT Control System, the VLT CCD Detectors Control Software is presented. The VLT Control System is a distributed system consisting of a set of UNIX Workstations, dedicated to high level operations, such as coordination of sub-system activities and interface to the users, and VME-based Local Control Units (LCU), dedicated to the control of sub-systems hardware. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/longinottia.html -- 10.1 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1887) - www.adass.org/ )
	Distributed Software for Observations in the Near Infrared

	Interfacing the Tk Toolkit to ADAM

	Using XML and Java for Astronomical Instrument Control







    






3. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2505) - www.meade.com/ )
	Meade Instruments Corporation - The Autostar/LX200 Command Set and Differences

	Meade Instruments Corporation - ETX-90EC Astro Telescope Instruction Manual

	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    






4. Fasti Rationale
Fasti is an innovative design for infrared detector control. ... to use largely accepted standards as boundaries, as a PCI bus, a parallel interface or a serial, and to use few of them . ... The building blocks of Fasti are: . ... the serial bus for controlling housekeeping devices (temperature and pressure sensors or motor controllers) and programming data acquisition . ... Though not so fast, and lacking some forms of data integrity check, this bus is so widely used to be nearly unavoidable. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/description.html -- 11.9 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8615) - www.arcetri.astro.it/ )
	Electronics and Software

	Electronics

	Fasti Talk Slide 10







    






5. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/README
 ... XmTel is a telescope control interface designed to to communicate with a telescope server, and Elwood Downey's XEphem, through the INDI protocol. It will also operate as a free-standing program for control of telescopes that use the NexStar, Paramount, and LX200 command sets, telescope drive systems built using Galil's industrial motion controller, and RC Optical's Professional series fork mount with electronics from Telescope Control Systems. ... See the notes in the Galil controller directory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/README -- 8.7 Кб -- 14.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>822) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-6.0/README

	http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/README

	http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/TELESCOPES







    






6. Software Maintenance Manual
 ... Created: 23 February 2001 . ... SOFTWARE MAINTENANCE MANUAL . ... 9 January 2001 . ... Note: in the final document, the table of contents will be to third level] . The Software Maintenance Manual describes the procedures for installation and maintenance of the software for the Gemini Near-infrared Integral Field Spectrograph (NIFS). ... Section 19.4.3 of the document “Programmatic Requirements for Gemini Instrumentation Development” states the requirements for the Software Maintenance Manual . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/manuals/man0003.htm -- 139.3 Кб -- 06.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>580) - www.mso.anu.edu.au/ )
	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) NIRI Legacy.







    






7. TUI:Instruments:Agile:Agile window
The Agile window provides complete control over the Agile high-speed photometer. ... All other parameters are specified as part of the command that starts an exposure sequence. ... To connect the filter wheel controller, issue this command in the command bar at the bottom of the Log window: agile connDev fw . ... To home the filter wheel controller, issue this command in the command bar at the bottom of the Log window: agile fwhome (there must be a filter wheel mounted in Agile for homing to succeed). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/AgileWin.html -- 5.9 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>913) - www.apo.nmsu.edu/ )
	Instrument Orientations and Offset Directions

	lsst.mirrorCtrl: mirrorCtrl: Interface to Galil mirror controllers

	TUI:Instruments:Expose Window







    






8. Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for
 ... Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for Cycle 17 > Appendix C: Bright Object Mode > C.1 Bright Object Mode . ... The time taken to read through a quadrant on the array sets a fundamental limit on the fastest electron collection rate which can be achieved by resetting all the pixels. ... In BRIGHTOBJ mode, an ACCUM sequence of operations is performed on one pixel in each quadrant at a time. ... The time required to take a BRIGHTOBJ mode exposure can be rather long. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/nicmos/documents/handbooks/current_NEW/Appendix_C.15.2.html -- 123.3 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18746) - www.stsci.edu/ )
	Fine Guidance Sensor Instrument Handbook

	ACS Instrument Handbook for Cycle 20

	Space Telescope Imaging Spectrograph Instrument Handbook







    






9. Instrument configuration and run-specific information
Next: Storage format Up: File Formats Required Previous: Column label: MOONALT . Information specific to a particular instrument is not so easy to categorize. ... Columns BAND and NBAND . Column FILTCODE_ n . Column NDVALUE . Column NDETUSED . Columns REDLEAK, RLTYPE, and MAKER . Instrument descriptors . ... Character descriptor FILTCAT . Character descriptor FILTSTAT . ... Columns NDET and DETNAME . Column DETCODE . Column DET . ... A simple photometer . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node606.html -- 5.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2724) - www.sao.ru/ )
	Loading the Telescope and Instrument Specifications

	Lesser known 4-bit micro-controllers

	Popular 16/32-bit micro-controllers







    






10. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf
MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 1 of 7 MRO  FTT / NAS    FLC  ICD   FTT / NAS   Electronics  to FTTA  Controller   ICD   MRO-ICD-CAM-1100-0108  The Cambridge  FTT  Team Rev 1.0 9 May 2013 Cavendish Laboratory JJ Thomson Avenue Cambridge CB3 0HE UK  MRO-ICD-CAM-1100-0108  FTTNAS-FTTA.odt Page 2 of 7  ICD  Description ... 2.1 Signal definitions.. ... The analogue input interface in the FTT-NAS electronics interface is to accept the full range of output available, specifically: 1. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.InterfaceControl/MRO-ICD-CAM-1100-0108%20FTTNAS-FTTA.pdf -- 491.0 Кб -- 29.08.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3067) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Workstation | History

	Command line interface to libAIR and water vapour column retrieval Bojan

	OptInt PmWiki : MROIDelayLineSW / Workstation
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