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Показаны документы, содержащие фрагменты текста из документа

 http://www.stecf.org/documents/isr/ISR_JWST_2003-01.pdf.









1. COS Instrument Handbook
COS Instrument Handbook for Cycle 24 . ... Cosmic Origins SpectrographInstrument Handbook for Cycle 24 > Chapter 12: The COS Calibration Program > 12.1 Introduction . 12.1 . Introduction . In this chapter, we provide a brief overview of the calibration observations obtained during ground testing and on-orbit through Cycle 23. Potential Cycle 24 observers should assume that all of these calibrations will be completed by the time that Cycle 24 begins. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/cos/design/hst/cos/documents/handbooks/current/ch12.Calplan02.html -- 5.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21186) - www.stsci.edu/ )
	STIS Instrument Handbook

	ACS Instrument Handbook for Cycle 20

	ACS Instrument Handbook







    






2. PULSE@Parkes Assumed Knowledge and Skills
 ... ATNF Home . ... About ATNF overview . ... Australia Telescope Steering Committee . ... Australia Telescope User Committee . ... Murchison Radio-astronomy Observatory . ... Parkes radio telescope . Australia Telescope Compact Array . ... Visiting Parkes radio telescope . ... Parkes radio telescope webcam . ... PULSE@Parkes . ... The project does not assume any detailed prior knowledge of pulsar astronomy though students should have studied astronomy as a component of Stage 4 Science (Years 7-8). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/outreach/education/pulseatparkes/teachers/prior.html -- 48.5 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19072) - www.atnf.csiro.au/ )
	Visibility Processing

	Determining Calibration Solutions

	User Parameters - Bandpass Calibration CentralProcessor 0.11 documentation







    






3. Data Flow System overview
 ... In order to realize the optimal scientific return from the VLT, ESO has undertaken to develop an end-to-end data flow system from proposal entry to science archive. The VLT Data Flow System (DFS) is being designed and implemented by the DFS Group (ESO Internal access only) in collaboration with VLT Division and Instrumentation Division . ... VLT Control System Interface . ... OBs are the quantum of data that flows within the DFS, collecting state, data and status information as they flow. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/projects/dfs/ -- 12.8 Кб -- 25.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66663) - www.eso.org/ )
	Data Quality Control and Instrument Modeling

	ESO - La Silla Science Operations

	ESO - Post-observation support







    






4. Calibration and Performance Control for the VLT Instrumentation
Next: The ESO VLT CCD Detectors Software . ... Up: Instrument-Specific Software . ... The framework for data calibration and analysis of the VLT instrumentation is presented, based on the concepts of a calibration plan, pipeline calibration, quality control, and archiving of calibrated data for a ground-based observatory. ... Quality Control Pipeline provides quality assessment for instrument performance data and observing conditions, and tests the results of the Reduction Pipeline. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/ballesterp.html -- 9.3 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1753) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	Simulated AXAF Observations with MARX

	VLT Data Quality Control







    






5. http://xmm.vilspa.esa.es/external/xmm_sw_cal/icwg/presentations/Calibration_management_kisch.pdf
ESAC Calibration management What does that mean ? ... 14 June 2006  Marcus  G. F.  Kirsch   Marcus   Kirsch ,  XMM-Newton   European   Space   Astronomy   Center   Page  1 menu · X-ray  calibration  in the last century · Can we do better ·  Calibration  management · Committee for X-ray  calibration  ·  Calibration  mission scenario  ESAC   Marcus   Kirsch ,  XMM-Newton   European   Space   Astronomy   Center   Page  2 ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/external/xmm_sw_cal/icwg/presentations/Calibration_management_kisch.pdf -- 404.3 Кб -- 19.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15725) - xmm.vilspa.esa.es/ )
	Maintenance procedures

	SAS startup thread

	Description







    






6. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2504) - www.meade.com/ )
	Series / Meade Instruments

	Technology / Technology / Meade Instruments

	Technology / UHTCтДв / UHTCтДв / Meade Instruments







    






7. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - site2010.sai.msu.ru/ )






    






8. What was measured?
 ... An OBJECT column gives the name of the object observed (usually a star name). ... In critical cases, it is common practice to measure sky on two or more positions around a target object, and these positions must be identified. ... A general treatment of this problem requires a column called OBJECT, bearing the usual name of the object (as in the star tables); a column labelled STARSKY, to distinguish between star+sky, star alone, or sky alone; and additional columns to identify the sky position. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node637.html -- 8.1 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2149) - www.sao.ru/ )
	Loading the Telescope and Instrument Specifications

	Instrument Description: CASPEC

	A simple photometer







    






9. MILLIMETRON
 ... The project assumes creation of an international space observatory - the interferometer "Earth - Space - Space" in order to perform of astronomical investigations in millimeter, submillimeter and infrared regions with extremely high sensitivity (to a few nanoJanskies units of flux density in continuum spectrum) and extremely high angular resolution (to a parts of microsecond of arc or, possibly, nanosecond). ... radio-interferometric channels of the system "Space - Space", region 0.2 - 3 mm; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/submillimetron/mm/default.htm -- 10.5 Кб -- 05.04.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>193) - www.asc.rssi.ru/ )
	Ground Radio Telescope (GRT) Products

	Description of the RadioAstron project, english version







    






10. GSAOI Instrument Description Page
 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>669) - www.mso.anu.edu.au/ )
	GSAOI Latest Developments Page

	GSAOI Other Instrument Links Page

	GSAOI Magellanic Cloud Planetary Nebulae Science Page







    






11. FM-3I Instrument
Magnetic field measurements onboard the Interball Tail spacecraft are carried out by the FM-3I instrument which consists of two flux-gate magnetometers covering two different ranges: [-200, +200] nT and [-1000, +1000] nT. Besides scientific goals, the FM-3I experiment data is used to perform the attitude control of the Interball Tail spacecraft. ... August 22, 1995 . ... October 18, 1995 . Top of the page . ... Back 




