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Показаны документы, содержащие фрагменты текста из документа

 http://curl.sai.msu.ru/mass/download/doc/rcx_advices.pdf.









21. Hardware sector, archive 2013
 ... Telescopes . ... 2013: . A new control system for the 1-m telescope with remote control possibility for the observation process . In 2013, the creation of a control system for the multitask 1-m ZEISS-1000 telescope was completed in SAO RAS, allowing the use of the telescope's observational capabilities in the modes of local and remote control. ... FITS 3.0-compatible archive of direct images with astrometric calibration . ... SAO RAS Report N329, 2013. Archive . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Science/results/ar_facil/res2013.html -- 6.8 Кб -- 10.04.2016
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Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Science/results/ar_facil/res2013.html -- 6.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>183) - mavr.sao.ru/ )






    






22. Procedures for Observations
 ... The J, H and K bands are characterized by a bright background, such a background is mainly due to the emission of atmospheric lines and of thermal radiation. ... If the source cover a large fraction of the slit, spectra off-source must be observed to adequately sample the sky background. ... The on chip integration time (time spent in each position of the slit) must not exceed 40 seconds in J and H bands and 60 seconds in K band. ... We suggest a sequence of 10 for each elementary integration time. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/doc/proc_ob.html -- 7.9 Кб -- 16.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7524) - www.arcetri.astro.it/ )
	FIRPO Zero Points

	IBIS - Flat Fielding

	Tirgo Worm Handling







    






23. Removing directories created with the ln command
. To remove a directory that is a symbolic link that points to another directory use the command: rm directory_name . Notice that the directory does not need to be empty and you do not have to use the rmdir command. You are not really removing a directory, just a named symbolic link that points to the "real" directory.



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/tasks/links3.2.2.html -- 2.0 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>745) - comet.sai.msu.ru/ )
	Continuing a command onto another line

	MicroEMACS Quick Reference

	Horizontal Tabs







    






24. http://www.abitu.ru/en2002/closed/viewwork.html?ext=175
 ... 24  }  Line  {  SrcBlock   sin   SrcPort  1  DstBlock   func1   DstPort  1 }  Line  {  SrcBlock   Fcn   SrcPort  1  Points  [0, -55]  DstBlock   func   DstPort  1 }  Line  {  SrcBlock   (G*M) ^1/2   SrcPort  1  Points  [25, 0]  DstBlock   func   DstPort  3 }  Line  {  SrcBlock   func   SrcPort  1  Points  [40, 0] Branch { ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.abitu.ru/en2002/closed/viewwork.html?ext=175 -- 12.3 Кб -- 05.05.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13) - www.abitu.ru/ )






    






25. (Untitled)
Here user should specify the origin of coordinate system (observer's position). In case of rectangular coordinates it can be center of any major planet or the Sun or any minor planet. ... For spherical coordinates the origin of coordinate system can coincide only with the center of the Earth or with any point on the Earth surface. ... a)by code of observatory in the list of observatories maintained by Minor Planet Center (see IX. Observatories ). b)by introducing name of observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user3w6q.htm -- 2.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>610) - www.ipa.nw.ru/ )
	AY2016 (contents)

	AY (contents)

	AY2009 (contents)







    






26. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - site2010.sai.msu.ru/ )






    






27. IDL programs
 ... This program was created for correlating chosen regions in the series of fts images. ... Chosen regions' . ... In this section the program counts the integral for each region of the grid for each image. ... As a matter of fact, the integral is total brightness of the region and it is counted by 'int_tabulated' IDL function. ... In addition, the program will show the count of the regions which correlate with the corresponding region (the brighter region means the bigger count) and its contour. ... 



      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/~kupry/SOFTWARE/korel_en.html -- 9.9 Кб -- 15.08.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>462) - lnfm1.sai.msu.ru/ )






    






28. Helene: Image of the Month | Astronotes
Astronotes Armagh Planetarium's Stellar Blog! ... Armagh Planetarium . ... Moon . ... Space Flight . ... Science Fiction . UFOs and Fringe Science . Monthly Sky Notes . ... NASA's Cassini spacecraft obtained this image of Saturn's moon Helene on June 18, 2011. Image credit: NASA/JPL-Caltech/Space Science Institute) . ... Your email address will not be published. ... Email * . ... Here you will find the latest news and views from the fascinating worlds of astronomy and space exploration. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.armaghplanet.com/blog/image-of-the-month-helene.html -- 40.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2328) - www.armaghplanet.com/ )






    






29. INFRARED FOURIER-SPECTROMETER SICH-F
INFRARED FOURIER-SPECTROMETER SICH-F . ... Instrument work regimes: 1) Inside. 2) Calibration at inside standard sources 2 - 4 times per a rotation. 3) Calibration at "free space" 2 - 4 times per a rotation. 4) Infrared radiation measuring 10 - 40 min. per a rotation. ... Spectrometer consists of the photodetector block and the block of signal processing and control. ... Diagnostic information and attach data will transfer by state telemetric channels. ... Detector temperature. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/sich.html -- 7.5 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>113) - space.univ.kiev.ua/ )
	ELF-VLF ADVANCED SIGNAL ANALYZER AND SAMPLER SAS-2







    






30. Les ast†йro†пdes percutent Jupiter plus souvent que pr†йvu | Ciel et Espace
 ... Ciel Espace, le magazine qui vous guide toujours plus loin . ... les plus belles images de l'Univers d†йcrypt†йes pour vous . ... des pages consacr†йes †а la publication de vos photos Mais c'est aussi une vraie communaut†й avec laquelle partager votre passion et nourrir votre curiosit†й. Accueil Les ast†йro†пdes percutent Jupiter plus souvent que pr†йvu . ... Sur Terre, une collision avec un ast†йro†пde d'environ 10m de diam†иtre a lieu en moyenne une fois tous les dix ans. ... Etat du ciel . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cieletespace.fr/node/5883 -- 31.1 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2701) - www.cieletespace.fr/ )
	La galaxie NGC 4696, point d'interrogation cosmique | Ciel et Espace

	Mercure et V†йnus †а lтАЩextr†йmit†й de leur orbite | Ciel et Espace

	Sur V†йnus, les volcans sont toujours actifs | Ciel et Espace







    






31. http://www.gao.spb.ru/english/personal/malkin/publ/zm03e.pdf
 ... I would several points which we faced during our everysolved for better quality of individual ACs' and EOP products · There are two main EOP products provided by two IERS Product Centers on Earth Orientation (Earth Orientation Center (EOC) and Rapid Service/ Prediction Center (RSPC)). ... However, the latter is not provided by the IERS. ... ITRF · Using ITRF in computation of EOP series produced by various ACs seems to be a necessary condition to provide the consistency between the IERS products. ... 
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