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Показаны документы, содержащие фрагменты текста из документа

 http://hea.iki.rssi.ru/integral06/papers/D32_Khamitov01-04Oct06_10:26:31.pdf.









21. http://www.gao.spb.ru/english/publ-s/viii-rfs/p099.pdf
 ... Galaxies 99 Cosmic background with model of cloudy interstellar medium Yu. ... Figure 1: Averaged spectrum of the cosmic background I f in frequency range 0.25 200 MHz for the Galactic poles. ... First interpretation of the cosmic noise background spectrum at broad band frequency range 0.25 200 MHz with a model of the cloudy interstellar medium ISM is presented here. ... Synthesized background spectra I f for regions of the Galactic poles at the frequency range 0.25 200 MHz is presented in Fig. ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/publ-s/viii-rfs/p099.pdf -- 100.3 Кб -- 21.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>299) - www.gao.spb.ru/ )
	http://www.gao.spb.ru/english/publ-s/viii-rfs/p011.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/hestroffer2.pdf

	http://www.gao.spb.ru/english/publ-s/viii-rfs/p133.pdf







    






22. Optical static Fourier spectrometer
Static Fourier spectrometers are often used for spectral measurements of the ionosphere emissions. There are two main advantages of Fourier spectrometers (FS) - large geometric factor and high spectral resolution; these parameters are two orders better than for grating spectral instruments. ... In scanning Fourier spectrometer optical and electric modulation of signal is used to avoid this problem, for static Fourier spectrometer there are no such ways. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/my_web/Spectrometer.htm -- 10.1 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>93) - space.univ.kiev.ua/ )
	INFRARED FOURIER-SPECTROMETER SICH-F

	Victor Lapchuk`s Homepage

	Practical Astrophysics







    






23. MILLIMETRON
 ... The project assumes creation of an international space observatory - the interferometer "Earth - Space - Space" in order to perform of astronomical investigations in millimeter, submillimeter and infrared regions with extremely high sensitivity (to a few nanoJanskies units of flux density in continuum spectrum) and extremely high angular resolution (to a parts of microsecond of arc or, possibly, nanosecond). ... radio-interferometric channels of the system "Space - Space", region 0.2 - 3 mm; . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/submillimetron/mm/default.htm -- 10.5 Кб -- 05.04.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>147) - www.asc.rssi.ru/ )
	Departement of Quantum Astrophysics







    






24. Laboratory of spectroscopy of defect structures ISSP RAS
 ... Kveder V.V. Corresponding member of RAS, Professor, Dr.S. director of ISSP, professor . 118 ГЛК . ... Bredikhin S.I. Dr.S. deputy director, head of LSDS . 115 ГЛК . ... Dolganov V.K. Dr.S. principal research scientist . ... Gasparov V.A. Dr.S. leading senior scientist . ... Kedrov V.V. Dr.S. leading senior scientist . ... Turanov A.N. Dr.S. leading senior scientist . ... Shevchenko S.A. Dr.S. senior scientist . ... Steinman E.A. Dr.S. leading senior scientist . ... senior scientist . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/lsds/en/personal.html -- 13.1 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1129) - www.issp.ac.ru/ )
	Laboratory of materials for electrochemical technologies ISSP RAS







    






25. Wavelength dependence
 ... The first task assumes the searching for chemical composition and sizes of particles which give the wavelength dependence of the extinction efficiencies close to the observed dependence of . Figure 7: Wavelength dependence of the extinction efficiency factors for homogeneous spherical particles of different sizes consisting of astronomical silicate and amorphous carbon. The dashed segment shows the approximate wavelength dependence of the mean galactic extinction curve at optical wavelengths. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/DOP/8-GLIB/ASTNOTES/node3.html -- 15.8 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>413) - www.astro.spbu.ru/ )
	Silicate minerals

	Generalizations of the RDG approximation

	Database of Optical Properties -- Level: subsubpage







    






26. http://www.iki.rssi.ru/conf/2009elw/presentations/presentations_pdf/session7/grigoriev_ELW.pdf
 ... Actually, the limits for cells surviving are not known yet. ... · Possibility of hardware operation at Europa surface environment · Duration of the experiment must fit to spacecraft life time  ATR   spectroscopy  · Fits to all above-listed requirements · Does not request any complicated sample preparation · Detects directly proteins,  DNA /RNA, carbohydrates, lipids and other metabolites · Does not destroy or damage  cell , investigates object  as is  · Can detect ... 



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/conf/2009elw/presentations/presentations_pdf/session7/grigoriev_ELW.pdf -- 592.4 Кб -- 02.03.2009

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/conf/2009elw/presentations/presentations_pdf/session7/grigoriev_ELW.pdf -- 592.4 Кб -- 02.03.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1045) - www.cosmos.ru/ )
	High resolution IR-spectrometer

	Two points (INTERBALL-1 and MAGION-4) observations of magnetopause motion

	Satellite position in the SE and GSM coordinate systems







    






27. ROSAT / Космический портал "Космопорт"
 ... ROSAT ? германская космическая рентгеновская обсерватория. ... На борту спутника находился созданный в Германии рентгеновский телескоп с возможностью получения изображений, в фокальной плоскости которого находилось 3 прибора: два германских позиционно-чувствительных пропорциональных счетчика и американский прибор получения высококачественных изображений. ... 1М (космический аппарат) . ... 2МВ (космический аппарат) . 3МВ (космический аппарат) . ... Союз (космический корабль) . Союз 7К-Л1 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cosmoport.com/spacecraft/spacecraft-244.html -- 37.2 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - www.cosmoport.com/ )






    






28. VISTA - Visible and Infrared Survey Telescope for Astronomy
 ... Exposure Time Calculator (ETC) . Survey processing . ... VISTA is a 4-m class wide field survey telescope for the southern hemisphere, equipped with a near infrared camera (1.65 degree diameter field of view at VISTA's nominal pixel size) containing 67 million pixels of mean size 0.34 arcsec and available broad band filters at Z,Y,J,H,K s and a narrow band filter at 1.18 micron. A wide field visible camera, if constructed, could also be used on VISTA. ... Tile . ... ESO VISTA Public Surveys . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.vista.ac.uk/ -- 31.7 Кб -- 27.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20) - www.vista.ac.uk/ )
	VISTA Exposure Time Calculator Help v1.0

	VISTA - Images of Camera







    






29. http://selena.sai.msu.ru/Bus/Publications/m44_14_busarev_etal.pdf
 ... 13, Moscow 119992, Russian Federation, e-mail: busarev@sai.msu.ru; 2 Research Institute Crimean Astrophysical Observatory, p/o Nauchnyi, Crimea 334413, Ukraine, e-mail: prok@crao.crimea.ua Summary: We propose a combined method of astronomical investigations of small or distant planets incorporating registration of a set of integral spectra of an object and their frequency analysis. ... An application of the method is shown on example of asteroid 21 Lutetia. ... 6] Busarev V. V. (2002), Solar Sys. ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Bus/Publications/m44_14_busarev_etal.pdf -- 93.8 Кб -- 17.02.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>98) - selena.sai.msu.ru/ )
	http://selena.sai.msu.ru/Bus/Publications/LPSC2001a/LPSC2001a.pdf

	Бережной А.А.







    






30. http://zebu.uoregon.edu/~uochep/docs/docs99/Aug99-top.pdf
reconstruction with Fast Simulation M. Iwasaki University of Oregon At the Sitges meting: tt 6jets   4jets analysis · Charged/Neutral  cluster  separation with Track- cluster  matching · Reconstruction performance in Energy flow analysis · B-tag effect After the meeting: · In FastMC, set the  cluster  position resolution determined by FullMC · Study  Cluster  width with FullMC · ... 



      
[
Текст

] 
 Ссылки http://zebu.uoregon.edu/~uochep/docs/docs99/Aug99-top.pdf -- 96.5 Кб -- 26.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>294) - zebu.uoregon.edu/ )
	http://zebu.uoregon.edu/~uochep/talks/talks03/lscv2.pdf

	Towards 1800







    






31. LX70 Optical Tube Assemblies - Optical Tubes - Products
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... LX70 Series . ... The Meade LX70 Series is the perfect choice for the cultivated observer looking to chase deep sky objects such as galaxies, star clusters, nebulae, and more. ... Optical Tubes . ... LX70 Optical Tube Assemblies . ... Dealer Locator . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/products/ota/lx70ota.html -- 87.1 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2468) - www.meade.com/ )
	Optical Tubes - Products

	ACF f/10 Optical Tubes - Optical Tubes - Products

	Products







    






32. Optical systems and devices
To main of Laboratory . The research work and design of optical and optical-electronic devices are carries out by laboratory staff: . ... Lens: . ... In the layout 1 prism systems perform functions of dispersive element, corrector of aberrations, optical reducer. ... Spectral range 200 - 400 nm; . ... Back Forward . ... The main corrector's function are compensation of field aberrations of the main spherical mirror of a telescope (diameter of 600 mm, f'=1200 mm) and increase aperture ratio. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/lao/optical_systems_eng.html -- 19.6 Кб -- 12.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>453) - www.mao.kiev.ua/ )
	Volodymyr P Kuz'kov

	КАРТОТЕКА ПУБЛ?КАЦ?Й СП?ВРОБ?ТНИК?В ГАО НАН УКРА?НИ

	MAO NASU :: Topic: Scholarships and Academic Positions in Australia - Several







    






33. Conference WPLTN-2012 | Conference page
WPLTN Technical Workshop . ... WPLTN-2012) . ... of the International Scientific Technical Conference WPLTN-2012 . ... Having an opinion that the collocation of various space geodesy measurement technologies has a fundamental role in increasing the accuracy of fundamental and applied positioning, navigation and timing provision, the International Scientific Technical Conference WPLTN-2012 has come to the following conclusions: 2.1. ... Web-page . ... Resolution of the conference WPLTN-2012 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/ -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>455) - www.ipa.nw.ru/ )
	NAY 2009 (Foreword)

	NAA-2

	(Untitled)







    






34. MASTER GLOBAL ROBOTIC TELESCOPES NET
 ... MASTER Net is 56 square degrees per 1 exposition . ... 06 Dec 2015: GRB 151205B: MASTER-NET early optical observations GCN18665 . ... 18 Nov 2015: GRB 151118A: MASTER-NET optical observations GCN18613 . ... 12 Nov 2015: GRB 151112A: MASTER-NET optical limit GCN18591 . ... 07 Nov 2015: GRB 151107A: MASTER-NET optical observations GCN18565 . ... 31 Oct 2015: Five OTs detected by Global Robotic MASTER Net ATel8232 . ... 02 Oct 2015: GRB 151001B: MASTER-NET early optical observations GCN18380 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://observ.pereplet.ru/ -- 243.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>41) - observ.pereplet.ru/ )
	MASTER-Net Science Release on prompt optical observation of the GRB 090424







    






35. Stellarium: TelescopeClient Class Reference
Stellarium 0.12.3 . ... TelescopeClient Class Reference abstract . ... getEnglishName (void) const . ... getInfoString (const StelCore *core, const InfoStringGroup &flags) const . ... getJ2000EquatorialPos (const StelCore *core) const =0 . ... getEquinoxEquatorialPos (const StelCore *core) const . ... getJ2000GalacticPos (const StelCore *core) const . ... getSideralPosGeometric (const StelCore *core) const . ... getPositionInfoString (const StelCore *core, const InfoStringGroup &flags) const . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classTelescopeClient.html -- 40.7 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1665) - astro.uni-altai.ru/ )
	Stellarium: BigStarCatalogExtension::StarWrapper< Star > Class Template

	Stellarium: Quasar Class Reference

	Stellarium: Supernova Class Reference







    






36. http://www.iki.rssi.ru/galeev/astro2007/krivosheyev2007.pdf
 ... Mass ratio of SS433 components is q = M X / MV = 0.2 В 0.3 . ... The spectum corresponds to precessional moment T3, i.e. when the angle between jet axis and the line of sight is equal 60 degrees. 10 -2 10 -3 lg I, phot/cm2/sec/keV 10 -4 10 -5 10 100 lg h, keV Cherepashchuk A.M.,Sunyaev R.A., Fabrika S.N., Postnov K.A. et al./ ... 5 10 100 Tcor = 20keV lg h, keV Mjet = 21020 g / s Lk = 61039 erg / s Angle dependence of SS433 spectrum In the figure the angle dependence for SS433 spectrum is shown. ... 



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/galeev/astro2007/krivosheyev2007.pdf -- 389.1 Кб -- 27.02.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>599) - www.iki.rssi.ru/ )
	Auroral Images

	Europa

	Scientific tasks of GRS and HEND







    






37. http://www.astro.louisville.edu/moore/instruments/summary.html
 ... Wide Field Imaging . ... Student Research . ... Imaging/Photometry . ... Fast Imaging . ... 0.4 meter . ... Grating blazed for 1 micron . ... Sky: 4.2"/fiber . Spectrum: 0.069?/pixel . Sky: 8.06 '/mm . Spectrum: 163 ?/mm . ... 1024 x 1024 . ... 6.09 microns . ... Class 1 . ... Research use . ... Research . ... Space Technology Research . ... Wide field color imaging . Imaging and photometry . ... Imaging . ... Spectrum: 96,000 (0.069 ?/pixel) . ... 25,000,000 e- . ... 10 seconds . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/moore/instruments/summary.html -- 33.9 Кб -- 23.03.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>346) - www.astro.louisville.edu/ )
	WISPI Optical Specifications

	University of Louisville Research Telescope at Mount Kent

	Moore Observatory Remote/Robotic Telescope







    






38. XWare > APOD
 ... Fittingly named The Horsehead Nebula it is embedded in the immense complex of star forming gas and dust surrounding the Orion Nebula some 1,500 light-years distant. ... Since it peaked on the other side of the Earth's orbit, however, the comet appeared only brighter than any comet in two decades. ... NGC 1850: Gas Clouds and Star Clusters . ... The December solstice brings the beginning of Winter to Earth's Northern Hemisphere and Summer time to the South! ... Consider this "star in a box". ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/apod.html?page=7&d=2001-02 -- 14.9 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>86251) - www.astronet.ru/ )






    






39. ASP: Lagrangian Point or Bust!
 ... Lagrangian Point or Bust! ... A solar-monitoring telescope is being placed "in orbit around L1." The James Webb Space Telescope (successor to the Hubble Space Telescope) is planned for launch in the year 2011 to "L2." ... The future of the Lagrangian points as space destinations seems assured as new generations of space-based observatories in the planning stage seriously consider using L2 halo orbits because of their attractive operational environment. ... 4 yrs . ... 1 yr . ... Origins . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/pubs/mercury/34_01/sherrill.html -- 49.3 Кб -- 20.04.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>815) - www.astrosociety.org/ )
	Astronomical Society

	ASP: Richard Berry CCD Workshop

	ASP: Sharing the Universe







    






40. The pyramidal (multi-resolution) CCT
 ... The value of tile-size, NW , may be thought of as a sixth coordinate axis in the chirplet transform parameter space - TF-area. Including this sixth coordinate axis provides us with a hierarchical (multi-resolution) CCT. ... Various 2- D slices through the multiresolution CCT may correspond to useful tilings of the TF plane with true parallelograms (true to the extent that the DPSS define a truly rectangular region in the TF plane). ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node16.html -- 4.2 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1045) - crydee.sai.msu.ru/ )
	Dynamic HTML in Communicator

	Long description for example illustrating positioning with respect to a

	Long description for example illustrating absolute positioning
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