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Показаны документы, содержащие фрагменты текста из документа

 http://www.adass.org/adass/proceedings/adass02/reprints/P1-3.pdf.









21. How to Write a Reference Clock Driver
Reference clock support maintains the fiction that the clock is actually an ordinary peer in the NTP tradition, but operating at a synthetic stratum of zero. ... The main interface used by these routines is the refclockproc structure, which contains for most drivers the decimal equivalents of the year, day, month, hour, second and millisecond/microsecond decoded from the ASCII timecode. ... In addition, there may be a driver-specific unit structure used for local control of the device. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/howto.html -- 11.6 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8381) - www.sai.msu.su/ )
	Reference Clock Options

	Astronomical Names

	Jupiter's New Moons







    






22. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - site2010.sai.msu.ru/ )






    






23. http://xray.sai.msu.ru/~ivan/gmt/man/nearneighbor.html
nearneighbor  - A  Nearest neighbor  gridding algorithm  nearneighbor  [ xyzfile ( s ) ] -G out _ grdfile -I x _ inc [ m|c ][/ y _ inc [ m|c ]] -N sectors -R west / east / south / north [ r ] -S  search  _  radius  [ m|c|k|K ] [ -E empty ] [ -F ] [ -H [ nrec ] ] [ -L flag ] [ -V ] [ -W ] [ -: ] [ -bi [ s ][ n ] ]  nearneighbor  reads arbitrarily located (x,y,z[,w]) triples [quadruplets] from standard ... Default is quadrant search, i.e., sectors = 4]. ... H Input file(s) has Header record(s). ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~ivan/gmt/man/nearneighbor.html -- 6.5 Кб -- 19.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>458) - xray.sai.msu.ru/ )
	http://xray.sai.msu.ru/~ivan/gmt/man/triangulate.html

	AXAF-Chandra







    






24. Parameters Specific to the VLA
 ... This section gives a brief description of each of the parameters available to SCHED that are specifically for VLA observations or are especially useful for VLA observations. ... Should be provided for non-VLBI observations. ... This used to be required in order to obtain calibration data for the VLBI observations. ... FREQ: and DOPPLER Warning -- these parameters cannot be used for non-VLBI observations at the VLA since they are only used to adjust the baseband converter frequencies. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Tasso.Tzioumis/sched/Parameters_Specific_VLA.html -- 11.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19676) - www.atnf.csiro.au/ )
	Plans and Activities

	PmWiki | Plugins / Plk

	LOGGING







    






25. http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BA6149A58-A920-49AF-96EE-0FAD66E4F93D%7D
. The image is a composite of separate exposures made by the WFC3 instrument on the Hubble Space Telescope. Three filters were used to sample broad wavelength ranges in the near infrared. The color results from assigning different hues (colors) to each monochromatic image. In this case, the assigned colors are: F105W (Y) blue; F125W (J) green; F160W (H) red. NASA/ESA/G. Illingworth/R. Bouwens/ HUDF09 Team



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BA6149A58-A920-49AF-96EE-0FAD66E4F93D%7D -- 3.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6084) - www.astronomy.com/ )
	Orbiter observations point to "dry ice" snowfall on Mars | Astronomy.com

	Two spacecraft begin new exploration assignments | Astronomy.com







    






26. Solstice Celebration
 ... Today or tomorrow, depending on your time zone, the Sun reaches its northernmost point in planet Earth's sky marking a season change and the first solstice of the year 2004. In celebration, consider this delightfully detailed, brightly colored image of the active Sun . From the EIT instrument onboard the space-based SOHO observatory, the tantalizing picture is a false-color composite of three images all made in extreme ultraviolet light. ... Publications with keywords: Sun - ultraviolet . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/msg/1198452 -- 14.3 Кб -- 22.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>120626) - www.astronet.ru/ )
	Journal "Peremennye Zvezdy"

	Астронет > Solstice Celebration







    






27. INTERNATIONAL SPACE STATION
CREW 19/20 . ... Upon completion of the course he was qualified as a mission specialist and assigned to the Space Station Branch of the Astronaut Office, where he was involved in testing of the crew interfaces for two ISS modules, software of the onboard computers and Local Area Network on ISS. ... On February 13, 2007 by NASA decision he was assigned as a flight engineer to the backup crew of Expedition 16 to the ISS (ISS-16) and then to the backup crew of Expedition 17 to the ISS (ISS-17). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/iss/iss20/kopra.html -- 11.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>876) - www.energia.ru/ )
	S.P. Korolev RSC Energia - International Space Station







    






28. http://www.gao.spb.ru/english/as/j2014/presentations/vavilov.pdf
Institute of Applied Astronomy Russian Academy of Sciences Method of Determining the Orbits of the Small Bodies in the Solar System Based on an Exhaustive Search of Orbital Planes Dmitrii Vavilov, Yurii Medvedev Introduction to the problem: Let we have n 3 positional observations of a body: points in time ( = 1, ) , right ascensions , and declinations . ... Determination of the orbit using the Gauss method of determining orbital elements based on two heliocentric positions and points in time. ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/vavilov.pdf -- 386.7 Кб -- 31.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>298) - www.gao.spb.ru/ )
	ASTROMETRIA







    






29. Moore Observatory's XmDome
In the this version .. ... Adaptable to any dome with relay control of rotation and optionally the shutters . Rotation encoding with RFID tags using Phidgets RFID tag reader . Used with XmTel provides automatic dome rotation to follow the pointing of a telescope . Shutter operation enabled through a tethered connection with rotation limits . ... RFID encoding . ... XmDome provides a convenient graphical user interface for local or remote operation of an astronomical telescope dome. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/archive/xmdome/ -- 3.5 Кб -- 23.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>823) - www.astro.louisville.edu/ )
	EDM (ImageJ API)

	XmTel Research Telescope Control for Linux

	PointRoi (ImageJ API)







    






30. http://www.stecf.org/conferences/adass/adassVII/reprints/micola.ps.gz
 ... Constructing and Reducing Sets of HST Observations Using Accurate Spacecraft Pointing Information A. Micol and B. Pirenne Space Telescope -- European Coordinating Facility, ESA/ESO, Garching D85748, Germany P. Bristow 1 Space Telescope -- European Coordinating Facility Abstract. ... All this is possible thanks to the reliable HST pointing information provided by the jitter files which are a product of the Observatory Monitoring System software at STScI. ... The current format jitter files contain: ...



      
[
Текст

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/reprints/micola.ps.gz -- 88.0 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>270) - www.stecf.org/ )
	






