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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/pubs/2005-15.pdf.









21. Determination of atmospheric parameters and calculation of chemical composition
 ... We cannot use for this purpose equivalent widths and profiles of HI lines (well known criteria of atmospheric conditions for normal supergiants), since these lines are strongly distorted in the spectrum of IRAS04296 as seen in Fig. ... Figure: Upper: iron abundance FeI (circles) and FeII (crosses) calculated for IRAS04296+3429 with model parameters , and using lines with different excitation potentials EP of a low level; bottom: the same as a function of the equivalent width W . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/IRAS04296/node7.html -- 28.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>685) - jet.sao.ru/ )
	Linux I/O port programming mini-HOWTO: Using I/O ports in C programs

	проект SCORPIO-2: parameters

	SCORPIO parameters







    






22. ESO - I derived quantities related to the performance of an instrument. How do
 ... Data Handling and Products > Data Reduction FAQ > I derived quantities related to the performance of an instrument. How do I know whether these numbers are "normal"? ... Observing with ESO Telescopes . ... Instrument Pipelines . ... ESO-MIDAS . ... ESO Data . ... Related External Services . ... The quality control group at ESO monitors a variety of instrument parameters such as zeropoints, efficiencies, read-out noise, etc. ... http://www.eso.org/observing/dfo/quality/ <INSTRUMENT> /qc/qc1.html . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/data-processing/faq/i-derived-quantities-related-to-the-performance-of-an-instrument-how-do-i-know-whether-these-numbers-are-normal.html -- 23.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5920) - www.eso.org/ )
	Quality Control: Image flats

	Type 13

	POLIMODEL (V2.00) --- November00 --- POLIMODEL (V2.00)







    






23. XV-AVHRR
 ... Satellite data ] . SMIS ] . The program is designed to process the specific AVHRR instrument data for calculation and analysis of temperature fields on the sea surface and upper level of clouds. It performs brightness correction for visible channels with regards to clouds altitude. ... The program features a wide variety of classification algorithms (including two-dimensional histogram analysis) and enables to construct personal procedures for classification. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_avhrr.htm -- 3.5 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21) - smis.iki.rssi.ru/ )
	XV-IMAGE







    






24. Long description for normal flow example
This diagram illustrates the normal flow of text between parent and sibling boxes. A document window is shown, with 8 lines (numbered 1 to 8), each 24px high. Four lines of text are displayed, occupying line 1 through 4. In the following PRE element, each 24 pixel line is simulated by two lines, the second beginning with the appropriate number. The lines, as they appear in the image, contain: 1 Beginning of body contents. ... 3 End of outer contents. End of body 4 contents. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/css2/images/longdesc/flow-generic-desc.html -- 2.0 Кб -- 01.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3974) - crydee.sai.msu.ru/ )
	Feature enhancement: normalizing

	NAG's Fortran 90

	Long description of how floats overlap with boxes in normal flow







    






25. POLIMODEL (V1.00) --- April99 --- POLIMODEL (V1.00)
polimodel -- Produce model linear polarization and position angle images . ... Whether to apply random errors to output polarization and position angle values. seed = "" [integer] . ... This task produces a model linear polarization image and corresponding position angle image from an input image assumed to represent intensity (Stokes I parameter). ... A threshold for the input image can be defined such that polarization and position angle are not computed for input values less than this threshold. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/impol/polimodel.help.html -- 6.1 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>212) - www.stecf.org/ )
	SEEING (V1.3) --- Apr00 --- SEEING (V1.3)







    






26. http://www.ipa.nw.ru/conference/2002/sovet/PS/ALESH.PS
 ... The Earth orientation parameters UT1 and polar motion (x pol ; y pol ) are relat ed with the values of UT0 and VOL obtained from the LLR analysis for a station with geocentric longitude and latitude (–; OE) by the following expression: 7 UT0 \Gamma UTC = UT1 \Gamma UTC + (x pol sin – + y pol cos –) tan OE 15 V OL = x pol cos – \Gamma y pol sin – At least four normal points for each station--reflector pair at one day were accepted for the diurnal UT0 estimations. ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/2002/sovet/PS/ALESH.PS -- 31.1 Кб -- 19.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>457) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/2002/sovet/PS/MEDVEDEV.PS

	http://www.ipa.nw.ru/conference/2002/sovet/PS/BYKOVA1.PS

	Keywords_107







    






27. Астронет > Mars to Appear Normal this August
 ... Mars to Appear Normal this August . ... October is the best month to see Mars this year. ... As Earth catches up to Mars in their respective orbits around the Sun, Mars will keep rising earlier in the night. On 2005 October 30, Earth will have caught up to Mars and the planets will be the nearest to each other in their orbits -- this time around. On October 30, Mars will be nearly opposite to the Sun, rise at sunset, set at sunrise, and appear highest and brightest around midnight. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/msg/1207539/eng/ -- 22.5 Кб -- 08.08.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29484) - www.astronet.ru/ )
	Mars to Appear Normal this August

	XWare > APOD







    






28. Кресло MESTRE - Roomble - Roomble Normal Waist тренировочные брюки
 ... Кресла . ... Размер: XS . ... Цвет: белый . ... Размер шлица: PZ2 ; . ... Цвет: Фиолетовый . ... Глубина: 90 . ... Цвет: черный . ... Цвет: серый . ... Размер INT: 54 . ... Глубина пропила: 90, . ... Макс. глубина пропила под углом 90њ: 90, . ... Размер площадки: 800x550, . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku7115.html -- 22.3 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>93) - astrokuban.info/ )
	Брюки Saint Tropez Модель: 26474651 - Saint Tropez - Saint Tropez Юбка Motion

	Настенный светильник Favourite Espresso 1503-1W Панно "Буква 'O'

	Сапоги - Vita Ricca - Vita Ricca кровать "Maker Tall" высота изголовья 172см







    






29. http://www.arcetri.astro.it/igm50/posters_all/rahmani.pdf
The study of circumgalactic gas at z ~ 0.6 sample of DLA-galaxies at very low impact parameters f(10-17) Normalized flux Hadi RAHMANI (Marseille) Celine PEROUX (Marseille) et al. VLT/XSHOOTER H s Velocity (km s-1) [OIII]4960 [OIII]5007



      
[
Текст

] 
 Ссылки http://www.arcetri.astro.it/igm50/posters_all/rahmani.pdf -- 1605.6 Кб -- 17.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8133) - www.arcetri.astro.it/ )
	mod_macro - Apache HTTP Server

	Program parameters

	Where are the tunable parameters of the kernel?







    






30. Press release
 ... 09.03.2001 . ... March 09 2001 09:00 (Moscow time) . The operations scheduled on OC "Mir" for March 8 are complete. The recent telemetry data confirmed that the complex remains pressurised, the thermal mode is normal, the onboard systems perform norminal. Enough electricity is generated to maintain the onboard systems operation and measure orbit parameters. The OC "Mir&q




