


  
    

	
[image: Astronet]
	Поиск по астрономическим сайтам	[image: English]
[image: Russian]



	
 
 

 

 

10
20
30
50






	

 

не группировать
группировать по сайтам
группировать по дир.



     


Точная форма слов 

  О проекте
  Сайты
  Справка

















	

Найдено документов:
 239618
(174 сайтов)
 ----
Время поиска:
 0.64сек.   













 
  Пред. | 1 | 
2
 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8 | 
9   | След. 





Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf.









21. The Focal Plane Instruments
Next: The Transmission Gratings Up: The Instruments Previous: The Instruments . ... A conventional cross-grid charge detector reads out the photo-induced charge cloud and the electronics determine an arrival time to 16s, and the position with a resolution of about 18 m or 0.37 arcsec. ... The Massachusetts Institute of Technology's Center for Space Research, in collaboration with Lincoln Laboratories, developed the detector system and manufactured the CCDs; Lockheed-Martin integrated the instrument. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/images/chandra/crete_astro-ph/node4.html -- 4.1 Кб -- 07.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>495) - xray.sai.msu.ru/ )
	AXAF-Chandra

	The Instruments

	The Transmission Gratings







    






22. Apache IP-based Virtual Host Support
See also: Name-based Virtual Hosts Support . As the term IP-based indicates, the server must have a different IP address for each IP-based virtual host . ... There are two ways of configuring apache to support multiple hosts. ... For each installation, use the Listen directive in the configuration file to select which IP address (or virtual host) that daemon services. e.g. Listen www.smallco.com:80 It is recommended that you use an IP address instead of a hostname (see DNS caveats ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/vhosts/ip-based.html -- 7.0 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>113) - neptun.sai.msu.ru/ )
	Setting which addresses and ports Apache uses

	Apache suEXEC Support







    






23. VISTA ETC - Exposure Time Calculator
 ... Exposure Time Calculator (ETC) . ... ESO - Public Surveys . ... the recommended values to use for DIT, . ... Detector on-chip integration (DIT): seconds. to your chosen value - a separate page gives recommended values to use for DIT - for modes 1 and 2 below you may wish to start with the maximum recommended values as these will minimize the effect of read noise (a total object exposure of Y secs with DIT=X secs will produce Y/X lots of read noise) and give you a lower limit on the time needed. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.vista.ac.uk/observing/etc/index.html -- 15.1 Кб -- 28.03.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - www.vista.ac.uk/ )
	VISTA - Visible and Infrared Survey Telescope for Astronomy







    






24. S.P.Korolev RSC Energia - MIR ORBITAL COMPLEX
MIR ORBITAL COMPLEX CONTENT . S.P. Korolev Rocket and Space Corporation Energia was the Prime Contractor for MIR Orbital Station, developer of the Core Module and the Station Modules, developer and manufacturer of the major systems supporting their on-orbit operation; responsible for the integrated electrical interface of the onboard systems and integrated ground electrical tests of the Station Modules; developer and manufacturer of the Soyuz and Progress space vehicles. ... Docking Compartment . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/english/energia/mir/mir-structure.html -- 23.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2478) - www.energia.ru/ )
	INTERNATIONAL SPACE STATION







    






25. XV-TRACKER
 ... Satellite data ] . SMIS ] . The program controls the data acquisition according to the specified schedule of the sessions. ... The calibration of AVHRR instrument data is performed during acquisition . The program can be started in parallel with the satellite pass visualization, that allows the user to monitor a session and store data only relevant to specific regions in manual selection mode. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_track.htm -- 3.4 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>32) - smis.iki.rssi.ru/ )






    






26. zen
 ... description: . ... product: . ... vendor: . ... version: . ... capabilities: . ... physical id: . ... Intel Corp. physical id: . ... clock: . ... bus info: . ... bus_master system:1 UNCLAIMED . ... bus_master display:0 UNCLAIMED . ... vga bus_master cap_list . ... uhci bus_master . ... ehci bus_master cap_list . ... pci normal_decode bus_master pcmcia . ... pcmcia bus_master cap_list . ... bus_master cap_list . ... bus_master cap_list mii autonegotiation 100bt-fd 100bt 10bt-fd 10bt ethernet physical...



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~megera/thinkpad/x40-hw.html -- 26.1 Кб -- 22.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8112) - www.sai.msu.su/ )
	APOD: October 7, 1998 - Ocean Planet Pole To Pole

	Reference Clock Options

	Zen: CAS







    






27. Apogee Instruments, Inc., AstroGuide Listing
The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . ... Listed Since July 15, 1998 . ... 520) 326-3600 . ... 520) 326-0880 . Web Site . ... Web . www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . are trademarks of John Huggins ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag34.html -- 12.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>360) - www.astronomy.net/ )
	The Navy Prototype Optical Interferometer - an Astronomy Net Article







    






28. ASTROMETRIA
 ... BOM2 and the basic block of solar limbograph including pointing and control systems ? ... Fine tracking platform (FTP) for Sun tracking by the sight axis of the limbograph; . ... Tracking system frequency ? ... Controller of the control system and solar fine tracking of the sight axis of the limbograph; . ... The basic relative construction of the elements and instrumental blocks of the "Astrometria" space experiment is shown on the block diagram of units within the complex of SL-200 solar...



      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/english/astrometr/1_eng.html -- 10.2 Кб -- 26.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>251) - www.gao.spb.ru/ )






    






29. Astronaut Bio: Bruce McCandless II
National Aeronautics and Space Administration . ... Bruce McCandless II (Captain, USN, Ret.) NASA Astronaut (former) . ... He was a member of the astronaut support crew for the Apollo 14 mission and was backup pilot for the first manned Skylab mission (SL-1/SL-2). ... A veteran of two space flights, McCandless has logged over 312 hours in space, including 4 hours of MMU flight time. ... With the completion of this flight McCandless logged 191 hours in space (including 4 hours of MMU flight time). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/mccandless-b.html -- 9.2 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2283) - www.jsc.nasa.gov/ )
	Astronaut Bio: Mark C. Lee 10/2006

	Astronaut Bio: Story Musgrave 8/97

	Astronaut Bio: Alfred Merrill Worden







    






30. http://www.stecf.org/documents/isr/ISR_NGST_2002-01a.pdf
Pixels ,  slits  and  facets  for the  NGST  NIRSpec:  Appendix   ST-ECF  Instrument Science Report  NGST  2002-01a  Pixels ,  slits  and  facets  for a MEMS-type spectrograph for  NGST   Appendix : Extension to different  PSF  and  detector  properties Santiago Arribas, Peter Jakobsen, Robert Fosbury   Wolfram Freudling --1--  ST-ECF  Instrument Science Report  NGST  2002-01a  Pixels ,  slits , and ... This PSF meets the two requirements established by Bely et al. for the OTA optical quality. ... 



      
[
Текст

] 
 Ссылки http://www.stecf.org/documents/isr/ISR_NGST_2002-01a.pdf -- 493.8 Кб -- 11.05.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>242) - www.stecf.org/ )
	CONICA: The high resolution near-infrared camera for the ESO VLT

	Design and Status of the NICMOS Cryocooler

	VLT First Light







    






31. Winer Observatory Benefactors
Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... Winer Observatory gratefully acknowledges the generous support of those listed below. ... We thank our donors and hold them up as models of how corporations in America can behave responsibly in the communities in which they do business. ... Telescopes, parts, and accessories . ... 100,000 . ... Hughes Missile Systems . ... Miscellaneous electronics . ... Terra Universal, Inc. ... EFI Electronics Corp. ... 2013 Winer Observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Donors/Honor_Roll.php -- 22.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>74) - www.winer.org/ )






    






32. SIXA acceptance tests, 2000
 ... SIXA FM ACCEPTANCE TESTS . ... In accordance to plan of the Acceptance Tests for Flight Models which was agreed in March 2000 in Moscow, the Acceptance Test of SIXA FM was carried out between 28 August and 2 September at VTT Automation, Finland. ... GOUCH for electronics box of SIXA-FM, Remark: not updated after changes made in 1994. ... Ground Test Program of SIXA-FM. ... Integration Test of SIXA FM, BIUS, ISS, DSS, and MPMI . ... Test data were written to MPMI, DSS-F, DSS-S and GSE SIXA-FM, . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/SXG/sixa/acc2000.htm -- 11.5 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>735) - hea.iki.rssi.ru/ )
	GRANAT Home Page

	SXG Science Data Center

	Fast search through RTT150 data archive







    






33. CAMERA ELECTRONICS FOR THE CCD FOURIER SPECTROMETER
 ... Imaging spectrometer for atmosphere and ionosphere spectral investigation consist the static Michelson interferometer and CCD camera. The prototype of the onboard CCD camera for the spectrometer used the Toshiba 2048 pixels CCD linear array (TCD 1201D) with FPGA-based controller. The controller is building on ACTEL A1020A field programmable gates array with maximum data rate 40 MHz and can be used with linear and area array CCD. ... Toshiba CCD Linear Image Sensor Data Book, 1997. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/camera/Camera_abstr.html -- 5.8 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>64) - space.univ.kiev.ua/ )
	INFRARED FOURIER-SPECTROMETER SICH-F

	A computer controlled low light photometer for nightglow observations

	ELF-VLF ADVANCED SIGNAL ANALYZER AND SAMPLER SAS-2







    






34. http://crydee.sai.msu.ru/ftproot/pub/comp/hardware/NCR/samp_code/ISA/cf9xflyr.txt
NCR 53CF94, 53CF96 FLYER INFORMATION The NCR 53CF94 and 53CF96 Fast SCSI Controllers are high-performance CMOS devices conforming to ANSI standards X3.131-1986 (SCSI-1) and X3.131-199X (SCSI-2) for the Small Computer Systems Interface (SCSI). ... The NCR 53CF94 and 53CF96 feature 10 megabytes per second (MB/s) Fast SCSI-2 data transfers, improved single-ended SCSI operation, a 24-bit transfer counter, and enhanced SCSI-2 command functionality. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/comp/hardware/NCR/samp_code/ISA/cf9xflyr.txt -- 3.9 Кб -- 11.03.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3520) - crydee.sai.msu.ru/ )
	http://crydee.sai.msu.ru/ftproot/pub/misc/doc/MIDI/GM-specs

	http://crydee.sai.msu.ru/ftproot/pub/misc/doc/SoundCanvases

	Generic routines







    






35. Светильник настольный Arte Lamp TRENDY A1508LT-1BR - Arte Lamp - Arte Lamp
 ... 10A Brushed ESC Electronic Speed Controller for 1 / 16 1 / 18 Scale Remote Control Car Boat - with Brake Function . ... Package Contents : 1 x 10A Brushed ESC ( with Brake Function ) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku6031.html -- 22.7 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>319) - astrokuban.info/ )
	Палантин Eleganzza - Eleganzza - Eleganzza Видеокарта GigaByte GeForce GT 740

	Сабо женские. S57004V25 - Luz Da Lua - Luz Da Lua S57004V25 Ключ Stanley

	Телевизор LG 40LF570V - LG - LG MOONTOP MT 9916 RC Quadcopter Built-in 2.0MP HD







    






36. 'Soyuz-TMA' integrated IDS and RS ISS integrated console of manual control loop
The paper presents the 'Neptune-ME' information display system (IDS) as a spaceman console (SC) of the descent module of the 'Soyuz -TMA' piloted transport spaceship, and the integrated console (IC) of manual control loop for module equipment in the Russian segment of the 'Alpha' international space station. ... to control spaceship systems; . ... An integrated control console (ICC) which is hardware and software compatible with a IBM PC, is suggested as a basic console for the manual control loop. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronaut.ru/bookcase/article/article150.htm -- 39.1 Кб -- 02.06.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>256) - www.astronaut.ru/ )






    






37. The SAOtng Graphical User Interface
The SAOtng graphical user interface consists of menus, accelerator buttons, the image window, the panner, and the colorbar. The menus provide much of the functional support in SAOtng: . ... The image display window is the heart of the SAOtng user interface. Images are displayed in this window. ... The Panner window provides a visual representation of the section of the image being displayed in the current frame, relative to the image (section) being maintained in SAOtng`s memory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/gui.html -- 4.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2586) - hea-www.harvard.edu/ )
	The XPA Message Bus (xpamb)

	The AstroStat Slog Ping Zhao

	The AstroStat Slog Frequentist







    






38. http://www.ipa.nw.ru/conference/wpltn2012/docs/25/0950%20gayazov1.pdf
Quasar   VLBI   network  observatories as co-location sites A. Ipatov, I. Gayazov, S. Smolentsev Institute of Applied Astronomy, Saint Petersburg, Russia ...  supposes: 1. installation of different observational techniques at sites (co-location) 2. combined processing of different types of  observations  (collocation) IAA activity in space geodesy ·  Quasar   VLBI   network :   VLBI   observations    GPS /GLONASS  observations   DORIS ( ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/docs/25/0950%20gayazov1.pdf -- 887.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>398) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/PAGE/aspirantura/literatura/whitney.pdf

	http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1420%20GRASP1.pdf

	http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1420%20peterburg_presentation_final.pdf







    






39. Hardware sector, archive 2001
 ... It allows observations of extended and starlike objects in different modes: CCD photometry, panoramic spectroscopy with the Fabry-Perot interferometer, spectroscopy and spectropolarimetry with a "long-slit", slit-free spectroscopy, multi-object spectroscopy. ... Digital servo drives that were installed have improved the reliability of the complex, extended the range severalfold, and reduced the telescope's speed control step. ... A software and hardware set for the BTA control system was implemented...



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Science/results/ar_facil/res2001.html -- 6.4 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Science/results/ar_facil/res2001.html -- 6.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>194) - mavr.sao.ru/ )
	Electronic version of Russian Bulletin







    






40. Using a different printer
. To send a file to a different printer use the command: lpr -P name_of_printer filename . To find out the names of the printers that you can use enter the command: lpstat -p . There may be a local command that gives you this information. Example . Changing to use another printer by default .



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/tasks/lpr3.html -- 2.1 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>701) - comet.sai.msu.ru/ )
	Contrasting two text files

	More about the UNIX operating system

	Creating a command alias
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