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Показаны документы, содержащие фрагменты текста из документа

 http://www.eso.org/projects/www.eso.org.projects.ngc/Software/INS_SW_WS_2008_NGCOPT_cumani.pdf.









21. http://star.arm.ac.uk/~spm/software/liveice.html
 ... Unlike clients such as Shout and IceDJ this permits the broadcast of live audio, rather than prerecorded mp3's. LiveIce was developed after the appearance of IceCast to provide the Real Time streaming functionality which makes it a viable solution for broadcasting. It is based on the guts of 2 of my previous works - Mp3Serv, the first mp3 broadcasting system & Mp3Mixer, a toy which allows the user to 'Mix' with mp3 streams. ... LiveIce XMMS sourcecode is available here . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~spm/software/liveice.html -- 9.8 Кб -- 10.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2618) - star.arm.ac.uk/ )
	Simon Jeffery's Software Store

	Software Store - Library Index







    






22. The FTPdig Project
Sternberg Astronomical Institute, Moscow University The idea behind this project is rather simple: using CGI scripts as processing tools and WWW browser as user interface, display the structure and content of typical anonymous FTP server in a convenient, easily navigated form. ... search through file/directory names, descriptions and README files; . ... The current goal of FTPdig project is to build University-wide network of ftp servers unified by the same interface and database. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/ftpdig/about.html -- 7.3 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2027) - www.sai.msu.su/ )
	The Name of the Plug-In: Introduction

	How to Write a Reference Clock Driver

	Configuration Options







    






23. RTT150 Technical Description
RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>753) - hea.iki.rssi.ru/ )
	Russian Turkish 1.5-m telescope

	RTT150 location







    






24. ST-ECF Grism Spectrum Software for NICMOS Grism Data
Next: Imaging Polarimetry with NICMOS Up: NICMOS Data Calibration and Previous: The Photometric Performance of . ... NICMOSlook and Calnic C . ... Extracting spectra from a large number of NICMOS grism images requires a convenient interactive tool which allows a user to manipulate direct/grism image pairs. ... NICMOSlook and Calnic-C are two programs that were designed to take advantage of the fact that the NICMOS grism mode typically consists of taking both a direct and a grism image. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node13.html -- 16.5 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>283) - www.stecf.org/ )
	Space Telescope-European Coordinating Facility

	VLT First Light







    






25. Manual Page: apachectl - Apache HTTP Server
NAME apachectl - Apache HTTP server control interface SYNOPSIS apachectl command [.. DESCRIPTION apachectl is a front end to the Apache HyperText Transfer Protocol (HTTP) server. It is designed to help the adminis- trator control the functioning of the Apache httpd daemon. NOTE: If your Apache installation uses non-standard paths, you will need to edit the apachectl script to set the appropriate paths to your PID file and your httpd binary. See the comments in the script for details. ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/programs/apachectl.html -- 5.5 Кб -- 20.06.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>119) - neptun.sai.msu.ru/ )
	Server-Wide Configuration

	Apache Tutorials

	Apache suEXEC Support







    






26. Work notes
As it was already mentioned, the idea behind File Juggler is rather simple: using CGI scripts as processing tools and WWW browser as user interface, display the structure and content of typical anonymous FTP server in a convenient, easily navigated form. ... My P5-133 spends about 0.025 ms on one file when doing linear search with simple criterion (690 ms for 27,000 files, search for substring among file names/descriptions with 70 hits). ... Let's now look whether we can handle 1,000,000 files. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/software/juggler/work.html -- 7.6 Кб -- 12.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4976) - crydee.sai.msu.ru/ )






    






27. Winer Observatory Site
Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... Site . Weather . Roof Status . ... Average Max. ... 0.0 . ... In 2004, the roof was operated manually, while in 2005 through 2007, it was operated automatically by computer, but was not closed by weather sensors. ... The "Closed" column includes those nights outside the Monsoon season when the Observatory was closed due to weather (the usual cause), equipment failures, or vacation by the Winer staff in 2004 through 2006. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Site/Site.php -- 17.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>63) - www.winer.org/ )
	Winer Observatory Command and Control

	Winer Observatory Benefactors







    






28. SMIS IKI RAN: table of contents
 ... Satellite data ] . SMIS ] . SMIS IKI RAN: table of contents . About SMIS laboratory Team . ... PREDICT - Satellite orbit and antenna tracking data calculation . ... XV_FRAME - Raw HRPT data processing: browsing, fragmentation, geo-location, storing to TDF format . ... XV_AVHRR - AVHRR instrument data processing . ... Satellite data NOAA . ... Russian Regions . ... Operational archive . ... Data archive . ... Archive . ... Telemetry data operational archive . ... Data processing examples . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/cont_e.htm -- 8.1 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36) - smis.iki.rssi.ru/ )
	Software Development

	XV-TRACKER

	Price List







    






29. Small telescopes short description
About us . ... Telescopes . ... Apart from the 6-meter telescope BTA two small telescopes are operative at SAO: the 1-m and 0.6-m telescopes, both manufactured by Carl Zeiss, Jena, are located near the BTA. ... These telescopes are used for adjusting the equipment and techniques of observations used at the BTA. ... The observational time allocation and also a brief description of the equipment of the 1-m telescope, which is used either permanently or mainly on this telescope, are presented below. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Telescopes/small/descrip.html -- 8.2 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Telescopes/small/descrip.html -- 8.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>203) - mavr.sao.ru/ )
	SAO RAS - Telescopes - BTA - MSS

	Zeiss-1000

	Hardware sector, archive 2001







    






30. ASTROMETRIA
 ... BOM2 and the basic block of solar limbograph including pointing and control systems ? ... Fine tracking platform (FTP) for Sun tracking by the sight axis of the limbograph; . ... Tracking system frequency ? ... Controller of the control system and solar fine tracking of the sight axis of the limbograph; . ... The basic relative construction of the elements and instrumental blocks of the "Astrometria" space experiment is shown on the block diagram of units within the complex of SL-200 solar...



      
[
Сохраненная копия

] 
 Ссылки http://www.gao.spb.ru/english/astrometr/1_eng.html -- 10.2 Кб -- 26.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>260) - www.gao.spb.ru/ )
	Pulkovo NEO Page: Ephemeris Support







    






31. Meade Instruments Corp. | Astronomy.com
 ... Tonight's Sky . ... The Magazine . ... Observing . ... Magazine . ... Gravitational wave search provides insights into galaxy evolution and mergers . ... The double star 54 Leonis, spiral galaxy NGC 3198, and emission nebula NGC 3199 . ... Open cluster NGC 2818, spiral galaxy NGC 2964, and spiral galaxy NGC 2976 . ... Astronomy for Kids . ... Meade Instruments Corp. ... Receive news, sky-event information, observing tips, and more from Astronomy's weekly email newsletter. ... Astronomy Magazine . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/authors/meade -- 56.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6059) - www.astronomy.com/ )
	Tycho's instruments | Astronomy.com

	Is Jupiter's Moon Amalthea ever visible in amateur instruments? If so, what

	Astronomy Magazine - Interactive Star Charts, Planets, Meteors, Comets,







    






32. http://lnfm1.sai.msu.ru/kgo/docs/specification2.5.7.6.doc
Moscow State University Sternberg Astronomical Institute Specification 2.5 m telescope with enclosure version 7.6 |Number|Item description, type |Quanti| | ... 1000 |2.5 m mirror telescope system |1 | ... lightweighting) must provide the short time of | ... stations (ports) must be provided. ... 1006 |Nasmyth focal stations must be provided with a deployable| | ... must be provided. ... Telescope control system and environment conditions | ... 2005 |Camera shutter must provide unvignetted CCD field, | ... 



      
[
Текст
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 Ссылки 




