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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200102/HK_monitoring-S_Rives.pdf.









21. TUI:Instruments:Agile:Agile window

The Agile window provides complete control over the Agile high-speed photometer. ... All other parameters are specified as part of the command that starts an exposure sequence. ... To connect the filter wheel controller, issue this command in the command bar at the bottom of the Log window: agile connDev fw . ... To home the filter wheel controller, issue this command in the command bar at the bottom of the Log window: agile fwhome (there must be a filter wheel mounted in Agile for homing to succeed). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/AgileWin.html -- 5.9 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>877) - www.apo.nmsu.edu/ )
	TUI:Scripts:Built In Scripts:(Inst):Focus

	DIS Slitviewer User's Manual

	lsst.tcc: python/tcc/parse/getPVTPxPMRadVel.py Source File







    






22. CIMA Software Components

CIMA is more than just the observing tool - in fact, the observing tool is just a part of a bigger package called the CIMA software package. ... There is also a another package called the CIMA WAPP software which contains the WAPP software, the special Tcl/Tk interpreter used by CIMA and support libraries. ... All CIMA software components recognize the following general options that are part of the CIMA version selection system: . ... The select_cima script can be used to set up a default version. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_software.html -- 8.3 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5247) - www.naic.edu/ )
	The CIMA ALFA Instrument Monitor Window

	Details of Rotang

	The Mock Spectrometer







    






23. http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf

TOOLS OF TEST GENERATION FOR SATELLITES CONTROL PROGRAMS Andrey Tyugashev, Ekaterina Myasnikova, Elena Sopchenko S.P. Korolyov Samara State Aerospace University (National Reseach University) The paper presents a research in the field of test automation for testing spacecraft control programs. ... Programmers or designers of spacecraft systems write tests manually. ... Tests are carried out by issuing the control actions on the spacecraft and condition monitoring systems parameters of the spacecraft. ... 




      
[
Текст

] 
 Ссылки http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf -- 161.6 Кб -- 04.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1799) - www.ssau.ru/ )
	Biosphere: Analysis of Value Parameters

	Belokonov Igor Vitalevich

	Research Laboratory of the "Analytical instruments and systems' (RL-54)







    






24. VaST homepage

 ... VaST is a software tool for finding variable objects on a series of astronomical images. ... VaST performs object detection and aperture photometry using SExtractor on each image, cross-matches lists of detected stars, performs magnitude calibration with respect to the first (reference) image and constructs a lightcurve for each object. ... VaST FITS image viewer ./pgfv . ... Part I" PZP, vol. ... K. V. Sokolovsky, S. A. Korotkiy; "New Variable Stars Discovered by the NMW Survey" PZP, vol. ... 




      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/vast/ -- 122.2 Кб -- 21.02.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://saistud.sai.msu.ru/poisk/ -- 122.2 Кб -- 21.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2) - saistud.sai.msu.ru/ )






    






25. http://curl.sai.msu.ru/mass/download/doc/res2007eng.pdf

Preliminary results of astroclimate parameters measurements at the Sternberg 2.5m  telescope  installation  site  V.Kornilov, N.Shatsky, S.Potanin, O.Voziakova, B.Safonov Moscow,  2008  Acknowledgements A.Belinskiy M.Kornilov A.Tokovinin M.Kuznetsov P.Kortunov E.Gorbovskoy SAI administration some SAI students Pulkovo solar station (KHSS) staff RFBR support MAVEG Gmbh Why to study  optical   turbulence  and some other relevant ... Mean seeing by DIMM data for this night is 1''5. ... 




      
[
Текст

] 
 Ссылки http://curl.sai.msu.ru/mass/download/doc/res2007eng.pdf -- 2802.3 Кб -- 23.03.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - curl.sai.msu.ru/ )
	http://curl.sai.msu.ru/mass/download/doc/infrasoft_eng.pdf

	. The . MASS . Group .







    






26. Astronet > Sky Map, professional edition

 ... Field size . Object name . ... Map size . ... Field size: the approximate size of the map in the Y direction. ... Galaxies: . ... Galaxies, which size exceeds some value depending on the field and map sizes, are displayed with their real positional angles and sizes by 25m isophote. ... In the "tools" fields there are links to the several famous AVO (Astrophysical Virtual Observatory) resources: NED and Simbad databases and DSS2 (Palomar Digitized Sky Survey) images of the corresponding sky area. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/map+/?lang=en -- 30.6 Кб -- 12.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>56949) - www.astronet.ru/ )






    






27. The Effect of Relativistic Wind on Accretion Flow Parameters

 ... Obviously, the size of the cavern is of the order of the Schwartzman radius. ... Thus, consideration of the inverse effect of pulsar radiation on the properties of accreting plasma makes the ejection possible even when the Schwartzman radius is smaller than the capture radius. ... If the cavern radius , the condition at its boundary can be written as . ... Apart from magnetic dipole radiation, the cavern may also contain relativistic particles (which are also reflected from the cavern boundary). ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node56.html -- 10.8 Кб -- 26.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>677) - xray.sai.msu.ru/ )
	The Model

	Initial Distributions of Binary Parameters

	Parameters of the starburst







    






28. http://scan.sai.msu.ru/lk/

Please enter the lightcurve file name and period search parameters: . Lightcurve file: . ... Apply the Heliocentric correction and convert all dates to Terrestrial Time (TT)? ... Also, the Heliocentric correction cannot be applied to such lightcurves. ... This period search service is also available at the mirror sites: Mirror 1 , Mirror 2 , Mirror 3 , Mirror 4 . You may download the latest source code distribution and install the period search service at your own web server. ... 




      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/lk/ -- 6.6 Кб -- 24.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - scan.sai.msu.ru/ )






    






29. Access via e-mail

 ... The e-mail interface of the CATS is designed like CGI for the call of the basic procedures: select and match from the html-forms and the program is a lexical analyser, distinguishing keywords and parameters from the electronic letter sent to the address `cats@sao.ru'. ... The output of result is forseen in the same formats as in other forms of the access to the CATS. ... out[put] < arg1 arg2... > . ... ra [ < arg1 > ] < arg2 > < arg3 > ... min max [center] . ... window < arg1 arg2 ... > . ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1085) - jet.sao.ru/ )
	Plug-and-Play-HOWTO : Tell the Driver the Configuration

	Why Use CEILIDH ?

	Functions







    






30. Department of Solid State Physics MIPT

Chair of solid state physics . ... Laboratory practical training on the structural analysis for 3rd year students of the Solid State Physics Chair of MIPT . ... X-ray diffraction methods in materials research . Debye method: determination of lattice parameters, identification of crystal phases . ... X-ray phase analysis: computer processing of X-ray diffraction spectra, identification of crystal phases using ICDD database . ... X-ray powder diffraction: qualitative phase analysis. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/kafedra/en/courses/khasanov.html -- 9.4 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1122) - www.issp.ac.ru/ )






    






31. Izmccd

Download Izmccd (~2.7 MB). Solution of problems at identification of star field. ... 2) Scale is not correct. ... In this case algorithm of identification will revise all values of scale from twice smaller up to twice greater. ... There should be more than value of the field "Number of stars in frame". ... The star field is considered identified if number of the identified stars more or equally to this value. It is necessary to set value from 4 up to value of field "Number of stars in frame". ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.izmccd.puldb.ru/izmccd5e.htm -- 4.9 Кб -- 17.09.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13) - www.izmccd.puldb.ru/ )






    






32. East Siberian Center for the Earth's Ionosphere Research. Modelling, secondary

Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Although their determination is based on the scattering process model, independent check-ups by rocket experiments have shown their correctness in experimental applications. ... Ionospheric data analysis, especially during strong disturbances, cannot be without some other kinds of diagnostic tools. ... The lack of data has always been a challange in this case. ... 




      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/ismodelen.htm -- 5.9 Кб -- 04.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Databases.

	East Siberian Center of Earth Ionosphere Research. Chirp ionosonde.







    






33. Stellarium: SphericalRegion::DrawParams Struct Reference

Stellarium 0.12.3 . ... FileљStructure . ... SphericalRegion . DrawParams . ... SphericalRegion::DrawParams Struct Reference . Parameters specifying how to draw a SphericalRegion . More... #include < StelSphereGeometry.hpp > . DrawParams (class StelProjector *projector) . Construct DrawParams with default parameters and specified projector. ... Do not subdivide the region to follow projection distortions. ... class StelProjector * SphericalRegion::DrawParams::projector_ . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/structSphericalRegion_1_1DrawParams.html -- 22.0 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1068) - astro.uni-altai.ru/ )
	Stellarium: SphereParams Struct Reference

	Stellarium: StelRendererStatistics Class Reference

	Stellarium: TextureParams Struct Reference







    






34. Specification

Symbolic circuit-matrix processor and evaluator . ... This software is reliable over the range of benchmark circuit complexity (both *.CIR and *.MAT file). ... SYMBOL is a symbolic-algebra package which in contrast to REDUCE, MACSYMA, MAPLE, MATHEMATICA, MathLAB, MathCAD and other known multi-purpose systems is especially intended for analysis of any lumped, linear, time-invariant circuit. ... pure ASCII text . ... CIRSYM - SYMbolic CIRcuit processor used to format ASCII text file *.out for CALCSYM. ... 




      
[
Сохраненная копия

] 
 Ссылки http://astrometric.sai.msu.ru/~symbol/specification.html -- 11.5 Кб -- 06.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22) - astrometric.sai.msu.ru/ )
	Symbolic circuit processor

	Symbolic matrix processor







    






35. cat5

. This Directory contains Model of distribution of density, temperature and effective collision freguency of electrons. Yu.K.Chasovitin. 1998. This Directory contains The program RIM98 for calculating the parameters of the ionosphere to use the "Reference Ionospheric Model-98" (RIM-98).Yu.K.Chasovitin. 1998.




      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/cat5MOD.html -- 2.2 Кб -- 18.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7170) - www.wdcb.ru/ )
	"STP Data" STP Data







    






36. LAB Ephem. Astronomy-ERA

The software package ERA (Ephemerides for Research in Astronomy) is a problem-oriented software system for solving heterogeneous calculating tasks of Ephemeris and Dynamical Astronomy. The package makes it possible to produce ephemeris calculations needed for both planning various observational programs and processing the resulting observations. ... The system includes packages of processing the position observations by both the Least Squares Method and by Kalman filtering. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LEA/ENG/engera.htm -- 5.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>618) - www.ipa.nw.ru/ )
	IAA VLBI Analysis Center

	(Untitled)

	IAA EOP Service







    






37. NVSS Source Search (10-July-1998) Help for NVSS Source Catalog Search

This WWW form allows the user to list selected portions of the NRAO/VLA Sky Survey (NVSS) radio source catalog. ... Until the completion of the survey the source catalog will NOT cover the entire region of the survey and care must be exercised in interpreting the results of a catalog search. ... The second parameter in the "Search radius" box or one of the optional items in a position list can be used to specify a region in which to look for other sources. ... An example of a position list entry is: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/surveys/nrao/NVSS/NVSShelp.html -- 9.6 Кб -- 12.02.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3676) - www.mrao.cam.ac.uk/ )
	PPEUC Programme - Cosmic Microwave Background Workshop

	OptInt PmWiki : PmWiki / Include Other Pages

	Monitoring of variable sources at 15 GHz







    






38. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes

STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2507) - www.meade.com/ )
	LS 3.5" Color LCD Video Monitor

	Dedicated Accessories - Accessories - Products

	Products







    






39. Passing arguments to the shell

Shell scripts can act like standard UNIX commands and take arguments from the command line. Arguments are passed from the command line into a shell program using the positional parameters $1 through to $9 . Each parameter corresponds to the position of the argument on the command line. ... For example: cat printps # This script converts ASCII files to PostScript # and sends them to the PostScript printer ps1 # It uses a local utility "a2ps" a2ps $* | lpr -Pps1 printps elm.txt vi.ref msg . ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/scrpt/scrpt2.1.html -- 2.8 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>362) - comet.sai.msu.ru/ )
	Understanding HTML and MIME

	Security Considerations

	The IMG (Image) Element







    






40. The Laboratory of Astrometry

 ... Observatory . ... The Laboratory of Astrometry . Dept. for Physics of Stars&Galaxies . ... Astronomical Calendar . ... UkrVO . ... The purpose of research: Creating a stellar catalog to study the structure and kinematics of star systems, including open star clusters and stars with large proper motions; the enhancement ICRF / Hipparcos system to stars dawn to 17 m (V); Search of binary systems of brown dwarfs and determination of their parameters; astrometry of minor bodies of the Solar System. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/index.php/en/observatory/departments/astrometrylab -- 20.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>513) - www.mao.kiev.ua/ )
	Activity - Page 2

	Dept. for Astrometry & Space Geodynamics

	Area of scientific investigations
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