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Показаны документы, содержащие фрагменты текста из документа

 http://vega.inp.nsk.su/~inest/halometer/SGC%20Scintillation%20Operating%20Manual%201206.pdf.









41. Conference WPLTN-2012 | Conference page
WPLTN Technical Workshop . ... WPLTN-2012) . ... of the International Scientific Technical Conference WPLTN-2012 . ... Having an opinion that the collocation of various space geodesy measurement technologies has a fundamental role in increasing the accuracy of fundamental and applied positioning, navigation and timing provision, the International Scientific Technical Conference WPLTN-2012 has come to the following conclusions: 2.1. ... Web-page . ... Resolution of the conference WPLTN-2012 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/ -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>254) - www.ipa.nw.ru/ )
	Keywords_84







    






42. MEMORANDUM
 ... ON APPLICATION OF MULTI-FREQUENCY SYNTHESIS FOR RADIOASTRON MISSION. ... The first problem for RadioAstron mission for K-band will improved with using a new LNA / probably identical to . ... For RadioAstron mission it is proposed to operate one K-band circular polarized channel at fixed frequency 22.232 GHz. ... B. One circular polarization channel operates at frequency F0 and the opposite polarization channel operates at minimal frequency F-4. ... Signal and LO frequencies. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/memo/sep99/memo_sep99.htm -- 11.1 Кб -- 15.09.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>173) - www.asc.rssi.ru/ )
	Description of the RadioAstron project, english version

	Contingency Plans

	MILLIMETRON







    






43. Chief Designers Council for Russian piloted programs Resolution No. 285-01/06...
 ... After hearing and discussing Rocket-Space Corporation Energy General Designer U.P.Semevov's report on the fulfilling the flight program of the orbital complex Mir and proposals on its further exploitation, the Council draws attention to: . ... According to the Russian Government Resolution No. 76 of January 21, 1999 a large amount of work to find and attract Russian and foreign investments to provide the further exploitation of the orbital station Mir was carried out. ... 
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Сохраненная копия

] 
 Ссылки http://www.cosmoworld.ru/mirstation/english/documents/constructors_010699.shtml -- 9.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>102) - www.cosmoworld.ru/ )
	Russian Federation Government. Resolution No. 76 of January 21, 1999







    






44. http://site2010.sai.msu.ru/static/doc/VOrlov_site2010.pdf
Dynamic   Shack-Hartmann  System   RAPID   V. G. Orlov, V. V. Voitsekhovich Instituto de AstronomМa, UNAM, MИxico CONACYT project E9507-1020P UNAM PAPIIT IN104910 Telescopes OAN OAN- SPM  2.1m  telescope  1.5m  telescope  0.84m  telescope  2.1m  telescope  OAN-Tonanzintla 1m  telescope  Astronomical site  SPM  Observing statistics 1982-2002 (Tapia+ 2007 )  Photometric   nights : 64.1%  Spectroscopic ... Rapid - Dynamic Shack-Hartmann All modern telescopes demand installation of adaptive system. ... 



      
[
Текст

] 
 Ссылки http://site2010.sai.msu.ru/static/doc/VOrlov_site2010.pdf -- 1652.8 Кб -- 18.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21) - site2010.sai.msu.ru/ )
	Methods and instruments to measure/monitor major site properties







    






45. WISPI Optical Specifications
The basic characteristics of the instrument are set by the aperture, focal length and resolution of the image forming lens, the dispersion of the spectrometer, and the sensitivity of the detector. ... The lens is internally focused, and maintains acceptable focus (2 pixels in the detector plane) over a typical spectral coverage of one grating setting. ... along the spatial dimension of a 25mm square detector in the final spectral image plane the 400mm lens is 3.2њ. ... Diffraction grating . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/moore/wispi/wisp_specs.html -- 4.8 Кб -- 10.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>347) - www.astro.louisville.edu/ )
	Wispi Design Notes

	TiffDecoder (ImageJ API)

	Moore Observatory Remote/Robotic Telescope







    






46. APOD: 2005 October 5 - An Annular Solar Eclipse at High Resolution
 ... 2005 October 5 . Annular Solar Eclipse at High Resolution . ... The event was not a total eclipse of the Sun for any Earth-bound sky enthusiast but rather, at best, an annular eclipse , where the Moon blocked most of the Sun. ... Those who witnessed the solar eclipse from a narrow path through Portugal , Spain and Africa , however, were lucky enough to see the coveted Ring of Fire , a dark Moon completely surrounded by the brilliant light of the distant Sun. ... About APOD | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap051005.html -- 5.2 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1874) - www.sai.msu.su/ )
	Guru's TIMPS: Opacity Magic

	APOD: 2004 January 18 - A Close-Up of Martian Soil

	tickadj - set time-related kernel variables







    






47. TESIS
 ... Solar Space Experiments in LPI . ... The main goal of the TESIS is to provide complex observations of solar active phenomena from the transition region to the inner and outer solar corona with high spatial, spectral and temporal resolution in the EUV and Soft X-ray spectral bands. ... Solar EUV Coronagraph (SEC), based on the Ritchey-Chretien scheme, to observe the inner and outer solar corona from 0.2 to 4 solar radii in spectral band 290-320 A . ... 2 arc. sec./pix . ... Backside-CCD 2048*2048 pix...



      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/en/about_tesis.html -- 37.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>51) - www.tesis.lebedev.ru/ )






    






48. Amateur Telescope Makers of Boston
 ... Resolving the Sun's Hot Corona: High Resolution Solar Imaging in the Extreme Ultraviolet . Dr. Kelly E. Korreck . Thursday, Dec 11, 2014 at 8:00 PM . ... As SAO Project Scientist for the NASA rocket High Resolution Coronal Imager (Hi-C), she managed the funding, technical staff, and construction of the telescope leading to the highest resolution images ever of the Sun's hot atmosphere. ... Dec . ... 2017 Total Solar Eclipse . Copyright (c) Amateur Telescope Makers of Boston, Inc. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atmob.org/events/clubmeetings.php?id=689 -- 9.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>212) - www.atmob.org/ )






    






49. Finite free resolutions (Fall 2001)
 ... I. Сведения из коммутативной алгебры. ... Нетеровы кольца, спектр кольца, носитель модуля. ... Локализация: определение, спектр локализации кольца, точность функтора локализации, локальность свойства точности последовательности, локализация Hom'ов. ... Определение и оценки в коротких ТП. ... ВЕ] D. Buchsbaum, D. Eisenbud. ... J. Algebra 1973, v.25 N.2, p. 259-268. ... Algebra structures for finite free resolutions, and some structure theorems for ideals of codimension 3. ... Finite free resolutions....



      
[
Сохраненная копия

] 
 Ссылки http://www.mccme.ru/ium/f01/ca.html -- 7.0 Кб -- 09.12.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>276) - www.mccme.ru/ )






    






50. http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7B2E2ACDFD-EFAF-461D-AFDB-68665EB31B34%7D
This composite image is based on observations from the New Horizons Ralph/LEISA instrument made at 6:25 a.m. EDT on July 14, 2015, when New Horizons was 50,000 miles (81,000 kilometers) from Charon. The spatial resolution is 3 miles (5km) per pixel. The LEISA data were downlinked October 1 4, 2015, and processed into a map of Charon s 2.2 micron ammonia-ice absorption band. ... The ammonia absorption map from LEISA is shown in green on the LORRI image. ... 
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Сохраненная копия

] 
 Ссылки http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7B2E2ACDFD-EFAF-461D-AFDB-68665EB31B34%7D -- 4.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2017) - www.astronomy.com/ )
	http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7B6801350C-3419-40D1-A6FE-9B0611582FFB%7D

	






