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Показаны документы, содержащие фрагменты текста из документа

 http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/200102/HK_monitoring-S_Rives.pdf.









41. http://vo.astronet.ru/~karpov/pdf/2015_Malaga_mmt_meteors.pdf

To appear in "Fourth Workshop on Robotic Autonomous Observatories (2015)"RevMexAA(SC) METEOR OBSERVATIONS WITH MINI-MEGATORTORA WIDE-FIELD MONITORING SYSTEM S. Karpov, 1, 3 N. Orekhova2 G. Beskin, 1, 3 A. Biryukov3,4 S. Bondar,2 E. Ivanov,2 E. Katkova,2 A. Perkov, and V. Sasyuk3 RESUMEN 2 Favor de prop orcionar un resumen en espanol. ... The faintest detected meteors has the peak brightness about 10 mag, while the ma jority - from 4 to 8 mag. ... 2010; Karpov et al. 2013; Beskin et al. ... 




      
[
Текст

] 
 Ссылки http://vo.astronet.ru/~karpov/pdf/2015_Malaga_mmt_meteors.pdf -- 115.6 Кб -- 15.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>40090) - vo.astronet.ru/ )
	SAI Web Services - WCSfix

	astro-ph







    






42. Sfit Control Language: Classified Listing

 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2407) - star.arm.ac.uk/ )
	Spectrum - control

	The /etc directory

	FFIT - Command Syntax







    






43. Radiometric Complex Traverse

 ... Measurements from a pier, platform or a ship in microwave bands (3.6 to 90 GHz) and at thermal IR frequencies to study the sea surface parameters and the ocean-atmosphere interaction. ... Radiometric complex Traverse consists of a set of microwave and IR radiometers, mounted on a automatic rotating platform. ... Since 1999, the complex is used in a series of field experiments on sea surface remote sensing from a pier in Gelendzhik and a platform in Katsiveli (Black Sea). ... Complex "Traverse" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/trav19.htm -- 15.2 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/trav19.htm -- 15.2 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1410) - www.cosmos.ru/ )
	Space Research Institute (IKI) Seminar

	Multipoint correlations of the solar wind parameters observed by several

	Main research and development work completed in 2012 and ready for







    






44. Optical static Fourier spectrometer

Static Fourier spectrometers are often used for spectral measurements of the ionosphere emissions. There are two main advantages of Fourier spectrometers (FS) - large geometric factor and high spectral resolution; these parameters are two orders better than for grating spectral instruments. ... In scanning Fourier spectrometer optical and electric modulation of signal is used to avoid this problem, for static Fourier spectrometer there are no such ways. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/my_web/Spectrometer.htm -- 10.1 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>109) - space.univ.kiev.ua/ )
	ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3

	Satellite Data Processing

	TOPSIDE AUTOMATED SOUNDER TOPAS/W







    






45. Preflight space training (PFST)

 ... Space flight . Crew training . ... honing the skills of performing the tasks of operating the orbital (suborbital) spaceship in a normal autonomous flight and in case of occurrence of off-optimum situations; . ... preparing for conducting visual observations, photographing and video filming envisaged by the flight program; . ... preparing the astronaut's body to the effect of space flight factors, honing the skills of operating the spaceborne medical facilities, rendering self and mutual aid; . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atlasaerospace.net/eng/podgotovka-ppkp.htm -- 34.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>54) - www.atlasaerospace.net/ )
	Parabolic flights for achievement zero gravity: flight parameters,







    






46. Iowa Robotic Telescope Facilities

 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 




      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66) - vega.inp.nsk.su/ )






    






47. Tatjana Khruzina

 ... For the past years I have been working on the problem of synthesis of light curves of close binary systems, consisting of a normal star and a compact object (point object with fixed X-ray luminosity). ... Possible existence of a bright spot on the disk's lateral surface is taken into account. ... The last of then will be published in Gordon and Breach Publishers ( Cherepashchuk A.M., Katysheva N.A., Khruzina T.S., Shugarov S.Yu. ... Cherepashchuk A.M., Katysheva N.A., Khruzina T.S., Shugarov S.Yu. ... 




      
[
Сохраненная копия

] 
 Ссылки http://uranus.sai.msu.ru/~kts/ -- 4.4 Кб -- 22.09.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19) - uranus.sai.msu.ru/ )






    






48. SPUTNIK home page

Instrument . ... Scanning TV-sensor with on-board data recording system for global coverage mode . ... recording, direct transmission . ... IR-radiometer for global coverage and direct data transmission modes . ... The scientific instrument package onboard the Meteor-3 spacecraft provides for regular instant acquisition of images of cloudiness and Earth surface in visible and infra-red bands, data on air temperature and humidity, sea surface temperature and clouds temperature. ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/meteor/engl/meteor_1.htm -- 14.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>23) - sputnik.infospace.ru/ )






    






49. Software Maintenance Manual

 ... Created: 23 February 2001 . ... SOFTWARE MAINTENANCE MANUAL . ... 9 January 2001 . ... Note: in the final document, the table of contents will be to third level] . The Software Maintenance Manual describes the procedures for installation and maintenance of the software for the Gemini Near-infrared Integral Field Spectrograph (NIFS). ... Section 19.4.3 of the document “Programmatic Requirements for Gemini Instrumentation Development” states the requirements for the Software Maintenance Manual . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/manuals/man0003.htm -- 139.3 Кб -- 06.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1359) - www.mso.anu.edu.au/ )
	COALA - Wolfgang Kerzendor

	RSAA Honours Courses (2006)

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) Spectrograph.







    






50. VISTA - Visible and Infrared Survey Telescope for Astronomy

 ... Exposure Time Calculator (ETC) . Survey processing . ... VISTA is a 4-m class wide field survey telescope for the southern hemisphere, equipped with a near infrared camera (1.65 degree diameter field of view at VISTA's nominal pixel size) containing 67 million pixels of mean size 0.34 arcsec and available broad band filters at Z,Y,J,H,K s and a narrow band filter at 1.18 micron. A wide field visible camera, if constructed, could also be used on VISTA. ... Tile . ... ESO VISTA Public Surveys . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.vista.ac.uk/ -- 31.7 Кб -- 27.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18) - www.vista.ac.uk/ )
	VISTA ETC - Exposure Time Calculator







    






51. IDL programs

 ... This program was created for correlating chosen regions in the series of fts images. ... Chosen regions' . ... In this section the program counts the integral for each region of the grid for each image. ... As a matter of fact, the integral is total brightness of the region and it is counted by 'int_tabulated' IDL function. ... In addition, the program will show the count of the regions which correlate with the corresponding region (the brighter region means the bigger count) and its contour. ... 




      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/~kupry/SOFTWARE/korel_en.html -- 9.9 Кб -- 15.08.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>322) - lnfm1.sai.msu.ru/ )
	Data bases of Natural Satellites. Documentation. Structure

	Data bases of Natural Satellites. Documentation. Manual

	The determination of parameters of the gravity anomalies sources







    






52. Heracles

 ... Heracles Triplane and Aerospace Systems . The key characteristics of two-stage aerospace systems are determined according to speed and carrying capacity of the aircraft-carrier used . ... So the SPIRAL system hypersonic carrier was expected to launch the second stage by weight 63 tons at a speed corresponding to 6M; whereas launching weight of the MAKS system orbital stage with the use of the An-225 MRIYA heavy subsonic aircraft reaches 275 tons, and the HERACLES aircraft - 450 tons. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.buran.ru/htm/heracles.htm -- 10.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все резуль




