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Показаны документы, содержащие фрагменты текста из документа

 http://www.kiam1.rssi.ru/pubs/AAS_09-103.pdf.









61. Description of SED models
 ... FTP access the basic models is here . ... Below, we put short descriptions of the used SED models for the photometric redshifts providing by the current server . ... The uniqueness of this model consists in expanding to the near IR (NIR) of Rocca-Volmerange and Guiderdoni's (1988) atlas of synthetic spectra with a revised stellar library, which includes parameters of cool stars. ... Homepage of the GISSEL model). ... Another model used earlier is the model of synthetic spectra of Poggianti (1997). ... 



      
[
Сохраненная копия

] 
 Ссылки http://sed.sao.ru/sed_E_models.html -- 9.2 Кб -- 12.01.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>107) - sed.sao.ru/ )
	Radio Sources Parameters







    






62. University Satellites and Space Science Education '2006
University Satellites and . Space Science Education . ... BAUMANENTS spacecraft which was developed by Bauman Moscow State Technical University in association with Federal Unitary Enterprise NPO Mashinostroenie has on board a set of instrumentation for conducting scientific experiments including satellite modem Qualcomm GSP 1620. ... Within additional experiment which will be conducted if possible, information coming from the modem will be used to define orbit parameters of the satellite. ... 



      
[
Сохраненная копия

] 
 Ссылки http://cosmos.msu.ru/universat2006/main.php?sec=reg&step=aview&id=&aid=263 -- 8.3 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>94) - cosmos.msu.ru/ )
	University Satellites and Space Science Education '2006 I







    






63. TESIS - Telescopes for EUV Spectral Imaging of the Sun
 ... The TESIS is a set of solar imaging instruments developed by the Lebedev Physical Institute of the Russian Academy of Science, and launched aboard the Russian spacecraft CORONAS-PHOTON on January 30, 2009. The main goal of the TESIS is to provide complex observations of solar active phenomena from the transition region to the inner and outer solar corona with high spatial, spectral and temporal resolution in the EUV and Soft X-ray spectral bands. ... Solar activity hits a new low . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/en/ -- 19.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8365) - www.tesis.lebedev.ru/ )
	The Sun - a summer without activity

	TESIS

	This year's largest group of sunspots passes across the solar disk







    






64. Radioastrophysical Observatory ISTP RAS SB
 ... SHORT TERM PREDICTION OF POWER SOLAR FLARES FROM SSRT DATA . The algorithm for short term prediction of powerful solar flares, based on SSRT data, includes microwave emission characteristics in total and polarized flux, the structure of active region (AR) magnetic field at the photospheric level, and H a patrol data. ... During this period, 7 AR's crossed the solar disk, in which 20 flares of importance ? ... Data on AR's and magnetic fields were received from the Sayan observatory by teletype. ... 



      
[
Сохраненная копия

] 
 Ссылки http://ssrt.iszf.irk.ru/forecastsru.shtml -- 25.5 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>31) - ssrt.iszf.irk.ru/ )






    






65. Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/h' F2
 ... 18-Jan-2010 17:22 . ... Apache/2.2.3 (CentOS) Server at www.wdcb.ru Port 80 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/data/Images_of_f-plots/TABL/Tables%20of%20different%20Parameters/h'%20F2/ -- 3.9 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>286) - www.wdcb.ru/ )
	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/fb Es

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/fo Es

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/Type...







    






66. http://hea.iki.rssi.ru/conf/hea2010/Presentations/24/Balega.pdf
 ... 2009) 0 Fig.1 · Max-Planck-Institute for Radioastronomy, Bonn , VLBI ESO, COMPONENTS PARAMETERS FROM INTERFEROMETRY · Following S.Kraus et al. ... Using i=105o , we obtain v sini = 32 km/s. BEST MODEL FIT 1OriC 1 · Mass, M · Luminosity,  log  L · Radius, R · Teff, K ·  log  g · Equatorial  rotation  velocity, km/s ·  Magnetic   field , G · The time of life, yrs 35.8 5.20 10.0 37000 4.01 5.4 500-1500 150 000 1OriC 2 10.0 4.69 8.2 30000 3.60 96.2 moves to MS 1 OriC ... 



      
[
Текст

] 
 Ссылки http://hea.iki.rssi.ru/conf/hea2010/Presentations/24/Balega.pdf -- 453.0 Кб -- 26.01.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>286) - hea.iki.rssi.ru/ )
	http://hea.iki.rssi.ru/integral06/papers/D38_Zakharov01-21Feb07_15:35:59.pdf

	http://hea.iki.rssi.ru/conf/hea2010/Presentations/22/Tsupko.pdf

	http://hea.iki.rssi.ru/integral06/papers/E36_Stephen01-07May07_17:57:56.pdf







    






67. VISTA - Visible and Infrared Survey Telescope for Astronomy
 ... Exposure Time Calculator (ETC) . Survey processing . ... VISTA is a 4-m class wide field survey telescope for the southern hemisphere, equipped with a near infrared camera (1.65 degree diameter field of view at VISTA's nominal pixel size) containing 67 million pixels of mean size 0.34 arcsec and available broad band filters at Z,Y,J,H,K s and a narrow band filter at 1.18 micron. A wide field visible camera, if constructed, could also be used on VISTA. ... Tile . ... ESO VISTA Public Surveys . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.vista.ac.uk/ -- 31.7 Кб -- 27.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15) - www.vista.ac.uk/ )






    






68. ALMA pinpoints Pluto to help guide NASAт??s New Horizons spacecraft |
 ... News . ... Sky Guide . ... ALMA pinpoints Pluto to help guide NASAт??s New Horizons spacecraft . ... Astronomers using the Atacama Large Millimeter/submillimeter Array (ALMA) are making high-precision measurements of Pluto s location and orbit around the Sun to help NASA s New Horizons spacecraft accurately home in on its target when it nears Pluto and its five known moons in July 2015. ... We thank the entire ALMA team for their support and for the beautiful data they are gathering for New Horizons...



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/news/2014/08/alma-pinpoints-pluto-to-help-guide-nasas-new-horizons-spacecraft -- 71.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6248) - www.astronomy.com/ )
	Mars orbiter repositioned to phone home Mars landing | Astronomy.com

	NASA research confirms it's a small world, after all | Astronomy.com

	The Real Reality Show: Is Interstellar Travel Really Possible? | Astronomy.com







    






69. J2357-1125
 ... 5-GHz total flux density . ... 1.4 Jy . ... 0.960 * = the position has been determined to an accuracy of 10 mas from the VLBApls data . VLBApls image at 5 GHz . color gif | contour gif | ... Correlated flux density (Jy) vs. projected baseline length plot . gif | ... flux density (Jy) . EW position (mas) . ... major axis (mas) . minor axis (mas) . position angle ( ) . ... VLBApls reference: Fomalont et al. ... VLBApls home page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.vsop.isas.ac.jp/VLBApls/J2357-1125.htm -- 3.6 Кб -- 08.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>380) - www.vsop.isas.ac.jp/ )
	J0348-2749

	J0418+3801

	J0132-1654







    






70. Possible GRB - Наблюдения
 ... Наблюдения (Модераторы: tlgleonid , SP ) > . Possible GRB . ... Отчеты о наблюдениях . ... Наблюдения . ... Оффлайн . Сообщений: 2108 . Благодарностей: 21 . ... 16 Февраль 2011, 19:16:44 ? ... SUBJECT: OT 110215: possible GRB from 2MASS J00264184+8324093 . ... reflector and CCD the bright optical flash was detected starting on 2011 . ... Lightcurve: http://hea.iki.rssi.ru/~denis/J002641+832409-LC-Sergei.png . ... Записан . ... Сообщений: 3068 . ... Ответ #1 : 16 Февраль 2011, 19:21:11 ? ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astroclub.kiev.ua/forum/index.php?topic=16628.0 -- 71.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30) - www.astroclub.kiev.ua/ )






    






71. Running a High-Performance Web Server for BSD
 ... After the edit, recompile the kernel and recompile the Apache server then reboot. ... If you're running a really busy BSD Apache server, the following are useful things to do if the system is acting sluggish: . ... Maximum # of processes . ... This machine is a server that handles lots of traffic, # so we crank that value. options NMBCLUSTERS=4096 # mbuf clusters at 4096 # # Misc. options # options CHILD_MAX=512 # maximum number of child processes options OPEN_MAX=512 # maximum fds (breaks RPC svcs)...



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/misc/perf-bsd44.html -- 12.2 Кб -- 25.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>100) - neptun.sai.msu.ru/ )
	Apache module mod_isapi

	Apache Content Negotiation

	Definitions of terms used to describe Apache directives







    






72. Symbolic matrix processor
MATSYM - symbolic matrix processor . ... To use the program you will need a MAT file (liked CIR file: "User manual for CIRSYM program") of your system. ... In first string of MAT file enter any text you want to be the title of your system. ... Starting from string 2 (if is not comments - "*") enter the system element name, incident row and column and, optionally, its value. ... To generate a solution, run MATSYM.exe and enter "system_file_name.CIR" or click on the "ENTER" (in "MAT" case). ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrometric.sai.msu.ru/~symbol/matsym.html -- 3.9 Кб -- 06.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16) - astrometric.sai.msu.ru/ )
	Symbolic circuit processor

	Specification







    






73. Winer Roof Status
 ... Status . ... Roof State . CLOSED . 2457488.173634 . 0D:3H:27M:34S . Roof closed at 2016.04.09 16:10:02 . Roof Position . ... Weather State . ... 0D:21H:8M:0S . ... Roof Control (Software) . ... 2457458.425995 . 29D:21H:24M:9S . ... Roof Control (Hardware) . ... Roof UPS State . ... GPS State . Engineering Page Winer Graphical Data Server Page(s) . Time of Last Reboot: 29 Days, 21h:26m:00s . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/roof.html -- 5.3 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>50) - www.winer.org/ )
	Winer Observatory Roof Status







    






74. Keplere
Johann Kepler - a Legislator of the Sky. The laws of the planets movements put by Johann Kepler destroyed the thousand year old dogmas about the circles and spheres and opened the way to scientific understanding of celestial occurrences. ... The best object for observation was Mars - its orbit unlike the Earth's one has a noticeable eccentricity, the rotation period in comparison with Jupiter and Saturn is not too long and observation conditions are better than for Mercury and Venus. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.space.vsi.ru/keplere.htm -- 7.0 Кб -- 14.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>74) - www.space.vsi.ru/ )






    






75. Arithmetic excercises in the Solar system
 ... On the basis of hypothesis about Solar s ystem formating from endo-Galactic Vortex, stated by е.л. Trunaev, who have acquainted the author of the present work with his manuscript in 1991 during personal contact , the results of attempt to apply its main rules to some calculations at the Solar system actually and at planets satellite systems are below stated. ... orbit in . ... All satellite systems of planets, as well as the Solar system, are formed from two- branch pre-planetary (pre-Solar)...



      
[
Сохраненная копия

] 
 Ссылки http://www.lermus.ru/users/trunaev/math_en.htm -- 71.4 Кб -- 04.12.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6) - www.lermus.ru/ )
	The new concept of formation and development of the Solar system







    






76. http://www.meade.com/support/auto/autostar.pdf
 ... Next, the screen displays "Press 0 to align or Mode for Menu." Press "0" if you wish to begin Automatic alignment (or Easy Align, depending on your telescope model), or press Mode if you wish to choose a manual alignment method ("Automatic Alignment" displays, and you can press MODE to go through the menu to find other alignments). ... Note: If you press the "?" key while "Ctr Brightest Star" displays, the alignment star that AutoStar has chosen will display. ... Alignment successful" displays. ... 



      
[
Текст

] 
 Ссылки http://www.meade.com/support/auto/autostar.pdf -- 31.0 Кб -- 01.02.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2480) - www.meade.com/ )
	Meade Instruments Corporation - ETX-90EC and Autostar Frequently Asked...

	Meade Instruments Corporation - Frequently Asked Questions

	Meade Instruments Corporation - Pictor 616A Color Filter System







    






77. http://curl.sai.msu.ru/mass/download/doc/pmt_param_eng.pdf
 ... 2 Measurement of PMTs counting characteristics and selection of op erating p oint To select the operating point of the PMT, that is the optimal values of the high voltage supply and pulse discrimination threshold, the command run counting=hv value is provided in the program mass. ... Starting with the minimum voltage (say 550 V) run command run counting=550 for the measurement execution. ... It is recommended to take measurements for the set of values of 0.4, 0.6, 0.8, 1.0. ... 



      
[
Текст

] 
 Ссылки http://curl.sai.msu.ru/mass/download/doc/pmt_param_eng.pdf -- 111.1 Кб -- 12.09.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - curl.sai.msu.ru/ )
	http://curl.sai.msu.ru/mass/download/doc/infrasoft_eng.pdf

	http://curl.sai.msu.ru/mass/download/doc/dimm_soft_description.pdf

	http://curl.sai.msu.ru/mass/download/doc/res2007eng.pdf







    






78. MASTER GLOBAL ROBOTIC TELESCOPES NET
 ... MASTER Net is 56 square degrees per 1 exposition . ... 06 Dec 2015: GRB 151205B: MASTER-NET early optical observations GCN18665 . ... 18 Nov 2015: GRB 151118A: MASTER-NET optical observations GCN18613 . ... 12 Nov 2015: GRB 151112A: MASTER-NET optical limit GCN18591 . ... 07 Nov 2015: GRB 151107A: MASTER-NET optical observations GCN18565 . ... 31 Oct 2015: Five OTs detected by Global Robotic MASTER Net ATel8232 . ... 02 Oct 2015: GRB 151001B: MASTER-NET early optical observations GCN18380 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://observ.pereplet.ru/ -- 243.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>39) - observ.pereplet.ru/ )
	MASTER-Net Science Release on prompt optical observation of the GRB 090424







    






79. Malinovsky Alexandre Mikhailovich, Astro Space Center (ASC)
 ... Department Number . ... Astro Space Center . ... Telephone Number . 7(495) 333 3366 . FAX Number . 7(495) 333 2378 . ... amalin@lukash.asc.rssi.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://lukash.asc.rssi.ru/people/amalin.htm -- 3.3 Кб -- 06.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21) - lukash.asc.rssi.ru/ )
	Mikheeva Elena Vladimirovna, Astro Space Center (ASC)







    






80. http://site2010.sai.msu.ru/static/doc/VNosov_site2010.pdf
 ... In this case, the main vortex in the Benard cell is decomposed into smaller ones as a result of ten perioddoubling bifurcations. It is shown that the resulting turbulence is coherent and determinate; the fractal character (local selfsimilarity) of its spectrum is found. ... It is shown that the real atmospheric turbulence is the result of mixing of different coherent structures. ... COHERENT STRUCTURE IN A CLOSED ROOM The scheme of measurements in the LSVT spectrograph pavilion is shown in Fig. ... 



      
[
Текст

] 
 Ссылки http://site2010.sai.msu.ru/static/doc/VNosov_site2010.pdf -- 2084.8 Кб -- 03.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - site2010.sai.msu.ru/ )
	http://site2010.sai.msu.ru/static/doc/RShomali_site2010.pdf

	http://site2010.sai.msu.ru/static/doc/VOrlov_site2010.pdf
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