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Показаны документы, содержащие фрагменты текста из документа

 http://curl.sai.msu.ru/mass/download/doc/massug.pdf.









1. Session Parameters
Next: The Reduction Session Up: Echelle Reduction Previous: Standard orientation . ... The command SHOW/ECHELLE displays only those parameters which must be set according to the options and methods chosen for the reduction. ... Current parameters are saved with the command SAVE/ECHELLE name , where name is the session name. ... Current parameter values are set to the default value with the command INIT/ECHELLE , or set to the values of a previously saved session with INIT/ECHELLE name . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node477.html -- 5.4 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2979) - www.sao.ru/ )
	Wavelength calibration

	Least Squares Fitting

	Command Syntax







    






2. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf
 ... IRIG-B available for  FTT  Actuators and tellbacks for  FTT  optics (TBD)  FLC     FTT /NAS GUIs: Common  Requirements  Capability to  display  and operate from:   NMT-supplied Linux computer in the MROI control room NMT-supplied laptop in UTE  Display -only  mode , when controlled by  ISS   FTT   GUI  (i) Control of all  FTT /NA  system  functions, including diagnostic functions; Live  display  of  acquisition ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf -- 830.3 Кб -- 13.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3357) - www.mrao.cam.ac.uk/ )
	PPEUC Programme - Cosmic Microwave Background Workshop

	OptInt PmWiki : PmWiki / Page Directives







    






3. Central Processor Manager CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... The Central Processor Manager is the local monitoring and control agent for the Central Processor sub-system. ... At the moment the Central Processor Manager only controls the acquisition phase; that is, it only controls the ingest pipeline. ... In addition to the CP manager specific parameters, any parameters that begin with ice_properties are passed directly to the ICE Communicator during initialisation. ... string . ... Central Processor Manager . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/services/manager/index.html -- 16.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11318) - www.atnf.csiro.au/ )
	Task parameter manipulation

	Displaying Calibration Tables - GPPLT

	tHermes key definitions







    






4. Sfit Control Language: Classified Listing
 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1904) - star.arm.ac.uk/ )
	Spectrum - control







    






5. http://xmm.vilspa.esa.es/sas/7.1.0/doc/imgdisplay.ps.gz
 ... Launch a new Ds9/SAOtng process 2. ... Load an image into a running Ds9/SAOtng process 4. ... Parameter Mand Type Default Constraints startviewer no boolean true falsejtrue If startviewer is set to true imgdisplay attempts to establish a communication link between itself and an active Ds9/SAOtng process upon invocation. ... all following commands are ignored in this case. withimage le no boolean false falsejtrue A boolean switch determining whether a new image should be loaded into Ds9/SAOtng. ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/imgdisplay.ps.gz -- 50.3 Кб -- 08.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16976) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/8.0.0/doc/imgdisplay.ps.gz

	http://xmm.vilspa.esa.es/sas/5.4.1/doc/imgdisplay.ps.gz

	http://xmm.vilspa.esa.es/sas/7.0.0/doc/imgdisplay.ps.gz







    






6. http://www.stsci.edu/documents/dhb/web/c03_stsdas.fm2.html
 ... How to display images in IRAF using the display task. ... The most general IRAF task for displaying image data is the display task, the best choice for a first look at HST imaging data. ... Display the image with the IRAF display task, using the syntax appropriate for the file format (Chapter 2 explains how to specify GEIS groups and FITS extensions): tv> display fname.c0h [2] 1 (GEIS group 2) . ... If you want to display an image with high dynamic range, you may prefer to use logarithmic scaling. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/web/c03_stsdas.fm2.html -- 9.8 Кб -- 17.11.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21155) - www.stsci.edu/ )
	VERSION User's Guide

	Introduction to HST Data Handbook v8.0

	A.2 IRAF Basics







    






7. Listing and Printing Files, Parameters, and Tables
. Next: Editing Files and Parameters Up: Using IRAF Previous: Editing Text . To display ascii files, use the IRAF command `page' cl> page filename Type ``q'' to exit `page'. Task parameters can be listed with `lparam' cl> lparam qpcopy Table files are displayed using tprint ta> tprint rp90_prd.tab With UNIX-like pipes, these can be used in conjunction with hardcopy print commands like lprint: ta> tprint rp90_prd.tab | lprint . rsdc@cfa.harvard.edu . 1998-06-10



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node10.html -- 3.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2609) - hea-www.harvard.edu/ )
	The Markers Menu

	*tabplot* - Displaying a Radial Profile

	Parameters







    






8. Xguiphot: A New Aperture Photometry Tool for IRAF
Next: SAOTk: Tcl/Tk Widgets for Imaging and Data Visualization . ... Xguiphot is a new GUI driven interactive aperture photometry tool being developed to run under the IRAF environment. Xguiphot as a new aperture photometry tool being developed to run under the IRAF environment. ... On task startup Xguiphot requests a list of images, a list of objects files, a list of output files, initial values for the algorithm parameters, and the name of the GUI definition file. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/davisle/ -- 11.6 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1819) - www.adass.org/ )
	ASC Data Analysis Architecture

	Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at

	Real Time Science Displays for the Proportional Counter Array Experiment on the







    






9. http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-rreiss.pdf
TeePee  Thermal  Control  and Pressure  Control  Monitoring R.Reiss M. Duchateau, G. Fischer, J.L. Lizon 2008-07-16 Overview ·  MUSE  Vacuum Cryogenic and System (VCS) ·  JUMO   Imago   500   Process Automation Controller ·  TeePee   Temperature  control  and Pressure monitoring · Telemetry ·  Status   MUSE  Vacuum and Cryogenic System (VCS) ... UK/prd/70 3590/jumo-imago-500-universal-profilecontrollers-generators.html ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-rreiss.pdf -- 850.9 Кб -- 20.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22256) - www.eso.org/ )
	fitsreport

	POLIMPLOT (V2.00) --- November00 --- POLIMPLOT (V2.00)

	pyQC: overview







    






10. TUI:Instruments:DIS:DIS window
Displays the current status of the Dual Imaging Spectrograph (DIS) and allows you to change the configuration. Normally only the most common status is displayed and the configuration controls are hidden. ... Pushing the "Config" button displays configuration controls (each to the right of its corresponding item of status). Select TUI:Save Window Positions to remember the state of this checkbutton. ... Turret : current position of the grating turret. ... Grating : name of the current grating. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/DIS/DISWin.html -- 6.4 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>879) - www.apo.nmsu.edu/ )
	MCP Menu documentation

	TUI:Scripts:Scripting Tutorial:Loops

	TUI:Instruments:NICFPS:NICFPS window







    






11. Program use
Next: Algorithm Up: Description of program searchdup Previous: Program parameters . Program is started by the command searchdup with no parameters. The graphic user interface appears, with all parameters to their default value. After parameter entry, the button START starts data processing. ... It is possible to stop the program clicking button BREAK! ... It is then possible to change some parameters, or to exit the program, by clicking on the EXIT button. ... 2000-06-30 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/red/searchdup/node3.html -- 3.3 Кб -- 30.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8396) - www.arcetri.astro.it/ )
	apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

	mod_macro - Apache HTTP Server







    






12. Operations
 ... Schedule . cont - continue schedule execution after a halt [SNAP Commands] . ... label - enter tape VSN and check-label (non-S2 drive) [SNAP Commands] . ... newtape - halt schedule until new tape is mounted [SNAP Commands] . ... terminate - end field system operation [SNAP Commands] . ... Listing the Schedule ( list command) [Experiment Operations] . ... New Tape Ready ( label command) [Experiment Operations] . ... Starting a Schedule ( schedule command) [Experiment Operations] . ... Setup . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/aovlbi/fsdoc/ck.html -- 12.2 Кб -- 30.03.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3695) - www.naic.edu/ )
	CIMA Primer

	CIMA Configuration Files

	fmset







    






13. MARKBACK (Aug99) --- nictools --- MARKBACK (Aug99)
markback -- mark regions in the background for performing statistics on markback association . association . calnicb style association input file with list of images to be processed and co-added. number . labels boxes with numbers on image display . ... Only the first 2 boxes will be used by asncombine. nmem . image in association to use for marking the boxes. markback displays one image of an association (the nmem'th image), and allows the to mark nbox regions on the image display. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/nictools/markback.hlp.html -- 2.2 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>253) - www.stecf.org/ )
	POLIMPLOT (V1.00) --- April99 --- POLIMPLOT (V1.00)

	SLITLESS (Oct97) --- ST_ECF --- SLITLESS (Oct97)

	ASNCOMBINE (Nov98) --- nictools --- ASNCOMBINE (Nov98)







    






14. Special Practice in MIDAS
 ... MIDAS Command Language (1.5 lesson - its text , control tasks ) . ... Help and debugging in MIDAS (0.5 lesson - its text , control tasks ) . ... Table system of MIDAS (1.5 lesson - its text , control tasks ) . ... Approximation in MIDAS (1.5 lesson - its text , control tasks ) . ... Data structures in MIDAS (1 lesson - its text , control tasks ) . ... Input/output formats of MIDAS (0.5 lesson - its text , control tasks ) . ... Fortran/C programming in MIDAS (1.5 lesson - its text , control tasks ) ....



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/staff/ilin2/EDU/p-midas.html -- 4.3 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>251) - www.astro.spbu.ru/ )






    






15. Psql support
 ... Information about FTS objects can be obtained in psql using a set of commands \dF{,d,p}[ + ] [ PATTERN ] . ... Optional parameter PATTERN is a name (can be schema-qualified) of the FTS object. If PATTERN is not specified, then information about default object (configuration, parser, dictionaries) will be displayed. ... PATTERN can be a regular expression and should apply separately to schema name and object name. ... Name | ... pg_catalog.simple word | ... Snowball stemmer pg_catalog | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~megera/postgres/fts/doc/fts-psql.html -- 10.6 Кб -- 13.04.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1862) - www.sai.msu.su/ )
	xntpd - Network Time Protocol (NTP) daemon

	CREATE FULLTEXT CONFIGURATION

	xntpdc - special NTP query program







    






16. Cray
Fortran 90 properties already in CF77 . ... Only the old form (fix form) of the source code is available. ... LOGICAL Default  KIND   number  = 8 INTEGER Default int7 int15  KIND   number  = 6 1 2 digits = 46 7 15 radix = 2 2 2 range = 13 2 4 huge = 70368744177663 127 32767 bit_size = 46 8 16 INTEGER int31 int46 int64  KIND   number  = 4 6 8 digits = 31 46 63 radix = 2 2 2 range = 9 13 18 huge = 2147483647 70368744177663 9223372036854775807 bit_size = 32 46 46 REAL half Default,single  double   KIND ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/cray.html -- 11.0 Кб -- 24.10.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/cray.html -- 11.0 Кб -- 24.10.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2995) - crydee.sai.msu.ru/ )
	CHIRPLET TRANSFORM SUBSPACES

	Notation

	NAG's Fortran 90







    






17. Index: P
 ... UNIX commands . ... passwd command . ... changing . ... preventing prompt for . ... display to working directory . ... changing for access . ... accessing with the shift command . ... passing command arguments with . ... PostScript . files, printing . ... files . print queue . ... printer . ... printing . cancelling . ... PostScript files . ... prompt . ... display current directory in . display username in . display system name in . ... 



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/index/ip.html -- 5.5 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>729) - comet.sai.msu.ru/ )
	Displaying files with the cat command

	Example of using the operator

	Examples of displaying files with the cat command







    






18. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING
AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... STATE OF ASEC DEVELOPMENT . ... ASEC . ... Warranted life-time of balloons and calibration mixed gases, months . ... Telemetry system supplying information from each station to ecological center on technical state of gas analyzing equipment and instruments, emergency situations and unauthorized opening of the station. available . ... Calibration mixed gasses are stored inside the balloons as part of ASEC. ... Official WEB-site of S.P.Korolev RSC Energia . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/technology.html -- 12.1 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2494) - www.energia.ru/ )
	RSC "Energia" - Launchers

	OFFICIAL PRESS RELEASE - S.P. KOROLEV ROCKET & SPACE CORPORATION ENERGIA

	S.P. Korolev RSC Energia - International Space Station







    






19. http://xray.sai.msu.ru/~polar/xmgr/status.html
The Status popup displays useful information about the state of sets, regions, and graphs. ... When the number of sets is less than 30, this button is not needed, use the scroll bars to view the status of the sets that are not shown in the display. ... Operations in the Status popup are performed by clicking on the operation, then clicking on one or more set numbers shown in the display. ... Clicking on Copy followed by clicking on a set number in the scrolled window will select the set to copy from. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/xmgr/status.html -- 7.4 Кб -- 25.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>560) - xray.sai.msu.ru/ )
	http://xray.sai.msu.ru/~polar/xmgr/main.html

	Other parameters of the evolutionary scenario

	Initial Distributions of Binary Parameters







    






20. http://www.meade.com/support/auto/autostar.pdf
 ... Next, the screen displays "Press 0 to align or Mode for Menu." Press "0" if you wish to begin Automatic alignment (or Easy Align, depending on your telescope model), or press Mode if you wish to choose a manual alignment method ("Automatic Alignment" displays, and you can press MODE to go through the menu to find other alignments). ... Note: If you press the "?" key while "Ctr Brightest Star" displays, the alignment star that AutoStar has chosen will display. ... Alignment successful" displays. ... 



      
[
Текст

] 
 Ссылки http://www.meade.com/support/auto/autostar.pdf -- 31.0 Кб -- 01.02.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2477) - www.meade.com/ )
	Meade Instruments Corporation - Magellan I Telescope Computer System

	Meade Instruments Corporation - Magellan II Telescope Computer System

	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    








1
 | 
2 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8 | 
9   | След. 










Астронет |
Научная сеть |
ГАИШ МГУ |
Поиск по МГУ |
О проекте |
Авторам

Комментарии, вопросы? Пишите:
info@astronet.ru
или сюда








[image: Rambler's Top100]
[image: RFBR]
[image: Яндекс цитирования]









