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Показаны документы, содержащие фрагменты текста из документа

 http://geophys.geol.msu.ru/shevnin/publ/179.pdf.









1. Parameters
 ... string . Reference event file used to define the coordinate system for the source and background regions. ... Index (row number) of the source in the source list for which the region descriptions are extracted (``local'' mode only, when using source list table). ... Mode for determining initial source extraction radius. ... In ``local'' mode the background region is an annulus centred on the source with the inner and outer radii defined as one and three times the original source extraction radius. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/region/node4.html -- 8.0 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14848) - xmm.vilspa.esa.es/ )






    






2. Central Processor Manager CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... The Central Processor Manager is the local monitoring and control agent for the Central Processor sub-system. ... At the moment the Central Processor Manager only controls the acquisition phase; that is, it only controls the ingest pipeline. ... In addition to the CP manager specific parameters, any parameters that begin with ice_properties are passed directly to the ICE Communicator during initialisation. ... string . ... Central Processor Manager . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/services/manager/index.html -- 16.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10852) - www.atnf.csiro.au/ )
	Parameters Specific to the VLA

	User Parameters - Preparation of the Science field data CentralProcessor 0.11

	THE SCHED INPUT FILES (Includes parameter lists)







    






3. The pyramidal (multi-resolution) CCT
 ... The value of tile-size, NW , may be thought of as a sixth coordinate axis in the chirplet transform parameter space - TF-area. Including this sixth coordinate axis provides us with a hierarchical (multi-resolution) CCT. ... Various 2- D slices through the multiresolution CCT may correspond to useful tilings of the TF plane with true parallelograms (true to the extent that the DPSS define a truly rectangular region in the TF plane). ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node16.html -- 4.2 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1149) - crydee.sai.msu.ru/ )






    






4. Documentation: LEDA: parameter: vlg
The velocity corrected to the centroid of the Local Group vlg has been adopted following Yahil et al. (1977): vlg = v + 295 sin(al2) cos(ab2) - 79.1 cos(al2) cos(ab2) - 37.6 sin (ab2) Where al2 and ab2 are the Galactic coordinates (longitude and latitude) and v is the radial (cz) velocity in km/s given as parameter v . vsgr is available for 137010 galaxies (May 2003 version of the database). Other velocities in the database are: vrad , vopt , v , vgsr , vvir , v3k .



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/fetch/HL/leda/param/vlg.html -- 2.4 Кб -- 23.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1902) - www.sao.ru/ )
	Documentation: LEDA: parameter: vvir

	Documentation: LEDA: parameter: vgsr

	Documentation: LEDA: parameter: bar







    






5. Indexing and Searching Distributed Astronomical Data Archives
 ... The technology needed to implement a Distributed Astronomical Data Archive (DADA) is available today (e.g., Fullton 1993). Query interface standards are needed, however, before the DADA information will be discoverable. ... These parameters would be used to index each dataset in each catalog. ... The technology is available today to perform cross-catalog queries, to fetch the data at the click of a mouse, quickly to add new observation catalogs, and to distribute the load across multiple machines. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/jacksonr2.html -- 11.2 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1513) - www.adass.org/ )
	A New Entropy Measure Based on Multiple Resolution and Noise Modeling

	GIM2D: An IRAF package for the Quantitative Morphology Analysis of Distant

	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared







    






6. HIPASS parameters Barnes et al (2001), Ryan-Weber et al. (2002), Zwaan et al
. First page Back Continue Last page Summary Graphics .



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/meetings/1/talks/hipass_files/text1.htm -- 2.1 Кб -- 06.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3362) - www.naic.edu/ )
	WAPP File Format Page







    






7. East Siberian Center for the Earth's Ionosphere Research. Ionospheric parameter
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Here we present the ionospheric parameters variations for quiet conditions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/vozmnren.htm -- 3.4 Кб -- 04.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Specific character







    






8. HST Image Restoration with Variable Resolution
 ... Bayesian and maximum entropy algorithms that use a constant balancing parameter present large residuals in the low or the high S/N regions depending on the value chosen for the parameter. ... This variation of the balancing parameter implies a variable resolution in the restoration, allowing high resolution with low bias in high S/N regions and a lower resolution with lower artifacts in poor S/N regions. We have applied the algorithm to the FOC and WF/PC cameras of the HST. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/irw/proceedings/nunezj.dir/nunezj.html -- 3.6 Кб -- 18.04.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17357) - www.stsci.edu/ )
	N??ez LLacer: Image Restoration with Variable Resolution

	MIRI At A Glance

	HDF-S Filename Legend







    






9. http://selena.sai.msu.ru/Shev/Publications/ms38/ms084.pdf
 ... We proposed that information retrieved from the local surface photometric behavior of the Moon could be used for guiding the remote sensing analyses of specific geological targets. ... The value of the difference of intensities mentioned above may be used as a photometric parameter I of the local surface roughness. ... 7] Apollo 11 Prelim. ... Figure 5 represents the diagram of relationship between photometric roughness parameter and local thorium content in different lunar regions. ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Shev/Publications/ms38/ms084.pdf -- 315.5 Кб -- 06.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>84) - selena.sai.msu.ru/ )
	http://selena.sai.msu.ru/Pug/Publications/ms42/m42_60.pdf

	http://selena.sai.msu.ru/Pug/Publications/ms38/ms080.pdf

	http://selena.sai.msu.ru/Shev/Publications/ms38/ms085.pdf







    






10. The simulative geophysical regions cross-sections coordinates
The following parameters as a function of the Moscow time (MT=UT+1h) are enclosed in this file. 1. no . ... Simulative geophysical region name . ... Simulative geophysicl region in/out . ... coordinate - . ... Corrected geomagnetic latitude (deg) . ... Geomagnetic local time (h) in the magnetic footprint . ... Geomagnetic local time (h) in the sdatellite position . ... Solar-ecliptic local time (h) in the sdatellite position . ... Geografical longitude (deg) of the magnetic footprint . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/descr/bgrfile.htm -- 3.5 Кб -- 08.12.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/descr/bgrfile.htm -- 3.5 Кб -- 08.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1133) - www.cosmos.ru/ )
	Magnetic mapping

	Multipoint correlations of the solar wind parameters observed by several

	Satellite position in the SE and GSM coordinate systems







    






11. AZ Key parameters, 1998
. Intervals of available data are coded by blue color. To read availability charts user should know the descriptor ("name") of the KP subset of interest. Table annotations include also number of version for each subset. Plot resolution is exactly one pixel per hour. Data are considered as available if at least one data point is present during that hour.



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ibelova/az_cat8.htm -- 2.9 Кб -- 12.05.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>656) - www.iki.rssi.ru/ )
	AZ Key parameters, 1997

	AZ key parameters, 1996

	Gamma Ray Spectrometer GRS of 2001 MARS ODYSSEY







    






12. Restrictions on the Scenario Parameters
 ... we show that the comparison between the calculated and observed numbers of the most ``fragile'' (from the point of view of the  binary  evolution  scenario )    galactic   binary  types (such as X-ray low-mass X-ray binaries (LMXB), cataclysmic variables (CV),   Be-stars   with  compact  companions, relative number of visible  binary  radiopulsars   with normal and  compact  secondary components) impose certain constraints on the feasible  initial ... Phenomenological Kick Velocity . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node41.html -- 6.6 Кб -- 26.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>461) - xray.sai.msu.ru/ )
	Initial Distributions of Binary Parameters

	Initial parameters of compact stars

	Other parameters of the evolutionary scenario







    






13. Stellarium: SphereParams Struct Reference
 ... SphereParams Struct Reference . ... SphereParams (const float radius) . ... Definition at line 50 of file StelGeometryBuilder.hpp . ... Definition at line 103 of file StelGeometryBuilder.hpp . ... Definition at line 120 of file StelGeometryBuilder.hpp . ... Definition at line 112 of file StelGeometryBuilder.hpp . ... Definition at line 118 of file StelGeometryBuilder.hpp . ... Definition at line 110 of file StelGeometryBuilder.hpp . ... Definition at line 114 of file StelGeometryBuilder.hpp . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/structSphereParams.html -- 23.3 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1087) - astro.uni-altai.ru/ )
	Stellarium: RingParams Struct Reference

	Stellarium: gTime Class Reference

	Stellarium: StelLocaleMgr Class Reference







    






14. IFP parameters
. Parameters of the Fabry-Perot Interferometers . Queensgate FPI . ICOS FPI . p260 . p501 . p751 . Order (in H-alpha line) . 235 . 501 . 751 . Interfringe (in H-alpha) . 28 A (1270 km/s) . 13 A (600 km/s) . 8.7 A (390 km/s) . Spectral range . 5000-7000 A . 5000-8000 A . 4500-9000 A . Finesse (in H-alpha) . 13 . 16 . 20 . Sp. resolution (in H-alpha) . 2.1A . 0.8A . 0.4A . Number of spectral channels . 24-32 . 36 . 40 .



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lsfvo/devices/scorpio/ifp/ifpparam.html -- 2.1 Кб -- 08.04.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lsfvo/devices/scorpio/ifp/ifpparam.html -- 2.1 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lsfvo/devices/scorpio/ifp/ifpparam.html -- 2.1 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>879) - jet.sao.ru/ )
	Spectrometric complex LRS

	On the problem of high spectral resolution observations of faint objects

	проект SCORPIO-2: parameters







    






15. Regions and Source Parameters
 ... This section will deal with obtaining photons within specified regions of an image. Available regions are: Annulus Box Circle Ellipse Field -- entire field Irregular region based on intensity of map... i.e. region defined by contour levels. ... The imcnts task in the xray-spatial package sums the source and background counts in specified regions, and subtracts one from the other properly normalized. ... imcnts* - Find counts in an extended region, after removing an embedded point source . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node89.html -- 5.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1976) - hea-www.harvard.edu/ )
	Parameters

	Summary of Tasks in this Section

	Possible Pitfalls







    






16. Manual Page: httpd - Apache HTTP Server
NAME httpd - Apache hypertext transfer protocol server SYNOPSIS httpd [ - X ] [ - R libexecdir ] [ - d serverroot ] [ - f config ] [ - C directive ] [ - c directive ] [ - D parameter ] httpd [ - h ] [ - l ] [ - L ] [ - v ] [ - V ] [ - S ] [ - t ] [ - T ] DESCRIPTION httpd is the Apache HyperText Transfer Protocol (HTTP) server program. ... This manual page only lists the command line arguments. ... Paths in this manual may not reflect those compiled into httpd. ... The default is /usr/local/apache . ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/programs/httpd.html -- 7.3 Кб -- 20.06.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81) - neptun.sai.msu.ru/ )






    






17. http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/prefs/README
A prefs.ccd file should be located in /usr/local/observatory/prefs on the computer to which the camera is attached. ... Parameters  that will be  read  by  prefs.ccd  are -- ccd.frame_count_multi Sets the  maximum   number  of frames in multi mode  Default  is 10 Minimum is 2 No  maximum  ccd. filter _max Sets the  number  of filters in the  filter  wheel Should be less than or equal to the  number  of slots available ccd. filter _01 to ccd. filter _10 Labels for each ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/prefs/README -- 1.9 Кб -- 29.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>401) - www.astro.louisville.edu/ )
	Uses of Class ij.measure.Calibration (ImageJ API)

	CurveFitter (ImageJ API)







    






18. http://www.eso.org/~qc/tqs/config.tp_ambient_PWV_closeup
 ... PLOT_NAME: as defined in Section 2 # PARSET: name for parameter set, unique per PLOT_NAME # SOURCE: data source: QC1DB | ... REMARK PARSET_ NAME   PWV _1 uves1  QC1DB  ambient_ PWV  mjd_obs  PWV   YES  COND_ PWV _31 RMK_ PWV _31 PARSET_ NAME   PWV _1 crires1  QC1DB  ambient_ PWV  mjd_obs  PWV   YES  COND_ PWV _11 RMK_ PWV _11 #PARSET_ NAME   PWV _1 visir1  QC1DB  ambient_ PWV  mjd_obs  PWV   YES  COND_ PWV _21 RMK_ PWV _21 PARSET_ NAME   PWV _1 xshoot1  QC1DB  ambient_ PWV  mjd_obs ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/tqs/config.tp_ambient_PWV_closeup -- 11.1 Кб -- 21.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11765) - www.eso.org/ )
	Preparation of parameter file

	Quality Control: Image flats

	Parameters







    






19. MAKEPRFCORR (Nov98) --- nictools --- MAKEPRFCORR (Nov98)
makeprfcorr -- Compute the pixel response function for an image created with asncombine makeprfcorr association . association . ... Interactive program to compute relative shifts of images in an association file. ... After computing the relative shifts of the direct images, alignasn searches for corresponding grism images for each of the direct images. ... The grism association is then updated with the same relative shift measurements as determined from the direct images. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/nictools/makeprfcorr.hlp.html -- 2.6 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>227) - www.stecf.org/ )
	MAKEFLAT (Sep99) --- nictools --- MAKEFLAT (Sep99)

	ASNCOMBINE (Nov98) --- nictools --- ASNCOMBINE (Nov98)

	HSTPOLIMA (V1.00) --- April99 --- HSTPOLIMA (V1.00)







    






20. The LongSp Description
. The description of the instrument is divided into the following sections: . Optical Design . Cryogenics and Mechanics . Electronics and Software . Determination of Detector parameters . Some photos of the instrument . Other high resolution images .



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/desc/desc_in.html -- 2.5 Кб -- 19.11.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6943) - www.arcetri.astro.it/ )
	mod_macro - Apache HTTP Server

	Determination of the Detector Parameters

	Program parameters
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