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Показаны документы, содержащие фрагменты текста из документа

 http://hea-www.harvard.edu/AstroStat/etc/CCW2007_109_drkeijmsv.pdf.









1. Dependence on the Scenario Parameters and Initial Distributions
 ... Calculations of at least two runs with different values of a parameter are required in order to discover to what extent the results depend on the , if at all. ... In order to study how the final statistical distributions depend on the initial functions, the method of Green functions is used. ... Then we can restore any distribution on this parameter (with a certain accuracy) by summing the results for each interval with the appropriate weight. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node35.html -- 4.5 Кб -- 22.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>575) - xray.sai.msu.ru/ )
	Initial Distributions of Binary Parameters

	Effect of sources evolution on

	Initial binary parameters







    






2. Description
Next: Generation from Ground Calibration Up: EMOS_REDIST Previous: EMOS_REDIST Contents . The redistribution parameters for the MOS cameras. ... Attributes: . None. Columns: . ... The central CCD of each MOS detector has developed a patch where the energy resolution is worse than the average. ... The energy bounds of PHA channels. ... The energy bounds of the PI channels, used to determine the equivalent energies of spectral channels in the redistribution matrix construction. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node752.html -- 6.7 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21272) - xmm.vilspa.esa.es/ )
	Parameters







    






3. Spectral energy distribution
 ... In brief: the frequency-dependent radiative transfer equation is solved for a dust under assumption of spherically-symmetric geometry for its distribution taking into account particle size distribution and quantum heating effects for the very small dust particles. ... Table: Model parameters for IRAS04296+3429. ... parameter . ... hot dust shell) . ... The best fit to the spectral energy distribution of IRAS04296 is shown by heavy solid line (see Table2 for details concerning parameters of the model...



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/IRAS04296/node8.html -- 17.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>925) - jet.sao.ru/ )
	harak_e

	Determination of atmospheric parameters and calculation of chemical composition







    






4. COS Instrument Handbook
COS Instrument Handbook for Cycle 24 . ... exposure time . ... overhead times . ... airglow - see background rates . ... apertures 1 , 2 . ... BOA - see apertures, BOA . ... calibration accuracies . calibration observations . ... Cycle 17 calibration observations 1 , 2 . ... detector non-linear effects - see dead time . ... Exposure Time Calculator - see ETC . ... FCA - see apertures, FCA . ... grating parameters . ... PSA - see apertures, PSA . ... spectroscopic modes - see grating parameters . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/cos/design/hst/cos/documents/handbooks/current/ix.html -- 40.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21683) - www.stsci.edu/ )
	System Throughput

	GHRS Instrument Science Report 073: Further Investigations

	Model Fitting







    






5. Fitting the Blaze Function
Next: Order Merging Up: Instrument Response Correction Previous: Using a Standard . ... It consists of a correction for the blaze function by using a suitable model of the blaze effect introduced by the echelle grating. ... This method uses the overlapping region of adjacent orders to estimate, in a few iterations, the parameter k of the blaze function which is, as before, assumed to be a sinc square. ... The method minimises the difference of the corrected orders in each of the overlapping intervals. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node168.html -- 5.6 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2375) - www.sao.ru/ )
	Photomultipliers: DET= PMT

	Estimation

	Echelle Spectra







    






6. http://hea-www.harvard.edu/AstroStat/HEAD2008/poster_aconnors.pdf
 ... PROBLEMS: "Unknown" (i.e. no physics model) components; What's a "Good-Enough-Fit" (e.g. Poisson)? ... ASIDE:  MULTI-SCALE  FOR  POISSON - called  Multiplicative  Multiscale  Innovation Models  MMI Slides courtesy of R.Willett, SAMSI 2006 Timmermann   Nowak,  1999  Kolaczyk,  1999  ASIDE:  MULTI-SCALE  FOR  POISSON - called  Multiplicative  Multiscale  Innovation Models  MMI Slides courtesy of R.Willett, SAMSI 2006 Timmermann   Nowak,  1999  Kolaczyk,  1999  ASIDE:  MULTI-SCALE  FOR ... 



      
[
Текст

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/HEAD2008/poster_aconnors.pdf -- 2526.2 Кб -- 05.04.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3840) - hea-www.harvard.edu/ )
	The AstroStat Slog RMF

	The AstroStat Slog response matrix

	Spectral Analysis







    






7. Armagh Observatory
 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... Quasi-stationary electron distributions for the different values of the particle escape time. ... The electron-cyclotron maser instability is widespread in the Universe, producing, e.g., radio emission of the magnetized planets and cool substellar objects. ... The model used takes into account the radiation escape from the source region and the particle flow through this region. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2012/613.html -- 6.8 Кб -- 26.09.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2117) - star.arm.ac.uk/ )
	Influence of Climate Variables on Tree-Ring Widths of Different Species







    






8. cat5
. This Directory contains Model of distribution of density, temperature and effective collision freguency of electrons. Yu.K.Chasovitin. 1998. This Directory contains The program RIM98 for calculating the parameters of the ionosphere to use the "Reference Ionospheric Model-98" (RIM-98).Yu.K.Chasovitin. 1998.



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/cat5MOD.html -- 2.2 Кб -- 18.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>237) - www.wdcb.ru/ )
	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/h' F2

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/Type...

	Index of /stp/data/Images_of_f-plots/TABL/Tables of different Parameters/fo E







    






9. Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared
 ... We demonstrate through numerical simulations that model parameters estimated with our technique are essentially bias-free, even when the average number of counts per bin is 1. ... The IW technique avoids such biases by estimating through successive iterations, where for each iteration, j, , and the best-fit parameters are determined by minimization of . ... In our sample, we find that the minimum values and best-fit parameters converge after about 6 iterations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/kearnsk.html -- 12.3 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1896) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	The ISOPHOT Interactive Analysis PIA, a Calibration and Scientific Analysis...

	MKRMF: Multi-Dimensional Redistribution Matrices







    






10. http://www.mrao.cam.ac.uk/galevol/jsabater-Cambridge.pdf
 ... 05/09/2013 Galaxy Evolution over Five Decades - Cambridge 2013 Nuclear activity and environment Effect of environment on AGN is not completely clear yet. ... 05/09/2013 Galaxy Evolution over Five Decades - Cambridge 2013 Effect of the mass Mass slices  optical and radio AGN overall interaction one-on-one interaction relative location 05/09/2013 Galaxy Evolution over Five Decades - Cambridge 2013 Stratified study Stratifed study that considers several strata of mass. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/galevol/jsabater-Cambridge.pdf -- 1542.2 Кб -- 06.10.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5306) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/~bn204/mk2/publications/2005/IREvolvePasadenaConfPoster.pdf

	http://www.mrao.cam.ac.uk/projects/skads/lofar/talks/jg_mksp.pdf

	Limits on Phase Correction Performance Due to Differences Between Astronomical







    






11. http://www.eso.org/~qc/procs/checklist.pdf
 ... The instrument modes and arms should be indicated and described, and the keywords that distinguish between different modes should be indicated (usually INS.MODE is used if it is a mode and OCS keys are used in case it is related to an arm). ... Raw frames The format of the raw frames for each mode and arm should be described. ... The design should be checked on pre-processing or processing, which involves products only (no trigger via raw frames). ... QC parameters. ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/~qc/procs/checklist.pdf -- 156.7 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(




