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Показаны документы, содержащие фрагменты текста из документа

 http://library.biophys.msu.ru/matorin/3380.pdf.









1. Fine Guidance Sensor Instrument Handbook
FGS Instrument Handbook for Cycle 24 . ... Fine Guidance Sensor Instrument Handbook for Cycle 24 > Chapter 3: FGS Science Guide > 3.4 Combining FGS Modes: Determining Stellar Masses . ... The combination of Position mode and Transfer mode observations is an effective means to derive a full orbital solution of a binary system. ... And with the parallax known (from the Position mode data), the total system mass, and hence the mass of each component, can be determined. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/fgs/design/documents/instrumenthandbook/c03_science05.html -- 7.6 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15872) - www.stsci.edu/ )
	Science Instrument Review Rules

	Instrument Configuration [Config]

	Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for







    






2. Instrument modes
 ... MODE  = PrimePartialW2 /  Instrument  configuration CALIBRATION_ MODE _1 = PrimePartialW2 /  Mode   used  to  calibrate   events  from  CCD  1 CALIBRATION_ MODE _2 =  PrimeFullWindow  /  Mode   used  to  calibrate   events  from  CCD  2 CALIBRATION_ MODE _3 =  PrimeFullWindow  /  Mode   used  to  calibrate   events  from  CCD  3 CALIBRATION_ MODE _4 =  PrimeFullWindow  / ... The DATA_MODE_n parameters indicate the data mode (determined by the oal ) the n-th CCD was in during the exposure. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/odfingest/node6.html -- 5.9 Кб -- 01.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11499) - xmm.vilspa.esa.es/ )






    






3. Differential Thermo-Analyzer (DTA)
 ... Measurement of thermal properties of a sample to determine its composition: abundance of sorbed and hydrated water, mineralogical characteristics (chemical composition, crystallization etc.) ... The main registration technique, used in DTA instrument, is measurement of the sample temperature and/or power consumed by the instrument heating cell during the heating with the specified rate. ... Main characteristics of a heater . ... M. Gerasimov, Head of Laboratory +7(495)333-11-55, Mgerasim@iki.rssi.ru...



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/dta4.htm -- 5.2 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/dta4.htm -- 5.2 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>880) - www.cosmos.ru/ )
	KM-7 Results Page

	Lidar homepage - Instrument Information

	MARSES Homepage | Instrument Information







    






4. FM-3I Instrument
Magnetic field measurements onboard the Interball Tail spacecraft are carried out by the FM-3I instrument which consists of two flux-gate magnetometers covering two different ranges: [-200, +200] nT and [-1000, +1000] nT. Besides scientific goals, the FM-3I experiment data is used to perform the attitude control of the Interball Tail spacecraft. ... August 22, 1995 . ... October 18, 1995 . Top of the page . ... Back to the Interball Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/fm-3i.html -- 2.7 Кб -- 24.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>529) - www.iki.rssi.ru/ )






    






5. The Focal Plane Instruments
Next: The Transmission Gratings Up: The Instruments Previous: The Instruments . ... A conventional cross-grid charge detector reads out the photo-induced charge cloud and the electronics determine an arrival time to 16s, and the position with a resolution of about 18 m or 0.37 arcsec. ... The Massachusetts Institute of Technology's Center for Space Research, in collaboration with Lincoln Laboratories, developed the detector system and manufactured the CCDs; Lockheed-Martin integrated the instrument. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/images/chandra/crete_astro-ph/node4.html -- 4.1 Кб -- 07.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>308) - xray.sai.msu.ru/ )
	The Instruments

	Introduction







    






6. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - site2010.sai.msu.ru/ )
	Methods and instruments, general issues







    






7. APOzeropts.htm APO Zero Points
m = -2.5log(DN/sec) + C - K*(airmass - 1.0) + A*color . ... g* and i* zero points determined by Eugene Magnier (dec 5, 1997), errors are about 10%. u*, r*, and z* are very preliminary and may have errors of 20%. filter . lambda . ... UBVI zero points determined by Ted Wyder (fall '97), about 3% internal error. filter . ... UBVI zero points determined by Dan Zucker (oct 19, 1997), about 3% internal error. filter . ... JHK Zero points determined by Eugene Magnier over several runs in 1997. filter . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/APOzeropts.html -- 17.4 Кб -- 08.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>639) - www.apo.nmsu.edu/ )
	Instruments

	ARC 3.5-m Instrument News Page

	TUI:Instruments:Expose Window







    






8. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2505) - www.meade.com/ )
	Meade Instruments Corporation - Choosing the Right Microscope

	Meade Instruments Corporation - How to Calculate Power

	Meade Instruments Corporation - Frequently Asked Questions







    






9. Armagh Observatory
 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... The top panel shows an image of the Sun in the O VI 1032 line obtained on 1996 June 7 by the SUMER instrument, with the three regions for which O VI 1032 and 1038 line intensities were determined from SUMER spectra labelled as A, B and C. The remaining panels show plots of the measured I(1032)/I(1038) ratios for each region. ... A similar effect can take place between lines of differing optical depth. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2014/649.html -- 6.4 Кб -- 11.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1523) - star.arm.ac.uk/ )
	Library, Archive and Historic Scientific Instruments Building

	Library, Archives and Historic Scientific Instruments Building







    






10. http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BEBDFA19E-86D0-4AEA-BD55-31A084FA1559%7D
. Better satellite instruments are improving measurements of solar energy reaching Earth. Exactly determining the contribution of solar fluctuations to rising global temperature is expected to become possible as new instruments, such as the Total Irradiance Monitor above, further refine solar measurements. The device is scheduled to launch next month on NASA's Glory spacecraft. NASA



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BEBDFA19E-86D0-4AEA-BD55-31A084FA1559%7D -- 3.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2411) - www.astronomy.com/ )
	Meade Instruments Corp. | Astronomy.com

	Tycho's instruments | Astronomy.com







    






11. Astrophysics Group Integration of the NIRSpec instrument
 ... Astrophysics Group . ... Integration of the NIRSpec instrument . ... SKA AAVS0 array . ... One of the major milestones for the James Webb Space Telescope (JWST) has been, in September 2013, the completion by ESA of NIRSpec, the first multi-object spectrograph to be operated in space. ... Cambridge, and in particular the Cavendish Astrophysics Group and the Kavli Institute for Cosmology, is heavily involved in NIRSpec by hosting one of the Instrument Science Team members (R. Maiolino). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/news/integration-of-the%20nirspec-instrument/ -- 16.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3232) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Science Instrument Downselect | Attach

	OptInt PmWiki : Science Instrument Downselect

	OptInt PmWiki : Science Instrument Downselect | Edit







    






12. VLT Data Quality Control
 ... As modern observatories evolve to production units delivering data products and calibrated scientific data to the end users, new challenges arise in assessing the quality of data products. ... Taking the analogy of speed control on a motorway we can describe the system as a device (radar) collecting measurements of the system performance (passing cars). ... One of the direct applications of quality control is the verification of instrument performance based on the analysis of calibration exposures. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/ballesterp.html -- 10.9 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/ballesterp.html -- 11.0 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1506) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	Real-Time Linux Driving a Spectrometer

	Post Operational HST Science Instrument Archives







    






13. Instrument configuration and run-specific information
Next: Storage format Up: File Formats Required Previous: Column label: MOONALT . Information specific to a particular instrument is not so easy to categorize. ... Columns BAND and NBAND . Column FILTCODE_ n . Column NDVALUE . Column NDETUSED . Columns REDLEAK, RLTYPE, and MAKER . Instrument descriptors . ... Character descriptor FILTCAT . Character descriptor FILTSTAT . ... Columns NDET and DETNAME . Column DETCODE . Column DET . ... A simple photometer . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node606.html -- 5.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1406) - www.sao.ru/ )
	Instrument Description: CASPEC

	What was measured?

	Flux Calibration and Extinction Correction







    






14. How Determine States?
 ... XRB SEDs | ... By using RXTE to determine the spectral state of a system we intend to generate SEDs using data that may have been taken at different times but were taken at similar X-ray states. Due to its all-sky coverage and long operational time, the RXTE/ASM instrument provides unparalled information on the spectral states: an ideal jumping-off point for studying time-dependent properties of X-ray binaries. ... Blue arrows designate X-ray observation times. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~saku/RXTEASM.html -- 3.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1573) - hea-www.harvard.edu/ )
	Request for Spectral Data

	The AstroStat Slog Frequentist

	Available Instruments







    






15. East Siberian Center of Earth Ionosphere Research. Chirp ionosonde.
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Chirp ionosonde main technical characteristics . ... Linear frequency modulated continuous signals sounding method is relatively simple and has wide application in various special-purpose systems. ... Chirp signals which are applying for ionosphere channel diagnostics usually have10KHz/s -- 1MHz/s. We must point out that under modulation speed increasing there is an increase in noise suppression and resolution power. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/lchmen/ionozonden.htm -- 9.3 Кб -- 02.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Instruments engineer

	East Siberian Center for the Earth's Ionosphere Research. Incoherent Scatter

	East Siberian Center for the Earth's Ionosphere Research. Specific character







    






16. Journal "Peremennye Zvezdy"
Unusual Bright Soil on Mars . ... Credit Copyright: Mars Exploration Rover Mission , Cornell , JPL , NASA Explanation: What is this bright soil on Mars? Several times while rolling across Mars, the treads of the robotic rover Spirit have serendipitously uncovered unusually bright soil. ... The physics and chemistry instruments on Spirit have determined the soil, shown above , contains a high content of salts including iron-bearing sulfates . ... NASA Official: Jay Norris. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/varstars/msg/1212841 -- 7.7 Кб -- 06.04.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28902) - www.astronet.ru/ )
	Beijing Ancient Observatory

	Unusual Bright Soil on Mars

	Water Ice At The Lunar Poles







    






17. ESO - VLT/Instrument Interfaces
 ... Science . ... Science Users Information > Observing Facilities > Instrumentation Development > VLT/Instrument Interfaces . ... APEX Visitor Instrument . ... The interfaces between the VLT Unit Telescopes and the scientific instruments to be operated at the VLT Cassegrain, Nasmyth and Coudц© foci are well defined. ... Interface and numerous other relevant information for instrument builders is available in the "Requirements for Scientific Instruments on the VLT Unit Telescopes" , ESO doc. no. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/facilities/develop/interfacesvlt.html -- 31.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66277) - www.eso.org/ )
	ESO - Phase 2 Instrument Overview Table

	ESO - Instruments Projects

	ESO - Instrument Commissioning







    






18. Solartron Instruments
. Solartron Instruments . Test and Measurement Instrumentation . CONTENTS . Digital Voltmeters & Multimeters 4 . Oscilloscopes 8 . Generators 12 . Counters 16 . Logic Analysers 20 . Dynamic Analysis & Vibration Testing 22 . Data Logging 26 . Radio Test & Surveillance 30 . Digital Data Transmission Testing 32 . Каталог находится в библиотеке Секции открытых систем Совета РАН "Научные телекоммуникации и информационная инфраструктура"



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/casr/os/3_12/7/10.htm -- 2.8 Кб -- 21.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>476) - www.cplire.ru/ )
	Actor Prolog. Example "D:\MOROZOV\Z\DEMO\EXE\EXAMPLES\SADT\JAM\JAM.A"

	Lab234 - Integrated superconducting receivers and spectrometers







    






19. http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1420%20GRASP1.pdf
The  Geodetic  Reference  Antenna  in Space ( GRASP ): A  Mission  to Enhance the Terrestrial Reference Frame Yoaz Bar-Sever1, R. Steven Nerem2, and the  GRASP  Team 2 Jet Propulsion Laboratory University of Colorado, Boulder 1 Terrestrial Reference Frame ( TRF ) and  GRASP  ·  TRF  is fundamental to all areas of geophysics  TRF  ·  TRF  are currently determined by 4 space-ground  geodetic  techniques: - GPS/ GNSS  - ... YEB, September 2012 10 ... 



      
[
Текст

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1420%20GRASP1.pdf -- 1072.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>340) - www.ipa.nw.ru/ )
	http://www.ipa.nw.ru/conference/wpltn2012/docs/24/1100%20shargorodsk.pdf

	http://www.ipa.nw.ru/conference/wpltn2012/docs/25/1300%20ignatenko.pdf

	(Untitled)







    






20. http://www.mso.anu.edu.au/seminars/abstracts/20150227-1420.html
. The NGS2 instrument is prototyped in cardboard along with GeMS to determine spatial interactions and aid mechanical design and integration planning.



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/seminars/abstracts/20150227-1420.html -- 3.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>491) - www.mso.anu.edu.au/ )
	GSAOI Other Instrument Links Page

	GSAOI Instrument Description Page

	Other Infrared Instruments.
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