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Показаны документы, содержащие фрагменты текста из документа

 http://mavr.sao.ru/hq/vsher/Z1000/zeiss_gui.pdf.









1. http://mavr.sao.ru/hq/vsher/Z1000/zeiss_gui.pdf
ZeissGUI -- 1000. ... ZeissGUI Java. ... Object. ... Java XML-RPC . XML-RPC HTTP. ... ZeissGUI Java, XML-RPC . Java (JVM). Java-applet Web-. ztcs, , X11, RDP. . ... Set. . ... State -- : · Slewing -- ( ), · Tracking -- , , · Stop -- , · StopTrk -- , , · Moving -- , · DrvOff -- SEW- , · EncOff -- , · Off -- ( CAN-). ... Java-): Telescope, Object Input. ... RA,Dec J2000 B1950; · Apparent Place -- , .. ... Java-): · Telescope -- . ... Object Telescope . ... localhost, .. ztcs. ztcs ZeissGUI . ... 



      
[
Текст

] 
 Ссылки http://mavr.sao.ru/hq/vsher/Z1000/zeiss_gui.pdf -- 1546.2 Кб -- 03.02.2015

    
      
[
Текст

] 
 Ссылки http://www.sao.ru/hq/vsher/Z1000/zeiss_gui.pdf -- 1546.2 Кб -- 03.02.2015

    
      
[
Текст

] 
 Ссылки http://jet.sao.ru/hq/vsher/Z1000/zeiss_gui.pdf -- 1546.2 Кб -- 03.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1206) - jet.sao.ru/ )






    






2. event - Apache HTTP Server
 ... Apache HTTP Server Version 2.4 . ... A variant of the worker MPM with the goal of consuming threads only for connections with active processing . ... MPM . ... It is based on the worker MPM, which implements a hybrid multi-process multi-threaded server. ... The event MPM handles some connections in an asynchronous way, where request worker threads are only allocated for short periods of time as needed, and other (mostly SSL) connections with one request worker thread reserved per connection. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/en/mod/event.html -- 15.6 Кб -- 19.11.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8469) - www.arcetri.astro.it/ )
	worker - Apache HTTP Server

	mod_mem_cache - Apache HTTP Server

	Converting Modules from Apache 1.3 to Apache 2.0 - Apache HTTP Server







    






3. worker - Apache HTTP Server
 ... Directives | ... Apache HTTP Server Version 2.2 . ... The most important directives used to control this MPM are ThreadsPerChild , which controls the number of threads deployed by each child process and MaxClients , which controls the maximum total number of threads that may be launched. ... Two directives set hard limits on the number of active child processes and the number of server threads in a child process, and can only be changed by fully stopping the server and then starting it again. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/tb/manual/de/mod/worker.html -- 13.3 Кб -- 10.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3117) - www.sao.ru/ )
	mod_mem_cache - Apache HTTP Server

	Converting Modules from Apache 1.3 to Apache 2.0 - Apache HTTP Server

	mod_so - Apache HTTP Server







    






4. SPUTNIK home page
. Dedicated to 40th anniversary of the . first artificial Earth satellite launch . Russian (Win) .



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ -- 7.9 Кб -- 22.10.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36) - sputnik.infospace.ru/ )






    






5. http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf
NGC OPTICAL SOFTWARE Claudio Cumani NGC Presentation - 2008, July 16 Differences btw IR and OPT detector controllers: intrinsic 2 "Exposure" handling Optical Rigid scheme for exposures (wipe - integrate - ["move charges on detector while integrating"] - read ). Active intervention of the control-server during the exposure is ti ti th th required (application of new voltages in each state). ... Starting an exposure = starting transfer and storage of data. ... 



      
[
Текст

] 
 Ссылки http://www.eso.org/projects/www.eso.org.projects.ngc/General/16072008-ccumani.pdf -- 708.2 Кб -- 20.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>48783) - www.eso.org/ )
	Visiting with an Old and Active Friend (ESO PR Photos 07a-b/01)







    






6. lbaops:moprastartup [ATNF VLBI Wiki]
 ... Observing . ... Observer's Wiki . ... Xtightvnc :1 -desktop X -auth /home/atcaobs/.Xauthority -geometry 1600 1000 -depth 24 -rfbwait 120000 -rfbauth /home/atcaobs/.vnc/passwd -rfbport 5901 -fp /usr/X11R6/lib/X11/fonts/Type1/,/usr/X11R6/lib/X11/fonts/Speedo/,/usr/X11R6/lib/X11/fonts/misc/,/usr/X11R6/lib/X11/fonts/75dpi/,/usr/X11R6/lib/X11/fonts/100dpi/,/usr/share/fonts/X11/misc/,/usr/share/fonts/X11/Type1/,/usr/share/fonts/X11/75dpi/,/usr/share/fonts/X11/100dpi/ -co /etc/X11/rgb -alwaysshared . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/dokuwiki/doku.php/lbaops/moprastartup -- 18.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>23944) - www.atnf.csiro.au/ )
	VLBI Wiki | Main / MopraStartup

	Australian Astro Servers

	VLBI Wiki | Main / CDiskoDevel







    






7. Configuration Options
peer address [ key key ] [ version version ] [ prefer ] . server address [ key key ] [ version version ] [ prefer ] [ mode mode ] . ... The peer command specifies that the local server is to operate in symmetric active mode with the remote server. ... The broadcast command specifies that the local server is to operate in broadcast mode, where the local server sends periodic broadcast messages to a client population at the broadcast/multicast address specified. ... Options . key key . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/confopt.html -- 8.5 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2491) - www.sai.msu.su/ )
	The Network Time Protocol (NTP) Distribution

	Further Information and Bibliography

	ntptrace - trace a chain of NTP servers back to the primary source







    






8. Moscow workshop: The sun: quiet and active 2013 |
. HOME . ARRIVAL INFO . ACCOMODATION . VISA APPLICATION . REGISTRATION . LIST OF PARTICIPANTS . PROGRAM . CONTACTS . You have an error in your SQL syntax; check the manual that corresponds to your MySQL server version for the right syntax to use near '' at line 1



      
[
Сохраненная копия

] 
 Ссылки http://www.tesis.lebedev.ru/workshop2013.html?page=4 -- 6.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19436) - www.tesis.lebedev.ru/ )
	Sunspots and active regions January 10, 2007

	Sunspots and active regions January 01, 2015

	Sunspots and active regions January 10, 2012







    






9. Console Server
The console server is software which can be run on a UNIX box with lots of serial ports. ... The original distribution that I released may continue to be available for anonymous ftp at archive.cis.ohio-state.edu:/pub/console-server/console-server.1.1.shar - please let me know if it disappears, and it is also available on the web . ... A long time ago, in an OSU department far far away ( this one , which is not where I work now), I wrote a console server for my boss, Steve Romig. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/Tech/console-server.html -- 6.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3574) - hea-www.harvard.edu/ )
	The XPA Name Server (xpans)

	Fixing Leopard Autofs for NIS Replicated Servers

	XPA Programs







    






10. ISSA-PS, The Postage Stamp Server for IRAS Imaging Data
 ... The ISSA Postage Stamp Server is a Web-accessible service that delivers IRAS images to users with a minimum of effort. ... The basic idea of the ISSA Postage Stamp Server is to provide small subsets of the IRAS imaging data to users with minimal fuss and bother. ... Users retrieve the FITS images by clicking on the postage stamps, provided their Web clients are properly configured (we give instructions on how to do this). ... Users are, of course, free to do so at their end. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/vanburend2.html -- 7.6 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1774) - www.adass.org/ )
	ADASS 2003 Conference Proceedings

	KPNO 4-meter Active Primary - Software

	Search and Retrieval of the AXAF Data Archive on the Web using Java







    






11. MCP Menu documentation
Instructions for using Menu-driven Axis Control Software . ... Altitude and azimuth axes use position feedback and the setting is in counts per second times 10. ... Use b to set the brakes and use c to clear the brakes for the corresponding axis, either azimuth or altitude. ... Use m to move to the previously specified position and velocity for the corresponding axis; either azimuth or altitude. ... Use g to move to the previously specified position and velocity for both the azimuth and altitude axis. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/25Procedures/ArchiveProced/op99002motcontrlviamcp.htm -- 6.7 Кб -- 19.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>903) - www.apo.nmsu.edu/ )
	Octopus Cable for Xyplex MX1620 Terminal Server

	APO 3.5-m Users Mail Servers







    






12. Active galaxies and black holes
Black holes . ... Black holes are objects for which the gravitational attraction is so strong that nothing, not even light, can escape from it. ... The material inside a black hole is concentrated into a singularity: a single point of infinitely high density where space and time are infinitely distorted. ... The existence of such black holes has been inferred in cases where the black hole pulls gas of a companion star that orbits around it. ... Gravity's Fatal Atraction: Black Holes in The Universe. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~marel/abstracts/abs_L4.html -- 5.8 Кб -- 02.04.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17633) - www.stsci.edu/ )
	HST Program Implementation Cron Jobs

	WFIRST Tools Server

	Archive for March







    






13. http://www.naic.edu/~phil/td/notes.html
 ... Tracking into the prelimits : When tracking into the pre limits the little stars are moving to stop mode. The tiedowns will move from stop mode to moving mode if a new command is sent. ... If this happens then you need to go down to the tiedowns, bypass the final limit switch, and drive the tiedowns out of the final limit (after fixing the original problem). ... When the tiedowns stop, i don't think the tietrk mode is sending another command to move again, it is just sending tracking positions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/td/notes.html -- 3.5 Кб -- 26.05.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4472) - www.naic.edu/ )
	az encoder1 fail

	Proposed E-ALFA Consortium Rules

	Chapter 6. Configuring X for the NVIDIA Driver







    






14. Astronaut Biographies: International Astronauts
 ... International astronauts are those individuals from international space agencies who have trained or served with NASA Astronauts. Astronaut assignments and category definitions (e.g., "active" astronauts, "management" astronauts) are contained in a separate Flight Operations Directorate (FOD) policy letter. Former astronauts are those who are no longer employed by their agency. Active and Management International Astronauts . Astronaut . ... Former International Astronauts . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/astrobio_international.html -- 35.2 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2193) - www.jsc.nasa.gov/ )
	Astronaut Bio: William Anders

	Astronaut Bio: W. E. Scott (5/2008)

	Astronaut Bio: Dale A. Gardner







    






15. Apache module mod_headers
This module provides for the customization of HTTP response headers. ... This module provides a directive to control the sending of HTTP headers. ... Header . ... Syntax: Header set|append|add header value . ... Module: mod_headers . This directive can replace, merge or remove HTTP response headers during 1xx and 2xx series replies. ... set . The response header is set, replacing any previous header with this name . ... The response header is appended to any existing header of the same name. ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/mod/mod_headers.html -- 7.3 Кб -- 03.10.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>133) - neptun.sai.msu.ru/ )
	Apache Keep-Alive Support

	Running a High-Performance Web Server on HPUX

	Apache module mod_info







    






16. http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/TELCOMMANDS
 ... To set the coordinates in E2000 use xpaset -p tel target [ra] [dec] All commands and arguments are lower case. ... Primary functions set or get values and provide basic control with the actions noted  tel  status [exit/on/off] manage xpatel and the  telescope  controller  tel  goto [on/off] go to  target   tel  track [on/off]  toggle  track on and off  tel  guide [on/off]  toggle  precision guide on  target   tel   target  [#] [#]  target  coordinates [RA (h)] [ Dec  (deg)] (E2000)  tel ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/TELCOMMANDS -- 4.2 Кб -- 18.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1557) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/xpa-2.1.14/man/man3/xpaopen.3

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/xpa-2.1.14/man/man3/xpainfo.3







    






17. Configuring DIMMWIT Computers
This note outlines how to configure the computers needed to run DIMMWIT. ... dimmwit : ICE (single-board computer in a box) that runs the Starlight Express CCD camera, to which it is connected by a USB interface. dimmwithost : displays the finder application via the X protocol (finder actually runs on dimmwit). Acts as a file server; both the finder software and the DIMM data are stored on dimmwithost. ... mkdir -p /data/oberon/data/finder . chown coast:coast /data/oberon/data/finder . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~jsy1001/dimmwit/configure.html -- 7.8 Кб -- 01.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3086) - www.mrao.cam.ac.uk/ )
	VLSS Postage Stamp Server (2001.12.06)

	NVSS Postage Stamp Server (2001.12.06-runs v1.2.2 of 1999.07.19)

	FIRST Postage Stamp Server inc Contour (24 Oct 2003)







    






18. http://xmm.vilspa.esa.es/sas/6.0.0/doc/preferences/ChangeLog
 ... Version  0.5 - 2002-12-06 (UL+GV) ----------- + global prefernce  file  is now sought under $ SAS_DIR / config / sas.pref  (was: $HOME/. sas.pref )  Version  0.4 - 2002-11-25 (UL) ----------- +  avoid   duplicates  in  SAS_DIR + SAS_PATH  + param-2.0 compliant parameter  file   Version  0.3 - 2002-06-28 (UL) ----------- + replaced all occurences of 'strstream' with standard-conformant 'stringstream' +  avoid   duplicates  in ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/6.0.0/doc/preferences/ChangeLog -- 2.2 Кб -- 02.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10396) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/5.4.1/doc/preferences/ChangeLog

	Parameters

	"XMM Helpdesk - XMM SOC server at ESAC" - main page







    






19. Server LNFM1
 ... к почтовому серверу ГАИШ lnfm1.sai.msu.ru . ... WEB-страницы отделов ГАИШ . ... на LNFM1 . HERITAGE - АСТРОНОМИЧЕСКОЕ НАСЛЕДИЕ . астрономическое образование с сохранением традиций) . Лаборатория Новых Фотометрических Методов . ... Леонтьев Сергей Ефимович . ... Копаев Александр А. Отдел Радиоастрономии . Татарников Андрей М. Пахомов Юрий . ... Гусев Александр Сергеевич . ... Кононович Эдвард В. Купряков Юрий А. Горшков Алексей Б. Отдел Звездной астрофизики . ... Моисеев Алексей . ... 



      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/ -- 8.9 Кб -- 21.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>355) - lnfm1.sai.msu.ru/ )
	Cannot find server

	HSFA-2 move prominence

	IDL programs







    






20. Stellarium: Server Class Reference
 ... Classes . ... ClassљList . ... Server Class Reference abstract . ... Adds this object to the list of connections maintained by this server. ... The class makes heavy use of polymorphism to perform all its work by maintaining a list of connections in the form of Socket pointers. The list actually contains objects of classes that inherit Socket , including one Listener object, created in the constructor, and one or more Connection objects, each representing a TCP/IP connection to a client. ... 



      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classServer.html -- 9.8 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>621) - astro.uni-altai.ru/ )
	Stellarium: TelescopeTCP Class Reference

	Stellarium: NexStarCommandGetRaDec Class Reference

	Stellarium: NexStarCommandGotoPosition Class Reference
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