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Показаны документы, содержащие фрагменты текста из документа

 http://site2010.sai.msu.ru/static/doc/GHerriot_site2010.ppt.pdf.









1. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). ... The image dataset to be smoothed. outset . ... If smoothtype='adaptive' is chosen, the maximum number of gaussian smoothing kernels is specified via this parameter. minsigma . ... If smoothtype=`adaptive' is chosen, the maximum desired signal-to-noise ratio of the output image can be specified via this parameter. readtemplateset . ... Look for the name of a source list on the command line. srclistset ....



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/5.4.1/doc/asmooth/node12.html -- 16.5 Кб -- 10.01.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14714) - xmm.vilspa.esa.es/ )






    






2. User Parameters - Pipeline & job control CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... Here we detail the input parameters that cover the overall process control, and the switches to turn on & off different parts of the pipeline. Values for parameters that act as flags (ie. those that accept true/false values) should be given in lower case only , to ensure comparisons work properly. These parameters affect how the slurm jobs are set up and where the output data products go. ... SUBMIT_JOBS . ... User Parameters - Pipeline & job control . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BETAcontrol.html -- 14.0 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10866) - www.atnf.csiro.au/ )
	Central Processor Manager CentralProcessor 0.11 documentation

	TSYS and NOTSYS

	Summary List of Setup File Parameters







    






3. sgs summary
 ... Guider functions . ... Guide Sensor Performance . ... Guide Sensor Sky Coverage/ Star Availability . Guide Star Selection Criteria . ... Guide fiber organization and reach at plug plate . ... Plug plate holes for guide stars are identical to those for science FO . ... FOV for each of 9 guide stars is 7.4 arcsec dia. (0.45 mm FO, Sumitomo IGN-05/10) . ... Selected guide stars must have no neighbor stars within TBD (5 arcsec) radius that have a brightness within TBD (5 mag.) of guide stars . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/19990324_guider/19990324.html -- 19.2 Кб -- 26.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>639) - www.apo.nmsu.edu/ )






    






4. Gemini South Adaptive Optics Imager Performance Calculator
 ... Dark current e - /s/pix . ... OH continuum photon/s/m 2 /arcsec 2 / m . ... Imager: . ... Adaptive Optics: . ... Object signal e - /pix . Sky thermal signal e - /pix . Sky OH continuum signal e - /pix . Sky OH line signal e - /pix . Telescope thermal signal e - /pix . AOS thermal signal e - /pix . Cryostat signal e - /pix . Dark signal e - /pix . Total signal e - /pix . ... This tool models the performance of the Gemini South Adaptive Optics Imager (GSAOI) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/performance/gsaoi_calc.shtml -- 34.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>580) - www.mso.anu.edu.au/ )
	NIFS Performance Calculator

	GMTIFS IFS Performance Calculator







    






5. Sfit Control Language: Classified Listing
 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2786) - star.arm.ac.uk/ )
	SCL Sfit Genetic Commands

	Spectrum - control

	FFIT - Command Syntax







    






6. Surface Brightness Parameters from Deconvolved PC Images of Elliptical Galaxies
 ... The spherical aberration affecting the HST primary mirror (Burrows et al. 1992) can seriously alter the core brightness profile of elliptical galaxies. ... In this paper we test the performance of deconvolution in recovering the original surface brightness profile in the case of elliptical galaxies observed with the HST Planetary Camera (PC). ... Keywords: Elliptical Galaxies, Deconvolution . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/irw/proceedings/ferraresel.dir/ferraresel.html -- 3.1 Кб -- 15.04.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15742) - www.stsci.edu/ )
	Ferrarese Ford: Surface Brightness Parameters from Deconvolved Images

	FOCSIM Parameters fill-out form

	Index







    






7. Preparation of parameter file
Next: Parameters Up: How to use CONSTRICTOR Previous: NPOI raw data files Contents . The parameter file contains information for CONSTRICTOR on the location of the raw data files, start and stop times, integration time, etc. ... The parameter file, YYYY-MM-DD.par , can now be created using the rawlist procedure of . ... Check beginning and tail of the listing for each file. ... Next: Parameters Up: How to use CONSTRICTOR Previous: NPOI raw data files Contents Christian Hummel 2015-04-28 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node228.html -- 6.1 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>50492) - www.eso.org/ )
	Quality Control: Image flats

	Quality Control: Daily health check monitor

	ESO - Real Time Control for Adaptive Optics Workshop







    






8. Session Parameters
Next: The Reduction Session Up: Echelle Reduction Previous: Standard orientation . ... The command SHOW/ECHELLE displays only those parameters which must be set according to the options and methods chosen for the reduction. ... Current parameters are saved with the command SAVE/ECHELLE name , where name is the session name. ... Current parameter values are set to the default value with the command INIT/ECHELLE , or set to the values of a previously saved session with INIT/ECHELLE name . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node477.html -- 5.4 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2094) - www.sao.ru/ )
	Procedure Control Commands

	Parameters

	BTA meteo parameters: temperature for the last day







    






9. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING
AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... BASIC PERFORMANCE SPECIFICATION . STATE OF ASEC DEVELOPMENT . AIR POLLUTION MONITORING . ... OF MEASURING CHANNELS . ... unit of measurement . ... Nitric oxide (NO) concentration, . ... power measured by ASEC . ... In particular, RSC Energia finalizes its work on measurement systems designed to measure dust, volumetric activity of radioactive gases and aerosols and other environmental parameters. ... Official WEB-site of S.P.Korolev RSC Energia . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/metrology.html -- 14.2 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2598) - www.energia.ru/ )
	INTERNATIONAL SPACE STATION







    






10. Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at
Next: HST Paper Products: A New Way to Look at HST Data . ... After providing on-the-fly re-calibration of HST data to archive users, ST-ECF has embarked on a new project aiming at grouping, cosmic ray cleaning and drizzling images taken by most HST instruments. ... The production of the missing jitter files combined with the extraction of additional engineering parameters will greatly enhance the homogeneity and the scientific value of the entire archive. ... 1995, HST Data Handbook, STScI, 107 . ... 



      
[
Сохраненная копия
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