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Показаны документы, содержащие фрагменты текста из документа

 http://vega.inp.nsk.su/~inest/TM-1001.pdf.









1. http://vega.inp.nsk.su/~inest/PulnixTM1300.pdf
IMAGING PRODUCTS TM-1300 PROGRESSIVE SCAN HIGH RESOLUTION SHUTTER CAMERA Pr oduct Featur es · Very high resolution 2/3" progressive scanning interline transfer CCD imager 1300(H) x 1030(V) · 8/10-bit digital output for progressive scan (RS-422) · Real time, 12 frame/sec (20 MHz data clock) with SVGA display (47 frame/sec.) output · Full-frame shutter ....1/50 to 1/39,000 sec. ... Internal shutter speed mode. ... Digital output: 1-bit, 12 frame/sec. ... Memory mode: Digital output: 8-bit, 12 frame/sec. ... 



      
[
Текст

] 
 Ссылки http://vega.inp.nsk.su/~inest/PulnixTM1300.pdf -- 93.8 Кб -- 22.09.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17) - vega.inp.nsk.su/ )






    






2. SAO RAS home page
 ... Дни открытых дверей к юбилею САО РАН (12-14 апреля 2016 г.) . Международная конференция "Dark Ages and White Nights (Spectroscopy of the CMB)" (20-24 июня 2016 г.) . ... Международная конференция MULTI-SPIN GALAXIES - 2016 (26-30 сентября 2016 г.) . Международная астрономическая конференция "Физика звезд: от коллапса до коллапса" (3-7 октября 2016 г.) Архив . ... Подробнее.. ... 10.02.16 . ... БТА в реальном времени . ... Цейсс-1000 в реальном времени . ... Последнее обновление: 22/03/2016 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ -- 11.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ -- 11.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>199) - mavr.sao.ru/ )






    






3. Linux I/O port programming mini-HOWTO: High-resolution timing
 ... First of all, I should say that you cannot guarantee user-mode processes to have exact control of timing because of the multi-tasking nature of Linux. ... However, for most applications using I/O ports, this does not really matter. To minimise this, you may want to nice your process to a high-priority value (see the nice(2) manual page) or use real-time scheduling (see below). ... Linux 2.x kernels have soft real time support; see the manual page for sched_setscheduler(2) for details. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-4.html -- 8.3 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-4.html -- 8.3 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/doc/io-portprog/IO-Port-Programming-4.html -- 8.3 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>869) - jet.sao.ru/ )
	DINACON

	Sts dsp - Alex's place







    






4. TELEVISION CAMERA TVC
 ... It?s needs solution satellite?s orientation problem for defining location of sources of ionospheric emissions above Earth?s surface with necessary accuracy. There is possibility to define orientation of photometric devices by using TV images of star background. The CCD TV camera is designed for recording of images of star sky, Earth? limb and adjoining part of Earth? surface to fix the orbit point coordinates during the measurements by FAGOT and SICH-F devices. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/tvc.html -- 5.0 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>39) - space.univ.kiev.ua/ )
	INFRARED FOURIER-SPECTROMETER SICH-F

	Optical static Fourier spectrometer







    






5. http://hea-www.harvard.edu/RD/saotng/xpaapp.ps.Z
 ... XPA allows an Xt program to define named public access points through which data and commands can be exchanged with external programs. It makes possible the external control of the program's main functions, including image display, image zoom and pan, color map manipulation, cursor/region definition, and frame selection. ... Finally, we describe how XPA is used to support userconfigurable ``quicklook'' analysis of image data and bi directional communication with other processes. ... 



      
[
Текст

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/xpaapp.ps.Z -- 201.8 Кб -- 03.07.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1497) - hea-www.harvard.edu/ )
	Home Page for SAOimage: The Next Generation

	Doug Burke: Publications List

	Casio QV-* Camera info







    






6. Armagh Observatory
 ... The predictive power of current models (the so-called meteor forecasting) has given us the exact timing of the Leonid storms of 2001 and 2002 to the nearest hour and are now used to predict the arrival times of major annual showers such as the Perseids . ... Towards this goal, the Observatory has installed a sky-monitoring system, consisting of one medium angle (MA) and two wide-angle (WA) video cameras linked to software designed to detect motion. ... Bright Taurid Meteor . ... Meteors on Mars . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/meteor-cam/ -- 7.0 Кб -- 01.08.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1554) - star.arm.ac.uk/ )
	Images of 2003 October Aurora at Armagh . Taken digital camera by Tolis...

	Spectrum - control

	Image Gallery







    






7. ASA Carriage Control Characters
The first character in each record (line) of formatted output defines a carriage control character to the lineprinter, often called ASA-character, for a previous name of the US Standardization Organization ANSI. ... When using VAX/VMS for output first on a file, which is to be printed later on paper, it is advisable to use the extension .DAT . ... You use the compiler switch -vms f77 -vms prog.f and get the control characters removed from the screen output. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/asa.html -- 4.5 Кб -- 23.03.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/asa.html -- 4.5 Кб -- 23.03.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1739) - crydee.sai.msu.ru/ )
	Heliophysics, Internal structure and seismology

	Album: Resolution

	The pyramidal (multi-resolution) CCT







    






8. Лунтик учит цифры (Цифровая версия) - СофтКлаб - СофтКлаб Бумажник водителя
 ... title='Лунтик учит цифры (Цифровая версия) - СофтКлаб - СофтКлаб' border='0' align='left' width='120' style='margin-right: 20px;' hspace='7' vspace='5'/> Любознательный Лунтик приглашает девочек и мальчиков на веселые уроки счета в игре Лунтик учит цифры! ... Стильный бумажник водителя "Bonbon" выполнен из натуральной лаковой кожи с фактурным тиснением. ... Бумажник закрывается при помощи клапана на кнопку. ... Цвет обивки: серый в коричневую клетку . Цвет корпуса: темно-коричневый . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku2436.html -- 15.0 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1244) - astrokuban.info/ )
	Мелки для аквагрима "Multiart", 6 цветов, Тачки Ботинки женские. 143-14 143-14

	Вакуумный упаковщик_DoCash 2241 B98 Quad Band Unlocked Phone

	Телевизор LG 40LF570V - LG - LG MOONTOP MT 9916 RC Quadcopter Built-in 2.0MP HD







    






9. Eugene Trunkovsky
To see a Russian version of this page, click here . ... Graduated from Moscow State University (MSU), Faculty of Physics in 1976. Ph.D. degree - 1988, MSU. Main field of scientific activities: photometric investigations of various stars, close binary stellar systems and other astronomical objects, including research with use of fast photoelectric photometry with a high time resolution till 1 millisecond. ... New portable photometer . ... Send your mail to: tem@sai.msu.ru ... 



      
[
Сохраненная копия

] 
 Ссылки http://uranus.sai.msu.ru/~tem/ -- 3.2 Кб -- 19.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10) - uranus.sai.msu.ru/ )






    






10. SPUTNIK home page
 ... 4 November 1994 . orbit . ... 0.0128 . ... orbit period . ... satellite mass . 1950 kg . scientific payload mass . 550 kg . ... For more information send a mail to: info@sputnik.infospace.ru . 1997-2002 SMIS IKI RAN and SRC "PLANETA" Moscow, Russia. ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/resurs/engl/resurs_1.htm -- 8.6 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16) - sputnik.infospace.ru/ )






    






11. MASTER-II Kislovodsk
M obile A stronomical Sy stem of TE lescope- R obots MASTER-II Kislovodsk Lomonosov Moscow State University, Sternberg Astronomical Institute , Moscow Union "Optic" , Kislovodsk Solar Station Latitude = 43 o љ44'.767љN; Longitude = 42 o љ31'.417љE; Altitude = 2067љm MASTERљIIљ(8љsquareљdegress) + MASTERљVWF(VeryљWideљFieldљCameras (FOV=800 square degrees, Timeљresolutionљupљtoљ150љms, with unfiltered m_lim=14m on 5 sec. exposure, and ~10.5m with 0.15 sec) . ... 11h 38m 38.0s , -09d 59m 59s) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://apollo.sai.msu.ru/ -- 11.6 Кб -- 09.04.2016

    

Похожие документы



    
    






12. http://selena.sai.msu.ru/Greg/Publications/ms42/m42_50.pdf
COPRATES   CHASMA   NORTH   WALL  INTERIOR LAYERED DEPOSIT: LAYER MEASUREMENTS AND COMPARISON WITH  JUVENTAE   CHASMA  ILDS USING MARS EXPRESS HIGH RESOLUTION STEREO CAMERA (HRSC) DERIVED TOPOGRAPHY Michael, G.1, E. Hauber1, K. Gwinner1, R. Stesky2 ...  Planets, Freie Universitaet, Berlin, Germany 5ESTEC, ESA, Noordwijk, The Netherlands Introduction: The interior layered deposit ( ILD ) in the  north   wall  of  Coprates ... The lesser section of the ILD is confined by a ridge of the chasma wall. ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Greg/Publications/ms42/m42_50.pdf -- 102.2 Кб -- 06.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81) - selena.sai.msu.ru/ )
	http://selena.sai.msu.ru/Laz/Publications/5_THE%20LUNAR%20SUBPOLAR%20RELIEF%20MAP%20THE%20WAYS%20AND%20TECHNIQUES%20OF%20COM.pdf







    






13. Apache modules
Below is a list of all of the modules that come as part of the Apache distribution. ... mod_setenvif Apache 1.3 and up . ... mod_unique_id Apache 1.3 and up . ... Determining document types using file extensions . ... mod_rewrite Apache 1.2 and up . ... User authentication using text files . ... User authentication using DBM files . ... User authentication using Berkeley DB files . mod_auth_anon Apache 1.1 and up . ... User-configurable logging replacement for mod_log_common . ... 



      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.su/manual/mod/index-bytype.html -- 8.8 Кб -- 20.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>85) - neptun.sai.msu.ru/ )
	Hints on Running a High-Performance Web Server

	Environment Variables in Apache







    






14. Russian Turkish 1.5-m telescope
 ... Telescope . ... Low and medium resolution imaging spectrometer TFOSC (TUBITAK Faint Object Spectrograph and Camera) was build at Copenhagen University Observatory, and is similar in its layout to DFOSC at Danish 1.54-m, ALFOSC at NOT and to other instruments of this serie. ... CCD camera --- 2K x 2K Firechild, 30.72 x 30.72 mm. The field of view --- 13.3' x 13.3'. Filters --- Bessel (UBVRI), SDSS (u'g'r'i'z'), narrow-band filters. ... crossdispersion . ... 12.0 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/rtt150/en/index.php?page=tfosc -- 5.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>219) - hea.iki.rssi.ru/ )
	Andrey Kravtsov "High-Resolution Cosmological Simulations of Cluster Formation"







    






15. http://lnfm1.sai.msu.ru/kgo/docs/specification2.5.7.6.doc
Moscow State University Sternberg Astronomical Institute Specification 2.5 m telescope with enclosure version 7.6 |Number|Item description, type |Quanti| | ... 1000 |2.5 m mirror telescope system |1 | ... lightweighting) must provide the short time of | ... stations (ports) must be provided. ... 1006 |Nasmyth focal stations must be provided with a deployable| | ... must be provided. ... Telescope control system and environment conditions | ... 2005 |Camera shutter must provide unvignetted CCD field, | ... 



      
[
Текст

] 
 Ссылки http://lnfm1.sai.msu.ru/kgo/docs/specification2.5.7.6.doc -- 65.0 Кб -- 08.12.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>157) - lnfm1.sai.msu.ru/ )
	http://lnfm1.sai.msu.ru/~kupry/SOFTWARE/xdividep.pro

	Eugene Trunkovsky

	Speckle polarimeter







    






16. SMIS IKI RAN (Equipmaent)
 ... Satellite data ] . ... The SCANOR system provides receiving and processing of the Earth-surface pictures made in visible and infra-red bands and transferred by satellites of the NOAA polar orbiter series (in the HRPT mode). ... The SCANOR system includes the desktop receiving device connected to an IBM AT 386 type computer, and the parabolic antenna with the guiding mechanism. The SCANOR system possesses the state-of-art software providing registration and processing of the received data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/equip_e.htm -- 6.3 Кб -- 12.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20) - smis.iki.rssi.ru/ )






    






17. The NMW survey homepage
NMW survey overview . Access image archive . ... The New Milky Way survey aims to detect bright (V<13.5) optical transients near the Galactic plane using an automated wide-field (8x6 deg.) system capable of surveying the whole Milky Way area visible from the observing site in one night. ... All images obtained during the transient search survey are available online (please use the image archive access form ). ... Images per field: . ... Images per night: . ... Milky Way imaging time: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/nmw/ -- 10.7 Кб -- 18.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2) - scan.sai.msu.ru/ )






    






18. VaST homepage
 ... VaST is a software tool for finding variable objects on a series of astronomical images. ... VaST performs object detection and aperture photometry using SExtractor on each image, cross-matches lists of detected stars, performs magnitude calibration with respect to the first (reference) image and constructs a lightcurve for each object. ... VaST FITS image viewer ./pgfv . ... Part I" PZP, vol. ... K. V. Sokolovsky, S. A. Korotkiy; "New Variable Stars Discovered by the NMW Survey" PZP, vol. ... 



      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/vast/ -- 122.2 Кб -- 21.02.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://saistud.sai.msu.ru/poisk/ -- 122.2 Кб -- 21.02.2016

    

Похожие документы



    
    






19. MASTER GLOBAL ROBOTIC TELESCOPES NET
 ... MASTER Net is 56 square degrees per 1 exposition . ... 06 Dec 2015: GRB 151205B: MASTER-NET early optical observations GCN18665 . ... 18 Nov 2015: GRB 151118A: MASTER-NET optical observations GCN18613 . ... 12 Nov 2015: GRB 151112A: MASTER-NET optical limit GCN18591 . ... 07 Nov 2015: GRB 151107A: MASTER-NET optical observations GCN18565 . ... 31 Oct 2015: Five OTs detected by Global Robotic MASTER Net ATel8232 . ... 02 Oct 2015: GRB 151001B: MASTER-NET early optical observations GCN18380 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://observ.pereplet.ru/ -- 243.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - observ.pereplet.ru/ )
	Обсерватория







    






20. Mars Express: новые снимки долины Нанеди
 ... На снимках, полученных с помощью камеры High Resolution Stereo Camera (HRSC) европейской межпланетной станции Mars Express, запечатлена долина Нанеди. Снимки демонстрируют область долины Нанеди, которая протянулась с юго-запада на северо-восток на 800 км и находится в Земле Ксанфа (Xanthe Terra) с координатами 6,0оN и 312оЕ к юго-западу от равнины Хриза (Chryse Planitia). ... На цветном снимке видно, что долина Нанеди имеет извилистую форму, на севере два ее ответвления сливаются. ... Статьи: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://galspace.spb.ru/index-mars.file/62.html -- 10.6 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>89) - galspace.spb.ru/ )
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