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Показаны документы, содержащие фрагменты текста из документа

 http://vega.inp.nsk.su/~inest/YankeeRobotics/KAF-6303E.pdf.









1. Small telescopes short description

About us . ... Telescopes . ... Apart from the 6-meter telescope BTA two small telescopes are operative at SAO: the 1-m and 0.6-m telescopes, both manufactured by Carl Zeiss, Jena, are located near the BTA. ... These telescopes are used for adjusting the equipment and techniques of observations used at the BTA. ... The observational time allocation and also a brief description of the equipment of the 1-m telescope, which is used either permanently or mainly on this telescope, are presented below. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Telescopes/small/descrip.html -- 8.2 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Telescopes/small/descrip.html -- 8.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>130) - mavr.sao.ru/ )






    






2. Description

 ... This is done by taking in all input files the extension whose name is specified by the maintable parameter (called 'merged extension' in what follows) and merging the columns into a single output extension of the same name. ... Its contents is taken from the CCDID keyword (and QUADRANT for EPIC PN). ... To propagate other column specific keywords, they must be specified manually via the extensionchecks , mainattributes , maxattributes and minattributes parameters (see above). ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/evlistcomb/node3.html -- 10.7 Кб -- 09.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13393) - xmm.vilspa.esa.es/ )






    






3. A Brief Description of the Instrument and Its Operation

 ... The GHRS has the usual components of an astronomical spectrograph: entrance apertures, a collimator, dispersers, camera mirrors, and detectors. ... The collimator and camera mirrors are unexceptional and need no further description here (see ``The HST Focal Plane and the GHRS Apertures'' on page 73 for details). ... The first two first-order gratings, G140L and G140M, have their spectra imaged by mirror Cam-A onto detector D1, which is optimized for the shortest wavelengths. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instrument-news/handbooks/ghrs/GHRS_8.html -- 8.1 Кб -- 14.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16943) - www.stsci.edu/ )
	Introduction to the FGS

	Introduction to STIS

	Introduction to WFC3







    






4. MILT Description

 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>644) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory







    






5. The Parkes 21cm Multibeam Receiver

The Parkes 21cm Multibeam Receiver is a new facility available on the Parkes Telescope which is operated by the Australia Telescope National Facility (ATNF), CSIRO. The facility consists of a 13-beam cooled 21cm receiver system, located at the prime focus of the 64m dish. ... Completed 21cm Multibeam Receiver being hoisted up to the Parkes focus cabin. ... It is now available, in 64 MHz mode and in pulsar mode, for normal National Facility use. ... Beam 1 . Beams 2-7 . ... Frequency Range . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/multibeam/instrument/description.html -- 8.2 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10940) - www.atnf.csiro.au/ )
	casacore: Mathematics_module

	casacore: casa::MSSelectionKeywords Class Reference

	casacore: casa::SparseDiffIO_global_functions_SparseDiff_IO_operations Struct







    






6. Plan and technical specifications of the Baikonur cosmodrome, Russia's space

 ... Space flight . ... Baikonur . ... Space camp . Space Hotel . ... On May 5, 1957 acceptance act of the first launch complex was signed, and as early as on May 6, 1957 the first "R-7" missile was erected on the site. The cosmodrome consists of nine launch complexes with fourteen launchers, thirty-four engineering complexes, three fuelling stations for space vehicles and two aerodromes. ... Services / Baikonur: General description Technical description Shedule of launches Photo gallery Price . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atlasaerospace.net/eng/baykonur-tech.htm -- 32.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81) - www.atlasaerospace.net/ )
	Scuba diving in International Space Station model in space suit ORLAN M.

	Diving in space suit ORLAN M at neutral buoyancy laboratory at space center.

	Tourist flight on the world best jet fighters. MiG-25 Foxbat high-altitude







    






7. General Description

Next: Order Definition Up: Echelle Reduction Method Previous: Retrieving demonstration and . ... That is the mapping between the space wavelength, spectral order and the space sample x , line y in the raw image. ... Sections and describe the solution of this mapping. The second step in the reduction, described in Section , is to estimate the image background. ... In the rest of this Section the algorithms used in each step of the reduction are described. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node150.html -- 7.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2140) - www.sao.ru/ )
	mod_mem_cache - Apache HTTP Server

	mod_nw_ssl - Apache HTTP Server

	HwB: Miniature Card (Tech) Connector







    






8. xntpd - Network Time Protocol (NTP) daemon

 ... xntpd is an operating system daemon which sets and maintains the system time-of-day in synchronism with Internet standard time servers. xntpd is a complete implementation of the Network Time Protocol (NTP) version 3, as defined by RFC-1305, but also retains compatibility with version 1 and 2 servers as defined by RFC- 1059 and RFC-1119, respectively. xntpd does all computations in 64-bit fixed point arithmetic and requires no floating point support. ... Specify the name and path of the log file. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/xntpd.html -- 7.5 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1125) - www.sai.msu.su/ )
	Hewlett Packard 58503A GPS Receiver

	Trak 8820 GPS Receiver

	tickadj - set time-related kernel variables







    






9. GSAOI Instrument Description Page

 ... GSAOI Home . Instrument . ... The Gemini South Adaptive Optics Imager (GSAOI) is a near-infrared adaptive optics camera that will be used with the Multi-Conjugate Adaptive Optics (MCAO) system on the Gemini South 8-m telescope . ... Gemini's major instrumentation goal is to develop its Multi-Conjugate Adaptive Optics (MCAO) system for scientific use on Gemini South. ... Existing adaptive optics systems use a single natural guide star or artifical laser guide star to measure this image blur. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/description/index.shtml -- 9.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1390) - www.mso.anu.edu.au/ )
	Gemini NIFS Brief Description.

	Pavilion of the Hotel Canberra, where the observatory began operation in 1924







    






10. GALFA System Description

Section I: Introduction to ALFA and GALFA . Section II: System Description . ... ALFA receives 7 beams, 2 polarizations per beam, each covering 1225-1525 MHz. The 14 IF signals cover nominally the 100 to 400 MHz band. ... A high-resolution, low-bandwidth spectrometer (8K channels covering a 7 MHz bandwidth) . ... Each spectrometer board handles two polarizations from one telescope beam.The baseband signals are to be digitized by four 8-bit ADCs at 100 Msamples/sec. ... Bandwidth: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galspect/system/galfa_desc.html -- 7.9 Кб -- 18.07.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3615) - www.naic.edu/ )
	GALFA Documentation

	arecibo technical and operations memo series (atoms)

	correlator - High Performance CMOS Correlator Chip







    






11. ESO - Description of End-to-End Operations

 ... Observatory . ... Science . ... Science Users Information > Science Publications > Science Announcements > Description of End-to-End Operations . ... Observing Facilities . ... Observing with ESO Telescopes . ... Data Handling and Products . ... ESO Data . ... A succinct description of the ESO end-to-end science operations process, Operating the Very Large Telescope, has recently been released. The six-page PDF summarises observing time allocation, observations, data taking and archiving. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/publications/announcements/sciann13012.html -- 22.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>38972) - www.eso.org/ )
	rawdisp2reference

	ngasClient

	ESO - Paranal Science Operations: End of Missions Report







    






12. http://xray.sai.msu.ru/~ivan/gmt/man/grdfft.html

grdfft - Perform mathematical operations on grdfiles in the frequency domain grdfft in _ grdfile -G out _ grdfile [ -A azimuth ] [ -C zlevel ] [ -D [ scale |g ] ] [ -E [ x|y ][ w ] ] [ -F [ x | ... The horizontal dimensions of the grdfiles are assumed to be in meters. ... Append a scale to multiply by (kr * scale ) instead. Alternatively, append g to indicate that your data are geoid heights in meters and output should be gravity anomalies in mGal. Default is no scale]. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~ivan/gmt/man/grdfft.html -- 8.0 Кб -- 19.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>347) - xray.sai.msu.ru/ )
	http://xray.sai.msu.ru/~ivan/gmt/man/grdmask.html

	http://xray.sai.msu.ru/~ivan/gmt/man/filter1d.html

	http://xray.sai.msu.ru/~ivan/gmt/man/psscale.html







    






13. http://www.arcetri.astro.it/irlab/doc/library/javascript/clientreference/screen.htm

 ... Contains properties describing the display screen and colors. ... JavaScript 1.2 The JavaScript runtime engine creates the screen object for you. ... Specifies the height of the screen, in pixels, minus permanent or semipermanent user interface features displayed by the operating system, such as the Taskbar on Windows. availLeft . ... Specifies the width of the screen, in pixels, minus permanent or semipermanent user interface features displayed by the operating system, such as the Taskbar on...




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientreference/screen.htm -- 11.5 Кб -- 07.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8216) - www.arcetri.astro.it/ )
	mod_mem_cache - Apache HTTP Server

	mod_nw_ssl - Apache HTTP Server

	HwB: Miniature Card (technical) Connector (Offline)







    






14. Long description of example illustrating hidden internal borders

. This diagram shows how the precedence rules may be used to achieve the effect of hidden internal borders. The two by two table is surrounded by a solid border. The HTML table specification and style rules following the image cause the vertical border between the two cells in the first row and the horizontal border between the two cells in the first column to disappear. Return to image.




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/css2/images/longdesc/CSStbl3-desc.html -- 1.8 Кб -- 02.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4860) - crydee.sai.msu.ru/ )
	Appendix B: Changes from CSS1

	Long description of example illustrating background calculation

	Long description of example illustrating table row height calculations and







    






15. Description of the RadioAstron project, english version

 ... They are concerned with Attitude Control System of the spacecraft, satellite visibility from tracking stations, limits on the satellite autonomous operations during the orbit, and needs for auxiliary operations with the spacecraft. ... Among the operational constraints the most important one is the number of programmed slews per orbit, which determines the maximum number of radio sources to be observed during one orbit. ... System temperature (K) . ... Progress of the RadioAstron Project in Pictures...




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/observations_eng.htm -- 9.5 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>175) - www.asc.rssi.ru/ )






    






16. STDA files

 ... The file names' construction . The flight (m) stage's file set . ... the orbital data used for the flight operation monthly (m) long-term planning, . ... The orbital calculations are based on the initial orbital data determined by KIAM RAN using the orbital radio- measurement treatment. The determined initial orbital data are presented as a state vector (satellite position and velocity) in the J2000 reference. ... Accept the file with extension '.bgr', where the Moscow time (MT=UT+3h) is used. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/vprokhor/descr/stda.htm -- 14.7 Кб -- 12.05.1999

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/vprokhor/descr/stda.htm -- 14.7 Кб -- 12.05.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1277) - www.cosmos.ru/ )
	IB_TAIL May 1999 magnetic mapping and conjugations prediction during operations

	ASCII files description

	Space physics cordinate systems







    






17. Stellarium: SphereParams Struct Reference

 ... SphereParams Struct Reference . ... SphereParams (const float radius) . ... Definition at line 50 of file StelGeometryBuilder.hpp . ... Definition at line 103 of file StelGeometryBuilder.hpp . ... Definition at line 120 of file StelGeometryBuilder.hpp . ... Definition at line 112 of file StelGeometryBuilder.hpp . ... Definition at line 118 of file StelGeometryBuilder.hpp . ... Definition at line 110 of file StelGeometryBuilder.hpp . ... Definition at line 114 of file StelGeometryBuilder.hpp . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/structSphereParams.html -- 23.3 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>654) - astro.uni-altai.ru/ )
	Stellarium: Refraction Class Reference

	Stellarium: TextParams Struct Reference

	Stellarium: StelCircleArcRenderer Class Reference







    






18. XPA Access Control

XPA supports host-based access control for each XPA access point. You can enable/disable access control using the XPA_ACL environment variable. ... See XPA Access Points and Templates for more information about xpa templates. ... For example: xpaset -p xpa1 -acl "somehost -" will turn off all access control for somehost to the xpa1 access point, while: xpaset -p XPA:xpa1 -acl "beberly gs" will give beberly xpaget and xpaset access to the access point whose class is XPA and whose name is xpa1. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/xpa-2.1.14/doc/acl.html -- 5.7 Кб -- 25.12.2003

    
      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/xpa/acl.html -- 5.7 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1549) - hea-www.harvard.edu/ )
	Table Filtering

	Region Algebra

	The Funtools Help Facility







    






19. AAVP 2010

A workshop to discuss the detailed science, technical design, performance and implementation plan for aperture arrays in Phase 1 and Phase 2 of the SKA. In particular we will emphasise the achievable requirements for the low frequency aperture array for SKA 1 and discuss the evolution to AA-mid in SKA 2 . ... SKA 1 : SKA phase 1, construction 2016 - 2019, science operation 2020 . SKA 2 : SKA phase 2, construction 2018 - 2023, science operation 2024 . ... Workshop dates . 8-10 December . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/aavp/ -- 7.8 Кб -- 07.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1269) - www.mrao.cam.ac.uk/ )
	Astrophysics Group VSA

	Description of the OOF software architecture Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : Preliminary Design Review | History







    






20. OMNIDIRECTIONAL PLASMA SENSOR VDP

Welcome to VDP home page. ... Operation and Measurements The VDP instrument was designed for determination of integral flux vector or integral energetic spectrum at the range 0.2 - 2.4 keV of ions or electrons of magnetospheric plasma. The instrument includes 6 identical Faraday caps, located by following ways: . ... In case of constant voltage, sensor supplies the total flux of ions plus flux of electrons above 2400 eV energy, or total flux of electrons plus flux of ions above 2400 eV energy. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/interball/vdpcrl/vdp.html -- 4.0 Кб -- 22.05.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>408) - www.iki.rssi.ru/ )
	THE LOW ENERGY PLASMA COMPOSITION EXPERIMENT AMEI-2

	Venera 15 & 16

	INTERBALL/ELECTRON EXPERIMENT







    








1
 | 
2 | 
3 | 
4 | 
5 | 
6 | 
7 | 
8 | 
9   | След. 










Астронет |
Научная сеть |
ГАИШ МГУ |
Поиск по МГУ |
О проекте |
Авторам

Комментарии, вопросы? Пишите:
info@astronet.ru
или сюда




















