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Показаны документы, содержащие фрагменты текста из документа

 http://vega.inp.nsk.su/~inest/matrox/b_pulsar.pdf.









1. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>42) - vega.inp.nsk.su/ )






    






2. Home Page for the ASSIST
The ASSIST implements a uniform graphical interface to software and information for the X Window System. ... 1996, E. Mandel and M. S. Ackerman, The ASSIST: Unified Management of Public and Private Information , published in Astronomical Data Analysis Software and Systems V (ed. George H. Jacoby and Jeannette Barnes) . 1996, E. Mandel and M. S. Ackerman, The ASSIST: Bringing Software and Information Together for Scientists , published in Science Information Systems Newsletter, issue 13 ) ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/assist/index.html -- 2.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2325) - hea-www.harvard.edu/ )
	The SAOtng Graphical User Interface

	About PROS

	Resume of Thomas A. Fine







    






3. http://star.arm.ac.uk/~spm/software/liveice.html
 ... Unlike clients such as Shout and IceDJ this permits the broadcast of live audio, rather than prerecorded mp3's. LiveIce was developed after the appearance of IceCast to provide the Real Time streaming functionality which makes it a viable solution for broadcasting. It is based on the guts of 2 of my previous works - Mp3Serv, the first mp3 broadcasting system & Mp3Mixer, a toy which allows the user to 'Mix' with mp3 streams. ... LiveIce XMMS sourcecode is available here . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~spm/software/liveice.html -- 9.8 Кб -- 10.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2146) - star.arm.ac.uk/ )
	Simon Jeffery's Software Store: TAP library

	Simon Jeffery's Software Store: PHOT library

	Stellar Atmospheres Software







    






4. Stealth 64 Video
Diamond's Stealth 64 Video VRAM is the perfect choice for graphics and video performance. ... The Diamond Stealth 64 Video continues our award-winning tradition, delivering the best price / performance multimedia accelerators available. ... 64-bit graphics performance . ... Designed around a solid 64-bit graphics engine, the Stealth 64 Video VRAM provides unparalleled performance in any environment. ... The Stealth 64 Video VRAM includes hardware to accelerate video playback on the Windows desktop. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/misc/doc/stealth64videovram.html -- 6.0 Кб -- 11.08.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3840) - crydee.sai.msu.ru/ )
	Stealth 64 Video 3200

	File Juggler -- the software for convenient browsing of FTP archives

	Stealth 64 VRAM Data Sheet







    






5. Bus Hound
 ... Bus Hound may be the very first product of its kind -- a software bus analyzer for capturing device I/O and protocol. ... When the capture buffer fills to capacity, Bus Hound can be configured to stop the capture process or continue capturing, keeping the most recent acquired data. ... IDE : Bus Hound captures command and data transfers for ATA and ATAPI devices. ... B us Hound captures I/O using a device driver. ... The below figure demonstrates how Bus Hound captures data for SCSI devices. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/othe/bushou/details.htm -- 14.0 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>826) - jet.sao.ru/ )
	V.Shergin's Home Page

	DINACON







    






6. SMIS IKI RAN (Equipmaent)
 ... Satellite data ] . ... The SCANOR system provides receiving and processing of the Earth-surface pictures made in visible and infra-red bands and transferred by satellites of the NOAA polar orbiter series (in the HRPT mode). ... The SCANOR system includes the desktop receiving device connected to an IBM AT 386 type computer, and the parabolic antenna with the guiding mechanism. The SCANOR system possesses the state-of-art software providing registration and processing of the received data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/equip_e.htm -- 6.3 Кб -- 12.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36) - smis.iki.rssi.ru/ )
	Software Development







    






7. http://scan.sai.msu.ru/lk/
Please enter the lightcurve file name and period search parameters: . Lightcurve file: . ... Apply the Heliocentric correction and convert all dates to Terrestrial Time (TT)? ... Also, the Heliocentric correction cannot be applied to such lightcurves. ... This period search service is also available at the mirror sites: Mirror 1 , Mirror 2 , Mirror 3 , Mirror 4 . You may download the latest source code distribution and install the period search service at your own web server. ... 



      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/lk/ -- 6.6 Кб -- 24.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2) - scan.sai.msu.ru/ )






    






8. Specification
Symbolic circuit-matrix processor and evaluator . ... This software is reliable over the range of benchmark circuit complexity (both *.CIR and *.MAT file). ... SYMBOL is a symbolic-algebra package which in contrast to REDUCE, MACSYMA, MAPLE, MATHEMATICA, MathLAB, MathCAD and other known multi-purpose systems is especially intended for analysis of any lumped, linear, time-invariant circuit. ... pure ASCII text . ... CIRSYM - SYMbolic CIRcuit processor used to format ASCII text file *.out for CALCSYM. ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrometric.sai.msu.ru/~symbol/specification.html -- 11.5 Кб -- 06.10.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15) - astrometric.sai.msu.ru/ )






    






9. http://hea.iki.rssi.ru/integral06/papers/J32_Kubanek02-25Apr07_22:29:46.pdf
INTEGRAL SOURCE RESULTS PAGES AND ACCESS TO INTEGRAL DATA THROUGH VIRTUAL OBSERVATORY: SCIENTIFIC MOTIVATION AND RECENT STATUS Д Д Petr Kubanek1,2 and Rene Hudec 1 2 2 INTEGRAL Science Data Center, Chemin d'Ecogia 16, Versoix, Switzerland Astronomicky ustav Akademie ved Ceske republiky, Ondrejov, Czech Republic ДД Д ABSTRACT In its current status, the Virtual Observatory (VO) is an international effort to handle distributed databases of all data taken from the sky. ... The INTEGRAL Burst Alert System. ... 



      
[
Текст

] 
 Ссылки http://hea.iki.rssi.ru/integral06/papers/J32_Kubanek02-25Apr07_22:29:46.pdf -- 391.8 Кб -- 25.04.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>260) - hea.iki.rssi.ru/ )
	http://hea.iki.rssi.ru/integral06/papers/E36_Stephen01-07May07_17:57:56.pdf

	http://hea.iki.rssi.ru/conf/hea2007/captcha/monofont_read_me.txt

	SXG Science Data Center







    






10. A computer controlled low light photometer for nightglow observations
A computer controlled low light photometer for nightglow observations. Hardware units of portable photometer for low light measurements, especially night glow emission is described. ... Interface card contain three channels of 24 bit counter, 4 channels of 12 bit ADC and the buffer bus for the controlled motors of the altazimuthal fork mounting and filters wheel, the position encoders. ... Where N( ) is output signal photometer generated input light flux F( l ) . ... PMT # . 599 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/Photometer.htm -- 15.9 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>46) - space.univ.kiev.ua/ )






    






11. Software
SAI software archive . ... Interl-links Software Downloads via FTP . ... DOSEMU - DOS emulator for Linux Home Page and ftp-site . ... Official FVWM Home Page and ftp-site . ... TCL-TK official Home Page , official ftp-site , try another ftp-site . ... Postgres Home Page and ftp-site , also development site (ftp.ki.net) . ... Apache Home Page and ftp-site , local mirror . ... Spinner Home Page and ftp-site . WN Home Page - Yet another httpd server also ftp-site . ... NEdit Home Page and ftp-site . ... 



      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/www_sai_crimea_ua/software.html -- 30.7 Кб -- 23.08.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>195) - comet.sai.msu.ru/ )
	File transfer utilities

	Features provided by the shell

	Bourne Again SHell (bash)







    






12. http://lnfm1.sai.msu.ru/kgo/docs/specification2.5.7.6.doc
Moscow State University Sternberg Astronomical Institute Specification 2.5 m telescope with enclosure version 7.6 |Number|Item description, type |Quanti| | ... 1000 |2.5 m mirror telescope system |1 | ... lightweighting) must provide the short time of | ... stations (ports) must be provided. ... 1006 |Nasmyth focal stations must be provided with a deployable| | ... must be provided. ... Telescope control system and environment conditions | ... 2005 |Camera shutter must provide unvignetted CCD field, | ... 



      
[
Текст

] 
 Ссылки http://lnfm1.sai.msu.ru/kgo/docs/specification2.5.7.6.doc -- 65.0 Кб -- 08.12.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>214) - lnfm1.sai.msu.ru/ )
	http://lnfm1.sai.msu.ru/~tempus/english/science/articles/ZotovPoster_APSG2013.pdf

	IDL programs
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