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Показаны документы, содержащие фрагменты текста из документа

 http://vega.inp.nsk.su/vs56/ICX039DLA.pdf.









1. IKI IPL home page

You can also see this page in Russian with using KOI8 (X Windows) or CP1251 (MS Windows) Cyrillic coding. The Laboratory supports the space TV experiments, mainly in the planetary exploration missions. ... Image Co-registration . ... PHOBOS mission - Martian satellites investigations. Phobos on the Martian limb, the image from Phobos-2 probe from 02/28/89. ... Russian Space Bulletin. ... Last modified at June,26 1997 Alexey Kuzmin: akuzmin@mx.iki.rssi.ru . Back to IKI home page ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/IPL/ -- 4.8 Кб -- 05.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>922) - www.iki.rssi.ru/ )
	The Face on Mars







    






2. Astronomy Plus CCD Images of Galaxies

. Go Here for Hubble Ultra Deep Field . ___________________________________________________________________ The Electronic Universe Project e-mail: nuts@moo.uoregon.edu




      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/galaxy.html -- 4.8 Кб -- 10.03.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>380) - zebu.uoregon.edu/ )
	The Galaxy Gallery Page VII: Infrared Imaging

	The Galaxy Gallery: Messier Objects

	Galaxy Gallery Page II







    






3. Image Formats

 ... pixel--pixel space: corresponds to 2D raw images, with the sampling units PIXEL in both dimensions. pixel--order space: corresponds to 2D extracted images, produced by the command EXTRACT/ECHELLE . Unit in the x --axis is PIXEL , unit in the y --axis is ORDER , sequential echelle order number. wavelength--order space: corresponds to 2D extracted images, with uniform sampling steps in wavelength, produced by the command REBIN/ECHELLE . ... These images are produced by the command MERGE/ECHELLE . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node172.html -- 3.7 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3911) - www.sao.ru/ )
	Electron bombarded sensors-intro

	Product Folder: TC217, 1158- X 488-PIXEL CCD IMAGE SENSOR

	Welcome to the world of Philips Imaging







    






4. FORS Sec Std and Abs Phot Project

 ... The first step to improve the FORS calibration is therefore to obtain data to allow a computation of the illumination correction across the field. ... Another limitation on the calibration accuracy has been the brightness of the Landolt standards which have forced the use of extremely short exposures introducing small but non-negligible shutter-time errors and also resulting in a very small number of useful standards per frame. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~pmoller/FIZZWIG-FAP/New_Paradigm.html -- 7.0 Кб -- 18.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66834) - www.eso.org/ )
	ESO - Negative pixel values in the 2D spectrum image are not being ignored by

	Los Cielos de Am , The darkest sky and the two galactic hemispheres

	Imaging simulations







    






5. C/2006 P1 (McNaught)

 ... All images on this page are copyright Robert H. McNaught. ... There have been so many requests for high resolution copies of these images that I ask that all enquiries for these to go directly to Science Photo Library. C/2006 P1 on Jan 18, 10:22 UT. Photo: R. H. McNaught, Siding Spring Observatory. Canon 5D, 135mm, f/2.0, 2 sec exp., ISO 1600 . ... ISO 200 . ... Canon 5D, 50mm, f/2.0, 30 sec exp., ... Canon 5D, 135mm, f/2.0, 120 sec exp., ... Canon 5D, 50mm, f/2.0, 110 sec exp., ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~rmn/C2006P1new.htm -- 9.6 Кб -- 11.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1416) - www.mso.anu.edu.au/ )
	Mike Bessell, MSSSO - Images

	Siding Spring Survey Follow-up Obs







    






6. Галерея киевского астроклуба ''Астрополис''

 ... Главная страница / Кометы и астероиды / "Нас не догонишь". Комета 217P/LINEAR, M42, M43, Бегущий Человек и пролетающие спутники. ... M42 , M43 , БегущийЧеловек , 217P/LINEAR . ... Комета C/2009 R1 (McNaught) . ... Все права на размещенные в галерее фотографии принадлежат их авторам. ... Киевский клуб любителей астрономии "Астрополис" . Движок галереи: 4images 1.7 ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astroclub.kiev.ua/gallery/details.php?image_id=1479 -- 18.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>144) - www.astroclub.kiev.ua/ )






    






7. HDF-S Flanking Fields Data Reduction / Technical Issues

 ... The analysis and reduction of the STIS flanking fields proceeded in similar fashion as for the imaging of the Main STIS Field. ... The DARK calibration reference file used in the CALSTIS data reduction steps was constructed using a 'delta-dark' image appropriate for the epoch of the flanking field observations. ... DRIZZLE drop-size used for the flanking fields was a "pixfrac" of 0.8. ... For information on the data reduction, please read first the technical information for the Main WFPC2 Field . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/science/hdfsouth/reduc_flanking.html -- 9.4 Кб -- 24.05.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17720) - www.stsci.edu/ )
	GOODS/CDF-S CTIO 4m U-band Imaging

	Image Mode

	Absolute Calibration and Characterization of the Multiband Imaging Photometer







    






8. Printing an Image

To Print the Image in the Image Display Buffer (Frame): . ... Type a print directive in the SAOtngDialog window (default is lpr ). ... A Postscript representation of the currently displayed image can be generated using the Print Image option of the Images menu. ... The print directive allows the PostScript representation of an image to be sent to a variety of places, including printers, disk files, and programs such as ghostview . ... Unix command] or [Unix file] can be used as a print directive. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/printing.html -- 6.0 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5042) - hea-www.harvard.edu/ )
	Funtools and DS9 Image Display

	Image Display

	IRAF Image Arrays







    






9. Automated Photometric Calibration Software For IRAF

 ... New IRAF tools for the photometric calibration of optical/IR images are presented. The new tools are standard star catalog and world coordinate driven, requiring both accurate standard star catalog coordinate and accurate image coordinate data. Network access to standard star catalog servers is supported. ... The photometric calibration software will automatically convert the standard star coordinates from the standard star coordinate system to the image coordinate system. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass00/P3-02/ -- 11.6 Кб -- 29.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1854) - www.adass.org/ )
	Simulations of Pinhole Imaging for AXAF: Distributed Processing Using the MPI

	Restoration of HST WFPC2 Images in Gyro-Hold Mode

	Exploiting VSIPL and OpenMP for Parallel Image Processing







    






10. The Face on Mars

 ... The Raw Images . Table 1: List of Viking Orbiter Images of the "Face on Mars" . ... Processing the Face Images . ... In July, 1976, Viking Orbiter 1 was acquiring images of the Cydonia region of Mars as part of the search for potential landing sites for Viking Lander 2. ... Using the height field, it is also possible to view the "Face" from different look directions, by mapping the Viking Orbiter image directly on the the topography and then placing the "viewer" at different locations. ... Mars . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/Astro/solar/eng/face.htm -- 14.9 Кб -- 15.03.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9518) - www.arcetri.astro.it/ )
	The ARNICA Imaging Camera

	SDSSmosaic

	Copyright Information







    






11. Variance images

 ... The user has the opportunity both to supply a variance image of the input and to receive a variance image of the smoothed output. ... If the task is required to make use of the variance (either because the user has set writevarianceset =`yes' or smoothstyle =`adaptive'), but none is supplied by the user, the task assumes that the input image inset is Poissonian - that is, that the image itself is a reasonable estimate of its own variance. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/asmooth/node5.html -- 7.3 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13303) - xmm.vilspa.esa.es/ )
	regionmask: convert FITS REGION to image MASK







    






12. Hardware Controllers

 ... Axis Controllers . ... Guider Image Controller Commands . ... Multiple controllers (except the guide image controller) may co-exist in one box and share one serial interface. ... Some of these rules only apply to commands that the TCC may execute, and so may be relaxed for engineering commands. ... The command echo should be in the same case as the received command. ... Note: The Galil motion controllers output a semicolon for each command that appears on a line (as part of the command echo). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/index.html -- 5.5 Кб -- 03.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>830) - www.apo.nmsu.edu/ )
	Astrophysical Research Consortium - Apache Point Observatory

	Guider Image Controller Overview

	MILT Description







    






13. PmWiki | PmWiki / Images

 ... To place an image into a page, enter the address (url) of the image into the markup text. Any alternate text (used for tooltips and for browsers that do not display images) is placed in double quotes immediately following the image url. http://www.pmichaud.com/img/misc/pc.jpg"Paper clips" Paper clips are fun to work with. ... Attach:image.jpg"PmWiki"]] . A caption can be added to an image using a vertical brace and the caption text. http://www.pmichaud.com/img/misc/pc.jpg"Paper clips" | ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/research/pulsar/tempo2/index.php?n=PmWiki.Images -- 19.1 Кб -- 06.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>32222) - www.atnf.csiro.au/ )
	Data Interface

	cmodel (Model Image Generator) CentralProcessor 0.11 documentation

	tvdisp







    






14. Bojan Nikolic -- How to make an image in PGPLOT with correctly labelled RA/Dec

 ... Bojan Nikolic web pages home . ... The goal here is to make a publication quality image of the sky with the coordinates labelled in the standard Right Accession/Declination units. ... Use the PGTBOX function which knows how to label the coordinate box in time units . ... тАЬINTтАЭ To draw tick marks and label them (тАЬIтАЭ so that the ticks are inverted, i.e., going outside the box) . ... Ensure that the matrix representing the coordinate system of the image is correct when calling PGIMAG . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/blog/2012/04/01/pgplot-ra-dec-box.html -- 5.3 Кб -- 05.10.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1720) - www.mrao.cam.ac.uk/ )
	The HУЖgbom т??CLEANт?? deconvolution image algorithm Bojan Nikolic web pages

	NVSS Image ftp service Documentation Help for NVSS Image ftp service

	Lucky Imaging Publications







    






15. Digital images of magnetograms

Standard analog magnetograms (20 mm / sec) are presented in the form of digital images, . ... Observatory, . ... 1949 , 1950 , 1951 , 1952 , 1953 , 1954 . ... 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , 1957 . ... 1950 , 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , 1957 , . ... 1950 , 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , . ... The project was conducted in 2003 by the International Council for Science ( "Rescue of Old Analogue Magnetograms by converting to digital images" , ICSU Grant–2003 Project). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/magnetogr_list.en.html -- 35.2 Кб -- 11.12.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1829) - www.wdcb.ru/ )






    






16. The Faulkes Telescope follow-up of archive image asteroids

 ... Asteroid 23593 images obtained using the Faulkes Telescope North at Haleakala, operated by Las Cumbres Observatory. ... My main project was to search through archive images of the Subaru telescope looking for and identifying asteroids. ... Two of the known asteroids were asteroid 23593 and asteroid 71250. ... The pictures below were taken with the Faulkes telescope and show the asteroid 23593 in its state at 11/08/2015 ten years after I identified it in the Subaru telescope's image archive. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~dja/faulkes/asteroid23593.html -- 6.0 Кб -- 03.09.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2716) - star.arm.ac.uk/ )
	Doppler Imaging and Flare Activity on HR1099

	Amazing Astronomy Images on Display in Saint Patrick's Trian

	Armagh Planetarium Unveils New Hubble Images | International Year of Astronomy







    






17. Supernova 2009js in NGC 918

Supernova 2009js in NGC 918 . This page is devoted to information on Supernova 2009js in NGC 918 . Basic information on this SN, including the last reported brightness, on this Supernova can be found on the main page . Information on the original web pages for many of these images can be found on the updates and links web pages. Discovered independently by Lick Observatory Supernova Search (USA) and Koichi Itagaki (Japan). ... 2009/10/11.44 . 17.2 . ... Joseph Brimacombe . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/mirrors/isn/sn2009/sn2009js.html -- 8.2 Кб -- 13.02.2011

    
      
[
Сохраненная копия

] 
 Ссылки http://www.rochesterastronomy.org/sn2009/sn2009js.html -- 8.4 Кб -- 19.04.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>743) - www.rochesterastronomy.org/ )
	Supernova 2011dm in UGC 11861

	Supernovae 2010jl in UGC 5189A

	Supernova 1998dh in NGC 7541







    






18. The IMG (Image) Element

Permitted Context: %text . ... The <IMG> tag is used to incorporate in-line graphics (typically icons or small graphics) into an HTML document. This element is NOT intended for embedding other HTML text. ... Browsers that cannot display in-line images ignore the IMG element unless it contains the ALT attribute. ... Take values TOP or MIDDLE or BOTTOM, defining whether the top or middle or bottom of the graphic should be aligned with the baseline for the text line in which the IMG element appears. ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/webdesign/html-3.0/img.html -- 6.3 Кб -- 19.12.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>291) - comet.sai.msu.ru/ )
	Unordered Lists







    






19. XV-IMAGE

Russian Version [ MS-Win ] . ... Satellite data ] . ... The program is a powerful tool for multi-purpose image analysis and processing. It operates on files in main standard image storage formats: TIFF, BMP, GIF, PDF. The program contains a rich collection of operations for visual image quality improvement: linear and logarithmic normalization, equalization, brightness transformation by arbitrary look-up table, etc. ... ALMAZ-1 satellite data processing . NOAA satellites data processing . ... 




      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_xvim.htm -- 4.1 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>185) - smis.iki.rssi.ru/ )
	TDF Viewer (Satellite Data Format) REGIONAL DATA ARCHIVE (SMIS IKI RAN Project)

	TDF Viewer (Satellite Data Format)

	SMIS IKI RAN (Sample Images / Fires)







    






20. Dr. Philip Plait: Images

Dr. Phil Plait , aka "The Bad Astronomer" . ... Images . ... Bad Astronomy site . The following are high-resolution images suitable for promos, newspapers, brochures, and the like. Clicking on the thumbnail image will bring up the high resolution image. High resolution (1.3 Mb) . Medium resolution (550 kb) . ... Dr. Plait giving a TV interview at NASA's Goddard Space Flight Center about the transit of Venus in 2004. ... Dr. Plait posing with a model of the Apollo 11 landing site. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.badastronomy.com/pr/images.html -- 8.7 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>249) - www.badastronomy.com/ )
	Phil Plait's Bad Astronomy: Misconceptions: Hoagland's Bizarre Image

	Phil Plait's Bad Astronomy: Info
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