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Показаны документы, содержащие фрагменты текста из документа

 http://vo.astronet.ru/~karpov/pdf/2013_EAS_Karpov.pdf.









1. Compressor monitor
 ... 06jun11: testing the compressor monitor system on the telescope. 14apr11: testing the compressor monitor system in the lab . ... Around second 400 to 500 seconds, willie iguina openned the huffman box of the compressor monitor to get access to turn off the device. ... luis added some shielding to the devices in the huffman box (.pdf) and then remeasured the rfi on 15apr11. data was only measured up to 2500 MHz on this data with the huffman box closed. 902 probe: rfi below 100 MHz way down . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/rfi/miscdevice/compressorMon/compressorMon.html -- 8.5 Кб -- 10.06.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4273) - www.naic.edu/ )






    






2. http://vo.astronet.ru/~karpov/pdf/2014_Sasyuk.pdf
 ... Skalnatґ Pleso 43, 1  2, (2014) e Mini-MegaTORTORA  multichannel system for wide-field optical monitoring with high temp oral resolution V. Sasyuk1 , G. Beskin2 , S. Karp ov2 , S. Bondar3 , A. Perkov3 , E. Ivanov3 , E. Katkova3 and A. Shearer4 2 Kazan Federal University, Russia Special Astrophysical Observatory of Russian Academy of Sciences, Russia 3 Insttitute for Precise Instrumentation, Russia 4 National University of Ireland, Galway, Ireland Received: November 4, 2013; Accepted: ?? ... 



      
[
Текст

] 
 Ссылки http://vo.astronet.ru/~karpov/pdf/2014_Sasyuk.pdf -- 59.3 Кб -- 06.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1455) - vo.astronet.ru/ )
	http://vo.astronet.ru/~karpov/pdf/2012_Searching.pdf

	http://vo.astronet.ru/~karpov/pdf/2014_Karpov.pdf

	http://vo.astronet.ru/~karpov/pdf/2012_Wide_n_Fast.pdf







    






3. http://www.stsci.edu/ftp/observing/status_reports/old_reports_94/hst_status_01_28_94
HUBBLE SPACE TELESCOPE DAILY REPORT #1064 PERIOD COVERED: 0700 EST Daily Status Report as of 031/1200Z. 1.0 ACTIVITIES SCHEDULED AND ACCOMPLISHED: 1.1 Completed GHRS/2 5196 (GHRS SMOV Side 1 High Voltage Turn On) The High Resolution Spectrograph (Side One) was was turned on using its high voltage for early calibrations tests. ... 1.2 Completed WF/PC-2 5549 (GHRS Side 2 Dark Noise Monitor - Cycle 4) The WF/PC-2 was used to make internal tests for routine monitoring of detector dark noise. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/observing/status_reports/old_reports_94/hst_status_01_28_94 -- 8.0 Кб -- 31.01.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14860) - www.stsci.edu/ )
	Python: module ihooks

	COS Spectroscopic Observing Strategies

	Installation Overview GPI Data Pipeline 1.0 documentation







    






4. Optical systems and devices
To main of Laboratory . The research work and design of optical and optical-electronic devices are carries out by laboratory staff: . ... Lens: . ... In the layout 1 prism systems perform functions of dispersive element, corrector of aberrations, optical reducer. ... Spectral range 200 - 400 nm; . ... Back Forward . ... The main corrector's function are compensation of field aberrations of the main spherical mirror of a telescope (diameter of 600 mm, f'=1200 mm) and increase aperture ratio. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/lao/optical_systems_eng.html -- 19.6 Кб -- 12.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>276) - www.mao.kiev.ua/ )






    






5. Sensors
 ... European Remote Sensing Satellite (ERS-1) was launched on 17 July 1991, and the follow mission ERS-2 (with the same sensors and an Ozone monitoring instrument added) was launched on 21 April 1995. ... ERS-2 has a fixed repeat cycle of 35 days, and follows ERS-1 tracks with one day's delay. ... Swath width is 102.5 km (telemetered), spatial resolution is about 25x25 m. The Advanced SAR (ASAR) instrument is carried by ESA's ENVISAT satellite launched on 1 March 2002. ... Swath . ... Spatial Resolution...



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/simp/sensors.html -- 8.2 Кб -- 25.02.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>657) - www.iki.rssi.ru/ )
	Environment Monitoring Information Systems

	ENERGETIC PARTICLE EXPERIMENT DOK-2

	The Face on Mars







    






6. VLBI Wiki | Main / ASKAPObservingSummary
 ... VLBI Schedule . ... Two different antenna are used for observing at ASKAP - AK07 has an L-band feed permanently installed while AK32 has an X-band feed installed. ... There are 3 main processes run for ASKAP observing. askap_drv is the main telescope control. It itself consists of a terminal based control process and a GUI. askap_drv must be running. VLBI scheduling is run from a process called "vlbi_drv", while the actual recording is via a command line process called px14_record. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/wiki/index.php?n=Main.ASKAPObservingSummary -- 14.6 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18676) - www.atnf.csiro.au/ )
	immerge

	difx:documentation [ATNF VLBI Wiki]

	difx:difxdb [ATNF VLBI Wiki]







    






7. Warp Fix - S3 with GENDAC enhanced BIOS
 ... This document may be useful for those of you with S3-805 cards with GENDAC enhanced BIOS. ... It appears that the call to pfnPMSetmonitorTimings in svgadata.pmi is at the root of the problems faced by GENDAC owners. Warp's SVGA.EXE creates a SVGADATA.PMI that uses this call. The solution is to get a 2.1 version of SVGA.EXE and create another SVGADATA.PMI. ... Copy Warp's SVGA.EXE, the older SVGA.EXE and this document on a diskette or someplace accessible by DOS. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/misc/doc/htmls/s3-805-2.html -- 5.5 Кб -- 23.02.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2172) - crydee.sai.msu.ru/ )
	The pyramidal (multi-resolution) CCT







    






8. DOK-2 Results Page
The study of energetic particles acceleration and transport within the magnetosphere and on its boundaries is the main goal of DOK-2 experiment on Auroral Probe in a frame of INTERBALL project. ... DOK-2 uses two pairs of energetic particle telescopes . ... This information is available only during the most informative Real Time mode of DOK-2. ... Full 56-57 channel spectra accumulated during time intervals from 10 s to 1464 s depending on a particle intensity. ... For this time interval: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/auroral/dok2.htm -- 9.9 Кб -- 28.11.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/auroral/dok2.htm -- 9.9 Кб -- 28.11.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>912) - www.cosmos.ru/ )
	Spacecraft Digital Imaging Cameras

	Onboard data collecting system (STS)

	Main research and development work completed in 2012 and ready for







    






9. http://mavr.sao.ru/hq/coude/index.html
 ... On the coude focus of 1-m (Zeiss-1000) telescope have installed two echelle spectrometers: CEGS and HELEN. Both spectrometers have been designed by Musaev F.A. and oriented for spectroscopy of relatively bright stars with different spectral resolution. ... spectral resolution R~40000, range 3200 - 10100 Angstroms - registered simultaneously with 1242x1152 CCD (see example of CCD image of Solar spectrum, obtained with 1252x1152 CCD - about 100 spectral orders are seen (151Kb jpeg file ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/coude/index.html -- 4.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>957) - jet.sao.ru/ )
	Instrumentation

	Laboratory of spectroscopy and photometry of extragalactic objects :MOUSER

	Optimization of spectroscopic observations







    






10. Conference WPLTN-2012 | Conference page
WPLTN Technical Workshop . ... WPLTN-2012) . ... of the International Scientific Technical Conference WPLTN-2012 . ... Having an opinion that the collocation of various space geodesy measurement technologies has a fundamental role in increasing the accuracy of fundamental and applied positioning, navigation and timing provision, the International Scientific Technical Conference WPLTN-2012 has come to the following conclusions: 2.1. ... Web-page . ... Resolution of the conference WPLTN-2012 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/conference/wpltn2012/ -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>417) - www.ipa.nw.ru/ )






    






11. High Resolution HST Images of Pluto and Charon (ESO Press Release 09/94)
 ... The remote planet Pluto and its moon Charon orbit the Sun at a mean distance of almost 6,000 million kilometres, or nearly fourty times farther out than the Earth. During a recent investigation by an international group of astronomers [1], the best picture ever of Pluto and Charon [2] was secured with the European Space Agency's Faint Object Camera at the Hubble Space Telescope (HST). ... The new HST image was taken when Charon was near its maximum elongation from Pluto (0.9 arcseconds). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~ohainaut/nice/pluto.html -- 8.5 Кб -- 18.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>51947) - www.eso.org/ )
	clMonitor

	ESO - High Resolution 2014

	ESO - HIRES 2014: Astronomy at High Angular Resolution - A Cross-disciplinary







    






12. APOD: 2008 February 19 - Columbus Laboratory Installed on Space Station
 ... 2008 February 19 . Columbus Laboratory Installed on Space Station . ... Explanation: The International Space Station (ISS) has been equipped with a powerful new scientific laboratory. The Space Shuttle Atlantis delivered the Columbus Laboratory to the ISS and installed the seven meter long module over the past week. Columbus has ten racks for experiments that can be controlled from the station or the Columbus Control Center in Germany . ... About APOD | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap080219.html -- 6.1 Кб -- 12.04.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8124) - www.sai.msu.su/ )
	APOD: 2010 February 24 - Astronaut Installs Panoramic Space Window

	APOD: 2006 May 29 - The NASA Television Channel

	APOD: 2005 October 5 - An Annular Solar Eclipse at High Resolution







    






13. http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/201203/pagani-cal-2012.pdf
Swift/ XRT  radiation damage and  results  from the lab using a proton-damaged  CCD  Claudio Pagani (Swift/ XRT  team) XMM Calibration Meeting, Leicester, 7/3/2012  XRT   CCD  e2v  CCD -22 detector (developed for EPIC MOS camera on XMM) Operated in Photon Counting (PC) and Windowed Timing (WT) mode 4 55Fe corner sources continuously illuminate  CCD  corners, used to monitor  CCD  performance Spectral resolution at launch: FWHM = 135 eV at Mn K- (5.9 ... 



      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/epic_cal_meetings/201203/pagani-cal-2012.pdf -- 1262.1 Кб -- 13.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5970) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/external/xmm_links/trainee/alumni/a_martin.pdf

	XMM-Newton Radiation Monitor Details

	Generation from In-Orbit Data







    






14. Direct Monitoring of Rotational Modulation
Next: Rotation Periods of ZAMS stars Previous: T Tauri Stars . ... The first attempts to directly measure periodic modulation of T Tauri stars occurred in the early 1980s. Rydgren & Vrba (1983) observed four PMS stars using photoelectric photometry over a period of seven consecutive photometric nights. ... Because the spot lifetime is much longer than the rotational period, the observed effect will be a modulation of the light from the star synchronously with the rotation period. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/intro/node3.html -- 6.4 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1950) - hea-www.harvard.edu/ )
	Multi-Rsh parallelized rsh program

	Quota Monitor Menu Improvements

	Five-Minute-Task Time Estimate Worksheet







    






15. http://www.mrao.cam.ac.uk/projects/aavp/presentations/Penny_SETI.pdf
SETI with SKA1 and SKA 2 Alan Penny1, Heino Falcke2, Mike Garrett 3 1 University of St Andrews and South African Astronomical Observatory PI: LOFAR Early Access Program LEA070  'A SETI Pilot Program' 2 Raboud University 3 ASTRON and Leiden University AAVP2010 U Cambridge 8-10 December 2010 What a radio SETI search looks for A narrow (perhaps1 Hz wide) spectral line Sections 1. SETI 2. Experience of SETI with LOFAR and WSRT 3. SETI and SKA - needs Sections 1. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/aavp/presentations/Penny_SETI.pdf -- 1315.4 Кб -- 09.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1571) - www.mrao.cam.ac.uk/ )
	ALMA Phase Calibration Techniques at the Cavendish Astrophysics Group

	Download building of the radiospec package Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : PmWiki / Access Keys







    






16. SAO RAS home page
 ... Дни открытых дверей к юбилею САО РАН (12-14 апреля 2016 г.) . Международная конференция "Dark Ages and White Nights (Spectroscopy of the CMB)" (20-24 июня 2016 г.) . ... Международная конференция MULTI-SPIN GALAXIES - 2016 (26-30 сентября 2016 г.) . Международная астрономическая конференция "Физика звезд: от коллапса до коллапса" (3-7 октября 2016 г.) Архив . ... Подробнее.. ... 10.02.16 . ... БТА в реальном времени . ... Цейсс-1000 в реальном времени . ... Последнее обновление: 22/03/2016 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ -- 11.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ -- 11.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>224) - mavr.sao.ru/ )
	Comet C/2014 Q2 (Lovejoy) and asteroid 357439 2004 BL86

	IRAS01005+7910

	Hardware sector, archive 2014







    






17. Arcetri Solar Physics Group: High Resolution Studies
Solar High Resolution Studies . ... Solar Group . ... High Resolution Studies . Small Scale Activity . ... High resolution observations at different heights in the solar atmosphere have emphasized that there is no such thing as a "quiet" Sun (e.g. Schrijver et al., ... This, and the temporal coincidence of other signatures, supports the idea that microflares are indeed just miniature flares, but that one needs a very high resolution in order to observe them (Cauzzi et al., 2003, in preparation) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/solar/HighRes-1.html -- 7.7 Кб -- 03.06.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7409) - www.arcetri.astro.it/ )
	The Face on Mars

	High-resolution Herschel spectroscopy reveals the proto-planetary disk around

	LASG - General concepts, server versus workstations







    






18. HyperLEDA: documentation
The Library of Medium Resolution Spectra . HyperLeda home | Documentation | ... The library is divided into different archive corresponding to the different datasets. ... They are stored as tar files. ... cumulus . ... The archive will be divided in subdirectories in order to avoid problems with some unix commands which have a limitation in the size of the argument or number of files. ... The file name is the file number in this dataset The file naming convention has the form: LYYMMOBSj/nnnn . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/fetch/HL/11/files.html -- 5.6 Кб -- 23.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1765) - www.sao.ru/ )
	Princeton Instruments' Company Profile

	Image Restoration

	Monitor and Command Language







    






19. Object Detection Using Multi-Resolution Analysis
 ... Next: Unsupervised Catalog Classification Up: Object Detection and Previous: Classification of Objects . ... Multi-resolution allows for image analysis in terms of different scales. ... This approach is used for the detection (and subsequent analysis) of globular cluster systems around elliptical galaxies, and for image characterization and object trawling in large image databases. ... The applicability of this approach to object detection in large image collections has been investigated. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/murtaghf2.html -- 11.9 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1711) - www.adass.org/ )
	Towards a General Definition for Spectroscopic Resolution

	Some Astrophysical and Instrumental Applications of AIPS++

	ADASS 2003 Conference Proceedings







    






20. Spacecraft 'Aist-2D' can be 'seen' through the earth
 ... Pre-university education . ... Samara region . ... A small spacecraft Aist-2D , developed by the scientists of Samara State Aerospace University (SSAU) and the experts of the Rocket and Space Centre Progress will see from outer space what is hidden under the thick top of trees and below the Earth's surface. The radar equipment was installed on Aist-2D , which was delivered to the space launcher complex Vostochniy on January 22. ... Tomography of the Earth's ionosphere will also be carried out. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/engnews/12415/ -- 26.3 Кб -- 22.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>347) - www.ssau.ru/ )
	Testing of space-flight trainers installed in the Russian segment of
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