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Показаны документы, содержащие фрагменты текста из документа

 http://www.adass.org/adass/proceedings/adass03/reprints/O5-3.pdf.









1. How precise are the parameters of my double star as measured in Transfer Mode?

 ... HST . How precise are the parameters of my double star as measured in Transfer Mode? ... Data . ... HST Peer Review Process . ... HST Overview . Overview . ... Retrieving HST Data . ... Data Analysis . ... HST Science Year in Review . ... FGS Data Handbook . ... A: Analysis of calibration and other data has shown that the separations obtained in the analysis the Transfer Functions of double stars have a precision of around 1 milli arc-second. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/fgs/faqs/measure2.faq -- 14.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17233) - www.stsci.edu/ )
	COS Instrument Handbook

	GHRS Instrument Science Report 073: Further Investigations

	Wavecal Parameters Table







    






2. ETCs and Observations Simulation at the VLT

 ... Second, the observatory can control the configuration, test data analysis procedures, and provide calibration solutions with the help of instrument models. This paper presents the VLT object-oriented framework for the development of ETCs (Exposure Time Calculators) and data simulators. ... Instrument simulations are being developed for the purpose of predictive calibration, instrument configuration control, and evaluation of data analysis procedures. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P1-22/ -- 12.4 Кб -- 09.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1995) - www.adass.org/ )
	ADASS 2003 Conference Proceedings

	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared

	Novel Use of a Simulator for the Calibrations of Scientific Instruments







    






3. Parameters

 ... true false . A boolean switch determining whether the list of to be considered HK parameters shall be explicitly specified with parameter parameters . ... blank separated list of HK parameter names . ... If set to true overrideparameters must contain a list of HK parameter names and overrideparametervalues a corresponding list of validity ranges for those parameters (see below). overrideparameters . ... If withoverrideparameters is set to true the list must contain valid HK parameter names. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/hkgtigen/node10.html -- 12.3 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18904) - xmm.vilspa.esa.es/ )






    






4. Session Parameters

Next: The Reduction Session Up: Echelle Reduction Previous: Standard orientation . ... The command SHOW/ECHELLE displays only those parameters which must be set according to the options and methods chosen for the reduction. ... Current parameters are saved with the command SAVE/ECHELLE name , where name is the session name. ... Current parameter values are set to the default value with the command INIT/ECHELLE , or set to the values of a previously saved session with INIT/ECHELLE name . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node477.html -- 5.4 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2022) - www.sao.ru/ )
	Geneva parameters

	Loading the Telescope and Instrument Specifications

	Setting, Storing, and Retrieving the CCD Keywords







    






5. ccontsubtract CentralProcessor 0.11 documentation

 ... CentralProcessor 0.11 documentation . ... It can be run with the following command, where ?config.in? is a file containing the configuration parameters described in the next section. ... Parset parameters understood by ccontsubtract are given in the following table (all parameters must have CContSubtract prefix, i.e. CContSubtract.dataset ). ... A number of other parameters allowing the user to narrow down the data selection are understood. ... Parameter . ... Data set file name to work with. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/calim/ccontsubtract.html -- 14.9 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15198) - www.atnf.csiro.au/ )
	Making a Fake Observation

	Telescope Parameters and Search Strategy

	Cosmological Parameter Survey Using the Gravitational Lensing Method







    






6. Editing Files and Parameters

 ... eparam* - edit parameter files . ... Type ``<esc>-?'' within a parameter editor for more details on commands. *tupar* - Edit table headers . Table files (* .tab ) consist of a header including a variety of parameters and the table itself. It is possible to edit the header using tupar and the table with tedit provided you have write-access to the file. ... Works like emacs but uses <ctrl> D to exit. *hedit* - edit image file header . qphedit* - edit .qp file headers . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node11.html -- 5.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2318) - hea-www.harvard.edu/ )
	Structure of the Spectral Package

	Using the PROS software

	Reading fits files from the AXAF simulator, MARX







    






7. Software Maintenance Manual

 ... Created: 23 February 2001 . ... SOFTWARE MAINTENANCE MANUAL . ... 9 January 2001 . ... Note: in the final document, the table of contents will be to third level] . The Software Maintenance Manual describes the procedures for installation and maintenance of the software for the Gemini Near-infrared Integral Field Spectrograph (NIFS). ... Section 19.4.3 of the document “Programmatic Requirements for Gemini Instrumentation Development” states the requirements for the Software Maintenance Manual . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/manuals/man0003.htm -- 139.3 Кб -- 06.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>520) - www.mso.anu.edu.au/ )
	GSAOI Component Supplier Links Page

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) Spectrograph.

	Instrumentation Links.







    






8. http://www.arcetri.astro.it/irlab/labir/labir.html

The activities of the group started at the end of 70's with the building of FIRT: the photometer of the National Infrared Telescope ( TIRGO ). The group has also developed a large amount of software and procedures in order to define all the relevant parameters of the systems. ... See also the local Labir4Giano pages. ... In addition to the development of the above instruments, we also carried some observations in collaboration with the science groups of Arcetry Observatory. ... Giano Local Page . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/labir/labir.html -- 8.1 Кб -- 13.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6904) - www.arcetri.astro.it/ )
	The LongSp Description

	Determination of the Detector Parameters

	Electronics and Software







    






9. http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf

 ... Basic Observables: Zero-differenced phase and code ionosphere-free combinations of global GNSS network stations, corrected by P1-C1  satellite  code  biases  (cc2noncc),  daily  observations with 30 seconds sampling rate Sites  coordinates : IGb08 reference frame  coordinates  and velocities Displacements: solid tides, ocean loading, pole tide loading (IERS 2010) Geometric  model : Receivers antennas eccentricities, absolute receiver and ... 




      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/suvorkin.pdf -- 2427.5 Кб -- 30.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>254) - www.gao.spb.ru/ )
	http://www.gao.spb.ru/english/as/j2014/presentations/tercjak.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/tsyba.pdf

	http://www.gao.spb.ru/english/as/j2014/presentations/brattseva.pdf







    






10. ESO - I derived quantities related to the performance of an instrument. How do

 ... Data Handling and Products > Data Reduction FAQ > I derived quantities related to the performance of an instrument. How do I know whether these numbers are "normal"? ... Observing with ESO Telescopes . ... Instrument Pipelines . ... ESO-MIDAS . ... ESO Data . ... Related External Services . ... The quality control group at ESO monitors a variety of instrument parameters such as zeropoints, efficiencies, read-out noise, etc. ... http://www.eso.org/observing/dfo/quality/ <INSTRUMENT> /qc/qc1.html . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/data-processing/faq/i-derived-quantities-related-to-the-performance-of-an-instrument-how-do-i-know-whether-these-numbers-are-normal.html -- 23.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66541) - www.eso.org/ )
	HSTPOLSIM (V2.00) --- November00 --- HSTPOLSIM (V2.00)

	Preparation of parameter file

	Health Check Monitor: Users Guide







    






11. Multipoint correlations of the solar wind parameters observed by several

The problem of solar wind data correlation for the observations onboard several spacecraft is very important for three points of view: . ... This problem is studied now in detail by systematic determination of ion flux and ion velocity data correlations by INTERBALL-1 (IKI group), WIND and IMP 8 (both - MIT group). ... Solar wind plasma correlation lengths from IMP 8, WIND and INTERBALL-1. ... Correlation of solar wind observations onboard several spacecraft: INTERBALL-1, IMP 8 and WIND data. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>879) - www.cosmos.ru/ )
	OFO IKI / Universal Navigation Instrument

	OFO IKI / BOKZ

	BOKZ Star Trackers







    






12. S.P.Korolev RSC Energia - ECOLOGICAL MONITORING

AUTOMATIC STATION OF ECOLOGICAL CONTROL . ... STATE OF ASEC DEVELOPMENT . ... ASEC . ... Warranted life-time of balloons and calibration mixed gases, months . ... Telemetry system supplying information from each station to ecological center on technical state of gas analyzing equipment and instruments, emergency situations and unauthorized opening of the station. available . ... Calibration mixed gasses are stored inside the balloons as part of ASEC. ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/conversion/ecology/technology.html -- 12.1 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2380) - www.energia.ru/ )






    






13. OptInt PmWiki : MROIDelayLineSW / Baseline Solution Software

OptInt PmWiki : MROI Delay Line SW / Baseline Solution Software . Need to design this. May be best to implement within a framework which is an embryonic form of the MROI offline software framework - but we need to design the framework! ... Data import/export from/to MCDB . ... Export results (e.g. baseline solution) to MCDB . How to structure data? ... Printable View of http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIDelayLineSW/BaselineSolutionSoftware) ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIDelayLineSW/BaselineSolutionSoftware?action=print -- 7.7 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3253) - www.mrao.cam.ac.uk/ )
	Astrophysics Group CosmoNet

	Inference of Coefficients for Use in Phase Correction Bojan Nikolic web pages

	OptInt PmWiki : MROIDelayLineSW / Production Software FDR To Do List







    






14. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes

STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2505) - www.meade.com/ )
	Support / Software & Firmware / Software & Firmware / Meade Instruments

	Meade Instruments Corp. - Software Downloads

	Software and Cables - Accessories - Products







    






15. SPUTNIK home page

 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9) - sputnik.infospace.ru/ )






    






16. HSTPOLSIM (V1.00) --- April99 --- HSTPOLSIM (V1.00)

hstpolsim -- Produce simulated polarization input data frames for HST instruments . ... inint = "" [name] . ... Name of the HST instrument for which simulated polarization images are to be produced. ... Name of the instrument specific polarizing filter for simulated images (ignored for SPECIAL instrument). filtname = "" [name] . Name of the instrument specific colour filter for simulated images. ... The header parameter FILTER provides the filter name and POLANG the polarizer angle. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/software/IRAFtools/stecf-iraf/impol/hstpolsim.help.html -- 11.0 Кб -- 06.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>283) - www.stecf.org/ )
	stecf.impol - Package Tasks

	HSTPOLIMA (V1.00) --- April99 --- HSTPOLIMA (V1.00)

	HSTPOLPOINTS (V1.00) --- May99 --- HSTPOLPOINTS (V1.00)







    






17. The CIMA ALFA Instrument Monitor Window

. The ALFA instrument monitor window is a big window showing all ALFA engineering parameters (with the exception of the ALFA motor). The 'Open motor control window' button opens the ALFA motor control window . You can return to the main CIMA page by clicking here .




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_show_alfamonwin.html -- 2.0 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4332) - www.naic.edu/ )
	The CIMA ALFA Instrument Log Window

	ALFA Performance

	Index of /~phil/hardware/vertex/hagenDocmemos/klaus/ATA1A/parameter







    






18. Optical static Fourier spectrometer

Static Fourier spectrometers are often used for spectral measurements of the ionosphere emissions. There are two main advantages of Fourier spectrometers (FS) - large geometric factor and high spectral resolution; these parameters are two orders better than for grating spectral instruments. ... In scanning Fourier spectrometer optical and electric modulation of signal is used to avoid this problem, for static Fourier spectrometer there are no such ways. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/my_web/Spectrometer.htm -- 10.1 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>65) - space.univ.kiev.ua/ )
	Sun orbital parameters for Computer Ephemeris for 2014 (DE200/LE200).

	Sun orbital parameters for Computer Ephemeris for 2015 (DE200/LE200).

	Sun orbital parameters for Computer Ephemeris for 2016 (DE200/LE200).







    






19. sgs summary

 ... Guider functions . ... Guide Sensor Performance . ... Guide Sensor Sky Coverage/ Star Availability . Guide Star Selection Criteria . ... Guide fiber organization and reach at plug plate . ... Plug plate holes for guide stars are identical to those for science FO . ... FOV for each of 9 guide stars is 7.4 arcsec dia. (0.45 mm FO, Sumitomo IGN-05/10) . ... Selected guide stars must have no neighbor stars within TBD (5 arcsec) radius that have a brightness within TBD (5 mag.) of guide stars . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/19990324_guider/19990324.html -- 19.2 Кб -- 26.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>710) - www.apo.nmsu.edu/ )
	TUI:Instruments:Agile:Agile window

	lsst.tcc: tcc.parse.getCoordSys Namespace Reference

	MCP Menu documentation







    






20. Main parameters of HEND

main parameters . ... Small Detector   (SD) with thin polyethylene moderator and cadmium shield ; . Medium Detector (MD) with medium polyethylene moderator and cadmium shield ;   . Large Detector (LD) with thick polyethylene moderator and cadmium shield ; . ... Duty regime ; . ... Duty” frame with keeping data (92 bytes) in Duty r egime . Standard” frame with 6 spectra (212 bytes) in Mapping r egime . Profile” frame with 6 spectra and 2 profiles (512 bytes) in Burst r egime ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/hend/e_table_3.htm -- 19.4 Кб -- 28.08.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>407) - www.iki.rssi.ru/ )
	SPICE System Overview .

	INTERBALL-TAIL KP changes

	AZ Key parameters, 1997
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