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Показаны документы, содержащие фрагменты текста из документа

 http://www.adass.org/adass/proceedings/adass03/reprints/P9-8.pdf.









1. Meade Instruments Corporation - Autostar Computer Controller Instruction Manual
 ... Meade Instruments Corporation . ... Autostar Computer Controller Instruction Manual . Autostar Computer Controller . ... NOTE: This manual covers both Model #495 Autostar and #497 ETX Autostar Computer Controllers. ... Autostar Primary Menus and Options . ... Chapter 3: Alignment . ... Guided Tour Menu . ... Chapter 5: Autostar Menu Functions . ... Meade Autostar Computer Controller . ... Meade #505 Connector Cable Set Manual . ... Copyright 2006 Meade Instruments Corporation, All Rights Reserved. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/autostar/index.html -- 11.8 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2506) - www.meade.com/ )
	Meade Instruments Corporation - Magellan II Telescope Computer System

	Meade Instruments Corporation - Magellan I Telescope Computer System

	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    






2. ADASS 2003 Conference Proceedings
 ... 314 Astronomical Data Analysis Software and Systems XIII, eds. F. Ochsenbein, M. Allen, & D. Egret (San Francisco: ASP), 720 . ... The Combined Array for Research in Millimeter-wave Astronomy (CARMA) will be the combination of the BIMA, OVRO, and SZA millimeter arrays, at a new high elevation site (7200', 2200 m). ... CARMA's monitoring system (CAM), is designed to collect monitor data periodically from a set of heterogenous systems and organize these monitor points hierarchically. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P9-8/ -- 15.4 Кб -- 27.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1816) - www.adass.org/ )
	Remote Observing With Java

	The MERLIN Correlator Software Project

	Telescope and Instrument Control Systems







    






3. http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/imager-sw.pdf
ICC/Hub Software Overview Requirements · · · · Monitor and control the instrument's robotics. ... Design · · Computer and software is in the computer room, named the ICC, which means Instrument Control Computer. Instrument's robotics and telemetry uses smart Ethernet I/O devices. ... Filter wheel changes for a variety of different wheel types (mix of filter sizes and number of filters in a wheel). ... Imager Robotics and Telemetry Requirements · · · · · · Stepper motor for filter wheel. ... 



      
[
Текст

] 
 Ссылки http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/imager-sw.pdf -- 39.0 Кб -- 05.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>886) - www.apo.nmsu.edu/ )
	default

	MILT Description

	APO Job Announcements







    






4. Summary of on-board computers
. Executes spacecraft command timeline. Provides pointing control, power system control, gathers telemetry, provides routine safemode protection, and much more . Executes SI command timeline. Provides safety monitoring, special purpose computing, and data interface for SIs. SI specific operations, science data formatting and processing, local health and safety monitoring. Provides safemode control for HST when DF-224 is down . Previous slide . Next slide . Back to first slide . View graphic version . Ъ



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/training/events/HowHSTWorks/SSD990225/tsld002.htm -- 2.4 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16430) - www.stsci.edu/ )
	Fine Guidance Sensor Instrument Handbook

	GHRS Instrument Science Report 074: . GHRS Programs in the Cycle 6 Monitoring

	NSSC-I Hardware







    






5. ESO - Paranal Science Operations: End of Missions Report
 ... Science . ... Science Users Information Paranal Science Operations Visitor Information jump to navigation jump to content . Paranal Facilities . ... Offered Instruments . ... Paranal News . ... Paranal Telescopes Overview . Telescopes and Instruments . ... Overview . ... Manuals . ... Instrument Operation Team . ... Paranal Science Operations . ... Please submit one report per observing run or telescope/instrument combination. ... About ESO in general: . ... Telescope/Instrument Manuals: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/php/sciops/EoM/ -- 49.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66530) - www.eso.org/ )
	Control Building Computer Room | ESO

	Computer simulation of dust trap formation | ESO

	MIDAS computer, 1980 | ESO







    






6. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - site2010.sai.msu.ru/ )






    






7. The Computer Hardware and Relevant Equipment
 ... Currently a 50MHz 486DX PCBrand personal computer, located on the fourth floor in the warm room in lab number 443C, is used to control the charge coupled devices (CCDs). ... The PC is connected to a monitor and keyboard in the warm room and another pair in the dome itself. ... An intercom system simplifies communication between the dome and the warm room. ... The second intercom in the dome is used for two way communication between the dome and the warm room. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/node54.html -- 5.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3333) - hea-www.harvard.edu/ )
	Tom's POVRay Monitor Stand

	Thomas A. Fine's Computer and Technical Resources

	Harvard College Observatory History in Images







    






8. CASS News
ATNF Home . ... About ATNF overview . News | ... Australia Telescope Steering Committee . ... Australian Square Kilometre Array Pathfinder . Murchison Radio-astronomy Observatory . ... Parkes radio telescope . Australia Telescope Compact Array . Mopra radio telescope . ... The Australia Telescope consists of an interferometer array of six 22-metre diameter antennas near Narrabri, another 22-metre antenna at Mopra (near Coonabarabran) and the 64-metre antenna near Parkes (б“The Dishб”). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/news/news.php?action=show_item&item_id=79 -- 26.8 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25810) - www.atnf.csiro.au/ )
	New_accs

	Links to Millimetre Telescopes, Instruments, etc.

	Workshop on IBM Blue Gene computer







    






9. The CIMA ALFA Instrument Monitor Window
. The ALFA instrument monitor window is a big window showing all ALFA engineering parameters (with the exception of the ALFA motor). The 'Open motor control window' button opens the ALFA motor control window . You can return to the main CIMA page by clicking here .



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_show_alfamonwin.html -- 2.0 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4783) - www.naic.edu/ )
	aeronomy group

	Looking at Monitoring Data Online

	dewar monitoring glitches







    






10. Princeton Instruments' Company Profile
Princeton Instruments was incorporated in 1981 and has been building low light systems for its entire history. ... Princeton Instruments uses the latest in computer aided design to engineer the highest performance camera systems possible. ... We work with every major manufacturer of CCD arrays and image intensifiers in the world. ... From early in the company history, Princeton Instruments has offered complete detection systems for many different types of applications. ... Princeton Instruments, Inc. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TAPER/HTM_resume/PRINSTON/Profile/profile.htm -- 5.0 Кб -- 07.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1488) - www.sao.ru/ )
	HwB: C128/C64C to CBM 1902A Monitor Cable

	HwB: Amstrad CPC6128 Plus Monitor Connector

	HwB: Amiga 1000 RF Monitor Connector







    






11. HwB: C128/C64C to CBM 1902A Monitor Cable (Offline)
. (at the Computer) . (at the Monitor) . 8 PIN DIN (DIN45326) MALE at the Computer. 6 PIN DIN MALE at the Monitor. Computer . C1902A . LUM . 1 . 6 . LUM . CHROMA . 8 . 4 . CHROMA . GND . 2 . 3 . GND . AOUT . 3 . 2 . AUDIO . Contributor: Joakim жgren . Source: . cbm.comp.sys General FAQ v3.1 Part 7 . Copyright The Hardware Book Team 1996-2001. May be copied and redistributed, partially or in whole, as appropriate. Document last modified: 2001-06-08



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/hwbook/cable/av/c128tocbm1902amonitor.html -- 3.2 Кб -- 06.07.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6511) - www.arcetri.astro.it/ )
	HwB: Amstrad CPC6128 Plus Monitor Connector (Offline)

	HwB: Amiga 1000 RF Monitor Connector (Offline)

	HwB: Atari ST Monitor Connector Connector (Offline)







    






12. ASP: VOLVELLES! Early Paper Astronomical Computers
home publications > mercury . SEARCH ASP SITE: Match ALL words Match ANY word . Books . ASP Conference Series . Monograph Publications . IAU Publications . Books of Note . ... Publications of the ASP (PASP) . ... Mercury Magazine . ... VOLVELLES! Early Paper Astronomical Computers . ... People always have been fascinated by the movement of objects in the sky. ... Thus, events in the sky were important for the day-to-day life of many early civilizations. ... publications . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/pubs/mercury/34_02/computers.html -- 16.2 Кб -- 20.04.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>840) - www.astrosociety.org/ )
	ASP: Education Newswire







    






13. Welcom to CONPAS workshop
 ... Dr. Ravil Nazirov is the head of the workshop, and Andrew Ananjev is the secretary of the workshop. ... The workshop is used to be held in the last decade of the month, preferably on Tuesdays. ... The next session will take place October 29, 1996 . ... There is "CONPAS" mailing list which you can join to discuss issues of problem solving and to be automatically notified of important dates and decisions with respect to the coming sessions. ... Secretary of the Workshop: Andrew Ananjev . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/CONPAS/Welcome.html -- 3.2 Кб -- 13.10.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>670) - www.iki.rssi.ru/ )
	Environment Monitoring Information Systems

	REAL-TIME MONITORING OF THE GEOMAGNETIC FIELD VARIATIONS

	Examples of the raw magnetic field information, obtained with the MIF-M







    






14. Request on Data
 ... NM)  AHMEDABAD  ( SNM )  AHMEDABAD  ( NM) ALBUQUERGUE ( SNM ) ALERT ( NM)  ALMA-ATA ( 806 ) ( SNM )  ALMA-ATA ( 806 ) ( SNM )  ALMA-ATA (3340) ( NM)  APATITY  ( SNM )  APATITY  ( SNM ) ATHENS ( SNM ) BAGNER ( SNM ) BEIJIN ( NM) BRISBANE ( NM) BUENOS AIRES ( SNM ) CALGARY ( NM)  CAPE  SCHMIDT ( SNM )  CAPE  SCHMIDT ( NM) CASEY ( NM) CHACALTAYA ( SNM ) CHACALTAYA ( NM) CHICAGO ( NM) CHURCHILL ( ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/formstp4_r.html -- 5.8 Кб -- 18.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6962) - www.wdcb.ru/ )






    






15. http://curl.sai.msu.ru/mass/download/doc/res2007eng.pdf
Preliminary results of astroclimate parameters measurements at the Sternberg 2.5m  telescope  installation  site  V.Kornilov, N.Shatsky, S.Potanin, O.Voziakova, B.Safonov Moscow,  2008  Acknowledgements A.Belinskiy M.Kornilov A.Tokovinin M.Kuznetsov P.Kortunov E.Gorbovskoy SAI administration some SAI students Pulkovo solar station (KHSS) staff RFBR support MAVEG Gmbh Why to study  optical   turbulence  and some other relevant ... Mean seeing by DIMM data for this night is 1''5. ... 



      
[
Текст

] 
 Ссылки http://curl.sai.msu.ru/mass/download/doc/res2007eng.pdf -- 2802.3 Кб -- 23.03.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26) - curl.sai.msu.ru/ )






    






16. Configuring DIMMWIT Computers
This note outlines how to configure the computers needed to run DIMMWIT. ... dimmwit : ICE (single-board computer in a box) that runs the Starlight Express CCD camera, to which it is connected by a USB interface. dimmwithost : displays the finder application via the X protocol (finder actually runs on dimmwit). Acts as a file server; both the finder software and the DIMM data are stored on dimmwithost. ... mkdir -p /data/oberon/data/finder . chown coast:coast /data/oberon/data/finder . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~jsy1001/dimmwit/configure.html -- 7.8 Кб -- 01.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2853) - www.mrao.cam.ac.uk/ )
	Finder Documentation

	Using your own computer David Buscher

	Part II Computational Physics - UNIX access







    






17. Computers
MOSCOW CENTER . ... We use servers based on the Intel PC architecture with Linux and FreeBSD as operating systems. The computers in the computer room are Toshiba Satellite notebooks that can boot either into Linux (and used as Unix X workstations) or into Windows. Hours of operation Monday 3:00pm--9:30pm Tuesday 3:00pm--9:30pm Wednesday 3:00pm--9:30pm Thursday 3:00pm--9:30pm Friday 3:00pm--9:30pm . If you see any errors on this page, please write us <compwww (at) mccme.ru> ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mccme.ru/english/computers/computers.html -- 2.8 Кб -- 04.09.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>440) - www.mccme.ru/ )
	MCCME: Computer facilities

	MCCME: Computer facilities - network

	MSU plans to terminate campus local computer network







    






18. Main page of Computer Ephemerides.
Computer Ephemeris . ... Content of the Computer Ephemeris is the same as content of Soviet Astronomical Almanac (Ezhegodnik), but fully original algorithms and computer methods of calculations were used. Your requests for Computer Ephemeris for years before 2014 and your comments on its contents please direct to the author charlie@mail.univ.kiev.ua . ... Keywords: Computer Ephemerides, Computer Ephemeris, Computer Almanac, Computer Calendar. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/ephem/ -- 3.7 Кб -- 28.12.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>233) - space.univ.kiev.ua/ )
	A computer controlled low light photometer for nightglow observations

	Contents of Computer Ephemeris for 2014 (DE200/LE200).

	Amateur Almanac for Computer Ephemeris for 2014 (DE200/LE200).







    






19. Time and Time Interval Measurement with Application to Computer and Network
The technical memorandum: Time and Time Interval Measurement with Application to Computer and Network Performance Evaluation (PostScript) describes a number of techniques for conducting experiments typical of computer network and transmission systems engineering. ... The usual data collected during a performance run of some experiment might include time offsets, time delays, frequency offsets and various error statistics. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/measure.html -- 3.6 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1137) - www.sai.msu.su/ )
	Companies

	APOD: 2011 August 26 - A Young Supernova in the Nearby Pinwheel Galaxy

	APOD: 2007 December 16 - The Holographic Principle







    






20. OFO IKI / BOKZ
The BOKZ family instruments have been designed for precise determination of spacecraft triaxial attitude control parameters in real time based on images of the arbitrary starry sky segments. ... Since 1999 twenty one star instruments of the BOKZ family have been launched to the nearterrestrial orbits onboard the International Space Station and ten Russian spacecraft of various types. The development of three more modifications – BOKZ-л, BOKZ-л24 Х BOKZ-2л is completed. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ofo/page_navig_e.html -- 14.2 Кб -- 07.06.2008

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/ofo/page_navig_e.html -- 14.2 Кб -- 07.06.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>871) - www.cosmos.ru/ )
	Examples of the raw magnetic field information, obtained with the MIF-M

	Onboard data collecting system (STS)

	Optico-electronic Instruments for the Phobos-Grunt Mission
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