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Показаны документы, содержащие фрагменты текста из документа

 http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/Assembly.pdf.









1. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>50) - vega.inp.nsk.su/ )






    






2. VLT Data Quality Control
 ... As modern observatories evolve to production units delivering data products and calibrated scientific data to the end users, new challenges arise in assessing the quality of data products. ... Taking the analogy of speed control on a motorway we can describe the system as a device (radar) collecting measurements of the system performance (passing cars). ... One of the direct applications of quality control is the verification of instrument performance based on the analysis of calibration exposures. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/ballesterp.html -- 10.9 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/ballesterp.html -- 11.0 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1994) - www.adass.org/ )
	ETCs and Observations Simulation at the VLT

	A User Friendly Planning and Scheduling Tool for SOHO/LASCO-EIT

	The Ground Support Facilities for the BeppoSAX Mission







    






3. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - site2010.sai.msu.ru/ )






    






4. The AstroStat Slog principle component analysis
 ... Posts tagged ?principle component analysis? ... From SINGS (Spitzer Infrared Nearby Galaxies Survey): Isn?t it a beautiful Hubble tuning fork? ... Tags: Classification , clustering , factor analysis , Hubble , multivariate analysis , principle component analysis , SING , Spitzer , tuning fork . ... Comment . ... Entries RSS . Comments RSS . ... General comments . ... vlk on [MADS] Parallel Coordinates . upvc windows on [MADS] Parallel Coordinates . ... Entries (RSS) and Comments (RSS) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/principle-component-analysis/index.html -- 20.2 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2283) - hea-www.harvard.edu/ )
	The AstroStat Slog Blog Archive [ArXiv] component separation methods

	The AstroStat Slog component separation

	The AstroStat Slog ICA







    






5. Ratan-600 observation schedule
 ... Облучатель 1 . ... Мингалиев М. (САО РАН) . 03-31): Исследование переменности АЯГ в широком диапазоне временных масштабовх, . ... Трушкин С.А. (САО РАН) . ... 01-31): Исследования Солнца 1 (много-азимутальные наблюдения, +- 2h от меридиана) . ... Жеканис Г.В., Призов П.В. (САО РАН) . ... Горшков А.Г. (САО РАН) . ... Берлизев И.В. (САО РАН) . ... Парийский Ю.Н. (САО РАН) . ... Призов П.В. (САО РАН) . ... САО РАН) . ... 29-31): Investigation of radio spectra and variability of GPS sources, . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ratan/schedule/2008/half2.html -- 12.3 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ratan/schedule/2008/half2.html -- 12.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>260) - mavr.sao.ru/ )
	Galaxy sector, archive 2009

	Optical component of GRB080319B

	Galaxy sector, archive 2012







    






6. MILT Description
 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>689) - www.apo.nmsu.edu/ )
	APO Home Page

	Untitled Document

	ARC 3.5-m Instrument News Page







    






7. SPUTNIK home page
Instrument . ... Scanning TV-sensor with on-board data recording system for global coverage mode . ... recording, direct transmission . ... IR-radiometer for global coverage and direct data transmission modes . ... The scientific instrument package onboard the Meteor-3 spacecraft provides for regular instant acquisition of images of cloudiness and Earth surface in visible and infra-red bands, data on air temperature and humidity, sea surface temperature and clouds temperature. ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/meteor/engl/meteor_1.htm -- 14.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14) - sputnik.infospace.ru/ )






    






8. HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11
HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11 . ... Onboard mass-spectrometric equipment for study of neutral and ionized components of Earth upper atmosphere. Mass-spectrometer P-11 is one of P-series modifications of the on board radio-frequency monopole spectrometers. ... The instruments of P-series have passed successful approbation in space experiments aboard geophysical rockets MP-12, launched for investigation of Earth upper atmosphere (Ref. ... Measured mass number range, AMU - 1.. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/p-11.html -- 5.7 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>59) - space.univ.kiev.ua/ )
	SPECTRUM ANALYZER OF MAGNETIC PHENOMENA SAMW

	SET OF MAGNETIC AND ELECTRIC FIELD DETECTORS EXO-EM

	TOPSIDE AUTOMATED SOUNDER TOPAS/W







    






9. Armagh Observatory
 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . ... Upflows at the edges of active regions - called AR outflows , are studied using multi-instrument observations. ... The evolution of the photospheric magnetic field associated with the footpoints of the upflow region and the plasma properties of active region upflows are investigated aiming at providing such information for benchmarking data-driven modelling of this solar feature that is presented in Galsgaard et al. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/highlights/2015/679.html -- 7.9 Кб -- 14.10.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1910) - star.arm.ac.uk/ )






    






10. GRB follow-up team
 ... Team . ... All the results we present were obtained with the SCORPIO instrument mounted at the 6-m telescope of SAO RAS. TITLE: GCN GRB OBSERVATION REPORT NUMBER: 1090 SUBJECT: GRB001109, Host Galaxy Spectroscopic Observations DATE: 01/09/08 07:28:47 GMT FROM: Vladimir Sokolov at SAO RAS <sokolov@sao.ru> . ... TITLE: GCN GRB OBSERVATION REPORT NUMBER: 1092 SUBJECT: GRB001109, Host Galaxy Astrometry DATE: 01/09/11 08:19:24 GMT FROM: Vladimir Sokolov at SAO RAS <sokolov@sao.ru> . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/grb/hosts/GRB001109/GRB001109.html -- 9.8 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/grb/hosts/GRB001109/GRB001109.html -- 9.8 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/grb/hosts/GRB001109/GRB001109.html -- 9.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>707) - jet.sao.ru/ )
	Parameters of the 41 Dra system components

	Iron abundance in the atmospheres of components of the binary system 41...

	Vortex structure of NGC 157.







    






11. Warbling Chirplet: Analysis of Signals of Oscillating Frequency
Next: CONCLUSION Up: CHIRPLET TRANSFORM SUBSPACES Previous: Nondilational Chirplet Transform . Suppose we choose a windowed sinusoidal FM signal for our mother chirplet. Such a signal has a frequency that periodically rises and falls (much like the vibrato of musical instruments or the wail of a police siren). ... Figure 14 . ... Using the warbling mother chirplet, we also computed the ``dilation-dilation'' ( ) plane of the chirplet transform (Fig. 16 ) for the pendulum data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node23.html -- 11.9 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2234) - crydee.sai.msu.ru/ )
	A Simple Example With a Single Chirp Component

	The Frequency-Frequency (FF) Plane

	Fortran 95







    






12. East Siberian Center for the Earth's Ionosphere Research. IS radar schedule.
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... November 9, 10, 11, 12 and 13 . December 6, 7, 8 and 9 March 24, 25, 26, 27 and 28 . ... December 3, 4 and 5 February 13, 14 and 15 . ... December 10, 11, 12, 13 and 14 . Incoherent Scatter Radar ionospheric parameters measurements are carried out on coordinated days determined by the International Geophysical Calendar. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/scedulen.htm -- 4.3 Кб -- 17.12.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Modelling, secondary

	East Siberian Center for the Earth's Ionosphere Research. Instruments engineer

	East Siberian Center for the Earth's Ionosphere Research. Incoherent Scatter







    






13. COSMIC RAY Observation
Cosmic Ray laboratory of . ... Neutron Monitor (Cosmic Ray Observations) . is situated in Irkutsk (Russia) . ... Height - location above sea level . ... Height: . ... For recording the CR (Cosmic Rays) neutron component at Irkutsk, . neutron monitor NM-64 is used, which is an installation with 18 two-meter proportional counters filled with BF 3 (boron trifluoride gas) in which the B 10 90 per cent of the total boron. ... The neutron monitor is located at 475m above sea level. ... 



      
[
Сохраненная копия

] 
 Ссылки http://cgm.iszf.irk.ru/irkt/about.htm -- 3.9 Кб -- 10.01.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - cgm.iszf.irk.ru/ )






    






14. The NMW survey homepage
NMW survey overview . Access image archive . ... The New Milky Way survey aims to detect bright (V<13.5) optical transients near the Galactic plane using an automated wide-field (8x6 deg.) system capable of surveying the whole Milky Way area visible from the observing site in one night. ... All images obtained during the transient search survey are available online (please use the image archive access form ). ... Images per field: . ... Images per night: . ... Milky Way imaging time: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/nmw/ -- 10.7 Кб -- 18.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - scan.sai.msu.ru/ )






    






15. Парктроник Activ PT-2001s Silver 24333 Лоферы Marco Tozzi
 ... title='Парктроник Activ PT-2001s Silver 24333' border='0' align='left' width='120' style='margin-right: 20px;' hspace='7' vspace='5'/> . Цвет: черный . ... Лоферы Marco Tozzi. ... Цвет: Коралловый . ... Люстра omnilux oml-34903-05, 5xe14x40 вт, черный, золото,~(SKUGRCT) - Omnilux - Omnilux . ... ZyXEL Keenetic Giga III Черный, 1167Мбит/с - ZyXEL - ZyXEL . ... Maison Close - Jardin Imperial - Пояс для чулок - Черный-золотой цвет . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku8368.html -- 22.2 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>390) - astrokuban.info/ )
	Practical 1 / 8 Ebony Violin Peg Instrument Accessory Laroom Платье Basic-172

	Сопутствующие товары Champ 27020-6 - Champ - Champ Рубашка MEK

	куртка - Skupidu GmbH - Skupidu GmbH 1 Piece Allocacoc 5 Outlets PowerCube







    






16. astro-ph
 ... astro-ph . ... Whitespace-separated words are treated as AND ed. Show 10 50 100 articles per page in Full Compact mode . ... Quasar Variability in the Framework of Poissonian Models . ... It is shown that in this very general framework the well established anti-correlation between variability amplitude and wavelength can only be understood as an effect of an underlying spectral component which remains stable on long time-scales, and is redder than the variable component. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vo.astronet.ru/arxiv/?get_articles=1&author=Jr -- 12.6 Кб -- 06.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>113) - vo.astronet.ru/ )






    






17. XV-TRACKER
 ... Satellite data ] . SMIS ] . The program controls the data acquisition according to the specified schedule of the sessions. ... The calibration of AVHRR instrument data is performed during acquisition . The program can be started in parallel with the satellite pass visualization, that allows the user to monitor a session and store data only relevant to specific regions in manual selection mode. ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_track.htm -- 3.4 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - smis.iki.rssi.ru/ )
	SMIS IKI RAN (Satellite data)

	XV-AVHRR

	PREDICT







    






18. Second Spectrum-RG/eROSITA Conference
 ... Over the first 4 years, its X-ray telescopes eROSITA and ART-XC will survey the whole sky with a record sensitivity in the 0.5-10 keV energy band. ... The goal of the second international Spectrum-RG conference is to discuss the different scientific topics addressed by the mission, synergies with surveys at other wavelengths, and requirements to follow-up observations.Contributed talks and poster presentations are invited on the topics related to the SRG science goals. ... Active galactic nuclei . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/kazan2012/ -- 16.7 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>716) - hea.iki.rssi.ru/ )
	GRANAT Home Page

	SXG Science Data Center

	Spectrum-Roentgen-Gamma - The astrophysical Project at IKI RAN







    






19. University Satellites and Space Science Education '2006
University Satellites and . Space Science Education . ... Scientific programme . ... The goal of the project FORTUNA is to carry out the fundamental scientific investigations of ionosphere physics and to develop the methods of near-Earth space monitoring. This is the common project of Lviv Center of Institute of Space Research of National Academy of Science of Ukraine National Space Agency of Ukraine, Yuzhnoye Design Office and young scientists and students of leading universities of Ukraine. ... 



      
[
Сохраненная копия

] 
 Ссылки http://cosmos.msu.ru/universat2006/main.php?sec=reg&step=aview&id=&aid=521 -- 8.9 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>55) - cosmos.msu.ru/ )






    






20. http://selena.sai.msu.ru/Rod/Publications/ms34/MS060.pdf
 ... The areas between the contours were measured automatically. The results of the measurement are represented on fig.1 The graphic shows the distribution of the height levels against their areas. ... USGS, USA Fig.1 The dependence of the distribution of the heights levels versus the area occupied Fig.2 The distribution of the areas of heights levels in the northern and southern hemispheres Fig.3 The distributions of the areas heights levels in eastern and western hemispheres of Mars ... 



      
[
Текст

] 
 Ссылки http://selena.sai.msu.ru/Rod/Publications/ms34/MS060.pdf -- 166.4 Кб -- 06.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>107) - selena.sai.msu.ru/ )
	Родионова Жанна Федоровна

	Бережной А.А.
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