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Показаны документы, содержащие фрагменты текста из документа

 http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/GammaVac_Digitel_specsheet.pdf.









1. Astronomy HyperText Book: Stellar Evolution
 ... Stellar Evolution is driven entirely by the never ending battle between Pressure and Gravity . As imbalances are reached, the star is driven to find a new Energy source. ... Pressure and gravitational forces are equal, the star is stable and its core is sufficiently hot to fuse Hydrogen into Helium More about main sequence stars . ... The luminosity generated by the core fusion of Helium into Carbon is far greater than the shell luminosity associated with the fusion of Hydrogen into Helium. ... 



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/textbook/se.html -- 4.8 Кб -- 16.12.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>196) - zebu.uoregon.edu/ )






    






2. Hardware Controllers
 ... Axis Controllers . ... Guider Image Controller Commands . ... Multiple controllers (except the guide image controller) may co-exist in one box and share one serial interface. ... Some of these rules only apply to commands that the TCC may execute, and so may be relaxed for engineering commands. ... The command echo should be in the same case as the received command. ... Note: The Galil motion controllers output a semicolon for each command that appears on a line (as part of the command echo). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/index.html -- 5.5 Кб -- 03.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>713) - www.apo.nmsu.edu/ )
	TwistedActor.Actor Standard Commands

	twistedActor

	TclActor







    






3. Fasti Talk Slide 6
. back one page . previous slide . next slide



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/doc/fastitalk/slide6.html -- 4.0 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7551) - www.arcetri.astro.it/ )
	Fasti Rationale

	Fasti Talk Slide 9

	Relevant Standards - Apache HTTP Server







    






4. IEEE STANDARDS PRODUCTS CATALOG
 ... The New 1997 IEEE Standards Products Catalog features the complete listing of standards publica-tions and services IEEE Standards offers, along with the information you need to place your order. ... Books and Other Products on Standards - contains a detailed listing of informative print and electronic publications relevant to standards and their implementation in areas of electrical engineering, electronics and computer technology. ... IEEE Standards Products Listing 22 . ... Power Electronics 41 . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/casr/os/3_12/7/15.htm -- 10.1 Кб -- 21.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>584) - www.cplire.ru/ )
	Open Systems Handbook: A Guide to Building Open Systems

	GOVERNMENT OPEN SYSTEMS INTERCONNECTION PROFILE (GOSIP)

	amazon1







    






5. trendPlotter: configuration
 ... trendPlotter tool . ... There is the option for using a non-standard tool configuration instead of config.trendPlotter. ... A typical application of special configuration is the WISQ web site. ... observing/dfo/quality/WISQ/HEALTH/header_WISQ.html . ... observing/dfo/quality/WISQ/HEALTH/navbar_WISQ.html . ... optional; display the product section (default: YES) . ... Furthermore some standard configuration keys can be filled in a non-standard way. ... http://www.eso.org/observing/dfo/quality/ WISQ ....



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/tqs/config_tp_spec.html -- 9.9 Кб -- 08.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45730) - www.eso.org/ )
	ESO - Standard Stars Catalogues

	recommended DFS development tools

	Data Pipelines and Quality Control







    






6. C, UNIX and Standard Libraries
 ... Using UNIX System Calls and Library Functions . ... To use system calls and library functions in a C program we simply call the appropriate C function. Examples of standard library functions we have met include the higher level I/O functions -- fprintf() , malloc() .. ... For most system calls and library functions we have to include an appropriate header file. e.g. stdio.h, math.h . ... Information on nearly all system calls and library functions is available in manual pages. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/book/c_marshall/node15.html -- 6.1 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/book/c_marshall/node15.html -- 6.1 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/book/c_marshall/node15.html -- 6.1 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>819) - jet.sao.ru/ )
	C Standard Library Functions

	Process Control

	Principles of organization







    






7. http://www.asc.rssi.ru/RadioAstron/documents/memo/ts_eng.pdf
 ... Tracking stations will be selected in accordance with the schedule issued daily by the General Operative Control Group (GOCG) in Lavochkin Association with the gaps in operations during spacecraft contact with the control stations (CS). ... Communication frequencies (carrier): high data rate information transmission downlink from the SRT  15.000 GHz; uplink synchronization  7.2075 GHz; downlink synchronization  8.400 GHz. ... 



      
[
Текст

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/memo/ts_eng.pdf -- 112.7 Кб -- 19.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>152) - www.asc.rssi.ru/ )
	Description of the RadioAstron project, english version

	GOCG Pre-Observation Products







    






8. The ESO VLT CCD Detectors Software
 ... Charge Coupled Devices (CCD) are currently by far the most widely used type of detector in astronomy. ... After a brief introduction to the VLT Control System, the VLT CCD Detectors Control Software is presented. The VLT Control System is a distributed system consisting of a set of UNIX Workstations, dedicated to high level operations, such as coordination of sub-system activities and interface to the users, and VME-based Local Control Units (LCU), dedicated to the control of sub-systems hardware. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/longinottia.html -- 10.1 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1666) - www.adass.org/ )
	CICADA, CCD and Instrument Control Software

	Simulations of Pinhole Imaging for AXAF: Distributed Processing Using the MPI

	ASC Data Analysis Architecture







    






9. Standard Setup Files
Next: Examples of Setup Files Up: Setup Files Previous: Setup Files Contents . Over 200 standard setup files have been created, covering many of the normal modes of observing. ... These especially include precisely defined, and somewhat complex cases like the Mark III standard modes (although MarkIII went the way of the dinosaur long ago. ... v '' files: . These are setup files for VLBI observations using VLBA recording formats. ... These are setup files for Mark III observations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Tasso.Tzioumis/sched/Standard_Setup_Files.html -- 9.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16146) - www.atnf.csiro.au/ )
	Metadata Standards

	Standard Stars - CCD Photometry, Transformations and Comparisons

	VLA Standard Bands.







    






10. http://www.naic.edu/~phil/hardware/vertex/jonhagen/ssi.pdf
 ... A clock pulse train from a controller is used to gate out sensor data: one bit of position data is transmitted to the controller per one clock pulse received by the sensor. Synchronous Serial Interface The Synchronous Serial Interface (SSI), introduced several years ago to simplify absolute encoder interface, has become increasingly popular and is now an unofficial standard recognized by almost all manufacturers of absolute encoders. ... Point B to D "B to D" indicates the clock signal period. ... 



      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/vertex/jonhagen/ssi.pdf -- 35.8 Кб -- 04.02.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2158) - www.naic.edu/ )
	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/ANNUN_S-1343.pdf
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