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Показаны документы, содержащие фрагменты текста из документа

 http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/grizli_performance.pdf.









1. What filter(s) are used for guiding?
 ... HST . What filter(s) are used for guiding? ... Us . ... Missions . ... Data . ... Hubble Heritage Project . Future Missions and . ... Missions Office . ... HST Peer Review Process . Hubble Fellowships . ... HST Overview . Overview . ... Servicing Missions . Phase I Proposing . ... Cycle 24 Announcement . Cycle 23 Results . ... Mid Cycle Submission . ... Phase II Cycle 23 . ... Retrieving HST Data . Hubble Legacy Archive . ... Space Telescope Users Committee . ... Filters . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/fgs/faqs/guide2.faq -- 14.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18181) - www.stsci.edu/ )
	Table of Contents

	Observing with Linear Ramp Filters

	FGS Filters







    






2. Meade Instruments - Telescopes, Solar Telescopes, Binoculars, Spotting Scopes
STEP INTO THE BLUE - MEADE INSTRUMENTS PRODUCT GUIDE . ... Telescopes . LX850 Series . ... Superb optical performance coupled with time proven computerized pointing and tracking has made the LX200 ACF series a best-seller in the high-performance telescope class. ... Meade's revolutionary LS LightSwitchтДв series of telescopes use advanced technologies to do what no other consumer telescopes have done before: take all the hassle out of using a telescope. ... Coronado€о Solar . ... Spotting Scopes . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/ -- 73.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2507) - www.meade.com/ )
	Blocking Filters - Coronado€о Solar - Products

	Coronado 30mm Blocking Filter - Straight through - Blocking Filters -

	Coronado 5mm Blocking Filter - Blocking Filters - Coronado€о Solar - Products







    






3. GSAOI Component Supplier Links Page
RSAA Home . GSAOI Home . ... Other Links . ... Control Software Links . Optics Links . Micro-Optics Links . ... Optical Materials Databases . ... Rockwell Science Center home page . ... Santa Barbara Research Center home page . ... CCD-World home page . ... SDSU home page . ... EPICS home page . ... Optics Society of America . SPIE - Society for Optical Engineering . ... ZEMAX software (Focus Software page) . OPTICAD software (Focus Software page) . ... RedHat home page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/links/suppliers/index.shtml -- 22.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>520) - www.mso.anu.edu.au/ )
	Instrumentation Links.







    






4. A Post-Correlation equivalent to an Adaptive Filter
 ... ATNF Home . About ATNF . ... About ATNF overview . ... Australia Telescope Steering Committee . ... Australia Telescope User Committee . ... Murchison Radio-astronomy Observatory . ... Parkes radio telescope . Australia Telescope Compact Array . Mopra radio telescope . ... Australia Telescope Online Archive (ATOA) . ... Parkes | ... Australia Telescope 20GHz Survey . ... Visiting Parkes radio telescope . Visiting Australia Telescope Compact Array . ... Parkes radio telescope webcam . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Michael.Kesteven/INTMIT/ska_rfi/tsld002.htm -- 50.8 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20516) - www.atnf.csiro.au/ )
	Photometric Filters Activity

	Technical aspects of the new AAO/UKST H interference filter

	The high quality H interference filter







    






5. Kalman Filtering in Chandra Aspect Determination
Next: The Chandra Automatic Data Processing Infrastructure . ... This is done with a Kalman filter and Rauch-Tung-Striebel (RTS) smoother, which are key components of the overall aspect solution software. ... The schematic shown in Figure 1 illustrates the basic flow of the Kalman filter design for Chandra aspect determination (Gelb 1974, TRW Memorandum 1996). ... Figure 1: Chandra Aspect Kalman Filter Schematic. ... The filter alone is not able to use future data to produce estimates. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass00/P1-31/ -- 13.0 Кб -- 29.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1996) - www.adass.org/ )
	Instrument-Specific Software

	ADASS 2002 Conference Proceedings

	Application of a Kalman Filter at UKIRT







    






6. INFRARED CAMERA SPECTOMETER TNG
Main Sections LabIR main page . Instrument page . ... Special Sections Software Page . ... LabIR staff . Companion Pages Skysoft Home . Tirgo Page . ... LabIR Hotlist . ... Arcetri Infrared Instrumentation Group . Largo E.Fermi 5 I-50125 Firenze . Phone (Italy) 055 2752 289 . Fax (Italy) 055 2752 292 . ... Firenze, August 1997 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/nics/generale/ -- 9.0 Кб -- 04.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7886) - www.arcetri.astro.it/ )
	FIRPO Quick Guide

	FIRPO News

	Electronics and Software







    






7. Apache Point Obs. filters
neutral density filters . broad band filters (bandpass > 30nm) . ... Takes 50-mm square filters, up to 8-mm in thickness. Note: These filters are mounted in the slit mask wheel. ... The slit mask wheel pull down menu in the Remark DIS interface lists the filters and slits currently mounted in the wheel in the spectrograph. ... Will probably be able to accommodate 50-mm square filters, up to 20-mm in thickness (?) ... Takes 1.40-inch square filters, up to 0.315-inch in thickness. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/filters/filters.html -- 4.3 Кб -- 22.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>798) - www.apo.nmsu.edu/ )
	TUI:Instruments:Agile:Agile window

	Guider Mechanical Commands

	Astrophysical Research Consortium - Apache Point Observatory







    






8. The ST-6
Next: Data Acquisition Up: CCD Systems and Previous: The ST-4 . One SBIG upgrade from the ST-4 is the ST-6. ... This system also uses a motorized filter wheel made by Compuscope. ... The TEC for this camera head is similar in operation to that of the Lynxx, however the ST-6 allows the temperature to be set. ... Used together with the ST-4, longer uninterrupted exposures are possible. ... A function in the software allows the operator to combine several short exposures to create a composite image. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/node58.html -- 5.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2136) - hea-www.harvard.edu/ )
	The AstroStat Slog adaptive filter

	The AstroStat Slog Blog Archive [MADS] Adaptive filter

	Features of the PROS software







    






9. Filter descriptors
Next: Descriptor NFILTCAR Up: Instrument descriptors Previous: Instrument descriptors . The two most critical types of physical information needed about the filters themselves are (1) what are their transmission curves? and (2) does the instrument either regulate or measure their temperature? ... In addition, we need to know how many different filter-code fields appear in the data. Bearing all this in mind, here are the descriptors for filters: . ... Mon Jan 22 15:08:15 MET 1996 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node616.html -- 2.9 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2498) - www.sao.ru/ )
	Instrument descriptors

	Descriptor NFILTCAR

	Columns REDLEAK, RLTYPE, and MAKER







    






10. Светофильтры - Celestron LPR (Light Pollution Reduction), Baader UHC-S
 ... Обзор LPR фильтра. Впечатления от наблюдений с LPR фильтром. ... Характеристики цветных фильтров Baader-Planetarium . Мой перевод pdf- файла о фильтрах с сайта Baader-Planetarium (379 кб) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.shvedun.ru/filters.htm -- 33.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21) - www.shvedun.ru/ )
	Baader NEODYMIUM (Moon & Skyglow) filter







    






11. Simon Jeffery's Software Store: PHOT library
This library currently provides subroutines used to transform theoretical spectra to intermediate and broad-band photometric indices. ... Typical tasks are the response functions and transmission curves for various filters, mirrors and photomultiplier windows. ... The response is zero outside the given wavelength range. ... real . input . Wavelength in nanometres . PHOT_1P21 . ... PHOT_AIR . ... PHOT_ALUM . ... Inputs must be valid as for PHOT_FILTER, PHOT_AIR, PHOT_ALUM and PHOT_1P21. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/phot.html -- 5.4 Кб -- 04.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1885) - star.arm.ac.uk/ )






    






12. GALFA Documentation
Description and Specifications (html) ( pdf ) . System Block Diagram (pdf) . ... GALFA Spectrometer Setup, Operations, Basics Manual (pdf) . GALFA Diagnostic Software Overview . ... Polyphase Filter Bank . ... Design of Quadrature Downconverter Board (pdf) . Design of Low-Pass Filters (pdf) . Design of 16-Channel DAC/Gain Control Board (pdf) . ... Design of Digital Decimating FIR Filter (pdf) . ... Quadrature downconverter (August 9, 2004) . Spectrometer board (September 1, 2004) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galspect/ -- 5.4 Кб -- 06.05.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4521) - www.naic.edu/ )
	pdev_birdies_25jun07

	The AO Optical Laboratories National Astronomy and Ionosphere Center (Arecibo

	Visitors Tourists -- The AO Optical Laboratory







    






13. RTT150 Technical Description
RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>719) - hea.iki.rssi.ru/ )
	Russian Turkish 1.5-m telescope







    






14. Description
 ... Alternatively, the PI channel boundaries will be read directly from the data subspace extension of the input image (not yet implemented). ... EPIC PN offset columns (as specified in the offsets extension of the photon event list) are set to zero in the exposure map, if they had been removed from the input reference EPIC image. ... The task tries to determine the exposure time by looking for gti extensions in the input image of the form STDGTInn, STDGTIn, STDGT, or GTI. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/eexpmap/node3.html -- 9.1 Кб -- 01.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15350) - xmm.vilspa.esa.es/ )
	XMM-Newton SAS: Watchout Page

	Effective Area, Filter Transmission, Quantum Efficiency and Grating attenuation







    






15. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45) - vega.inp.nsk.su/ )






    






16. A computer controlled low light photometer for nightglow observations
A computer controlled low light photometer for nightglow observations. Hardware units of portable photometer for low light measurements, especially night glow emission is described. ... Interface card contain three channels of 24 bit counter, 4 channels of 12 bit ADC and the buffer bus for the controlled motors of the altazimuthal fork mounting and filters wheel, the position encoders. ... Where N( ) is output signal photometer generated input light flux F( l ) . ... PMT # . 599 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/Photometer.htm -- 15.9 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45) - space.univ.kiev.ua/ )






    






17. OptInt PmWiki : Science Instrument Downselect | History
OptInt PmWiki . ... Science Instrument Downselect . ... Page History | ... PmWiki . ... PmWiki FAQ . ... pmwiki.org . ... Return to Science Instrument Downselect ( Edit ) . ... Proc. SPIE paper on downselect . ... March 09, 2007, at 05:30 PM by John Young - Status from 2006/10/12 update (see attachment) . ... Complete . ... P4S combiner optimization . ... P4S switchyard optimization . ... P8 combiner optimization . ... P8 (internal) switchyard optimization . ... Due 2006/07/31 . ... Due Date . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROI/ScienceInstrumentDownselect?action=diff -- 39.5 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3084) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Science Instrument Downselect

	OptInt PmWiki : Science Instrument Downselect | Attach

	OptInt PmWiki : Science Instrument Downselect | Edit







    






18. VISTA - Visible and Infrared Survey Telescope for Astronomy
 ... Exposure Time Calculator (ETC) . Survey processing . ... VISTA is a 4-m class wide field survey telescope for the southern hemisphere, equipped with a near infrared camera (1.65 degree diameter field of view at VISTA's nominal pixel size) containing 67 million pixels of mean size 0.34 arcsec and available broad band filters at Z,Y,J,H,K s and a narrow band filter at 1.18 micron. A wide field visible camera, if constructed, could also be used on VISTA. ... Tile . ... ESO VISTA Public Surveys . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.vista.ac.uk/ -- 31.7 Кб -- 27.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28) - www.vista.ac.uk/ )
	VISTA ETC - Exposure Time Calculator







    






19. Re: Re: Filter Based On Catalogs? - an Astronomy Net XEphem Forum Message
XEphem Forum Message . Forums: . ... God and Science ћ SETI ћ Software ћ UFO ћ XEphem . ... Post . ... Re: Re: Filter Based On Catalogs? Forum List | ... Post Message | ... www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . Forum posts are Copyright their authors as specified in the heading above the post. "dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/forums/xephem/messages/112.shtml -- 13.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1618) - www.astronomy.net/ )
	Re: Filter Based On Catalogs? - an Astronomy Net XEphem Forum Message

	Filter Based On Catalogs? - an Astronomy Net XEphem Forum Message

	Re:Suggestions For Light Pollution Filters Wanted - an Astronomy Net Eyepieces







    






20. Wispi Design Notes
 ... 400mm f/2.8 Nikor lens: images the sky on the entrance slit. ... The optical system maintains image quality along the slit length so that each row of the image is a spectrum of that spatially selected region of the sky. 180mm f/2.8 Nikor lens: collimates the light from the slit. ... The auxiliary optical platform on WISPI now accomodates a short focal lens and a guiding/imaging video system that may use sub-pixel corrections to provide feedback to the tracking drive motors. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/moore/wispi/wisp_const.html -- 8.6 Кб -- 10.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>932) - www.astro.louisville.edu/ )
	Moore Observatory Remote/Robotic Telescope

	Index of /software/sbig/archive/xmccd-4.2.1/xmccd-4.2.1/scripts

	Index of /software/sbig/archive/xmccd-4.1/xmccd-4.1e/scripts
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