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Показаны документы, содержащие фрагменты текста из документа

 http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/imager-sw.pdf.









1. TUI:Instruments:Expose Window
This describes the exposure window used by each instrument (the graphical interface for the hub's expose command). ... To open the expose window for a given instrument, bring up that instrument's main window, then press the Expose... button along the bottom. ... The top panel shows the status of the current exposure sequence (regardless of who started it). ... File: the file name for the current exposure, or the most recent exposure if not exposing. ... Download: exposure download preferences. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/TUI/Instruments/ExposeWin.html -- 6.6 Кб -- 05.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>734) - www.apo.nmsu.edu/ )
	Spectrograph Interface Control

	TUI:Introduction

	MILT Description







    






2. Why do Windows Lovers Love Windows?
 ... There is an expectation that they are cumbersome to use, difficult to "program", difficult to understand, etc. This attitude is reflected by those who choose not to use computers. ... Crossing over the fence from computer-illiterate to a computer user is a major source of pride for those that make the journey. ... MacOS threatens the entire Windows sub-culture, because it represents the lie behind all of their pride: computers don't have to be complicated or hard to use in order to be powerful. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/opinions/micropride.html -- 5.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3849) - hea-www.harvard.edu/ )
	Thomas A. Fine's Computer and Technical Resources

	CCD Systems and Their Hardware

	The AstroStat Slog Blog Archive Quote of the Week, August 2, 2007







    






3. http://www.adass.org/adass/proceedings/adass94/gavryusevv.ps
Astronomical Data Analysis Software and Systems IV ASP Conference Series, Vol. ... The user interface is organized as widgetbased X11 client. ... Design The design of a data acquisition package is, as always, a long struggle between many different and contrasting needs. ... 1993; Di Giacomo et al. ... In our case we have to differentiate between a number of tasks: (1) a graph ical user interface, (2) the display of images, (3) the hardware interface, and (4) data transfer between computers. ... 



      
[
Текст

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/gavryusevv.ps -- 1619.3 Кб -- 13.06.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1819) - www.adass.org/ )
	Distributed Software for Observations in the Near Infrared

	Remote Observing With Java

	The ESO VLT CCD Detectors Software







    






4. Computer....
 ... useful to make html . HTML-standarts . Characters for html . ... Research computing center at MSU . ... Fortran . ACME-brand Unix software . Screen Savers (Lunar craters, Sky and others for Windows and for Unix) . Golden Software: Surfer, Grapher, MapViewer and Didger . ... Scientific Research Computational Center in MSU . Fortran Library Mark 18 . NAG library . ... ISM-computers . ... White Wind - computers . R-style computers . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrometric.sai.msu.ru/~sasha/comp.html -- 3.3 Кб -- 29.05.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11) - astrometric.sai.msu.ru/ )






    






5. A computer controlled low light photometer for nightglow observations
A computer controlled low light photometer for nightglow observations. Hardware units of portable photometer for low light measurements, especially night glow emission is described. ... Interface card contain three channels of 24 bit counter, 4 channels of 12 bit ADC and the buffer bus for the controlled motors of the altazimuthal fork mounting and filters wheel, the position encoders. ... Where N( ) is output signal photometer generated input light flux F( l ) . ... PMT # . 599 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/Photometer.htm -- 15.9 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>234) - space.univ.kiev.ua/ )
	Main page of Computer Ephemerides.

	Contents of Computer Ephemeris for 2014 (DE200/LE200).

	Lunar orbital data Computer Ephemeris for 2014 (DE200/LE200).







    






6. V.Shergin's Home Page
 ... Description(Russian): [ HTML ] [ PDF ] . ... 2002 : source L A T E X and export to [ HTML ], [ PDF ], [ PS ], [ OpenOffice ], [ MSWord ] . 2003 : source L A T E X and export to [ HTML ], [ PDF ], [ PS ], [ OpenOffice ], [ MSWord ] . 2004 : source L A T E X and export to [ HTML ], [ PDF ], [ PS ], [ StarOffice ], [ MSWord ] . 2005 : source L A T E X and export to [ HTML ], [ PDF ], [ PS ], [ StarOffice ], [ MSWord ] . ... 2014 : source HTML and export to [ PDF ], [ MSWord ], [ ODT ] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vsher/ -- 21.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vsher/ -- 21.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vsher/ -- 21.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>898) - jet.sao.ru/ )
	Laboratory of spectroscopy and photometry of extragalactic objects :MOUSER

	Plug-and-Play-HOWTO : Setting up a PnP BIOS

	Using Ceilidh as a Student







    






7. Software on Silden
 ... DNS:host:silden Domain: sai.msu.ru serv:195.208.220.136 Protocol SPX/IPX: FrameType: Ethernet 802.II . ... Acrobat Reader 5.0 . ... go , ftp . Adobe Acrobat 5.0 . Технология PDF", "Acrobat 5" . ... Технология PDF" . ... CuteFTP 4.0 . ... Dreamweaver 4" . ... Freehand 10 . ... Adobe PhotoShop v.6.01 . ... Adobe . Adobe Illustrator v.9.0 . ... Adobe StreamLine v.4.0 . ... Adobe ImageStyler v.1.0 . ... Adobe Type Manager Deluxe v.4.1 . ... Dreamweaver 4.0 - CourseBuilder . ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Silden/Silden.html -- 11.2 Кб -- 22.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3179) - crydee.sai.msu.ru/ )
	Fortran 90 for the Fortran 77 Programmer, Index page

	Image: You have to be computer geek to understand the fun of this picture.

	Image: On the street, near Computer and Childen Museums







    






8. SMIS IKI RAN (Equipment)
. Russian Version [MS-Win] . [ News ] . [ Satellite data ] . [ SMIS ] . [ ] . IBM PC compatible personal computer with the following minimal required technical features: . CPU: 80386 and higher . not less than 4 MBytes memory . not less than 100 MBytes hard drive . at least Super VGA (256 colors) video system . The interface card complies with ISA standards and can be plugged into any IBM-compatible personal computer. Back to SMIS Home Page .



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/scanorc.htm -- 2.8 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>47) - smis.iki.rssi.ru/ )
	SMIS IKI RAN: table of contents

	SMIS IKI RAN (Equipmaent)







    






9. SXG Science Data Center
SXG Data Center . ... SXG instruments models . Data archive . ... SXG Scientific Data Output Modelling . The task of SPECTRUM-XG Scientific Data Output Modelling is multifold: Utilization of experiment data output computer simulations in pre-flight calibration of mission instruments. ... Utilization of computer simulations in the data analysis software development. The prototype of SXG X-model project is being realized at IKI. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/SXG/SDC/level_1/imodels.html -- 4.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>799) - hea.iki.rssi.ru/ )






    






10. Computer Systems
. First page Back Continue Last page Graphics . Old computer setup . Reasons for changes . New computer arrangements . Backups . Useful commands . Questions and discussion



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/slides/hmm/text0.html -- 1.5 Кб -- 21.05.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1452) - star.arm.ac.uk/ )
	All Ireland Computer Grid

	Winter Solstice Webcast | International Year of Astronomy in Ireland |

	Networking







    






11. http://lnfm1.sai.msu.ru/SETI/eng/articles/sokfro.html
A very important stage in a story of formation of any new science is the shift from discussion of situation which are possible but do not occur in practice due to some reason to recognition of real phenomena of interest. ... We suggest to consider computer viruses as this new specific form of life which is coming in the contact with our form of life. ... Computer life has been created by human being, the role of independent evolution of computer viruses seems to be still negligible. ... 



      
[
Сохраненная копия

] 
 Ссылки http://lnfm1.sai.msu.ru/SETI/eng/articles/sokfro.html -- 6.7 Кб -- 11.12.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>174) - lnfm1.sai.msu.ru/ )
	http://lnfm1.sai.msu.ru/~vit/vit-links.html







    






12. Iowa Robotic Telescope Facilities
 ... Iowa Robotic Telescope | ... Talon is based on OCAAS, a software suite developed by software engineer Elwood Downey ( Clear Sky Institute ) for use at the University of Iowa ?s first remote facility (the ATF, or Automated Telescope Facility). ... XObservatory : Telescope Control Interface . ... This program calls upon and coordinates much of the interrelated portions of the Talon architecture, and forms the primary control panel for the telescope, dome, and peripheral systems when used locally. ... 



      
[
Сохраненная копия

] 
 Ссылки http://vega.inp.nsk.su/~inest/Talon(OCAAS)/Iowa%20Robotic%20Telescope%20Facilities.htm -- 37.9 Кб -- 25.01.2006

    

Похожие документы



    

Еще в разделе: 
(




