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Показаны документы, содержащие фрагменты текста из документа

 http://www.armaghplanet.com/pdf/AstroTopics/Measuring%20the%20Universe/Parallax.pdf.









1. System Controlled Functions
 ... Some of the functions that go into designing a tower have been left for SNEAKERS to handle. ... A connector can only be placed on top of a support. ... The supports are placed on top of each other at various angles. ... The system determines the ideal angle from the end of the last support to the designed top of that leg of the tower. ... The maximum angle allowed is , so that the tower will continue to be designed toward the goal at the top. Connectors are always placed on top of supports. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~rdouglas/publications/thesis/section2_7_6.html -- 5.5 Кб -- 13.05.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>17935) - www.stsci.edu/ )
	Fine Guidance Sensor Data Handbook

	How long does my Position Mode exposure time need to be?

	PSF Variations with Field Position







    






2. APOD: 2004 November 22 - Swift Launches
 ... 2004 November 22 . Swift Launches . Credit: NASA . ... To help find out, NASA launched the Swift satellite on Saturday, as pictured above . ... Once a gamma ray burst (GRB) is located, Swift itself will rotate to face it head-on and determine its distance directly. ... Subsequently collected GRB and afterglow information will help astronomers not only determine the nature of the initial explosions, but also the nature of the expanding shockwaves. ... About APOD | ... NASA Official: Jay Norris. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap041122.html -- 5.1 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8072) - www.sai.msu.su/ )






    






3. Swift Launches
Astronomy Picture of the Day . ... 22.11.2004 . ... Credit: NASA Explanation: Where do gamma ray bursts occur? To help find out, NASA launched the Swift satellite on Saturday, as pictured above . ... Subsequently collected GRB and afterglow information will help astronomers not only determine the nature of the initial explosions, but also the nature of the expanding shockwaves. ... Publications with keywords: Swift - launch . Publications with words: Swift - launch . ... Dawn Launch Mosaic . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/msg/1201258 -- 14.1 Кб -- 22.11.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81719) - www.astronet.ru/ )
	Journal "Peremennye Zvezdy"

	Астронет > Swift Launches

	XWare > APOD







    






4. Armagh Observatory
 ... Armagh Observatory, College Hill, Armagh BT61 9DG, +44 (0)28 3752 2928 . The Armagh Human Orrery is the first large-scale outdoor exhibit to show with precision on the ground the positions of the main planets, a dwarf planet and two comets. It is an innovative education and learning tool designed to explain the motion of the planets around the Sun and the changing position of Earth, relative to those planets, as it too revolves around the Sun. ... The Armagh Human Orrery . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/press/2013/human_orrery_2013oct19.html -- 8.2 Кб -- 25.10.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2697) - star.arm.ac.uk/ )
	Human Orrery







    






5. The Triad Spacecraft
Triad, launched September 2, 1972, was an experimental spacecraft designed to move in an accurately predictable low-altitude orbit, allowing its position to be used as a reference point in navigation. ... While the "proof mass" thus moved in an accurately predictable orbit, the spacecraft itself was subject to air resistance and sunlight pressure, causing it to move slightly differently. ... Exploration" home page (index) Glossary . Official GSFC Home Page .. NASA WWW Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/REFMAN/EAMAGSPH/wtriad.html -- 4.2 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>531) - www.iki.rssi.ru/ )
	The Wind Spacecraft







    






6. Главная - Астрономия и Телескопостроение
 ... Главная . ... Новости . ... Проекты . Любителям астрономии . Проект ISON . ... Подробнее . ... Категория: Новости проекта ISON . ... Метки: Космический мусор ,љ Астероиды ,љ Гамма-всплески ,љ Любителям астрономии ,љ Кометы љ . ... Метки: Космический мусор ,љ Астероиды ,љ Любителям астрономии љ . ... Новости обсерваторий проекта] - Обсерватория Кубанского государственного университета от Иванов А - 09.04.2016 11:08:49 . ... 1999-2013 Copyright "Астрономия и Телескопостроение" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomer.ru/ -- 31.6 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - www.astronomer.ru/ )






    






7. Fasti Web Site
Some recent results ( see ) attracted the attentions of astronomers working on field which could benefits from photon counting techniques with high speed and spatial resolutions as adaptive optics. ... Fasti has been designed to be fast and largerly configurable. ... The data rate attined in the best case (30 Mhz), give no impossible load to the digital acquisition in the photon counting mode, since data are 1 bit only, they can be parallelized, giving a maximum speed of about 940.000 32 bit word/sec. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/fasti/l3ccd/l3ccd.html -- 7.4 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8538) - www.arcetri.astro.it/ )
	LonGSp: Optical Design

	Arcetri designs innovative superconductor microwave filters for the Sardinia

	Mechanics and Cryogenics







    






8. An Extragalactic Point Source Simulator for SIRTF Pipeline Testing
 ... Up: Science Data Pipelines . ... We designed and developed a package which simulates extragalactic point source data within a given field of view and SIRTF band. ... The simulator is modular and extensible to enable multi-wavelength simulations, has been optimized by utilizing parallel processing capabilities, and will be used to test pipeline software. ... The extragalactic simulator is capable of generating large numbers of galaxies within a given patch of sky for SIRTF pipeline testing. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass00/P2-48/ -- 13.3 Кб -- 29.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1749) - www.adass.org/ )
	NICMOSlook and Calnic C: Slitless Spectra Extraction Tools

	Towards Optimal Analysis of HST Crowded Stellar Fields

	QPSIM: An IRAF/PROS Tool for Source Simulation







    






9. OFO IKI / OSD
The Optical Solar Sensor (OSD) has been designed to determine the direction towards the center of the Sun's visible disc. The direction to the Sun is computed in the instrument coordinate system relative to the pixels' position on the linear CCDs illuminated with the light passed through the incoming coding mask. The OSD coding mask has three groups of slits with three slits in each group. This mask configuration provides for reliability increase as well as for the required accuracy. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ofo/page_osd_e.html -- 12.7 Кб -- 07.06.2008

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/ofo/page_osd_e.html -- 12.7 Кб -- 07.06.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1079) - www.cosmos.ru/ )
	Shift

	The Triad Spacecraft

	Satellite position in the SE and GSM coordinate systems







    






10. Duchamp Source Finder
 ... Duchamp | ... Top | Duchamp is a solution to this problem of three-dimensional source finding. ... A list of the detections and their properties, as well as the input parameters that were used. [text file] . ... It can be downloaded in source format, in a gzipped tar archive. ... Changes from the previous version can be seen here (this file is included in the tar archive), while the archive files and documentation from the previous release versions are here , if you are really interested. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Matthew.Whiting/Duchamp/ -- 12.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19622) - www.atnf.csiro.au/ )
	Astronomers! Do You Know Where Your Galaxies are?

	The Design Philosophy of the Project

	ASKAPsoft processing of BETA data CentralProcessor 0.11 documentation







    






11. Background color examples
This layer is defined with a <LAYER> tag. You see that the background color is applied to the rectangular region occupied by the layer. The height of the colored area is determined by the height value. This layer is defined in CSS syntax. The style definition sets the position and background color, but doesn't set any values for border characteristics. ... The style definition includes a value for border-width. ... The style definition includes a value for layer-background-color. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/dhtml/dynhtml/bgtest.htm -- 2.5 Кб -- 13.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2194) - crydee.sai.msu.ru/ )
	Dynamic HTML in Communicator

	Image: Nursing house designed by Brunelleschi. On piazza SS. Annunziata.

	HTML Design Notebook







    






12. Applications using HYPERLEDA
Applications using HyperLeda . ... Search by name | ... HyperLeda is designed as a tool for researcher and is used by many astronomers who acknowledge HyperLeda in their scientific articles. HyperLeda is also used or cited in several other applications such as articles of popular astronomy, web sites, databases or catalogues, software. ... Cartes du Ciel (Patrick Chevalley) is a freeware program for amateur astronomers. Jeff Burton extracted from HyperLeda catalog




