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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/archives/2004/month_notic/ramn8.pdf.









1. Description of the RadioAstron project, english version
Status of the RadioAstron project development . The engineering model of the Space Radio Telescope (SRT) was assembled in Lavochkin Association (LA) in the configuration consisting of 10-m parabolic radio astronomical antenna made of carbon-fiber, F ocal and Device cabins of the scientific payload and on-board and ground complex of high data rate up-down radio link (VIRK). ... Then,radio astronomical tests were conducted using real radio sources. ... Space Radio Telescope . ... Data Processing . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/status_eng.htm -- 7.2 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>263) - www.asc.rssi.ru/ )
	RadioAstron Monthly Notices

	ОТЧЕТ







    






2. Crystalline scintillators for physics, medicine, safety, engineering
 ... About ISSP . RAS members working in ISSP . ... A set of technological processes is developed in the Institute of Solid State Physics RAS for manufacturing of scintillation elements for radiation detectors with high space resolution. ... тАв€а a technology of direct forming of scintillation elements with necessary profiles and dimensions by means of external pressure in pressing tools with corresponding geometry. ... Scientific Secretary WWW: www.issp.ac.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/engl/innovation/44-crystalline-scintillators-for-physics-medicine-safety-engineering -- 17.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>934) - www.issp.ac.ru/ )






    






3. Overview of ATNF Engineering
ATNF engineering research programs focus on developing, and applying, new technology and advanced design techniques to radio astronomy and allied fields. ... There are three groups within the ATNF engineering structure: . ... This project, designed to allow rapid alternation between radio astronomy and spacecraft tracking modes, was undertaken in collaboration with outside consultants and received an honourable mention in the the 1997 Institution of Engineers (Australia) awards program. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/research/eng_over.html -- 6.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26654) - www.atnf.csiro.au/ )
	VLBI description

	CASS News

	ATCA description







    






4. Concurrent Engineering
 ... Concurrent Engineering (CE) is a comparatively new design methodology, which enhances productivity and leads to better overall designs. ... In the development of a product, there are many ``downstream'' aspects to be considered. ... These aspects represent different phases in the product's life-cycle. ... Another advantage of CE is that, while knowledge is being built up about the design of the product, additional knowledge is being acquired about the other aspects of its life-cycle. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/~rdouglas/publications/thesis/section2_4_3.html -- 10.9 Кб -- 13.05.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20460) - www.stsci.edu/ )
	Document Format Descriptions

	For Developers

	Resume for Robert E. Douglas, Jr.







    






5. Report on Cosmic Call 1999
 ... Report on Cosmic Call 1999 . ... Cosmic Call Sessions . ... This Report outlines methodology, hard- and software, which were developed to transmit first public Interstellar messages from Evpatoria Deep Space Center (EDSC), and describes four Cosmic Call Sessions, which were fulfilled in EDSC on May 24 and June 30 - July 1, 1999. ... Each Cosmic Call consists of two parts. ... Dutil Message, . ... The software for gathering all messages and creating the Cosmic Call stream, was written on C language. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/ra&sr/irm/report-1999.html -- 56.9 Кб -- 30.11.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>674) - www.cplire.ru/ )
	Institute of Radio-engineering and Electronics of RAS.

	Molecular Engineering in Quantum Electronics, Lantanide Spectrtoscopy,

	Open Systems Handbook: A Guide to Building Open Systems







    






6. Ranger 9
 ... Ranger 9 was designed to achieve a lunar impact trajectory and to transmit high-resolution photographs of the lunar surface during the final minutes of flight. The spacecraft carried six television cameras, an optical earth sensor and high-gain antenna for optimum communications, and solar panels to provide power, as well as additional engineering equipment. ... The spacecraft encountered the lunar surface with an incoming asymptotic direction at an angle of -5.6 degrees from the lunar equator. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/solar/eng/ranger9.htm -- 5.3 Кб -- 15.10.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/Astro/solar/eng/ranger9.htm -- 6.2 Кб -- 15.03.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9249) - www.arcetri.astro.it/ )
	Ranger 8

	Ranger 7

	Electronics and Software







    






7. ADASS 2003 Conference Proceedings
 ... Previous: The GBT Precision Telescope Control System . ... In the framework of a Memorandum Of Understanding jointly signed by ESO and OAC, the OAC has been committed to design and realize the VST telescope, software included. ... This constraint translates into pros and cons for OAC side, because many software utilities developed for VLT are available, but their migration to VST case requires a deep knowledge of all details, usually known to the original software developers only. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P9-2/ -- 11.6 Кб -- 14.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1796) - www.adass.org/ )
	A Graphical Front End for the WIYN Telescope Engineering Data System

	System Interfaces to the STIS Calibration Pipeline

	A Graphical User Interface for a Development Environment (GUIDE)







    






8. Universal small spacecraft bus (SSB)
 ... Small spacecraft bus (SSB) is developed for small spacecraft, operating on near-Earth orbits or interplanetary trajectories (to the Moon, Mars etc.) ... The unit mass is 2.8 kg. Solar sensors with 130x2° FOV, 6 ang. min accuracy, and 2x0.34 kg mass. Star sensor with star-identifying controller, 56° FOV, 3 ang. min accuracy, and 0.51 kg mass. ... SSB is capable to control the spacecraft, including the attitude. ... The bus was fully manufactured for the Cosmos 1 (Solar Sail) project (2005). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/ssb34.htm -- 2.7 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/ssb34.htm -- 2.7 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1412) - www.cosmos.ru/ )
	The FSP ASCII file description

	Mars96

	Optico-electronic Instruments for the Phobos-Grunt Mission







    






9. Description
 ... This file contains a single extension, BADPIX , describing the locations and several characteristics of the pn CCD bad pixels. These are pixels which exhibit a signal in a high proportion of readout frames and/or anomalously high signals. ... Keywords to describe the contents of the CCF: . ... Code of the bad pixel table (BPT) version described in the CCF. ... Type of the bad pixel listed. A bad CCD pixel can be: . ... hot : a pixel that contains a signal almost at every readout of the CCD. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node687.html -- 7.9 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13942) - xmm.vilspa.esa.es/ )
	tcsfix: Time Correlation Spacecraft file FIXing task







    






10. Astronaut Bio: Jose Hernandez (01/2011)
 ... EXPERIENCE: €а 1987-2001 were spent at the Lawrence Livermore  National  Laboratory, Livermore, California. 1987-1991 €а Electronics Engineer, Material Analysis Group.€а Refined signal and image processing ...  Science Group.€а Developed quantitative x-ray film imaging analysis techniques that allowed the characterization of low-density  materials  for use in the development of an X-Ray laser as part of the Strategic Defense Initiative Program.€а Developed material x-ray transport ... JANUARY 2011 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/hernandez-jm.html -- 10.9 Кб -- 07.07.2015

    






