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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/archives/RAMN/2005/mar.pdf.









1. casacore: casa/Containers/Record.h File Reference
 ... Namespaces . Classes . Files . ... File List . File Members . casa . Containers . ... include < casa/aips.h > . include < casa/Containers/RecordInterface.h > . include < casa/Containers/RecordRep.h > . include < casa/Containers/RecordDesc.h > . include < casa/Utilities/COWPtr.h > . ... AipsIO & . ... All Classes Namespaces Files Functions Variables Typedefs Enumerations Enumerator Friends Defines . Generated on Fri Sep 3 2010 13:07:39 for casacore by 1.7.1 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/casacore/casacore-1.2.0/doc/html/Record_8h.html -- 8.0 Кб -- 14.02.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30565) - www.atnf.csiro.au/ )
	casacore: casa/Containers/RecordField.h File Reference

	casacore: casa/Containers/RecordFieldWriter.h File Reference

	casacore: casa/Containers.h File Reference







    






2. A Graphical Front End for the WIYN Telescope Engineering Data System
 ... Next: Space and the Up: GUIs and Visualization Previous: A Graphical Planning . ... The WIYN 3.5m Telescope Control System features a platform independent, network transparent protocol for distributing telescope control data to both local and remote sites. ... The WIYN Engineering Data Subsystem (EDS) is a spacecraft-style telemetry system that sends telescope telemetry (encoders, currents, voltages, pointing data, etc.) in a machine-independent format to clients connected across a network. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/percivalj.html -- 11.0 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1818) - www.adass.org/ )
	Simulation of HST PSFs using Tiny Tim







    






3. http://www.stsci.edu/documents/dhb/webvol2/c07_foserrors.fm12.html
 ... The fundamental internal FOS time interval is an FOS clock tick of 7.8125 ?sec duration, which is equal to 8 ticks of the HST 1.024 MHz clock. ... The engineering telemetry did record the so-called LINESTART time; that is, the precise time when the SDF told the FOS to commence sending data from the FOS memory to the SDF. ... FOS engineering telemetry, available only at STScI, provides all timing information at accuracy of FOS clock (7.8125 ?sec). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/webvol2/c07_foserrors.fm12.html -- 8.0 Кб -- 10.02.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19079) - www.stsci.edu/ )
	CSPICE Routines: EKUCEC_C

	CSPICE Routines: EKUCED_C

	CSPICE Routines: EKUCEI_C







    






4. RadioAstron Monthly Notices
 ... Checkout of EM of all devices installed in the Focal Container has been done as a preparation to deliver them to LA. ... Device Container (DC) equipped with the thermal models of scientific payload was assembled with the Thermo-Vacuum Model (TVM) of the Spacecraft Bus. ... Focal Module equipped with the thermal models of scientific payload is prepared for thermal tests of special cryogenic system which will be used for LNA cooling during Pushchino test. ... DM        - Device Module = DC + H-maser ....



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/archives/2003/month_notic/apr.html -- 16.4 Кб -- 03.11.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>264) - www.asc.rssi.ru/ )
	ОТЧЕТ

	Description of the RadioAstron project, english version







    






5. Astronaut Bio: Bruce McCandless II
National Aeronautics and Space Administration . ... Bruce McCandless II (Captain, USN, Ret.) NASA Astronaut (former) . ... He was a member of the astronaut support crew for the Apollo 14 mission and was backup pilot for the first manned Skylab mission (SL-1/SL-2). ... A veteran of two space flights, McCandless has logged over 312 hours in space, including 4 hours of MMU flight time. ... With the completion of this flight McCandless logged 191 hours in space (including 4 hours of MMU flight time). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/mccandless-b.html -- 9.2 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3556) - www.jsc.nasa.gov/ )
	Mission Transcripts

	Astronaut Bio: William Anders

	Astronaut Bio: Stephen K. Robinson (07/2012)







    






6. lsst.tcc: include/tcc/telMod.h Source File
lsst.tcc љ 1.2.2-3-g89ecb63 . ... Files . ... include . ... telMod.h . ... 6 љ #include <string> . ... 24 љ explicit TelMod (std::string const &filePath) { . ... 86 љ void loadPath (std::string const &filePath); . ... 112 љ std::vector<std::string> getTermNames () const ; . ... 145 љ std::ostream & operator<< (std::ostream &os, TelMod const &telMod); . ... double getTerm(std::string const &termName) const . ... std::vector< std::string > getTermNames() const . ... TelMod(std::string const &filePath) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/TCC/html/tel_mod_8h_source.html -- 30.6 Кб -- 14.09.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>921) - www.apo.nmsu.edu/ )
	Untitled Document







    






7. patriot 12 meter telescope
 ... File format . ... The p12mProg is the AO control program for the 12 meter telescope. ... the time from the tick, till when we complete the status read from the device. ... P12M_STAT_BLK struct (read from controller via group read at tick) . ... azimuth master 32bit status word . ... dbl . ... azimuth error read from controller. ... azimuth velocity read back from controller deg/sec . ... elevation position read back from controller. stBlk.elErr_D . ... elevation velocity read back from controller . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/software/datataking/p12m/logFileFmt.html -- 28.6 Кб -- 28.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6437) - www.naic.edu/ )
	VLBI at Arecibo Observatory

	Manpage of STRIPVME







    






8. Further Information and Bibliography
The Network Time Protocol (NTP) is used to synchronize the time of a computer client or server to another server or reference time source, such as a radio or satellite receiver or modem. ... Information on the NTP architecture, protocol and algorithms can be found in the following articles and reports, which are available online . Mills, D.L. Internet time synchronization: the Network Time Protocol. ... Mills, D.L. Network Time Protocol (Version 3) specification, implementation and analysis. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/biblio.html -- 10.0 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4202) - www.sai.msu.su/ )
	The Network Time Protocol (NTP) Distribution

	Configuration Options

	Monitoring Options







    






9. Proposal Summary Record
 ... Meta Index / Home Page / Output Files / Summary File specification from The proposal summary record follows the very last configuration record and contains a summary of the proposal information asssociated with the observation. ... Only the first line of the proposal summary record will be present in the slew summary file. ... Note . ... Mailing address Line 1 . ... Mailing address town/ city . ... Comment . ... A78 . ... EPIC MOS 1 priority . ... Identifies the record as a Proposal Summary Record. ...



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/odfingest/node30.html -- 12.5 Кб -- 01.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9823) - xmm.vilspa.esa.es/ )
	Summary File specification from ODF ICD 2.4







    






10. Event File Specifications
SAOtng supports display of photon event data contained in raw files, similar to its support for FITS Binary Table extensions (e.g., X-ray event lists). ... Because event files do not usually contain enough information to generate an image, we have adopted some conventions for specifying how to interpret the data in these files and for how to bin rows of events into images. To image an event file, it is first of all necessary to define the structure of the events in the event file. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/event_spec.html -- 7.1 Кб -- 01.10.2012

    






