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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/18cm_eng.pdf.









1. Hewlett Packard 58503A GPS Receiver
 ... Driver ID: GPS-HP . ... This driver supports the HP 58503A Time and Frequency Reference Receiver. ... It receiver should be operated with factory default settings. Initial driver operation: expects the receiver to be already locked to GPS, configured and able to output timecode format 2 messages. The driver uses the poll sequence :PTIME:TCODE? to get a response from the receiver. ... Specifies the driver reference identifier, an ASCII string from one to four characters, with default GPS . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/driver26.html -- 4.2 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2310) - www.sai.msu.su/ )
	Generic Reference Driver

	Trak 8820 GPS Receiver

	PSTI/Traconex 1020 WWV/WWVH Receiver







    






2. Arecibo Observatory Receivers
 ... Temp. of Gregorian Receiver Room . ... Receivers On Schedule . Receiver Instrumentation Logs . Click on receiver name for status, calibration, RFI and Tech. info.) ... CH 47 - MHz . Dual Circular . ... 327 - MHz . ... Native Linear . ... C. Salter . csalter) . ... Dual Linear . ... Check receiver homepage for accurate gain and system temperature values. ... NAIC] [Astro Home] [Staff] [Observing] [Receivers] [ALFA] [RFI] [Data] [Memos] [Publications] [Calendar] [Contacts] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/RXstatus/ -- 12.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6355) - www.naic.edu/ )
	Arecibo Observatory L-Wide Band Receiver

	Arecibo Observatory 430-MHz Gregorian Receiver

	Arecibo Observatory: S-High Receiver







    






3. Central Processor Manager CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... The Central Processor Manager is the local monitoring and control agent for the Central Processor sub-system. ... At the moment the Central Processor Manager only controls the acquisition phase; that is, it only controls the ingest pipeline. ... In addition to the CP manager specific parameters, any parameters that begin with ice_properties are passed directly to the ICE Communicator during initialisation. ... string . ... Central Processor Manager . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/services/manager/index.html -- 16.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>33195) - www.atnf.csiro.au/ )
	Summary List of Setup File Parameters

	Telescope Parameters and Search Strategy

	The Parkes 21cm Multibeam Receiver







    






4. ОТЧЕТ
 ... Radio astronomical tests of the engineering model of the space radio telescope (SRT) were completed in Pushchino - see Results . ... Monitoring of the development of the upgrade on-board 1.35-cm receiver (R-SRT-1.35 cm): . ... EM Engineering Model . ... OHCFS-SRT Space Radio Telescope On-board Heterodyne and Clock Frequency Synthesizer set . OHFS-SRT Space Radio Telescope On-board Hydrogen Frequency Standard . ORFS-SRT Space Radio Telescope On-board Rubidium Frequency Standard . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/archives/2004/month_notic/dec_mar.html -- 23.7 Кб -- 03.11.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>259) - www.asc.rssi.ru/ )
	RadioAstron Monthly Notices

	Description of the RadioAstron project, english version

	RadioAstron main page, english version







    






5. SPUTNIK home page
 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20) - sputnik.infospace.ru/ )






    






6. WFPC2 Drizzle Cookbooks
 ... Home . ... Data . ... WFPC2 Home . ... Data Analysis Home . ... listed here. unlearn multidrizzle # reset all parameters to default values first multidrizzle.input = '@list_c0h_f555w' # input  image  list multidrizzle. output  = 'ngc999_f555w' # convenient target_filter filenaming convention multidrizzle.group = '' # blank to include all chips multidrizzle.ra = 115.480667 # center the target in the  output   image , e.g. NED coords multidrizzle.dec = -18.208472 # center the target in the  output ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/wfpc2/analysis/WFPC2_drizzle_mosaicWF.html -- 17.3 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19930) - www.stsci.edu/ )
	Further Investigations

	GHRS Instrument Science Report 073: Further Investigations

	STIS Instrument Handbook







    






7. Astronaut Bio: Michael Lopez-Alegria (11/2014)
 ... Michael E. Lopez-Alegria (Captain, USN, RET.) ... After his second mission, he led the International Space Station (ISS) Operations branch of the Astronaut Office. ... In October 2014 Lopez-Alegria became an independent consultant; he is based in Washington, D.C. SPACE FLIGHT EXPERIENCE: Mission Specialist (MS)-2, STS-73 Columbia (October 20 to November 5, 1995). ... The primary mission objective was delivery of the Expedition 6 crew to the ISS and the return of the Expedition 5 crew to Earth. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.jsc.nasa.gov/Bios/htmlbios/lopez-al.html -- 7.6 Кб -- 07.07.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2474) - www.jsc.nasa.gov/ )
	Astronaut Bio: Don Pettit (07/2012)

	Astronaut Bio: John E. Blaha (05/2008)

	Astronaut Bio: Peter J. K. Wisoff 11/2001







    






8. Environment Monitoring Information Systems
 ... SMIS : Space Monitoring Information Support laboratory . Russia's Weather : State Meteorological Center Weather Forecast . Space Weather service : ACE real time solar wind data and simple geomagnetic activity forecast. ... World Fire Web : Space Research Institute (IKI) node . Sputnik : Joint project of SRC Planeta, Rosgidromet and Space Research Institute (IKI) . ... Today's Space Weather : Presented by the Space Environment Center . ... Back to the Space Research Institute Home Page ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/monitoring/monitor.html -- 3.6 Кб -- 29.08.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>745) - www.iki.rssi.ru/ )
	Sensors

	ИКИ РАН - Исследование Земли из космоса

	ENERGETIC PARTICLE EXPERIMENT DOK-2







    






9. Session parameters
Next: File Formats Required Up: OPTOPUS Commands and Previous: Optopus commands . Below follows a description of all parameters that can be set by the SET/OPTOPUS command, the commands which use these parameters and the default values. ... If an OPTOPUS command the default value is not used the command will, in addition to actual OPTOPUS operation, also overwrite the setting of this parameter and hence will change the default value. ... set the equinox . ... Table: Command parameters . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node547.html -- 3.3 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2580) - www.sao.ru/ )
	Functions

	The main observational parameters

	Monitor and Command Language







    






10. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). ... To access the pre-2.9 mode of operation, set style to `pipeline'. In this mode, the inputs must be supplied via the parameters gtitable and eventset , and the output appears as one or more extensions named STDGTI n of the file pointed to by parameter outset . ... valid table spec. This parameter is read if style =`pipeline' (the default).) ... This parameter is read if style =`generic'.) ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.0.0/doc/gtialign/node6.html -- 7.6 Кб -- 28.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16063) - xmm.vilspa.esa.es/ )
	omi_stepbystep

	Parameters for EMOS 1







    






11. http://www.cplire.ru/html/lab234/pubs/2008_11.pdf
 ... Special procedures had been developed and tested with the  flight  electronics: · fast definition of the operational conditions for the  FFO  (both in the Fiske step and quasi-particle regimes); · measurements of the free-running  FFO  linewidth; · optimization of the  LSU  and HM parameters; · optimization of the  PLL  operation; · minimization of the  SIR  noise temperature; · setting all predefined  SIR  parameters in the exact sequence for ... SIS IF dependence on HM voltage and LSU power. ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2008_11.pdf -- 490.8 Кб -- 19.01.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>651) - www.cplire.ru/ )
	http://www.cplire.ru/html/lab234/pubs/2011_07a.pdf

	http://www.cplire.ru/html/lab234/pubs/2013_24.pdf

	http://www.cplire.ru/html/lab234/pubs/2005-09.pdf







    






12. The Observatory Monitoring System: Analysis of Spacecraft Jitter
 ... The Observatory Monitoring System (OMS) is part of the Hubble Space Telescope (HST) ground system at the Space Telescope Science Institute. OMS receives as inputs a file of commands for the HST and files of engineering telemetry data generated by the HST in response to those commands. This paper will discuss how, from its inputs, OMS software provides spacecraft jitter files during observations commanded in the input. ... The jitter image file will be archived for the user. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/hydep.html -- 12.1 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1826) - www.adass.org/ )
	Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at

	The VLT Science Archive System

	ADASS 2003 Conference Proceedings







    






13. Methods and instruments to measure/monitor major site properties
 ... The Science Operation Department is composed of Astronomers, Telescope Instruments Operators(TIOs) and Data Handling Administrators(DHAs). ... Astronomers have proposed several methods to quantitatively measure the amount of turbulence above the telescope, which the most common ones is Differential Image Motion Monitor (DIMM). In optical testing, the Hartmann test is the common method to test the quality of optical components. ... Hartmann mask consists of 48 lenses. ... 



      
[
Сохраненная копия

] 
 Ссылки http://site2010.sai.msu.ru/section/2 -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>29) - site2010.sai.msu.ru/ )






    






14. media
 ... Telescopes, instruments and cameras are keenly affected by local weather and atmospheric conditions. The decision to open any telescope or have access to any instrument or camera is at the sole discretion of the on-duty observing specialist(s) at the time of your requested access. ... Specific parameters exist for access to APO telescopes, instruments, or cameras which protect our highly-sophisticated and sensitive equipment and provide safe work conditions for staff and visitors. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Planning/media.htm -- 8.8 Кб -- 17.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>832) - www.apo.nmsu.edu/ )
	MCP Menu documentation

	sgs summary

	traininglist.html







    






15. Operations with DFOS: daily cronjobs
dfos = Data Flow Operations System, the common tool set for DFO make printable . ... all new files (headers and fits files) are detected . ... CALIB data are processed . ... new opslog data are found . ... autoDaily . ... yes . ... based on the assumption that the older process is not hanging but still executing due to large data volume . ... detect new data . no new data found: exit; new data found: . ... Next, the PROCessing part of the workflow starts, for mode CALIB: . ... PROCessing (CALIB) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/automatic1.html -- 13.1 Кб -- 12.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66448) - www.eso.org/ )
	CONSTRICTOR parameters for astrometric reductions

	Quality Control: Daily health check monitor

	Quality Control: Image flats







    






16. Winer Observatory Engineering Weather Page
Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... Irvin M. Winer . ... Weather . ... Temperature ( F) . ... 0.00 . ... AAG IR Sky Temperature ( C) . ... AAG Adjusted IR Sky Temperature ( C) . ... AAG Ambient Temperature ( C) . ... AAG Temperature Split ( C) . ... 39321 D,01/23,01:10:10, 67, 20,25.43,270, 8, 38, 0.00, 6.18, 63,!251 at 2016.04.09 19:45:25 . ... S-cmd: "(null)" at 2016.04.09 19:45:25 . ... Page last updated on: February 16, 2016 . ... 2013 Winer Observatory. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Site/engWeather.php -- 18.9 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>73) - www.winer.org/ )
	Winer Observatory Weather

	Winer Weather Status







    






17. MISSION WARNING
National Space Agency of Ukraine and . ... The Second International Meeting on WARNING Mission . ... Space Research Institute of Ukrainian National Academy of Sciences - National Space Agency, . ... The Head of Scientific committee of the Project “Warning” is DR V.G.Bar`yahtar, Academitian of Ukrainian National Academy of Sciences. ... Lviv Center Space Research Institute of Ukrainian National Academy of Sciences, . ... National Space Agency of Ukraine, Bozhenka St. 11, 252022 Kyiv-22, Ukraine. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/ -- 18.9 Кб -- 13.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>62) - space.univ.kiev.ua/ )
	ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3







    






18. Monitoring of variable sources at 15 GHz
The Ryle Telescope was used for some years for monitoring variable sources (in addition to its role in source-surveys related to the Sunyaev-Zeldovitch studies). The instrument is now transformed into the "AMI large array": see the AMI pages for details. ... The rebuild took place between 2006 June and mid-2008; between these dates there is no useful data available. ... For some sources there are many plots, organised by date: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~guy/ -- 3.6 Кб -- 24.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3389) - www.mrao.cam.ac.uk/ )
	Simple logging of scripts and their parameters Bojan Nikolic web pages (r. 329)

	OptInt PmWiki : Markup Expressions

	Inference of Coefficients for Use in Phase Correction Bojan Nikolic web pages







    






19. Spectrometric complex LRS
Spectrometric complex of RATAN-600. ... There is a system of stable computer driven local oscillators that have accuracy about 10 to degree -8. ... Spectrometer driving system is accomplished with two DVK-4 computers and one IBM PC and make possible to develop radio line observations on the frequency band pass of the input low noise amplifiers ( LNA ): . ... The performance of spectrometric complex is controlled by program driving system ( PDS ) and the data gathering and recording system ( DGS ). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>996) - jet.sao.ru/ )
	Sts dsp - EZKit Lite to MATLAB

	Mars2

	Access via e-mail







    






20. Cray
Fortran 90 properties already in CF77 . ... Only the old form (fix form) of the source code is available. ... LOGICAL Default  KIND   number  = 8 INTEGER Default int7 int15  KIND   number  = 6 1 2 digits = 46 7 15 radix = 2 2 2 range = 13 2 4 huge = 70368744177663 127 32767 bit_size = 46 8 16 INTEGER int31 int46 int64  KIND   number  = 4 6 8 digits = 31 46 63 radix = 2 2 2 range = 9 13 18 huge = 2147483647 70368744177663 9223372036854775807 bit_size = 32 46 46 REAL half Default,single  double   KIND ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/cray.html -- 11.0 Кб -- 24.10.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/cray.html -- 11.0 Кб -- 24.10.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3655) - crydee.sai.msu.ru/ )
	Notation

	Footnotes

	NAG's Fortran 90
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