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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,353.pdf.









1. SPUTNIK home page
 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22) - sputnik.infospace.ru/ )






    






2. Procedure
Next: Calling Parameters Up: CAL_rgsgetXRTFigure Previous: CAL_rgsgetXRTFigure Contents . This provides the shape of the XRT along the dispersion direction (integrated in cross-dispersion). ... Numerical integration of the parameterized PSF (see HIGH accuracy level described in section 3.2.1 ) . ... The width of the PSF of the telescope scales as a function of angle of incidence on the gratings and diffration angle of the RGA by the chromatic magnification function . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node468.html -- 10.0 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14822) - xmm.vilspa.esa.es/ )
	Parameters







    






3. Multipoint correlations of the solar wind parameters observed by several
The problem of solar wind data correlation for the observations onboard several spacecraft is very important for three points of view: . ... This problem is studied now in detail by systematic determination of ion flux and ion velocity data correlations by INTERBALL-1 (IKI group), WIND and IMP 8 (both - MIT group). ... Solar wind plasma correlation lengths from IMP 8, WIND and INTERBALL-1. ... Correlation of solar wind observations onboard several spacecraft: INTERBALL-1, IMP 8 and WIND data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1872) - www.cosmos.ru/ )
	MAGION-4 Spacecraft (C2-X)

	DOK-2 Results Page

	Tail Probe | Matrix of Transformation Tail Probe | Matrix of Transformation







    






4. Optional Parameters [Optional_Parameters]
 ... Cycle 20 Phase II Proposal Instructions . HST Phase II Proposal Instructions for Cycle 20 > Chapter 5: Visits, Exposures and Exposure Groups > 5.17 Optional Parameters [Optional_Parameters] . ... The default parameter values that have been defined for the various Instrument Configurations and Operating Modes can be overridden by entries in the Optional Parameters form. ... If no values are changed in the Optional Parameters form, default values will be used. Text Proposal File . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/documents/p2pi/HTMLjavahelpCy20/ch05_logsheet18.html -- 6.6 Кб -- 31.05.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14617) - www.stsci.edu/ )
	Python: module show_spacecraft_parameters

	Bright Object Artifacts

	Mode = POSConfig = FGS







    






5. Back-Illumination Paper-CCD Operations
1.2 CCD Operations, Performance Parameters, and CCD . Transfer Curves . Low-light-level CCD performance parameters are grouped into four primary CCD operations: 1) Charge Generation (e.g. QE), 2) Charge Collection (e.g. MTF), 3) Charge Transfer (e.g. CTE), and 4) Charge Detection (e.g. Read Noise). ... Four Basic CCD Operations and Associated Performance Parameters and CCD Transfer Curves Used to Measure Performance . ... Charge Transfer Performance Parameters and CCD Transfer Curve Tests . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TUTORIAL/BackIllum/tutorial-illum-ccdoperation.htm -- 14.6 Кб -- 12.11.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3164) - www.sao.ru/ )
	Session parameters

	Documentation: LEDA: parameter: vvir

	Documentation: LEDA: parameter: v3k







    






6. User Parameters - Pipeline & job control CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... Here we detail the input parameters that cover the overall process control, and the switches to turn on & off different parts of the pipeline. Values for parameters that act as flags (ie. those that accept true/false values) should be given in lower case only , to ensure comparisons work properly. These parameters affect how the slurm jobs are set up and where the output data products go. ... SUBMIT_JOBS . ... User Parameters - Pipeline & job control . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BETAcontrol.html -- 14.0 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12110) - www.atnf.csiro.au/ )
	Central Processor Manager CentralProcessor 0.11 documentation

	User Parameters - Continuum imaging CentralProcessor 0.11 documentation

	PTSLEW







    






7. Sfit Control Language: Classified Listing
 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1807) - star.arm.ac.uk/ )
	SCL Spectrum Commands

	Armagh Observatory

	ffit help file







    






8. Influence of onboard events onto spin parameters
External influences on spin parameters for INTERBALL - AP . ... The main interest is that almost all kind of external influences to parameters of motion (eclipse, normalization, ROS) are presented in the one time interval. Three upper panels illustrate the spin velocity, the angle between kinetic moment and sun direction, and the nutation.All external events are represented on the lowest panel as blue, green and yellow columns. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ibelova/show/influenc.htm -- 2.5 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>736) - www.iki.rssi.ru/ )
	AZ Key parameters, 1998

	AZ Key parameters, 1997

	ENERGETIC PARTICLE EXPERIMENT DOK-2







    






9. Parameters of the Moon-perturbed orbit
 ... Parameters of the Moon-perturbed orbit . ... From orbits consistent with this limitation and with the date of the launch October 1, 2000 as an example, an orbit was selected with apogee directed to the North Galactic pole at the begining and rotation of orbit plane was maximized. The initial state vector is given in the inertial coordinate system in epoch J2000.0. ... The orbit has initial perigee radius Rp=7000.0 km, initial apogee radius Ra=343000.0 km and initial period T=8.453 days. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/memo/mar98/memo_mar98.htm -- 5.4 Кб -- 05.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>188) - www.asc.rssi.ru/ )
	Description of the RadioAstron project, english version

	Results of measurements of SRT antenna parameters in Pushchino

	ОТЧЕТ







    






10. Dependence on the Scenario Parameters and Initial Distributions
 ... Calculations of at least two runs with different values of a parameter are required in order to discover to what extent the results depend on the , if at all. ... In order to study how the final statistical distributions depend on the initial functions, the method of Green functions is used. ... Then we can restore any distribution on this parameter (with a certain accuracy) by summing the results for each interval with the appropriate weight. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/review/node35.html -- 4.5 Кб -- 22.02.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>441) - xray.sai.msu.ru/ )
	Other parameters of the evolutionary scenario

	Initial parameters of compact stars

	The Gravimagnetic Parameter







    






11. Preparation of parameter file
Next: Parameters Up: How to use CONSTRICTOR Previous: NPOI raw data files Contents . The parameter file contains information for CONSTRICTOR on the location of the raw data files, start and stop times, integration time, etc. ... The parameter file, YYYY-MM-DD.par , can now be created using the rawlist procedure of . ... Check beginning and tail of the listing for each file. ... Next: Parameters Up: How to use CONSTRICTOR Previous: NPOI raw data files Contents Christian Hummel 2015-04-28 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node228.html -- 6.1 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11099) - www.eso.org/ )
	CONSTRICTOR parameters for astrometric reductions

	Parameters

	Stellar parameters from calibrations of spectral types







    






12. Enhanced HST Pointing and Calibration Accuracy: Generating HST Jitter Files at
Next: HST Paper Products: A New Way to Look at HST Data . ... After providing on-the-fly re-calibration of HST data to archive users, ST-ECF has embarked on a new project aiming at grouping, cosmic ray cleaning and drizzling images taken by most HST instruments. ... The production of the missing jitter files combined with the extraction of additional engineering parameters will greatly enhance the homogeneity and the scientific value of the entire archive. ... 1995, HST Data Handbook, STScI, 107 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/dolenskym1.html -- 9.4 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/dolenskym1.html -- 9.4 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1680) - www.adass.org/ )
	Bias-Free Parameter Estimation with Few Counts, by Iterative Chi-Squared

	Calculating the Position and Velocity Components of HST

	Recent Advances in Parameter Estimation in Astronomy with Poisson-Distributed







    






13. Notation
 ... The operators will be explained as they are used. The general notion to keep in mind is that any combination of these operators results in a 2- D affine coordinate transformation in the TF plane, which may be represented using the homogeneous coordinates often used in computer graphicsfoley. ... S _t_c,f_c = g_t_c,f_c,(_t) | ... We denote a time shift to the position , with an operator that has a multiplicative law of composition : (Table 1). ... Note that these two operators do not commute. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node7.html -- 9.2 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2908) - crydee.sai.msu.ru/ )
	Tutorial on Fortran 90, Digital UNIX

	Footnotes

	The Frequency-Frequency (FF) Plane







    






14. East Siberian Center for the Earth's Ionosphere Research. Back-scattering
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... The on-line diagnostics of the SW channel characteristics operative through back-scattering ionospheric sounding (BSS) is based on adiabatic relations of diagnostic signal characteristics and channel in operation under ionospheric parameter variations (Kurkin V.I , Nosov V.E., Ponomartchuk S.N.et. al. SW radiochannel operative dignostics. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/lchmen/cur_vnzen.htm -- 4.2 Кб -- 02.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>25) - rp.iszf.irk.ru/ )
	East Siberian Center for the Earth's Ionosphere Research. Ionospheric parameter

	East Siberian Center for the Earth's Ionosphere Research. Capabilities and

	East Siberian Center for the Earth's Ionosphere Research. Modelling, secondary







    






15. Biosphere: Analysis of Value Parameters
 ... Публикации и издания Публикации профессорско-преподавательского состава СГАУ Издания проф. Сосниной Т.Н. Biosphere: Analysis of Value Parameters . ... Besides, the ways of saving the use value and value properties of biosphere are analyzed. The expediency of transformation of two-criterion theory of value into the three- criterion theory of the balance of value, where the ecologic component performs the function of the key criterion has been founded. ... BIOSPHERE USE VALUE OF THE PRODUCT: MAIN . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/resources/sotrudniki/sosnina/mono14/ -- 80.9 Кб -- 10.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>554) - www.ssau.ru/ )
	Шафран Степан Вячеславович. Публикации

	Устюгов Ефим Владимирович. Публикации

	Баляба Максим Владимирович. Публикации







    






16. IAA EOP Service
 ... IAA VLBI Analysis Center . ... First IAA SLR EOP submission to IERS Annual Report . ... Beginning of operational processing of SLR observations . ... We use several program packages for analysis mostly developed at the IAA: GROSS for processing of the SLR observations and analysis of EOP and coordinates time series, OCCAM/GROSS for computation of EOP, station coordinates, and troposphere parameters time series from the VLBI observations, GRAPE for processing of GPS observations. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/GEO/eop_serv/eopserve.htm -- 11.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>652) - www.ipa.nw.ru/ )
	Keywords_369

	Parameters of lightcurves of minor planets

	Table of Minor planet lightcurve parameters







    






17. Program parameters
Next: Program use Up: Description of program searchdup Previous: Description of program searchdup . Parameter input is done with a graphic user interface. ... Input file: Name of the input catalog file. It has to be formatted, one record per source/observation, according to the format used in the Arcetri observations and source archives. ... Minimum number of observations per source Source with less than this number of independent observations are not included in the output file . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/red/searchdup/node2.html -- 8.0 Кб -- 30.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6794) - www.arcetri.astro.it/ )
	Tunable Kernel Parameters?

	Program use

	Where are the tunable parameters of the kernel?







    






18. Model Spectra for Spectral-Fitting Program
 ... The models provided are: . abs - absorption of x-rays by neutral gas with solar abundances. parameter 1 = . ... parameter 2 = . ... normalization - logarithmic value of the flux density at 1 keV in units of keV cm -2 s -1 keV -1 . ... normalization - logarithmic value of the normalization of the gaussian in units of keV cm -2 s -1 . ... absorption ( params )* model ( params ) . ... A single value for the normalization (i.e., fixed normalization) will force the program to use that value. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node139.html -- 12.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2208) - hea-www.harvard.edu/ )
	Parameters

	Editing Files and Parameters

	Listing and Printing Files, Parameters, and Tables







    






19. Access via e-mail
 ... The e-mail interface of the CATS is designed like CGI for the call of the basic procedures: select and match from the html-forms and the program is a lexical analyser, distinguishing keywords and parameters from the electronic letter sent to the address `cats@sao.ru'. ... The output of result is forseen in the same formats as in other forms of the access to the CATS. ... out[put] < arg1 arg2... > . ... ra [ < arg1 > ] < arg2 > < arg3 > ... min max [center] . ... window < arg1 arg2 ... > . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/vch/Publications/Eng/html/adbis97/node7.html -- 8.4 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>892) - jet.sao.ru/ )
	Sts dsp - EZKit Lite to MATLAB

	SCORPIO parameters

	проект SCORPIO-2: parameters







    






20. Parabolic flights for achievement zero gravity: flight parameters,
 ... Space flight . ... Zero Gravity . ... Characteristics of a Complex Flight: . ... Characteristics of the Reduced Gravity (Lunar Gravitation): . ... Characteristics of the Reduced Gravity (Martian Gravitation): . ... Services / Zero Gravity: General description Technical description Flight parameters Photo gallery Price . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atlasaerospace.net/eng/zgrav-polet.htm -- 38.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>40) - www.atlasaerospace.net/ )
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