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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,353.pdf.









1. SPUTNIK home page
 ... Average resolution at altitude H=668 km . ... Swath width at H=668 km and inclination of beginning of swath 20.48 degrees . ... Resolution at H=668 км . ... Наименование параметра . ... 1 канале . ... Полоса обзора при H=668 км . ... 1-5 спектральной зоне, не более . ... 1 спектральной зоне . 0,48-0,52 мкм . ... 0,915-0,997 мкм . ... 1-4 канал . ... 1-4 каналов . ... Спектральные характеристики каналов (по уровню 0,5): . ... For more information send a mail to: info@sputnik.infospace.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/ocean_o/engl/ocean_1.htm -- 19.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22) - sputnik.infospace.ru/ )






    






2. Procedure
Next: Calling Parameters Up: CAL_rgsgetXRTFigure Previous: CAL_rgsgetXRTFigure Contents . This provides the shape of the XRT along the dispersion direction (integrated in cross-dispersion). ... Numerical integration of the parameterized PSF (see HIGH accuracy level described in section 3.2.1 ) . ... The width of the PSF of the telescope scales as a function of angle of incidence on the gratings and diffration angle of the RGA by the chromatic magnification function . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/calibration/documentation/CALHB/node468.html -- 10.0 Кб -- 20.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14822) - xmm.vilspa.esa.es/ )
	Parameters







    






3. Multipoint correlations of the solar wind parameters observed by several
The problem of solar wind data correlation for the observations onboard several spacecraft is very important for three points of view: . ... This problem is studied now in detail by systematic determination of ion flux and ion velocity data correlations by INTERBALL-1 (IKI group), WIND and IMP 8 (both - MIT group). ... Solar wind plasma correlation lengths from IMP 8, WIND and INTERBALL-1. ... Correlation of solar wind observations onboard several spacecraft: INTERBALL-1, IMP 8 and WIND data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/tail/results/vdp/correla.html -- 5.6 Кб -- 21.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1872) - www.cosmos.ru/ )
	MAGION-4 Spacecraft (C2-X)

	DOK-2 Results Page

	Tail Probe | Matrix of Transformation Tail Probe | Matrix of Transformation







    






4. Optional Parameters [Optional_Parameters]
 ... Cycle 20 Phase II Proposal Instructions . HST Phase II Proposal Instructions for Cycle 20 > Chapter 5: Visits, Exposures and Exposure Groups > 5.17 Optional Parameters [Optional_Parameters] . ... The default parameter values that have been defined for the various Instrument Configurations and Operating Modes can be overridden by entries in the Optional Parameters form. ... If no values are changed in the Optional Parameters form, default values will be used. Text Proposal File . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/documents/p2pi/HTMLjavahelpCy20/ch05_logsheet18.html -- 6.6 Кб -- 31.05.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14617) - www.stsci.edu/ )
	Python: module show_spacecraft_parameters

	Bright Object Artifacts

	Mode = POSConfig = FGS







    






5. Back-Illumination Paper-CCD Operations
1.2 CCD Operations, Performance Parameters, and CCD . Transfer Curves . Low-light-level CCD performance parameters are grouped into four primary CCD operations: 1) Charge Generation (e.g. QE), 2) Charge Collection (e.g. MTF), 3) Charge Transfer (e.g. CTE), and 4) Charge Detection (e.g. Read Noise). ... Four Basic CCD Operations and Associated Performance Parameters and CCD Transfer Curves Used to Measure Performance . ... Charge Transfer Performance Parameters and CCD Transfer Curve Tests . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TUTORIAL/BackIllum/tutorial-illum-ccdoperation.htm -- 14.6 Кб -- 12.11.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3164) - www.sao.ru/ )
	Session parameters

	Documentation: LEDA: parameter: vvir

	Documentation: LEDA: parameter: v3k







    






6. User Parameters - Pipeline & job control CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... Here we detail the input parameters that cover the overall process control, and the switches to turn on & off different parts of the pipeline. Values for parameters that act as flags (ie. those that accept true/false values) should be given in lower case only , to ensure comparisons work properly. These parameters affect how the slurm jobs are set up and where the output data products go. ... SUBMIT_JOBS . ... User Parameters - Pipeline & job control . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/BETApipelines/BETAcontrol.html -- 14.0 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12110) - www.atnf.csiro.au/ )
	Central Processor Manager CentralProcessor 0.11 documentation

	User Parameters - Continuum imaging CentralProcessor 0.11 documentation

	PTSLEW







    






7. Sfit Control Language: Classified Listing
 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1807) - star.arm.ac.uk/ )
	SCL Spectrum Commands

	Armagh Observatory

	ffit help file







    






8. Influence of onboard events onto spin parameters
External influences on spin parameters for INTERBALL - AP . ... The main interest is that almost all kind of external influences to parameters of motion (eclipse, normalization, ROS) are presented in the one time interval. Three upper panels illustrate the spin velocity, the angle between kinetic moment and sun direction, and the nutation.All external events are represented on the lowest panel as blue, green and yellow columns. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/ibelova/show/influenc.htm -- 2.5 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>736) - www.iki.rssi.ru/ )
	AZ Key parameters, 1998

	AZ Key parameters, 1997

	ENERGETIC PARTICLE EXPERIMENT DOK-2







    






9. Parameters of the Moon-perturbed orbit
 ... Parameters of the Moon-perturbed orbit . ... From orbits consistent with this limitation and with the date of the launch October 1, 2000 as an example, an orbit was selected with apogee directed to the North Galactic pole at the begining and rotation of orbit plane was maximized. The initial state vector is given in the inertial coordinate system in epoch J2000.0. ... The orbit has initial perigee radius Rp=7000.0 km, initial apogee radius Ra=343000.0 km and initial period T=8.453 days. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/memo/mar98/memo_mar98.htm -- 5.4 Кб -- 05.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>188) - www.asc.rssi.ru/ )
	Description of the RadioAstron project, english version

	Results of measurements of SRT antenna parameters in Pushchino

	ОТЧЕТ







    






10. Dependence on the Scenario Parameters and Initial Distributions
 ... Calculations of at least two runs with different values of a parameter are required in order to discover to what extent the results depend on the , if at all. ... In order to study how the final statistical distributions depend on the initial functions, the method of Green functions is used. ... Then we can restore any distribution on this parameter (with a certain accuracy) by summing the results for each interval with the appropriate weight. ... 
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