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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,379.pdf.









1. Loading data into Miriad: ATLOD
Next: Calibration Up: Reducing 12-mm ATCA observations Previous: Reducing 12-mm ATCA observations . ATCA millimetre observations are loaded into Miriad in the same fashion as centimetre data: task atlod is used. ... With 12-mm data, an opacity correction should be applied to the data during the atlod step. ... To apply atmospheric opacity correction, use options=opcorr . ... ATCA observations made before October 2003 failed to contain the meteorological data, and so options=opcorr cannot be used. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node198.html -- 5.7 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7501) - www.atnf.csiro.au/ )
	Practical loading and calibration

	Pulsar Group Main/Pt Load

	Initial ``fixes'' to millimetre data







    






2. water waveguide
 ... The sband transmitter measures reflected power using directional couplers at: . ... waveguide along rotary floor out to turnstile, horn . ... horn . ... Any water in this piece of waveguide would flow away from the antenna reflected power coupler that is next to the horn . ... We can see a changed in the reflected power as we go from high to low za (if water in the waveguide) using the network analyzer. the null at 25 feet is probably the distance from the turnstile to just beyond the rotary coupler...



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~phil/hardware/sband/wgwater_aug15.html -- 8.7 Кб -- 19.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3123) - www.naic.edu/ )
	td4 load noises oct11

	generators (cummings)

	rcvr shutters







    






3. Load point data
Next: Load scan data Up: Access a data file Previous: Load configuration, tables, and Contents . Loading point data when using the widget is based on stars or groups of stars. ... When loading the data for stars, you will be presented a widget listing all observed stars. ... After selecting the stars, click on Load and the loading commences. ... Next: Load scan data Up: Access a data file Previous: Load configuration, tables, and Contents Christian Hummel 2015-04-28 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~chummel/oyster/manual/node158.html -- 5.0 Кб -- 28.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52690) - www.eso.org/ )
	ALMA Transporter Loading | ESO

	Load data

	Loading data







    






4. MILT Description
 ... This is possible at modest cost due to the low moments of inertia of the telescope and enclosure. ... This same performance will be achieved in higher winds when the telescope enclosure is facing away from the wind, or by using wind screens. ... The telescope system (MILT) will be remotely operable with an on-site operator's assistance by an astronomer located at one of the ARC member institutions. ... Mean Wind Speed . ... Offsets > 10 deg: 1 arc sec rms max . ... 5 sec max, tracking to tracking . ...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/milt/description.html -- 8.3 Кб -- 13.12.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>525) - www.apo.nmsu.edu/ )
	Astigmatism II

	Untitled Document







    






5. http://www.arcetri.astro.it/~salinari/LBT%20july%202002/panalpina_pro.doc
 ... For the esecution of the scope of work the following subcontractors will be used: 1) ARIENTI RENATO TRASPORTI S.R.L. For the transportation of the M1 Dummy cell- Aluminizing Bell Jar - M1 Cells left and right From Ansaldo yard up to the fluvial loading porto of Cremona Transportation of the complete supply up to the loading port of Venezia Marghera. 2) First class Fluvial and Sea Shipping line with classified and suitable barge/vessel 3) Panalpina World Transport USA at the unloading ports. ... 



      
[
Текст

] 
 Ссылки http://www.arcetri.astro.it/~salinari/LBT%20july%202002/panalpina_pro.doc -- 220.5 Кб -- 16.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8688) - www.arcetri.astro.it/ )
	Loading shared objects - How?

	measuring time to load a virtual mem page from disk

	mod_remoteip - Apache HTTP Server







    






6. Loading the Telescope and Instrument Specifications
 ... For reducing data from ESO instrumentation it is assumed that the FITS headers conform the standards set by the document ``ESO Archive, Data Interface Requirements''. ... As an example, in the ESO case the exposure type is stored in the ESO hierarchical FITS keyword `HIERARCH ESO GEN EXPO TYPE'. ... To fill the CCD keywords with the telescope and instrument setup parameters, like name of the telescope, CCD used, read-out noise, frame size, etc. the command LOAD/CCD can be used. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/95NOV/vol2/node39.html -- 5.6 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1334) - www.sao.ru/ )
	Saving and Loading Session Parameters

	Radio spectra JAVA interface.

	mod_proxy_balancer - Apache HTTP Server







    






7. Заболотнов Юрий Михайлович. Публикации
 ... Информация Руководство и преподаватели Заболотнов Юрий Михайлович . ... Публикации . ... 2014. ... Заболотнов Ю.М. , Лобанков А.А. Оптимальное управление колебательной системой с гироскопическими слагаемыми // ПЕРСПЕКТИВНЫЕ ИНФОРМАЦИОННЫЕ ТЕХНОЛОГИИ (ПИТ-2014), 30 ИЮНЯ-4 ИЮЛЯ 2014 Г., САМАРА, СНЦ РАН, 2014 г., С. 445-448 . ... Заболотнов Ю.М. , Лобанков А.А. ОПТИМАЛЬНОЕ УПРАВЛЕНИЕ ЛИНЕЙНОЙ КОЛЕБАТЕЛЬНОЙ СИСТЕМОЙ С НЕСКОЛЬКИМИ СТЕПЕНЯМИ СВОБОДЫ // , , Самара, Изд-во СГАУ, 2013 г., С. С.62-64 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/staff/66449001-Zabolotnov-Yuriy-Mikhaylovich/publ -- 28.4 Кб -- 27.04.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>529) - www.ssau.ru/ )
	Stepanova Larisa Valentinovna







    






8. http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,391.pdf
 ... Numerical Modeling of RadioAstron SRT Temperature Deformations M. Yu. Arkhipov, I. S. Vinogradov, S. B. Novikov, and S. D. Fedorchuk Astro Space Center, Lebedev Physical Institute of the Russian Academy of Sciences, Moscow, Russia e mail: rusengineer@mail.ru Received December 16, 2013 Abstract--The results of modeling the thermal deformations of a space radio telescope's reflecting surface are presented in the paper. ... 



      
[
Текст

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,391.pdf -- 437.2 Кб -- 07.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>162) - www.asc.rssi.ru/ )
	http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,382.pdf







    






9. Cryogenic microwave load CryoLoad
 ... Calibration and sensitivity measurements for tests of microwave radiometers. ... The instrument consists of two waveguide matched loads operating at ambient temperature and two matched loads, cooled at variable temperatures. The temperatures are microprocessor-controlled. The test version of instrument is available. ... Dimensions                                          450 350 550 mm . ... Output temperature                                            100–350 й . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/crio31.htm -- 4.1 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/crio31.htm -- 4.1 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1141) - www.cosmos.ru/ )






    






10. The Ultimate Load
The ultimate load . ... During next several days project “Send your name to Mars” ( http://spacekids.hq.nasa.gov/2003 ) will stop taking names. The last day will be on November 15, 2002. ... Step 1 . ... Write your name, mark time and click the button “add my name”. ... Please write down time and certificate number exacting it can be in its last days. ... Calculate the difference between End and Start time (in minutes), and the difference between your last and first Certificate’s Number. ... 



      
[
Сохраненная копия

] 
 Ссылки http://edu.zelenogorsk.ru/mars/ -- 5.1 Кб -- 18.02.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19) - edu.zelenogorsk.ru/ )






    






11. How to load an SMS into a SPIKE Image How to load flight calendars into SPIKE.
 ... emacs . ... an emacs window should appear on the terminal screen. In the emacs window, type the following in response to the prompts: . ... unixprompt> imageshell ~lrp/latest.image . ... If any of these defunct processes were old SPIKE images improperly terminated, they may be hogging too much memory for a new image to be loaded. From an LRP window: . ... 15-MAY-1997 12:56:18 calendar load date (UT) 971537A8 1997.135:12:54:26 15-MAY-97 12:54:26 $ . ... USER(2): (load-sms "97.153") . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/spst/lrpg/documentation/procedures/lrpg_load_sms.html -- 5.4 Кб -- 02.04.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12323) - www.stsci.edu/ )
	How to load an SMS into a SPIKE Image

	CSPICE Routines: EKLEF_C

	Executing Commands







    






12. ATLAS aerospace invites you to get training experience as cosmonaut and
 ... Centrifuge . ... The major factor of the orbital flight, affecting a cosmo




