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Показаны документы, содержащие фрагменты текста из документа

 http://www.asc.rssi.ru/RadioAstron/publications/articles/cr_2014,52,403.pdf.









1. East Siberian Center for the Earth's Ionosphere Research. Specific character
 ... In spite of the good potential possibilities, some of the station "Dnepr" design characteristics did not allow us to apply the usual special IS radar measurement methods. ... Thus for IS signal measurements at the "Dnepr" station, we have developed special methods for recording and processing IS signals in order to determine plasma ionospheric parameters. ... Equations (4-5) from the basis for data post processing to obtain ionosphere parameters. ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/specificen.htm -- 9.2 Кб -- 04.06.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36) - rp.iszf.irk.ru/ )
	East Siberian Center of Earth Ionosphere Research. Chirp ionosonde.







    






2. Lab234 - Development of the superconducting elements for operation at
Research Activities . Integrated superconducting submm receivers and spectrometers. Technology for fabrication of superconducting integrated circuits based on high quality submicron Nb and NbN tunnel junctions with high current density. Development, study and optimization of the superconducting phase locked Local Oscillator for integrated spectrometer. ... Development of the superconducting elements for operation at frequencies up to 1 THz. ... Activities | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/lab234/activ-5.htm -- 5.5 Кб -- 16.03.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>718) - www.cplire.ru/ )
	Research Activities of InformChaos Lab.

	Lab234 - Development, study and optimization of the superconducting phase

	Lab234 - Superconducting Integrated Submm Spectrometer for Laboratory







    






3. Aspherical optics
 ... In laboratory the design and a manufacturing techniques mirror aspherical optics are developed ("fokon", ellipsoid, aspherical mirror).Such optical elements are made of widespread aluminium alloys on the standard equipment without use diamond turning. ... Using: optical blocks of not image optical devices for transitions, collimation, focus (concentration) radiations in a wide spectral range from UV to IR. Focusing and collimation of light; . ... circle aperture/ring aperture; . ... Back Forward . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mao.kiev.ua/lao/aspherical_optics_eng.html -- 11.3 Кб -- 12.01.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>642) - www.mao.kiev.ua/ )
	Optical systems and devices







    






4. JWST Design
 ... JWST . ... Science Blog . ... Image Gallery . ... JWST Science . ... Diffraction-limited imaging quality (Strehl = 0.8) for lambda = 2 micron . 0.6 - 28 micron wavelength range with zodiacal-light-limited imaging performance below 10 micron . Imaging and spectroscopic instrumentation over this wavelength range . ... Sensitive over the 0.6-5 micron wavelength range . Two broad- and intermediate-band imaging modules, each with a 2.2 x 2.2 arcmin field of view . ... NIRCam Website . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/jwst/overview/design -- 20.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16871) - www.stsci.edu/ )
	GHRS Instrument Handbook

	Index

	How precise are the parameters of my double star as measured in Transfer Mode?







    






5. Arecibo Observatory L-Wide Band Receiver
 ... L-Wide . ... Receiver History . ... Available Filters: . ... Use with e.g. filter 5) NOTE 2 1120-1220 3 1230-1470 4 1550-1820 5 1100-1800 6 1360-1470 7 1320 hipass NOTE 8 1180-1280 9 1280 hipass (ext Output unit. ... Consequently, the calibration for data collected using the hipass 1320 and the hipass 1370 filters only will be mis-calibrated (i.e. by using the opposite polarisation calibration data). ... It is now possible to select any bandpass filter that is not in the 1320 hipass band. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/RXstatus/Lwide/Lwide.shtml -- 22.8 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6279) - www.naic.edu/ )
	GALFA System Description

	Arecibo Observatory Receivers

	Arecibo Observatory 430-MHz Gregorian Receiver







    






6. http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/92cm_eng.pdf
RadioAstron - the International Ground-Space Radio Interferometer The Russian-Indian on-board 92 cm receiver The 92 cm (327 MHz) receiver (marked as --92, or P-SRT-92 device) is one of the four high frequency receivers of the RadioAstron Space Radio Telescope (SRT). ... The P-SRT-92 is a low noise receiver coupled to the feed at the focus of the parabolic dish. ... Then this LNA was integrated by Russian engineers into the P-SRT-92 receiver section. ... 



      
[
Текст

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/92cm_eng.pdf -- 91.9 Кб -- 07.09.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>283) - www.asc.rssi.ru/ )
	MILLIMETRON

	MEMORANDUM







    






7. The Parkes 21cm Multibeam Receiver
The Parkes 21cm Multibeam Receiver is a new facility available on the Parkes Telescope which is operated by the Australia Telescope National Facility (ATNF), CSIRO. The facility consists of a 13-beam cooled 21cm receiver system, located at the prime focus of the 64m dish. ... Completed 21cm Multibeam Receiver being hoisted up to the Parkes focus cabin. ... It is now available, in 64 MHz mode and in pulsar mode, for normal National Facility use. ... Beam 1 . Beams 2-7 . ... Frequency Range . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/multibeam/instrument/description.html -- 8.2 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>26377) - www.atnf.csiro.au/ )
	Reducing WSRT Data with AIPS

	Australia Telescope Compact Array Home Page

	List of Frequency File Parameters







    






8. Feed cabin 2
Feed cabin Nr. ... Fig. ... This allows to realize the sensitivity at frequency ranges 4.8, 11.2 and 30.0 GHz of 5, 7 and 12 mK by double beam switching mode and by the integration time of the output filter 1s. Input waveguide paths were very long and had big losses. ... The focal line of the feed cabin Nr. ... Data Acquisition and Control System . The Data acquisition system of the feed cabin Nr 2 is based on the new measurement ER-DAS system (Embedded Radiometric Data Acquisition System). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1112) - jet.sao.ru/ )
	harak_e

	SCORPIO-2 project: description

	проект SCORPIO-2: parameters







    






9. Parameters
 ... Meta Index / Home Page This section documents the parameters recognized by this task (if any). Parameter . ... Default . Constraints . columns . ... List of fully qualified column names . elements . ... Int . Number of the elements to be set. 0 means all elements from element to end of row (inclusive) . ... Number of the first element to be set. fromrow . ... Number of the first row . rows . ... Number of rows. 0 means all rows from row to end of column (inclusive) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/dssetcolumnelement/node4.html -- 5.1 Кб -- 02.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13803) - xmm.vilspa.esa.es/ )






    






10. http://www.arcetri.astro.it/irlab/doc/library/javascript/clientreference/fileup.htm
 ... A file upload element on an HTML form. ... JavaScript 1.1: added type property . ... The HTML INPUT tag, with "file" as the value of the TYPE attribute. For a given form, the JavaScript runtime engine creates appropriate FileUpload objects and puts these objects in the elements array of the corresponding Form object. ... form . ... For all FileUpload objects, the value of the type property is "file" . ... Use the value property to obtain the file name that the user typed into a FileUpload object. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientreference/fileup.htm -- 19.0 Кб -- 07.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9617) - www.arcetri.astro.it/ )
	Arcetri designs innovative superconductor microwave filters for the Sardinia







    






11. Magion History
MAGION is a name of the serial of small MAG netospheric and ION ospheric satellites manufactured in Czech Republic to be launched as Russian scientific S/C hitch-hikers. ... magnetic field . ... Institute for Terrestrial Magnetism, Ionosphere and Radioware Propagation, Russian Acad. ... Technical manager of the MAGIC project E.M.Vasilyev vasilyev@mx.iki.rssi.ru . ... Institute of Atmospheric Physics , Czech Acad. ... Subsatellite project scientist from Czech Republic P.Triska ptr@ufa.cas.cz . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/interball/mt.html -- 11.7 Кб -- 03.06.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/interball/mt.html -- 11.7 Кб -- 03.06.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1990) - www.cosmos.ru/ )
	OFO IKI / Universal Navigation Instrument

	B. Ts. Bakhshiyan, " L- . MV- and E-optimal design of experiments: theory and

	IKI SSC INTMINS APRIL98







    






12. SSAU scientists will be engaged in printing 3D elements of the promising
 ... SSAU History . SSAU roadmap . ... Engineers of SSAU laboratory of additive technologies started to carry out experiments in the field of 3D-printing of metal parts, components and assemblies. The research of Samara scientists will allow producing highly complex and non-standard elements of spatial forms required for design and creation of advanced aviation and space technology. ... SSAU Laboratory of Additive Technologies is established in 2011. ... e-mail: ssau@ssau.ru . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ssau.ru/engnews/11282/ -- 27.2 Кб -- 07.03.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1839) - www.ssau.ru/ )
	System Designing Science and Research Institute (NII-205)

	Moiseev Mikhail Aleksandrovich

	The complex 'Shtil-M' No. designed in SSAU began data transmission from the







    






13. The SRON-HeaD Data Analysis System
Next: Three-dimensional Data Analysis in IRAF and ZODIAC+ . ... A data analysis system has been developed at SRON, which has been designed to allow rigorous control of the quality of its processed data products. ... This means recording all parameters of all steps which lead to the establishment of the final data products (Figure 1 ). ... Figure: A processing pipeline is a sequence of tasks with several input/output files and parameters, which pass data from one task to the next. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/devriesc.html -- 9.7 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1811) - www.adass.org/ )
	A Python-based IRAF Task Parameter Editor

	A Framework for the Development of Multi-Mission Software

	The Scientist's Expert Assistant Simulation Facility







    






14. Astrophysics Group VSA
 ... Astrophysics Group . ... VSA . ... CAT . ... The Very Small Array is a custom-built radio telescope (operating between 26-36 GHz), designed expressly to make high resolution observations of the cosmic microwave background (CMB) radiation on angular scales around and below one degree. ... The VSA has been operated in ?compact array? and ?extended array? configurations (see the technical description below) and data collected to achieve high sensitivity in both regimes have been analysed. ... 1.75 GHz)...



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/outreach/radio-telescopes/vsa/ -- 20.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3710) - www.mrao.cam.ac.uk/ )
	exchange.h File Reference

	OptInt PmWiki : Forms

	John Young's Home Page







    






15. http://hea-www.harvard.edu/~jcm/asc/docs/asc/region.ps
 ... 2 Columns At the present time, the REGION table is de ned for a two-dimensional space. ... ROTANG (rotation angle): for rotated elements; like X and Y, this column needs to contain vectors of suфcient length. ... Table  1:  REGION   Table  SHAPEs  SHAPE  X Y R  ROTANG  Point X Y Circle  Xcen   Ycen  R Ellipse  Xcen   Ycen  Rmaj ; Rmin Angle Annulus  Xcen   Ycen  Rin ; Rout Elliptannulus  Xcen   Ycen  Rinmaj ; Rinmin ; Angin ; Routmaj ; Routmin Angout Box  Xcen   Ycen  Xsize ; Ysize Rotbox  Xcen ... 



      
[
Текст

] 
 Ссылки http://hea-www.harvard.edu/~jcm/asc/docs/asc/region.ps -- 116.0 Кб -- 25.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3594) - hea-www.harvard.edu/ )
	The AstroStat Slog Blog Archive The Banff Challenge [Eqn]

	The AstroStat Slog education

	IRAF/PROS







    






16. ИКИ РАН - Исследование Земли из космоса
Институт Космических Исследований . ... ИКИ РАН - Главная . Отдел "Исследование Земли из космоса" . ... Microwave studies of the nonlinear dynamics of sea waves (Grant #05-02- 16384, Russian Foundation for Fundamental Researches). ... Electromagnetic wave scattering on sea surface in presents of surface films (Grant #04-02- 16629, Russian Foundation for Fundamental Researches). ... Two Polarization X-band Radar . ... Transmission frequency . ... Polarization . ... ИКИ РАН , 2009 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/asp/lab_552.htm -- 11.2 Кб -- 27.03.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1090) - www.iki.rssi.ru/ )
	Concerning Steady State Corotation of the Io Plasma Torus

	mission1

	Environment Monitoring Information Systems







    






17. (Untitled)
Following designations of elements/ parameters are used in AMPLE. ... mean anomaly . ... Node . ... Apart conventional orbital elements AMPLE gives possibility to calculate for each minor planet the following often used functions: . ... MOID . ... To calculate MOID user should order the name or the number of the major or minor planet through dialog. ... To calculate CT user should order the name or the number of the major or minor planet through dialog as it is proposed for MOID calculation. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user8mge.htm -- 7.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>751) - www.ipa.nw.ru/ )
	ENGAMPLE







    






18. MISSION WARNING
National Space Agency of Ukraine and . ... The Second International Meeting on WARNING Mission . ... Space Research Institute of Ukrainian National Academy of Sciences - National Space Agency, . ... The Head of Scientific committee of the Project “Warning” is DR V.G.Bar`yahtar, Academitian of Ukrainian National Academy of Sciences. ... Lviv Center Space Research Institute of Ukrainian National Academy of Sciences, . ... National Space Agency of Ukraine, Bozhenka St. 11, 252022 Kyiv-22, Ukraine. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/ -- 18.9 Кб -- 13.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>176) - space.univ.kiev.ua/ )
	Laboratory static Fourier-spectrometer

	Optical static Fourier spectrometer

	Theoretical Astrophysics







    






19. RSC "Energia" - Production
 ... S.P. KOROLEV ROCKET AND SPACE CORPORATION ENERGIA . ... OAO RSC "Energia" . ... Company's History . ... History . Brief History of Rocket and Space Technology . ... Flights Chronology . ... Project History . ISS Russian Segment . ... Production . ... Designed for attachment of the belt to the composite material socket. ... Contribution of RSC Energia to the Russian Rocket-Space Technology . ... RSC Energia: Progress MS-02 docked with the ISS.' ... 2015 JSC "S.P. Korolev RSC "Energia" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/en/conversion/prosthetic/pnk/pnk-04.html -- 31.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3052) - www.energia.ru/ )
	S.P.Korolev RSC Energia - ECOLOGICAL MONITORING

	S.P. Korolev RSC Energia - International Space Station

	S.P. Korolev RSC Energia - ISS - ISS Russian Segment







    






20. Back-Illumination Paper-Conc
 ... Using CCD Transfer Curves to absolutely characterize and calibrate all of the CCD performance parameters necessary for high performance night vision applications, two high frame rate, low noise, back-illuminated CCDs manufactured using PixelVision?s Sandbox TM CCD foundry service were described. ... To demonstrate the performance and manufacturability of multiple output CCDs, the forty output amplifier ADAPTIII CCD was tested. ... The device is currently being tested. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TUTORIAL/BackIllum/tutorial-illum-conc.htm -- 4.7 Кб -- 12.11.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2347) - www.sao.ru/ )
	Maximum limits

	Symbol Substitution in Command Procedures

	Parameter estimation
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