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Показаны документы, содержащие фрагменты текста из документа

 http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/libcfitsio/libcfitsio-3.310/fpackguide.pdf.









1. Program parameters

Next: Program use Up: Description of program searchdup Previous: Description of program searchdup . Parameter input is done with a graphic user interface. ... Input file: Name of the input catalog file. It has to be formatted, one record per source/observation, according to the format used in the Arcetri observations and source archives. ... Minimum number of observations per source Source with less than this number of independent observations are not included in the output file . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/red/searchdup/node2.html -- 8.0 Кб -- 30.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7023) - www.arcetri.astro.it/ )
	Program use

	Description of program searchdup







    






2. http://www.atnf.csiro.au/computing/software/gipsy/sub/savepar.dc2

Function: SAVEPAR Purpose: Save to file all HERMES user input parameters for issuing task. Category: USER-INTERFACE File: srvreq.c Author: J.P. Terlouw Use: INTEGER SAVEPAR( FILENAME Input character*(*) ) Description: This function enables a program to save all actual user input parameters to a file. Updates: Jul 1, 1998: JPT, Original document




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/gipsy/sub/savepar.dc2 -- 1.5 Кб -- 05.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18018) - www.atnf.csiro.au/ )
	Scheduling Mark II Observations

	Parameter Set CentralProcessor 0.11 documentation

	User Parameters - Spectral-line Imaging CentralProcessor 0.11 documentation







    






3. Model Spectra for Spectral-Fitting Program

 ... The models provided are: . abs - absorption of x-rays by neutral gas with solar abundances. parameter 1 = . ... parameter 2 = . ... normalization - logarithmic value of the flux density at 1 keV in units of keV cm -2 s -1 keV -1 . ... normalization - logarithmic value of the normalization of the gaussian in units of keV cm -2 s -1 . ... absorption ( params )* model ( params ) . ... A single value for the normalization (i.e., fixed normalization) will force the program to use that value. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/PROS/PUG/node139.html -- 12.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3629) - hea-www.harvard.edu/ )
	*plcreate* -- Defining a Region

	Parameters







    






4. Izmccd

Загрузить программу (~10 MB). ... Программа izmccd предназначена для высокоточной астрометрической обработки числовых изображений небесных объектов. Программа позволяет получать как измеренные, так и экваториальные координаты малых планет, комет, спутников больших планет, визуально-двойных звезд и других объектов, а также идентифицировать уже известные малые планеты и найти на числовых изображениях движущиеся объекты. ... Программа является бесплатной. ... Автоматическая обработка, один объект. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.izmccd.puldb.ru/ -- 6.0 Кб -- 29.05.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12) - www.izmccd.puldb.ru/ )






    






5. The main observational parameters

 ... Column 1 gives the object name from the Case or Markarian catalogs. ... For Markarian galaxies the errors of coordinates usually lie inside 2'' (Lipovetsky [ 1983 ]). Column 4 gives the eye-estimated apparent blue magnitudes according to the same sources. ... Other names of a galaxy we give in column 7. ... In column 3 we cite the original emission-line code of the galaxy for the strength of [O III ] doublet according to the Case catalog (s - strong, m - medium, w - weak). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Laboratory/Publications/1997/CasePR/node7.html -- 10.4 Кб -- 10.01.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1943) - www.sao.ru/ )
	HyperLEDA documentation: parameter: lc

	Running a Program within MIDAS

	General Information







    






6. Tutorial on Fortran 90, Digital UNIX

System parameters on Digital UNIX . ... Digital and Cray use the number of bytes as the KIND -parameter. ... LOGICAL Default byte word KIND  number  = 4 1 4 LOGICAL Default  double   quad  KIND  number  = 4 8 16 INTEGER int15 int31 int63 KIND  number  = 2 4 8 digits = 15 31 63 radix = 2 2 2 range = 4 9 18 huge = 32767 2147483647 9223372036854775807 bit_size = 16 32 64 REAL  single   double   quad  KIND  number  = 4 8 16 digits = 24 53 113 maxexponent = 128 1024 16384 minexponent = -125 -1021 -16381 ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/alpha.html -- 10.4 Кб -- 13.03.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/alpha.html -- 10.4 Кб -- 13.03.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2600) - crydee.sai.msu.ru/ )
	NAG's Fortran 90

	Keyword arguments and default arguments

	Relationship Between Auto Chirplet FF Plane and Radon Transform







    






7. http://www.astro.louisville.edu/software/archive/colorspec/colorspec-1.0/README

Programs to generate color spectra ================================== These programs were developed to produce realistic color spectra from digital data. ... The distribution here contains the original source code for colorspec and solar in C, and a version of solar written in Fortran. ... It will produce a color spectrum of any digital spectrum. ... The 800x50 image solarflux.ppm was generated by colorspec and the file fluxatlas.dat, a reformatted NSO Solar Flux Atlas in the data directory. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/archive/colorspec/colorspec-1.0/README -- 4.8 Кб -- 23.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>451) - www.astro.louisville.edu/ )
	Uses of Class ij.macro.Program (ImageJ API)

	Uses of Class ij.plugin.frame.Editor (ImageJ API)







    






8. . The . MASS . Group .

 ... Measurement of the MASS detectors parameters with mass program January 24, 2015 [112707] . MASS/DIMM electronics. ... Turbina-core(D): Dimm User Guide. ... N.Shatsky, V.Kornilov, The revision of the MASS/DIMM star catalogue. ... О.Возякова, В.Корнилов, Н.Шатский, Новое программное обеспечение прибора MASS/DIMM. ... V.Kornilov, N.Shatsky, S.Potanin, O.Voziakova, B.Safonov Preliminary results of astroclimate parameters measurements at the Sternberg 2.5m telescope installation site. ... 




      
[
Сохраненная копия

] 
 Ссылки http://curl.sai.msu.ru/mass/docs.shtml -- 10.3 Кб -- 27.06.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>24) - curl.sai.msu.ru/ )






    






9. Sfit Control Language: Classified Listing

 ... spectrum . ... sfit . ... define >macro_name< : define a macro . ... meth_range <w1> <w2>: Set wavelength range for fit . data_spectrum <name> : data in "spectrum" format . ... data_sigma <sigma> : define mean standard error in data . ... data_line_set | ... NB: synth uses multiple calls to spectrum , so various Spectrum commands may also be required. synth : find optimum fit by adjusting abundances, v turb , v sin i , and v rad . ... save <fit> : Save the spectrum and best fit from synth . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/guide/scl_classified.html -- 12.8 Кб -- 18.08.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1545) - star.arm.ac.uk/ )
	SCL Sfit Genetic Commands

	Spectrum - control

	SCL General Commands







    






10. http://www.mrao.cam.ac.uk/~rachael/compphys/examples/verlet.f90

Program for Verlet algorithm program verlet implicit none integer,  parameter  :: dp = kind(1.0d0) integer,  parameter  :: num_steps = 10000  real (dp),  parameter  :: pi = 3.141592653589793d0  real (dp),  parameter  ::  mass  = 1.0d0 / pi  real (dp),  parameter  :: spring = pi  real (dp),  parameter  :: tstart =  0.0d0   real (dp),  parameter  :: tend = 10.0d0  real (dp),  parameter  :: rstart =  0.0d0   real (dp), ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~rachael/compphys/examples/verlet.f90 -- 2.1 Кб -- 13.09.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1130) - www.mrao.cam.ac.uk/ )
	http://www.mrao.cam.ac.uk/~rachael/compphys/examples/euler.f90

	http://www.mrao.cam.ac.uk/~rachael/compphys/examples/runge.f90

	http://www.mrao.cam.ac.uk/~rachael/compphys/examples/cell_list.f90







    






11. http://www.stsci.edu/hst/HST_overview/documents/multidrizzle/ch52.html

 ... The software was originally developed as a set of Fortran routines which were available both as stand-alone executables and as IRAF tasks in the Dither package. ... This set of code formed the basis for a more automated task for aligning images to produce distortion-corrected images; namely, the Python task PyDrizzle (Section 5.3) . Finally, all the steps required to identify cosmic rays using the aligned images produced by PyDrizzle were automated in the Python task MultiDrizzle (Section 5.4) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/HST_overview/documents/multidrizzle/ch52.html -- 10.5 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8385) - www.stsci.edu/ )
	http://www.stsci.edu/hst/HST_overview/documents/multidrizzle/multidrizzleTOC.html

	Wavecal Parameters Table

	UDF/ACS Parameters: . Pointing, Filters, Depth, and Status







    






12. The SRON-HeaD Data Analysis System





