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Показаны документы, содержащие фрагменты текста из документа

 http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/libsbig/LinuxDevKit/release/docs/SBIGClassLibrary.pdf.









1. WindowManager (ImageJ API)
 ... public class WindowManager . ... This class consists of static methods used to manage ImageJ's windows. ... static void . ... Adds the specified window to the Window menu. static boolean . ... Returns a reference to the active image or null if there isn't one. static ImageWindow . ... Makes the image contained in the specified window the active image. static void . ... Returns the first image that has the specified title or null if it is not found. public static void addWindow (java.awt.Frame win) ....



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/WindowManager.html -- 25.4 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>734) - www.astro.louisville.edu/ )
	Uses of Class ij.process.ImageStatistics (ImageJ API)

	Uses of Class ij.gui.ImageWindow (ImageJ API)

	ImageStack (ImageJ API)







    






2. Block Device Drivers
 ... Note: This has not been updated since changes were made in the block device interface to support block device loadable modules. ... To mount a filesystem on a device, it must be a block device driven by a block device driver. ... Instead, your driver uses block_read() and block_write() , which are generic functions, provided by the VFS, which will call the strategy routine, or request() function, which you write in place of read() and write() for your driver. ... DEVICE_NAME is simply the device...



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/linux/khg/HyperNews/get/devices/block.html -- 9.9 Кб -- 23.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8288) - www.arcetri.astro.it/ )
	HwB: VHS Video Camera Connector (Offline)

	HwB: Plug and Display Analog/Digital (P -A/D) Connector (Offline)

	HwB: Plug and Display Digital (P -D) Connector (Offline)







    






3. KPNO 4-meter Active Primary - Software
 ... 216, Astronomical Data Analysis Software and Systems IX, eds. N. Manset, C. Veillet, D. Crabtree (San Francisco: ASP), 385 . ... A software system for active control of the KPNO 4-meter primary mirror is presented. The system consists of an embedded PC running RT-Linux, controlling a set of A/D and D/A modules. ... The primary mirror is supported by 33 pressurized units. ... The communication with the Telescope Control System is implemented using a KPNO standard ``software router'' package. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P2-06/ -- 11.4 Кб -- 04.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1687) - www.adass.org/ )
	IDL-based Database of Solar Active Regions

	ADASS 2002 Conference Proceedings

	ADASS 2003 Conference Proceedings







    






4. Multi-Rsh parallelized rsh program
multi-rsh is a perl script which runs the same command on multiple machines, in parallel, and provides reasonable, adjustable timeouts for those machines which fail to answer. Both standard output and standard error are returned through the same channel, and all output has the hostname prepended to each line. Multi-rsh must be run as root (remote jobs can be set to run as any user, see Options below). ... Neither form allows you to directly pass input to the remote programs. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/Tech/multi-rsh.html -- 7.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2103) - hea-www.harvard.edu/ )
	The XImtool Control Panel

	Martin Elvis - Brief Biography

	Harvard College Observatory History in Images







    






5. Spectropolarimetry of the standard HD204827
.



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/papers/fig1.html -- 1.5 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/papers/fig1.html -- 1.5 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/papers/fig1.html -- 1.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>989) - jet.sao.ru/ )
	comedi_fileno

	pipe() - Low level Piping

	comedi_errno







    






6. Conference 98
All abstracts are due on 1 June 1998, these should be on one A4 page. A simple LaTeX template is given below. Please email LaTeX file to ambn@star.arm.ac.uk . ... Here comes the author(s) of the paper, please indicate within $^...$ %% the number which corresponds to the institute of each author. {\bf{ W. Me$^1$, A.N Other$^{2,3}$ \ N. Another$^2$}} %% Here write your institute name(s) and address(es), %% the number in $^..$ indicates your author number, for example: $^1$ {Here .. ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/conference98/Abstracts.html -- 3.0 Кб -- 22.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1955) - star.arm.ac.uk/ )
	Simon Jeffery's Software Store: TAP housekeeping

	Armagh Observatory

	Solar Active Region 10999 by Deirdre Kelleghan | International Year of







    






7. Mars by ?85? NASA?s alternative history | Astronotes
Astronotes Armagh Planetarium's Stellar Blog! ... Space Flight . ... 1976:NASA?s Space Shuttle climbs to orbit . ... 1972:The first American space station, Skylab 1, is placed into orbit and inhabited by a series of three man crews. ... 1973:NASA sends the first two probes in the Voyager program to Mars, more follow every other year throughout the 1970тАЩs preparing the way for the manned Mars missions to follow. ... 14 August 1983 The first Mars mission arrives back in orbit around Earth. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.armaghplanet.com/blog/mars-by-85-nasas-alternative-history.html?replytocom=815007 -- 60.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2222) - www.armaghplanet.com/ )
	Stargazing the Night Sky Course Returns in April | Astronotes

	Armagh Planetarium Events







    






8. TwistedActor.Actor Standard Commands
 ... Standard Commands . ... TwistedActor.Actor is core code for writing an actor: an instrument control computer (ICC) or hub-based script that does something useful. This manual describes the standard commands and keywords that any actor based on TwistedActor.Actor will support. All actors based on TwistedActor typically support the following standard commands (plus additional device-specific commands documented in that actor's manual). ... Connect one or more devices (if not already connected). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/twistedActor/standardCommands.html -- 6.4 Кб -- 19.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>966) - www.apo.nmsu.edu/ )
	Hardware Controllers

	TclActor

	Guider Mechanical Commands







    






9. RTT150 Technical Description
RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>715) - hea.iki.rssi.ru/ )






    






10. Additional problems at the transition
A problem, that can arise when moving from Fortran 77 to Fortran 90, is dependent on a usual deviation from the standard, and has to do especially with user programs. ... With many Fortran 77 implementations we wrote PROGRAM TEST REAL X WRITE(*,10) 10 FORMAT('Give X = ',$) READ(*,*) X WRITE(*,*) X END In Fortran 90 we use "non-advancing I/O" instead. ... In some old Fortran dialects the statement TYPE was u




