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Показаны документы, содержащие фрагменты текста из документа

 http://www.astro.spbu.ru/staff/vlar/posobie.pdf.









1. Guider Mechanical Commands

 ... PISTON piston . ... this command is not used by the TCC The guide camera mechanical controller sets the filter, focus and other mechanical functions, but not the position of the guide camera in the focal plane. Positioning, if available, is handled by one or two guider position axes controllers , one per axis of motion. ... Notifies the controller that subsequent commands apply to the guider mechanical controller. ... Sets the piston of the guider to the specified value (in decimal microns). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/GuiderMechCommands.html -- 5.9 Кб -- 14.03.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>704) - www.apo.nmsu.edu/ )
	TUI:TUI Menu:Log Windows

	DIS Commands

	TUI:Instruments:Agile:Agile window







    






2. Filters (ImageJ API)

 ... This method is called once when the filter is loaded. ... This method should return a flag word that specifies the filters capabilities. ... With CONVERT_TO_FLOAT, the filter is called with the image data converted to a FloatProcessor (3 times per image for RGB images). ImageJ will lock the image before calling this method and unlock it when the filter is finished. For PlugInFilters specifying the NO_IMAGE_REQUIRED flag and not the DONE flag, run(ip) is called once with the argument null . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/filter/Filters.html -- 15.9 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>829) - www.astro.louisville.edu/ )
	Uses of Interface ij.plugin.filter.PlugInFilter (ImageJ API)

	ij.plugin.filter (ImageJ API)

	Rotator (ImageJ API)







    






3. mod_sed - Apache HTTP Server

 ... Apache HTTP Server Version 2.4 . ... Filter Input (request) and Output (response) content using sed syntax . ... sed_module . ... mod_sed is an in-process content filter. ... However, unlike sed , mod_sed doesn't take data from standard input. Instead, the filter acts on the entity data sent between client and server. mod_sed can be used as an input or output filter. mod_sed is a content filter, which means that it cannot be used to modify client or server http headers. ... mod_sed . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/manual/fr/mod/mod_sed.html -- 12.1 Кб -- 19.11.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1997) - www.arcetri.astro.it/ )
	mod_ext_filter - Apache HTTP Server

	Converting Modules from Apache 1.3 to Apache 2.0 - Apache HTTP Server

	Filters - Apache HTTP Server







    






4. SCORPIO-2 project: filters

 ... Parameters . Filters . ... Direct images . ... The SCORPIO-2 project: . Spectral Camera with Optical Reducer for Photometric and Interferometric Observations - 2 . The broad-band glass filters made in SAO RAS are used for the observation in the Johnson-Cousins (UBVRI) photometric system in the direct images mode. The glass filters transmission curves are shown by solid line. ... The filters transmission curves of the `comets' filters measured with the SCORPIO-2 in the F/4 beam. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lsfvo/devices/scorpio-2/filters_eng.html -- 11.5 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>679) - jet.sao.ru/ )
	comedi_dio_config

	LSVFO: SCORPIO filters







    






5. Combining Region and Table Filters

This document discusses the conventions for combining region and table filters, especially with regards to the comma operator. Filter specifications consist of a series of boolean expressions, separated by commas. ... Region and table filters can be combined: foo.fits[circle(10,10,3),pi=1:5] or even: foo.fits[pha==1 (10,10,3),pi==2 (20,20,8,5)] In these cases, it is not obvious whether the command should utilize an or or and operator. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/funtools/combo.html -- 4.3 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1179) - hea-www.harvard.edu/ )
	Table Filtering with Indexes

	ST-6 Data Collection

	The AstroStat Slog Kalman filter







    






6. Original Xiaomi Mi Position Activated Carbon Filter Кардиган длинный

 ... Original Xiaomi Mi Position Activated Carbon Filter . Brand: Xiaomi . ... Package Contents: 1 x Original Xiaomi Mi Position Activated Carbon Filter . Цвет: узор черный/экрю . ... Цвет: серебристый . ... Цвет: серый . ... Пол: Женский . ... Цвет: Синий . ... Пол: Для девочки . ... Джинсовая куртка темно-синего цвета марки MAYORAL для девочек. ... Цвет: белый . ... Цвет: Черный . ... Пол: Мужской . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku6533.html -- 25.4 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>484) - astrokuban.info/ )
	Технологичные квесты в Москве Колбаса Велком Докторская вареная

	Набор для изготовления картин Клевер Приятного чаепития, мишка! от 5 лет АБ

	Платье Aurora Firenze - Aurora Firenze - Aurora Firenze Zomei 82mm UV







    






7. Remote telescopes

.




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/~dmbiz/Lrobot.html -- 2.4 Кб -- 22.02.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>630) - comet.sai.msu.ru/ )
	rtftohtml Users Guide - Title

	rtftohtml Users Guide - 3 What about Graphics?

	rtftohtml Users Guide - 2 How it works







    






8. Feature enhancement: filtering and denoising

Next: Feature enhancement: normalizing Up: No Title Previous: Feature enhancement: pulsing . The inverse transform is at the core of the best known applications of wavelets: data compaction and numerics. ... Two applications fall within our scope: filtering and denoising. Filtering consists of using only a portion of the wavelet map in the inverse transform process, masking out certain durations. ... Figure 23: Filtered reconstruction of the intermittent signal. ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Tutor.dir/node19.html -- 3.8 Кб -- 12.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1105) - crydee.sai.msu.ru/ )
	Index of /ftproot/pub/rec/music/lyrics/cs-uwp/f/filter

	Adding Variables to CONFIG.SYS







    






9. Russian Turkish 1.5-m telescope

 ... Telescope . ... Filter wheel . 8 places for 50x50mm size, 5mm thick filters . Filter sets . ... If 2Kx2K CCD-camera Andor DW-436 is used, the field of view is 8'x8'. There is also a possibility to use fast 1Kx1K electron multiplying CCD-camera Andor iXon DU-888. In this case the FOV is 4'x4', and frame rate can be set to up to few hundreds Hz, when small part of CCD is used. ( more details .. High Energy Astrophysics Department 2016 IKI RAN ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea.iki.rssi.ru/rtt150/en/index.php?page=photometer -- 4.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>96) - hea.iki.rssi.ru/ )
	RTT150 Technical Description

	Test images from RTT150







    






10. Simon Jeffery's Software Store: PHOT library

This library currently provides subroutines used to transform theoretical spectra to intermediate and broad-band photometric indices. ... Typical tasks are the response functions and transmission curves for various filters, mirrors and photomultiplier windows. ... The response is zero outside the given wavelength range. ... real . input . Wavelength in nanometres . PHOT_1P21 . ... PHOT_AIR . ... PHOT_ALUM . ... Inputs must be valid as for PHOT_FILTER, PHOT_AIR, PHOT_ALUM and PHOT_1P21. ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/software_store/phot.html -- 5.4 Кб -- 04.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>830) - star.arm.ac.uk/ )
	Armagh Observatory

	SCL Sfit Commands

	Solar Eclipse, 3 October:







    






11. Improvements in Filter Design for Removing Galactic ``Cirrus'' from IRAS Images

 ... Next: Star Finding and Up: Image Restoration and Previous: Multiresolution and Astronomical . ... Design improvements continue to be made in the filter developed using mathematical morphology principles for the Infrared Astronomical Satellite ( IRAS ) images. The purpose of this filter is to eliminate Galactic cirrus emission from extragalactic fields. ... With an appropriate normalization, the filter curve was applied to each pixel in the image to remove the Galactic cirrus. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/basartj.html -- 11.6 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1127) - www.adass.org/ )
	A New Entropy Measure Based on Multiple Resolution and Noise Modeling

	Kalman Filtering in Chandra Aspect Determination

	A User Friendly Planning and Scheduling Tool for SOHO/LASCO-EIT







    






12. A computer controlled low light photometer for nightglow observations

A computer controlled low light photometer for nightglow observations. Hardware units of portable photometer for low light measurements, especially night glow emission is described. ... Interface card contain three channels of 24 bit counter, 4 channels of 12 bit ADC and the buffer bus for the controlled motors of the altazimuthal fork mounting and filters wheel, the position encoders. ... Where N( ) is output signal photometer generated input light flux F( l ) . ... PMT # . 599 . ... 




      
[




