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Показаны документы, содержащие фрагменты текста из документа

 http://www.atnf.csiro.au/management/atuc/2011oct/docs/ATUC_25Oct2011_DMcC.pdf.









1. ESO - Paranal Science Operations: End of Missions Report

 ... Science . ... Science Users Information Paranal Science Operations Visitor Information jump to navigation jump to content . Paranal Facilities . ... Offered Instruments . ... Paranal News . ... Paranal Telescopes Overview . Telescopes and Instruments . ... Overview . ... Manuals . ... Instrument Operation Team . ... Paranal Science Operations . ... Please submit one report per observing run or telescope/instrument combination. ... About ESO in general: . ... Telescope/Instrument Manuals: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/php/sciops/EoM/ -- 49.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>52400) - www.eso.org/ )
	ESO - La Silla Science Operations

	System configuration

	ESO - Visitor Mode Phase 2 Guidelines







    






2. ATCA_Report

It has been a busy time farewelling old and welcoming new staff members. ... Debbie has joined us as a cleaner and Lodge assistant, while Eric will work on the antenna drives and other power control systems. ... Millimetre observing during January (summer!) term was restricted to four 12-mm proposals (one of which experienced rain) and various tests. ... During the May term, millimetre observations at Mopra will be jointly run by the ATNF and UNSW, with each allocated six weeks of observing time. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/news/newsletter/jun02/ATCA_Report.htm -- 8.2 Кб -- 23.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>32023) - www.atnf.csiro.au/ )
	PmWiki | Observing / Tcs

	Second: Create a session on the correlator control computer lbaccc

	Pulsar group | Observing / Psrcorr







    






3. Winer Observatory Command and Control

Winer Observatory P.O. Box 797, Sonoita, Arizona 85637-0797, USA . ... 2/3-m Telescope . ... Site . ... Commanding . ... In a typical robotic observing scenario, each afternoon, a telescope control computer obtains a set of objects to observe from its home institution from a command or script file. ... The file is then transferred to the telescope control computer at the Winer Observatory in Sonoita. ... The Iowa control computer then begins processing the telrun.sls file. ... 2013 Winer Observatory. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.winer.org/Site/Commanding.php -- 13.6 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>75) - www.winer.org/ )
	Winer Observatory Operations







    






4. Siding Spring Survey Follow-up Obs

Follow-up astrometry and recoveries are made with the ANU 40 inch (1.0-m) f/8 reflector at Siding Spring Observatory (IAU code 413). ... A routine follow-up of 2003 WY153 on 2003 Dec 15 became much more than routine when a faint object with unusual motion vector was found close to the target asteroid. ... During routine astrometry with the 1.0-m to improve the orbit of the Apollo asteroid 2004 CB, the asteroid was found on March 30 to have a short tail! ... Siding Spring Survey Main Page . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~rmn/follow-u.htm -- 13.0 Кб -- 16.02.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>601) - www.mso.anu.edu.au/ )






    






5. The Computer Hardware and Relevant Equipment

 ... Currently a 50MHz 486DX PCBrand personal computer, located on the fourth floor in the warm room in lab number 443C, is used to control the charge coupled devices (CCDs). ... The PC is connected to a monitor and keyboard in the warm room and another pair in the dome itself. ... An intercom system simplifies communication between the dome and the warm room. ... The second intercom in the dome is used for two way communication between the dome and the warm room. ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~swolk/thesis/node54.html -- 5.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3860) - hea-www.harvard.edu/ )
	A Night At The Telescope







    






6. Remote Observing With Java

 ... Up: Telescope and Instrument Control Systems . ... The software is based on a client/server architecture and provides remote access for controlling, monitoring and troubleshooting the array. ... The server software is developed in C++ and runs on a UNIX host machine. ... This computer demonstration consists of remote observing with the Caltech Millimeter Array located at Owens Valley in California to show the feasibility and features of this software package. ... Figure 2: Array Status window. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/shuklah/ -- 8.3 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1837) - www.adass.org/ )
	ADASS 2002 Conference Proceedings

	NAOS Computer Aided Control: an Optimized and Astronomer-Oriented Way of

	Real-Time Linux Driving a Spectrometer







    






7. Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,

 ... Meade Instruments Corporation . ... Autostar Computer Controllers . 497 Autostar . ... One of the most important advances in telescope control in the past 25 years, the Meade #497 Autostar Computer Controller turns the ETX into an automatic celestial object locating system. ... The #497 Autostar Computer Controller plugs into the control panel of ETX-90EC, ETX-105EC, and ETX-125EC telescopes and enables automatic location of more than 30,000 celestial objects. ... about meade | ... Meade 4M | ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/catalog/autostar/497_autostar.html -- 19.6 Кб -- 19.03.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2494) - www.meade.com/ )
	LS 3.5" Color LCD Video Monitor

	LX200 and LX600 Sensor Control Board (Left Forkarm)

	LX200 and LX600 Sensor Control Board (Left Forkarm) - Parts - Products







    






8. http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/imager-sw.pdf

ICC/Hub Software Overview Requirements · · · · Monitor and control the instrument's robotics. ... Design · · Computer and software is in the computer room, named the ICC, which means Instrument Control Computer. Instrument's robotics and telemetry uses smart Ethernet I/O devices. ... Filter wheel changes for a variety of different wheel types (mix of filter sizes and number of filters in a wheel). ... Imager Robotics and Telemetry Requirements · · · · · · Stepper motor for filter wheel. ... 




      
[
Текст

] 
 Ссылки http://www.apo.nmsu.edu/arc35m/Instruments/ARCTIC/Development/ImagerPDR/imager-sw.pdf -- 39.0 Кб -- 05.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>985) - www.apo.nmsu.edu/ )
	Facility.html

	Spectrograph Interface Control

	Untitled Document







    






9. http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCWII_S-1438.pdf

PowerCommand Software For Windows (PCW 2.5) Description PowerCommand Software for Windows v2.5 provides advanced monitoring and control for Cummins Power Generation and other customer equipment via the PowerCommand Network. ... Features · Scalable software interface to Cummins Power Generation Products to allow a wide range of capabilities, ranging from simple direct-connected data gathering to total system monitoring. ... Tabular view of data for Cummins network components. ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCWII_S-1438.pdf -- 546.7 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6051) - www.naic.edu/ )
	http://www.naic.edu/~phil/hardware/datatk_boot_seq.html

	The Arecibo User Manual for Astronomers

	A Checklist of Things to Have Before You Observe







    






10. Summary of on-board computers

. Executes spacecraft command timeline. Provides pointing control, power system control, gathers telemetry, provides routine safemode protection, and much more . Executes SI command timeline. Provides safety monitoring, special purpose computing, and data interface for SIs. SI specific operations, science data formatting and processing, local health and safety monitoring. Provides safemode control for HST when DF-224 is down . Previous slide . Next slide . Back to first slide . View graphic version . Ъ




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/training/events/HowHSTWorks/SSD990225/tsld002.htm -- 2.4 Кб -- 23.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19012) - www.stsci.edu/ )
	John J. Boia, CSC Programmer

	VAX Computer Account Request: Operations Cluster

	Projects and Papers







    






11. BTA

. This is BTA "indome" main server computer tb.sao.ru . It is local address in SAO's Intranet. But it is visible from Internet through our Web-site proxy as: http://www.sao.ru/tb/ . BTA TSC online Web-pages located here: http://www.sao.ru/tb/tcs/ . BTA WebCameras: . "In-Dome" TV-camera . and it's last images . "Outdor" TV-camera . and it's last images . Also, one can find here some documents: .




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/tb/ -- 3.8 Кб -- 10.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2525) - www.sao.ru/ )
	Zeiss-1000 TCS computer

	ESO-MIDAS: System Overview

	Getting the observations







    






12. Configuring DIMMWIT Computers

This note outlines how to configure the computers needed to run DIMMWIT. ... dimmwit : ICE (single-board computer in a box) that runs the Starlight Express CCD camera, to which it is connected by a USB interface. dimmwithost : displays the finder application via the X protocol (finder actually runs on dimmwit). Acts as a file server; both the finder software and the DIMM data are stored on dimmwithost. ... mkdir -p /data/oberon/data/finder . chown coast:coast /data/oberon/data/finder . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~jsy1001/dimmwit/configure.html -- 7.8 Кб -- 01.06.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3215) - www.mrao.cam.ac.uk/ )
	Part II Computational Physics - UNIX access

	Galaxy Evolution: Computing







    






13. Access control

 ... The user database is traditionally contained in the /etc/passwd љ file. Some systems use shadow passwords , and have moved the passwords to /etc/shadow љ . ... However, installing shadow passwords later onto a system that did not support them can be difficult. ... The crack љ program can be used to crack passwords; any password it can find is by definition not a good one. ... The user group database is kept in /etc/group љ ; for systems with shadow passwords, there can be a /etc/shadow.group љ . ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/sag-0.4/node78.html -- 5.6 Кб -- 04.05.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2486) - star.arm.ac.uk/ )
	C.J. Butler, Research Astronomer

	Logins via the network







    






14. Cray

Fortran 90 properties already in CF77 . ... Only the old form (fix form) of the source code is available. ... LOGICAL Default  KIND   number  = 8 INTEGER Default int7 int15  KIND   number  = 6 1 2 digits = 46 7 15 radix = 2 2 2 range = 13 2 4 huge = 70368744177663 127 32767 bit_size = 46 8 16 INTEGER int31 int46 int64  KIND   number  = 4 6 8 digits = 31 46 63 radix = 2 2 2 range = 9 13 18 huge = 2147483647 70368744177663 9223372036854775807 bit_size = 32 46 46 REAL half Default,single  double   KIND ... 




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/f77to90/cray.html -- 11.0 Кб -- 24.10.1996

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/f90/cray.html -- 11.0 Кб -- 24.10.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4842) - crydee.sai.msu.ru/ )






    






15. S.P.Korolev RSC Energia - YAMAL-200 COMMUNICATIONS SATELLITE

BUS MODULE . The bus module together with the unified propulsion module meets all the payload requirements, is of multi-purpose design and provides ample functional redundancy . On-board systems include all the systems needed to support the operation and monitoring of the payload equipment and the spacecraft as a whole: . ... Basic design option . ... Increased power design option . ... YAMAL-200 COMMUNICATIONS SATELLITE . ... Official WEB-site of S.P.Korolev RSC Energia . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/english/energia/usp/yamal-200/yamal-200_02.html -- 9.2 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2913) - www.energia.ru/ )
	S.P.Korolev RSC Energia - ECOLOGICAL MONITORING

	S.P.Korolev RSC Energia - LAUNCHERS

	INTERNATIONAL SPACE STATION







    






16. Cosmic evolution in a computer | Astronomy.com

 ... Tonight's Sky . ... The Magazine . ... Observing . ... Gravitational wave search provides insights into galaxy evolution and mergers . ... The double star 54 Leonis, spiral galaxy NGC 3198, and emission nebula NGC 3199 . ... Astronomy for Kids . ... Cosmic Adventures . ... Cosmic evolution in a computer . ... V irgo Consortium astrophysicists used a 25-terabyte databank to create a computer simulation showing cosmic structure's evolution. ... Get instant access to subscriber content on Astronomy.com...




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/magazine/2007/03/cosmic-evolution-in-a-computer -- 62.9 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5929) - www.astronomy.com/ )
	Besides computer simulations, what evidence do astronomers have to support the

	Astronomy and astrophysics rely heavily on computer modeling, but being neither

	Astronomy Magazine - Interactive Star Charts, Planets, Meteors, Comets,







    






17. XMM Science Objectives


      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/user/sciobj/science_top.html -- 1.5 Кб -- 12.11.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6463) - xmm.vilspa.esa.es/ )
	[sas-uploads] Planned computer downtime at ESAC, again

	A guided tour to the scheduling of an XMM-Newton revolution







    






18. Light Curve Templete/Observing Form For Visual SNe Observers.

 ... The following charts/text are intended as tools for monitoring the Type Ia supernovae ( SNe ) event visually or photographically (utilizing telescope equipped CCD equipment).The files include: A replication of The Type Ia  SNe , V- magnitude  (with  data  point checks from other cited references)and color index (B-V)  templete  (to indicate a general color-related trend of the type Ia ... I believe this might help alleviate some of the problems involving the making of acceptable amateur light curves...




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/mirrors/isn/snecurv.htm -- 8.3 Кб -- 02.02.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1786) - www.sai.msu.su/ )
	xntpd - Network Time Protocol (NTP) daemon

	The Network Time Protocol (NTP) Distribution

	AstroNet







    






19. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/REMOTE

 ... You will connect to the  server  ( telescope )  computer  with a  command  such as the one described below:  ssh  -L  7624 :localhost: 7624  user@remoteserver On a high speed local area network if you also want to transport X you may connect with  ssh  -Y -L  7624 :localhost: 7624  user@remoteserver Configure  SSH  without passwords =============================== On the  computer  you are connecting from ... Server Port =========== INDI accept remote commands on port 7624. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/REMOTE -- 7.2 Кб -- 14.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>490) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/REMOTE

	http://www.astro.louisville.edu/information/asa2006.pdf

	http://www.astro.louisville.edu/software/xmtel/xmtel-7.1/DOCUMENTATION







    






20. Motorize Your Telescope and add computer control, AstroGuide Listing

The AstroGuide . ... AstroGuide | ... AstroGuide Listing . ... See many more Astronomy Listings by: Category or Alphabet . Lots of details to find here about motorizing your dobsonian telescope. ... Listed Since July 15, 1998 . ... Web Site . ... Web . www.astronomy.net . About Astronomy Net | Advertise on Astronomy Net | ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag297.html -- 12.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2269) - www.astronomy.net/ )
	Gkr Computer Consulting, AstroGuide Listing

	Computers With CCD - an Astronomy Net CCD Equipment and Techniques Forum...

	Meade ETX, A Telescope For The Masses. - an Astronomy Net Article
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