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Показаны документы, содержащие фрагменты текста из документа

 http://www.atnf.csiro.au/observers/memos/AT39.3_127.pdf.









1. http://www.naic.edu/~phil/rfi/miscdevice/uprmgpsstation/20150914_gps_station_uprm.pdf

 ... 3 Test Pro cedure · We tested four components of the UPRM GPS Receiver, Fig. 1, GPS Receiver Unit (right), GPS Antenna (left), GPS Power Adapter (center); Fig. 2, GPS Battery Charger for Solar Panel (inside the case). ... 4 Figure 2: UPRM GPS Receiver Battery Charger Test Results · GPS Receiver Unit: receiver connected to GPS antenna and power adapter, separated around 1ft. ... GPS Battery Charger: receiver connected to GPS antenna, no power adapter, instead battery charger. ... 
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2. RTT150 Technical Description

RTT150 . Russian-Turkish 1.5-m Telescope . ... Until 2002 observations were mostly performed with ST-8E CCD in the 1:7.7 Cassegrain focus. ... In April, 2003 telescope was equipped with a larger-size CCD Andor DW436 . ... 2048 x 2048 pixels, . ... Since summer of 2002 the main focal detector of the RTT150 telescope was AP47p CCD in 1:7.7 Cassegrain focus. ... During September 3-13, 2002 works on installation of new autoguiding system ( photo 1 ) were carried out on RTT150 telescope. ... 
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 Ссылки http://hea.iki.rssi.ru/AZT22/ENG/focal.htm -- 11.4 Кб -- 18.02.2004
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3. Gemini South Adaptive Optics Imager Performance Calculator

 ... Dark current e - /s/pix . ... OH continuum photon/s/m 2 /arcsec 2 / m . ... Imager: . ... Adaptive Optics: . ... Object signal e - /pix . Sky thermal signal e - /pix . Sky OH continuum signal e - /pix . Sky OH line signal e - /pix . Telescope thermal signal e - /pix . AOS thermal signal e - /pix . Cryostat signal e - /pix . Dark signal e - /pix . Total signal e - /pix . ... This tool models the performance of the Gemini South Adaptive Optics Imager (GSAOI) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/gsaoi/performance/gsaoi_calc.shtml -- 34.4 Кб -- 10.04.2016
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	NIFS Performance Calculator

	GMTIFS IFS Performance Calculator

	GSAOI Instrument Description Page







    






4. CRIRES - VLT High-Resolution IR Echelle Spectrometer

 ... Instrument Status . Science Verification . ... CRIRES . ... SV observer shall submit their proposals using the Science Verification proposal template Proposers are asked to provide at least a short summary of the science goal, coordinates and magnitudes of GS and science target, a finding chart , the observing wavelength ID, as specified in appendix A of the UM and DIT, NDIT settings of science detectors as computed with the exposure time calculator (see below). ... with a 0.2 arcsec slit. ... 
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	Work being performed on an ALMA Transporter in the Transporter Shelter

	DFS OHS project Home Page

	OLAS project Home Page







    






5. XMM-Newton Planned and Performed Observations

 ... News Latest News News Archive Newsletter Quarterly Status Report . ... Data Analysis SAS News What is SAS? ... Other Links Project Related Links Research Projects Other X-ray Missions Space Weather Links . This page contains links to four sorted lists of observations planned or performed as of 12 March 2003. ... Planned Observations (sorted by type. ... Planned Observations (sorted by RA/DEC) . Performed Observations (sorted by RA/DEC) . Planned Performed Observations (sorted by RA/DEC) . ... 
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	Generation from Ground Calibration Data

	Performed Observations sorted by RA / DEC

	Merged Planned and Performed Observations, sorted by RA / DEC







    






6. Initial ``fixes'' to millimetre data

 ... The next step after loading is to apply a number of ``fixes'' that are important for 3-mm data. ... By default atfix applies the ``standard'' gain/elevation model for the antennas. ... As mentioned above, the ATCA uses the chopper wheel method to measure an above atmosphere system temperature. ... On the night of an ATCA reconfiguration, a solution for the antenna positions is derived. ... Task atfix corrects the data for an improved antenna location solution via the dantpos parameter. ... ATFIX . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node209.html -- 9.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6415) - www.atnf.csiro.au/ )
	Massaging Steps Performed by UVREAD - UVSET

	ASKAP News: Initial system tests performed on Mk II PAF | Australia Telescope

	atfix







    






7. Successful launch of Dnepr launch vehicle performed on 17 August 2011

 ... ISC Kosmotras . ... Dnepr launch record 17 August 2011. Cluster Launch of Dnepr LV 22 August 2013 KOMPSAT-5 Launch 21 November 2013. Dnepr Cluster Mission 2013 19 June 2014. ... Dnepr launch vehicle carrying eight payloads blasted off from Yasny launch base (Orenburg Region, Russian Federation) on August 17, 2011 at 11:12:20 Moscow time (07:12:20 UTC). ... ISC Kosmotras extends its congratulations on the launch success to all the mission participants! ... 17.08.2011 . ... Mission profile . ... 
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8. S.P. Korolev RSC Energia - International Space Station

 ... S.P. KOROLEV ROCKET AND SPACE CORPORATION ENERGIA . ... OAO RSC "Energia" . ... Company's History . ... History . Brief History of Rocket and Space Technology . ... Flights Chronology . ... Project History . ISS Russian Segment . Steps of ISS Assembly . Spaceflights Chronology . Chronology of Extravehicular Activity . ISS 45/46 . ... Rocket Space Complexes . ... Launches Chronology . ... Automatic Space Systems . ... HISTORY . ... 2015 JSC "S.P. Korolev RSC "Energia" . ... 
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	S.P.Korolev RSC Energia - LAND LAUNCH SYSTEM

	OFFICIAL PRESS-RELEASE - S.P. KOROLEV ROCKET & SPACE CORPORATION ENERGIA

	INTERNATIONAL SPACE STATION







    






9. Calibration and Performance Control for the VLT Instrumentation

Next: The ESO VLT CCD Detectors Software . ... Up: Instrument-Specific Software . ... The framework for data calibration and analysis of the VLT instrumentation is presented, based on the concepts of a calibration plan, pipeline calibration, quality control, and archiving of calibrated data for a ground-based observatory. ... Quality Control Pipeline provides quality assessment for instrument performance data and observing conditions, and tests the results of the Reduction Pipeline. ... 
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	The ESO VLT CCD Detectors Software

	ESO Photometric and Astrometric Analysis Program for Adaptive Optics

	The AXAF Science Center Performance Prediction and Calibration Simulator







    






10. Data reduction

Next: Results of follow-up spectroscopy Up: Spectral observations and data Previous: Spectral observations and data . ... The reduction of the originally two-dimensional CCD data included standard steps such as: bias and dark subtraction, flat-fielding, cosmic-ray removal. ... In the final spectra showing emission lines, redshifts and line fluxes are measured applying Gaussian fitting. ... The line [O II ] 3727 ? ... For all spectra, the individual emission line fluxes of the H , [N II ] 6548,6583 ? ... 
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	Wavelength calibration

	Reduction of photometric data

	Background Correction







    






11. harak_e

The beam pattern and the polarization characteristics . of the radio telescope RATAN-600 . The Mueller matrix elements was computed via formulas [1]: . ... The BP were computed by the aperture method, proceeding from the fild distribution in the aperture of the primary mirror. The components of the main and cross-polarization components of the electric field in the vertical aperture of the primary mirror was computed in Frenel diffraction approximation. ... 
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	The spectrograph design and the observing procedure

	NES NES

	SCORPIO adapter







    






12. CONICA: The high resolution near-infrared camera for the ESO VLT

 ... Design of Imaging Optics . Analyzing Optics . ... The high resolution near infrared camera (CONICA) for the first VLT unit telescope is under development. It serves as a multi-mode instrument for the wavelength region between 1.0 and 5.0 microns, providing diffraction-limited spatial resolution when combined with the adaptive optic system NAOS of the V




