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Показаны документы, содержащие фрагменты текста из документа

 http://www.atnf.csiro.au/research/WALLABY/Wallaby2010/RJurek-Wallaby2010.pdf.









1. Routines which return information about the filters in a specific component
. XMM-Newton Science Analysis System . ssclib (ssclib-3.33.4) [xmmsas_20080701_1801-8.0.0] . Meta Index / Home Page / DSS utilities . Subsections . valueIsPassedByDssComp . anyFilterOfThisAxis . numFiltersOfAxis . get1stFilterThisAxis . allFiltersPassValue . valueIsPassedByFilter . XMM-Newton SOC/SSC -- 2008-07-01



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/8.0.0/doc/ssclib/node84.html -- 3.8 Кб -- 01.07.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30456) - xmm.vilspa.esa.es/ )
	Routines which return information about DSS components







    






2. A New Entropy Measure Based on Multiple Resolution and Noise Modeling
 ... Previous: Background Fluctuation Analysis from the Multiscale Entropy . ... A new measure of information is defined which is based on noise modeling and incorporates resolution scale. Properties of this measure are discussed. ... Additionally it allows for image noise modeling, and subsequent noise removal. ... Hence information- and entropy-based processing technologies will be necessary for the effective design and implementation of large, future generation, image databases. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass98/murtaghfd/ -- 17.8 Кб -- 16.07.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1993) - www.adass.org/ )
	ADASS 2003 Conference Proceedings

	Automated Globular Cluster Photometry with DASHA

	ASC Data Structures and Model







    






3. http://www.stsci.edu/ftp/observing/status_reports/old_reports_93/hst_status_11_09_93
HUBBLE SPACE TELESCOPE DAILY REPORT #1012 PERIOD COVERED: 0800 EST Daily Status Report as of 314/1200Z. 1.0 ACTIVITIES SCHEDULED AND ACCOMPLISHED: 1.1 Completed GHRS/2 4510 (The Evolution of Boron: Implementation for Galactic Evolution) The High Resolution Spectrograph was used to make a spectrographic observation of the late type star HD184499 to help study the chemical and dynamical evolution of theat object. ... 1.3 Completed WFC 5013 (WF/PC Cycle 3 Calibration: WFC Flats Narrow. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/observing/status_reports/old_reports_93/hst_status_11_09_93 -- 6.3 Кб -- 10.11.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18646) - www.stsci.edu/ )
	http://www.stsci.edu/ftp/observing/status_reports/old_reports_95/hst_status_08_11_95

	Python: module visit_list_filters

	Power Spectral Analysis







    






4. http://crydee.sai.msu.ru/ftproot/pub/misc/doc/pm5/pm5a_inf.txt
Here is a description of the Filter/Driver Pack Plus release from Aldus. ... The Macintosh Filter/Driver Pack Plus includes several new and updated filters, including import filters for Microsoft Works 3.0 and MacWrite Pro files, as well as the most recent LaserWriter driver, version 8.1.1. ... The Filter/Driver Pack Plus also includes a patcher utility which will update PageMaker 5.0 to version 5.0a. This patcher corrects a handful of reported customer problems. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/ftproot/pub/misc/doc/pm5/pm5a_inf.txt -- 7.5 Кб -- 12.05.1995

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1828) - crydee.sai.msu.ru/ )






    






5. The AstroStat Slog Blog Archive [MADS] Kalman Filter
 ... Archives . ... I decide to discuss Kalman Filter a while ago for the slog after finding out that this popular methodology is rather underrepresented in astronomy. ... When I learned ?Kalman filter? for the first time, I was not sure how to distinguish it from ?Yule-Walker equation? (time series), ?Pade approximant, (unfortunately, the wiki page does not have its matrix form). ... Tags: Cressie , inference , Kalman filter , kriging , MADS , spatial statistics . ... Comment ( RSS ) | ... Chandra Blog ...



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/2009/mads-kalman-filter/index.html -- 23.1 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3155) - hea-www.harvard.edu/ )
	The AstroStat Slog Cressie

	The AstroStat Slog kriging

	The AstroStat Slog Kalman filter







    






6. Observing capabilities
 ... NICS will be the only infrared instrument for the first light of the TNG; as a consequence, we decided to incorporate a sufficient degree of operation flexibility by providing the instrument with six different observing modes, three aimed at imaging and three at spectroscopy: . ... It will be possible to use the narrow band filters as order sorters; this will allow to perform high resolution long-slit spectroscopy in the wavelength ranges covered by the available narrow band filters. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/nics/generale/osserv.html -- 6.1 Кб -- 28.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7776) - www.arcetri.astro.it/ )
	Filters - Apache HTTP Server

	IBIS: Technical Description

	Optical System







    






7. Gemini NIFS April 2002 Update.
The construction of NIFS is progressing well with preparations in hand for the next two cooldowns. The detailed design of all the NIFS mechanisms has been completed and the mechanisms are under construction. ... The NIFS OIWFS filter/aperture wheel and OIWFS gimbal mechanism have been manufactured by the University of Hawaii and delivered to the Australian National University. ... Vinko Medic polishing the OIWFS optable in preparation for cold-testing the NIFS mechanisms in the cryostat. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/gallery/apr02/index.shtml -- 8.0 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>553) - www.mso.anu.edu.au/ )
	GSAOI Component Supplier Links Page







    






8. http://www.naic.edu/alfa/galfa/docs/galfacts_rfi.pdf
GALFACTS MEMO: # 10 ALFA RFI Saturation Problem J. S. Dever 20 Decemb er 2006 1 Overview Observations made with ALFA can be partially or completely lost due to strong RFI saturating a component in the receiver chain. ... A determination of where the saturation is occuring should be made, and the problem solved. ... 1 Radar RFI 1.35 1.3 1.25 Power 1.2 1.15 1.1 16750 16800 16850 16900 Time 16950 17000 17050 Figure 1: Band average plot for 135 seconds showing the effect of Radar RFI in the continuum. ... 



      
[
Текст

] 
 Ссылки http://www.naic.edu/alfa/galfa/docs/galfacts_rfi.pdf -- 45.4 Кб -- 25.12.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5130) - www.naic.edu/ )
	Cold Hydrogen Clouds in the Milky Way: An Evolutionary Missing Link?

	iflo system

	high resolution decimation test







    






9. Main research and development work completed in 2012 and ready for
 ... Space Research Institute . Main . ... Main research and development work completed in 2012 and ready for implementation . ... Main research and development work completed in 2011 and ready for implementation . Main research and development work completed in 2010 and ready for implementation . Main research and development work completed in 2009 and ready for implementation . Main research and development work completed in 2008 and ready for implementation ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/eng/2012niokr.htm -- 10.6 Кб -- 16.02.2015

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/eng/2012niokr.htm -- 10.6 Кб -- 16.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1012) - www.cosmos.ru/ )
	Main research and development work completed in 2009 and ready for

	Main research and development work completed in 2010 and ready for

	Main research and development work completed in 2011 and ready for







    






10. http://www.atnf.csiro.au/whats_on/workshops/mm_science2001/talks/Wilson.pdf
 ... PARAMETERS · · · · · · · · 2 frequencies, each with 2 polarisations 2 GHz maximum bandwidth Full range of lower bandwidths 4096  channels  on all 4 Stokes parameters 8 stations 4 GSample/sec 4 -bit samplers FX  correlator   architecture  Digital  Filter  Banks Total component costs: $A3.1M MNRF2001 ATNF Component : · Total capital : $A11.8M  SKA Prototype development  SKA Technology development · 5 year project lifetime  Completion 2005/6  SYSTEM ... 



      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/whats_on/workshops/mm_science2001/talks/Wilson.pdf -- 228.4 Кб -- 23.04.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16628) - www.atnf.csiro.au/ )
	http://www.atnf.csiro.au/whats_on/workshops/synthesis2001/material/deconv.pdf

	http://www.atnf.csiro.au/management/atuc/2007may/docs/3_TechDev.pdf

	PPTA Wiki | Projects / Tnoise







    






11. http://lnfm1.sai.msu.ru/grav/english/lecture/filtering/LabN7.pdf
Laboratory work N7 Low-pass filtering. 1) Generate the signal with two periodic components and high-frequency noise. ... 2) Perform it's filtering with Panteleev filter 0 - h(t) = e 22 0 |t| 2 0 t 0 |t| cos + sin 2 2 , where 0 is a parameter. The frequency response of the Panteleev filter is ^ h( ) = 4 0 . 4 0 + 4 Select the cut-off frequency (by varying 0 ) for filtering out high-frequency periodic component and noise. 3) Plot the initial and filtered signal. ... 



      
[
Текст

] 
 Ссылки http://lnfm1.sai.msu.ru/grav/english/lecture/filtering/LabN7.pdf -- 33.1 Кб -- 25.02.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>292) - lnfm1.sai.msu.ru/ )
	http://lnfm1.sai.msu.ru/~tempus/english/science/articles/Poster_DZZ2015.pdf

	http://lnfm1.sai.msu.ru/~tempus/english/science/articles/ZotovPoster_APSG2013.pdf

	http://lnfm1.sai.msu.ru/grav/english/lecture/filtering/Lab2.doc







    






12. Meade Series 4000 Photo-Visual Color Filters
 ... Series 4000 filters thread into the barrels of virtually all 1.25" eyepiece brands. Meade Series 4000 filters are a large 26mm in clear aperture and are manufactured from the purest crown optical glass, dyed-in-the-mass ( not "color coated"); there are no finer filters available for telescopic applications. ... For visual applications Series 4000 filters thread into the barrels of all Meade 1.25" eyepieces, and into the barrels of virtually all other 1.25" eyepiece brands as well. ... Meade 4M | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/catalog/meade_4000/meade_series_4000_filters_01.htm -- 14.7 Кб -- 06.10.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2466) - www.meade.com/ )
	Meade Series 4000 Eyepieces

	Series 4000 2" Eyepiece and Filter Set

	Series 4000 1.25" Eyepiece and Filter Set







    






13. http://www.gao.spb.ru/english/as/j2014/presentations/zotov.pdf
 ... L.V.Zotov , C. M.  Bizouard   Envelope  calculation () () () E()  L.V.Zotov , C. M.  Bizouard   Envelope  calculation () () () E()  L.V.Zotov , C. M.  Bizouard   Amplitude  model and forecast 3-layer Neural Network with (7, 7, 1) neurons  L.V.Zotov , C. M.  Bizouard   Phase  model and forecast 3-layer Neural Network with (7, 7, 1) neurons  L.V.Zotov , C. M.  Bizouard   Phase  and  amplitude  models ~ Chandler ... 



      
[
Текст

] 
 Ссылки http://www.gao.spb.ru/english/as/j2014/presentations/zotov.pdf -- 2221.7 Кб -- 28.09.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>276) - www.gao.spb.ru/ )






    






14. CONICA: The high resolution near-infrared camera for the ESO VLT
 ... Design of Imaging Optics . Analyzing Optics . ... The high resolution near infrared camera (CONICA) for the first VLT unit telescope is under development. It serves as a multi-mode instrument for the wavelength region between 1.0 and 5.0 microns, providing diffraction-limited spatial resolution when combined with the adaptive optic system NAOS of the VLT (Rosset et al. ... VLT instrumentation, ALADDIN InSb detector, NIR imaging, NIR spectroscopy, re-imaging optics, IR optics . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node7.html -- 16.6 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>264) - www.stecf.org/ )
	ST-ECF IRAF package

	A Color Analysis of NICMOS Parallel Observations

	NICMOS Observes the Galactic Center







    






15. OptInt PmWiki : Tech Meet 2 | History
OptInt PmWiki . ... Tech Meet 2 . ... Page History | ... PmWiki . ... Return to Tech Meet 2 ( Edit ) . ... 1 pixel independent of pixel scale (avoids aliasing of high frequencies in speckled image) . ... ADR & CAH: Optical image quality tolerancing of OAP-based layout . ... ADR & CAH: Layout and tolerancing of lens-based optical system . ... ADR & CAH: Use tolerancing results to assign image quality and stability budgets by component . ... ADR & CAH: Think about how to apportion image quality budget . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/MROIFastTipTilt/TechMeet2?action=diff -- 30.5 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1614) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIFastTipTilt / Tech Meet 4

	OptInt PmWiki : MROIFastTipTilt / Tech Meet 2

	OptInt PmWiki : Tech Meet 2







    






16. Светофильтры - Celestron LPR (Light Pollution Reduction), Baader UHC-S
 ... Обзор LPR фильтра. Впечатления от наблюдений с LPR фильтром. ... Характеристики цветных фильтров Baader-Planetarium . Мой перевод pdf- файла о фильтрах с сайта Baader-Planetarium (379 кб) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.shvedun.ru/filters.htm -- 33.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19) - www.shvedun.ru/ )
	Baader NEODYMIUM (Moon & Skyglow) filter







    






17. Fluorescence filters
 ... LUMAM . ... HOME . ... ABOUT LOMO . ... MICROSCOPES . ... SURGICAL MICROSCOPES . ... Home Products Microscopes Lumam Fluorescence filters . LUMAM FILTER CUBES . Filter Cube Sets from OMEGA® Optical, Inc. ... 575.00 . ... Filter Cube Sets from LOMO® . ... 395.00 . ... LOMO America, Inc. ... 2000-2016 LOMO America,Inc. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.lomoplc.com/lumam_filter_cubes.htm -- 12.3 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>162) - www.lomoplc.com/ )
	Lumam

	INVERTOSCOPE







    






18. ASP: Eclipse Watching: Making a Solar Filter
adapted from Observe: Eclipses, published in 1979 by the Astronomical League and "Safe Solar Filters," by B. Ralph Chou, Sky and Telescope, August 1981) . ... Tape TWO pieces of film together into a sandwich, and tape this over the opening in the cardboard. ... The cardboard frame will act as a shade from the bright Sun, while you safely observe through the film sandwich. ... Undeveloped film is not safe. ... tape . ... At the end of one of the tubes, tape the aluminum foil, and make a tiny pinhole. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/edu/publications/tnl/41/filter.html -- 10.0 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>619) - www.astrosociety.org/ )
	ASP: Making a Rainbow

	ASP: Contents, Autumn 2010







    






19. Hodge on/off H-alpha Narrow Band Filters
. Not on-site at APO, but can be obtained on loan--contact Paul Hodge at UWash, hodge/astro.washington.edu . NAME CENTER(nm) FWHM(nm) TMAX(%) DIMENSIONS(mm) TRACES DATA ------------------------------------------------------------------------- 6563 656.2 2.30 76.08 (1) (2) trace data 6585 658.6 2.23 65.18 (1) (2) trace data 6607 660.8 2.42 73.85 (1) (2) trace data 6629 662.8 2.63 77.05 (1) (2) trace data . What to do with the trace data. 6563, 6585, 6607, 6629 combined trace . APO Filters Homepage



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Instruments/filters/Hodge.html -- 3.9 Кб -- 12.06.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>595) - www.apo.nmsu.edu/ )
	APO - narrow band filters

	TUI:Instruments:Agile:Agile window

	Apache Point Obs. filters







    






20. Operations with DFOS: daily workflow, the simple model
dfos = Data Flow Operations System, the common tool set for DFO . ... T he daily workflow for processing of calibration data is completely automatic. The dfos tool autoDaily provides the incremental and automatic CALIB processing. ... Let's assume you want to process a complete set of data from night 2014-11-15. ... create report . ... create ABs: CALIB . ... For the simple operational model discussed here, we assume all steps to be executed interactively. ... CALIB : create ABs; filter data . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~qc/dfos/simple1.html -- 14.7 Кб -- 26.11.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16996) - www.eso.org/ )
	ESO - Completion of ALMA Early Science Cycle 1 and start of Cycle 2

	IRAF/STECF imaging linear polarimetry simulation and reduction package

	OYSTER Lab
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