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Показаны документы, содержащие фрагменты текста из документа

 http://www.atnf.csiro.au/research/cena/documents/presentations/koribalski.pdf.









1. http://www.atnf.csiro.au/projects/askap/techdocs/RHF_WARS02_Poster.pdf

A Wideband Upgrade for the Australia Telescope Compact Array Dick Ferris & Warwick Wilson, CSIRO ATNF Overview The available signal bandwidth on the Australia Telescope Compact Array (ATCA) is to expand from 128MHz to 2GHz. ... 2GHz 4k channels Basic Configuration 2GHz 4k channels Simple Zoom 2GHz MFS and Zoom Modes During continuum observations the large number of frequency channels will usually oversample the u-v plane, the exception being low frequency observations involving the SKA antennas. ... 




      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/projects/askap/techdocs/RHF_WARS02_Poster.pdf -- 100.5 Кб -- 24.03.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22943) - www.atnf.csiro.au/ )
	Australia Telescope National Facility

	SNR 1987A: highest resolution image ever achieved using the ATCA

	GASKAP







    






2. SMIS IKI RAN (Equipmaent)

 ... Satellite data ] . ... The SCANOR system provides receiving and processing of the Earth-surface pictures made in visible and infra-red bands and transferred by satellites of the NOAA polar orbiter series (in the HRPT mode). ... The SCANOR system includes the desktop receiving device connected to an IBM AT 386 type computer, and the parabolic antenna with the guiding mechanism. The SCANOR system possesses the state-of-art software providing registration and processing of the received data. ... 




      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/equip_e.htm -- 6.3 Кб -- 12.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>27) - smis.iki.rssi.ru/ )






    






3. SPUTNIK home page

Instrument . ... Scanning TV-sensor with on-board data recording system for global coverage mode . ... recording, direct transmission . ... IR-radiometer for global coverage and direct data transmission modes . ... The scientific instrument package onboard the Meteor-3 spacecraft provides for regular instant acquisition of images of cloudiness and Earth surface in visible and infra-red bands, data on air temperature and humidity, sea surface temperature and clouds temperature. ... 




      
[
Сохраненная копия

] 
 Ссылки http://sputnik.infospace.ru/meteor/engl/meteor_1.htm -- 14.8 Кб -- 21.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12) - sputnik.infospace.ru/ )






    






4. SAO RAS home page

 ... Дни открытых дверей к юбилею САО РАН (12-14 апреля 2016 г.) . Международная конференция "Dark Ages and White Nights (Spectroscopy of the CMB)" (20-24 июня 2016 г.) . ... Международная конференция MULTI-SPIN GALAXIES - 2016 (26-30 сентября 2016 г.) . Международная астрономическая конференция "Физика звезд: от коллапса до коллапса" (3-7 октября 2016 г.) Архив . ... Подробнее.. ... 10.02.16 . ... БТА в реальном времени . ... Цейсс-1000 в реальном времени . ... Последнее обновление: 22/03/2016 ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ -- 11.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ -- 11.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>561) - mavr.sao.ru/ )
	Hardware sector, archive 2002







    






5. The pyramidal (multi-resolution) CCT

 ... The value of tile-size, NW , may be thought of as a sixth coordinate axis in the chirplet transform parameter space - TF-area. Including this sixth coordinate axis provides us with a hierarchical (multi-resolution) CCT. ... Various 2- D slices through the multiresolution CCT may correspond to useful tilings of the TF plane with true parallelograms (true to the extent that the DPSS define a truly rectangular region in the TF plane). ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/Wavelet.rsc/Chirplet.dir/node16.html -- 4.2 Кб -- 15.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3207) - crydee.sai.msu.ru/ )
	Thomson's method of spectral estimation







    






6. Shared Skies Photo Gallery

 ... Kent Observatory in Queensland, Australia, and Moore Observatory, in Kentucky, USA. This material is Copyright 2012 John Kielkopf , University of Louisville, unless otherwise noted. It is licensed with a Creative Commons License , which provides that it may be used freely for non-commercial purposes provided that the license terms are made clear to others, and that the source and Copyright are acknowledged. ... Last update: October 16, 2012 . kielkopf at louisville dot edu . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/panorama/ -- 2.4 Кб -- 17.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>285) - www.astro.louisville.edu/ )
	Moore Observatory Remote/Robotic Telescope

	Mt. Kent Observatory Remote/Robotic Telescope







    






7. ADASS 2003 Conference Proceedings

 ... The IVOA Data Access Layer (DAL) working group is defining a Simple Spectral Access (SSA) protocol for accessing 1D spectra and SEDs. ... The survey consists of two parts. ... Elodie: 25000 extracted Echelle spectra, resolution 42000, 4000 - 6800 ? ... ISO 1D Spectral Data: 10000 files, 2.4-197 micron, resolution 40-30000 . ... XMM-Newton 1D Spectral Data: XMM/RGS, 20000 spectra (expected), 0.35-2.5 keV, resolution 200-800; XMM/EPIC, 1.5 mio. spectra (expected), 0.35-15 keV, resolution 20-50 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass03/P3-23/ -- 12.5 Кб -- 26.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1721) - www.adass.org/ )
	Indexing and Searching Distributed Astronomical Data Archives

	Using Java for Astronomy: The Virtual Radio Interferometer Example

	ISIS: An Interactive Spectral Interpretation System for High Resolution X-Ray







    






8. Ranger 8

 ... Ranger 8 was designed to achieve a lunar impact trajectory and to transmit high-resolution photographs of the lunar surface during the final minutes of flight. The spacecraft carried six television cameras, an optical earth sensor and high-gain antenna for optimum communications, and solar panels to provide power, as well as additional engineering equipment. ... Sufficient video bandwidth was provided to allow for rapid framing sequences of both narrow- and wide-angle television pictures. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/solar/eng/ranger8.htm -- 5.4 Кб -- 15.10.1997

    
      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/Astro/solar/eng/ranger8.htm -- 6.3 Кб -- 15.03.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6799) - www.arcetri.astro.it/ )
	Ranger 7

	Ranger 9

	Arcetri Solar Physics Group: High Resolution Studies







    






9. Description of the RadioAstron project, english version

Orbit . ... The orbit of the RadioAstron provides four types of study: . rough images of radio sources with ultra-high angular resolution, using all baselines up to the radius of the apogee, that is much larger than Earth diameter; . ... high quality imaging of radio sources, with moderate resolution, by observing either with small projected base lines Earth-spacecraft, i.e. close to the orbital plane, or near the perigee. ... high accuracy orbit determination. ... Space Radio Telescope . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/description/orbit_eng.htm -- 7.3 Кб -- 10.05.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>193) - www.asc.rssi.ru/ )
	RadioAstron Announcement of Opportunity - 1, english version







    






10. PFES

.




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/PFES.html -- 3.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/PFES.html -- 3.9 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/PFES.html -- 3.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>824) - jet.sao.ru/ )
	Cosmological Gene project







    






11. ASP: Annual Reports

 ... Annual Report . ... 2011 Annual Report (pdf, 2 MB) . ... The ASP is pleased to provide a summary of our mission-based activities and events through the 2010 ASP Annual Report. ... 2009 Annual Report, screen resolution (pdf, 2.3 MB, best for viewing online) . 2009 Annual Report, print resolution (pdf, 4.5 MB, best for printing) . ... 2008 Annual Report, screen resolution (pdf, 3.4 MB, best for viewing online) . 2008 Annual Report, print resolution (pdf, 5.2 MB, best for printing) . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astrosociety.org/support/ar.html -- 19.3 Кб -- 03.07.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>862) - www.astrosociety.org/ )






    






12. The Chandra Multiwavelength Project (ChaMP)

 ... The Chandra Multiwavelength Project (ChaMP) seeks to understand the nature and evolution of quasars, galaxies, and clusters of galaxies in a large, carefully constructed multi-wavelength survey. ... Recent ChaMP Papers . The Field X-ray AGN Fraction to z=0.7 from the Chandra Multiwavelength Project and the Sloan Digital Sky Survey , Haggard, D., Green, P.J., Anderson, S.F., Constantin, A., Aldcroft, T., Kim, D.-W., Barkhouse, W.A. 2010, ApJ, 723, 1447 (arXiv:1004.1638) . ... 2009, ApJ, 690, 644 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/CHAMP/ -- 9.8 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1617) - hea-www.harvard.edu/ )
	The XPA Messaging System

	HEAD 2010: Chandra's Ultimate Angular Resolution

	To view a section of the image at full resolution







    






13. ARC 3.5m | Instrumentation

 ... ARC 3.5m | Instrument Summary . ... ARCES (Echelle) : the ARC Echelle spectrograph, a high resolution (R~31,500) echelle spectrograph that observes the entire wavelength range from 3200 е to 10000 in a single image on a 2048x2048 CCD. This instrument is permanently mounted at the NA1 port. ... In addition to the facility instruments, several visitor instruments have been used at the 3.5m, and some of these are available to the ARC observing community by contacting the instrument PIs: . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/arc35m/Instruments/Instrumentation_ARC35m.html -- 7.5 Кб -- 09.10.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>400) - www.apo.nmsu.edu/ )






    






14. Chlidren enjoy the 3D images and outreach material provided by Goddard |

. Home . News . Gallery . Events . Twitter . Press Releases . Links . Contact Us . Calendar . Press & Web Coverage . Previous . Next . List . Tuesday, 23 June 2009 13:21 . International Year of Astronomy, Ireland National Node . [Back To Top] .




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/scholars/iya/gallery/local_events/solarfest_photo_album/chlidren_enjoy_the_3d_image.html -- 6.9 Кб -- 31.12.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2614) - star.arm.ac.uk/ )
	Introduction

	Armagh Observatory

	C.J. Butler, Research Astronomer







    






15. http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BB72E49A1-6B81-4E15-B6E4-B133C0AFF749%7D

. These low-resolution radar images of asteroid 2007 TU24 were taken over a few hours by the Goldstone Solar System Radar Telescope in California's Mojave Desert. Image resolution is approximately 20-meters per pixel. Next week, the plan is to have a combination of several telescopes provide higher resolution images. NASA/JPL-Caltech




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.com/sitefiles/resources/image.aspx?item=%7BB72E49A1-6B81-4E15-B6E4-B133C0AFF749%7D -- 3.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5854) - www.astronomy.com/ )
	Telescopes team up to produce highest-resolution astronomical image |

	New high-resolution atlas of asteroid Vesta is available to the public |

	CSIRO, Sydney, Australia | Astronomy.com







    






16. SAI Virtual Observatory Project

 ... SAI CAS . ... Catalog Access Services . ... This site is about the Virtual Observatory project at the Sternberg Astronomical Institute, Moscow University ( SAI MSU ). We provide a public access to the growing set of astronomical services developed by the SAI RVO development team in accordance with the Virtual Observatory standards. ... We provide access (programmatic and interactive) to the all major and biggest astronomical catalogs (about 4 billions objects total) as well as other web-services. ... 




      
[
Сохраненная копия

] 
 Ссылки http://vo.astronet.ru/ -- 5.7 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1212) - vo.astronet.ru/ )
	SAI CAS: About the SAI CAS project

	people:olegbartunov [SAI Virtual Observatory - Wiki]

	SAI Web Services - WCSfix







    






17. http://vega.inp.nsk.su/~inest/TM-1001.pdf

IMAGING PRODUCTS TM-1001 PROGRESSIVE SCAN HIGH RESOLUTION SHUTTER CAMERA Pr oduct Featur es · Very high resolution 1" progressive · · · · · · · · scanning 1024(H) x 1024(V) interline transfer CCD imager Digital RS-422 output for progressive scan or analog output with monitor display format 15 frames per sec. Full-frame shutter to 1/16,000 sec. ... The electronic shutter, which has speeds to 1/16,000 sec., can be reset asynchronously by external pulse control. The frame rate is 15 fps. ... 




      
[
Текст

] 
 Ссылки http://vega.inp.nsk.su/~inest/TM-1001.pdf -- 82.4 Кб -- 21.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>45) - vega.inp.nsk.su/ )
	http://vega.inp.nsk.su/~inest/PulnixTM1300.pdf

	FPG Power Grabber







    






18. Features provided by the shell

. The shell provides you with one or more of the following features. You can: . create an environment that meets your needs . write shell scripts . define command aliases . manipulate the command history . automatically complete the command line . edit the command line . Some shells provide more of these facilites than others. Summary table .




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/shell/oview1.html -- 2.2 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>122) - comet.sai.msu.ru/ )
	File manipulation utilities

	List Header

	Bourne shell (sh)







    






19. Radioastrophysical Observatory ISTP RAS SB

RADIOASTROPHYSICAL DEPARTMENT • INSTITUTE OF SOLAR-TERRESTRIAL PHYSICS RAS SB . General information Main characteristics of the  Radio   telescope  Observing programs General view of the antenna array Main research areas Principle of generation of  radio  images  Radio   telescope 's beam Receiving systems Main characteristics of the base receiving-recording complex Calibrations Data archive and databases Publication SSRT - Siberian Solar Radio Telescope . ... 




      
[
Сохраненная копия

] 
 Ссылки http://ssrt.iszf.irk.ru/rad11en.shtml -- 17.2 Кб -- 27.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>37) - ssrt.iszf.irk.ru/ )






    






20. XWare > APOD

Astronomy Picture of the Day . Strange Rocks on Mars . ... Help Aldebaran Map the Moon . ... Tomorrow morning, our Moon will pass directly in front of Aldebaran, the brightest star in this picture and in entire constellation of Taurus. A Very Large Array of Radio Telescopes . ... M81 in True Color . ... Stars are evolving in the Large Magellanic Clouds (LMC). This is particularly evident in the above close-up of the LMC's edge, which appears about as large as the full moon. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/xware/apod.html?page=683&d=2016-04 -- 14.1 Кб -- 13.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>31194) - www.astronet.ru/ )
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