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Показаны документы, содержащие фрагменты текста из документа

 http://www.atnf.csiro.au/research/pulsar/orange10/pdf/AidanHotanOrange2010.pdf.









1. http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf

 ... IRIG-B available for  FTT  Actuators and tellbacks for  FTT  optics (TBD)  FLC     FTT /NAS GUIs: Common  Requirements  Capability to  display  and operate from:   NMT-supplied Linux computer in the MROI control room NMT-supplied laptop in UTE  Display -only  mode , when controlled by  ISS   FTT   GUI  (i) Control of all  FTT /NA  system  functions, including diagnostic functions; Live  display  of  acquisition ... 




      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/uploads/MROIFastTipTilt.TechMeet3/FTTS_sw_req.pdf -- 830.3 Кб -- 13.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3341) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Trolley Software

	OptInt PmWiki : Trolley Software | History

	The Tenth Cambridge (10C) Survey







    






2. The Astronomy Shop - Software - by Astronomy Net

The Astronomy Shop . ... AstroGuide | ... Software | Deepsky Astronomy Software Download . ... Most complete astronomy software CD/DVD suite for observers. ... Deepsky Astronomy Software DVD NOW AVAILABLE! ... Deepsky Astronomy Software CD NOW AVAILABLE! ... Deepsky Astronomy Software Download NOW AVAILABLE $39.99 . ... www.astronomy.net . ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/shop/software/index.html?item=65 -- 11.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1604) - www.astronomy.net/ )
	NIGHTCAL – New Version 0.7.2 Available To Download - an Astronomy Net Software







    






3. Pulsar Group Observing/Tcs

 ... Psrcat . ... Then select the correct version of tcs - check with local staff or look on the control-room whiteboard for this: . ... Select Pulsar, Expert mode and if desired an appropriate Recall state file (click on the arrow to browse). ... Select a schedule file (Sched file/Own). ... Data files are in PSRFITS format with extension .rf for pulsar files and .cf for calibration files. ... A complete record of all TCS operations and messages is recorded in the tcsgui.log files for each observing day....




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/pulsar/index.html?n=Observing.Tcs -- 13.5 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>28654) - www.atnf.csiro.au/ )
	ATCA_Report

	PmWiki | Observing / Tcs

	ATCA_report







    






4. Calibration and Performance Control for the VLT Instrumentation

Next: The ESO VLT CCD Detectors Software . ... Up: Instrument-Specific Software . ... The framework for data calibration and analysis of the VLT instrumentation is presented, based on the concepts of a calibration plan, pipeline calibration, quality control, and archiving of calibrated data for a ground-based observatory. ... Quality Control Pipeline provides quality assessment for instrument performance data and observing conditions, and tests the results of the Reduction Pipeline. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/ballesterp.html -- 9.3 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1999) - www.adass.org/ )
	The SuperCOSMOS Sky Surveys

	REMOT: A Design for Multiple Site Remote Observing

	The SRON-HeaD Data Analysis System







    






5. FORS1: Quality Control and Data Flow Operations

FORS1: . Quality Control and Data Flow Operations . HOME . ... QUALITY CONTROL . ... FORS1 QC HOME . ... general info . ... FORS1 Health Checks . ... science data . ... On April 1st, 2009, FORS1 has been decommissioned after 10 years of operations. Science and Calibration data for Service Mode runs from FORS1 have been processed by Data Flow Operations Garching and pass Quality Control (QC). Science data for Visitor Mode runs were presently not processed by Data Flow Operations. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/dfo/quality/index_fors1.html -- 18.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14847) - www.eso.org/ )
	Data Flow System overview

	FORS2 Quality Control:

	Quality Control Operations







    






6. Meade Instruments Corporation - Operating Instructions #505 Connector Cable Set

 ... Meade Instruments Corporation . ... 505 Connector Cable Set . Operating Instructions for use with the Meade? Autostar? ... The #505 Connector Cable Set provides access to three Autostar operations: . ... 2: #505 Connector Cable Set connects between two Autostar handboxes. (1) 3-foot cable. ... If you have a question concerning use of the #505 Connector Cable Set, call the Meade Instruments Customer Service Department at (949) 451-1450, or fax at (949) 451-1460. ... Autostar Downloads . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/505ccs/index.html -- 18.0 Кб -- 10.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2481) - www.meade.com/ )
	Meade Instruments Corp. - Meade Customer Support

	Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,







    






7. http://www.stsci.edu/ftp/observing/status_reports/old_reports_93/hst_status_10_19_93

HUBBLE SPACE TELESCOPE DAILY REPORT #997 PERIOD COVERED: 0800 EST Daily Status Report as of 293/1200Z. 1.0 ACTIVITIES SCHEDULED AND ACCOMPLISHED: 1.1 Completed Two Sets of GHRS/2 5251 (WF/PC Shutter Control AP Test) The High Resolution Spectrograph was used to make observations of standard star BD+75D325 as part of a shutter control test. ... 1.7 Completed PC 5014 (WF/PC Cycle 3 Calibration: PC Flats Narrow. ... The observations were executed as scheduled, and no problems were reported. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/ftp/observing/status_reports/old_reports_93/hst_status_10_19_93 -- 6.6 Кб -- 24.10.1993

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19559) - www.stsci.edu/ )
	Telemetry processing

	NICMOS Data Handbook







    






8. Hardware sector, archive 2005

 ... Telescopes . ... Creation of the distributed net of control (DCN) of the 6 m telescope has been completed, which is based on the use of digital tracking drives and the means of commercial automatization to ensure the real-time processes of control and data acquisition. With changing to DCN, computer diagnostics of the majority of units of the telescope has been implemented, the reliability of its operation in the whole has been increased, its performance characteristics have been improved. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/Science/results/ar_facil/res2005.html -- 6.1 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/Science/results/ar_facil/res2005.html -- 6.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>176) - mavr.sao.ru/ )






    






9. http://www.astro.louisville.edu/software/sbig/archive/xmccd-1.5/README

XmCCD ----- This distribution includes source code to utilize the Santa Barbara Instrument Group (SBIG) shared library libsbigudrv.so with a Motif-based graphical user interface program to control SBIG astronomical CCD cameras. ... The latest SBIG library is available from http://www.sbig.com However, the version included here is known to work with this program. ... The sources for these programs are available from the XmCCD home at http://www.astro.louisville.edu/moore/software. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-1.5/README -- 3.1 Кб -- 04.07.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>619) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/sbig/archive/xmccd-2.0/README

	http://www.astro.louisville.edu/software/sbig/archive/xmccd-1.4/README

	XmTel Research Telescope Control for Linux







    






10. http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/CCM_S-1422.pdf

 ... Ц 2003 Cummins  Power  Generation Specifications May Change Without Notice S-1422a (3/03) Specifications Network ® Echelon L ONW ORKS ® ,Twisted-Pair 78KBPS, FT-10  Power   Voltage  Current Temperature Operating Storage Humidity Relative 5 - 36 VDC, 120  VAC  1.25 A (max) -25 to +70 °C (-13 to +158 °F) -25 to +85 °C (-13 to +185 °F) 25 - 95% (non-condensing) Protocol Echelon LonW orks, GOAL Inputs  3-Phase   Voltage   3-Phase  Current 32 Discrete 10 Analog 0 - 600 ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/CCM_S-1422.pdf -- 243.6 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4829) - www.naic.edu/ )
	Technical Data for the Arecibo Airglow and Optical Instrumentation

	GALFA Documentation

	software







    






11. CCD Technical Note

 ... The charge coupled devices (CCD’s) incorporate a full frame transfer (FFT) architecture and is available in front or back illuminated configurations. These are scientific grade CCD’s with low dark current MPP operation, 8 electrons rms readout noise and wide dynamic range. ... By flipping the CCD chip over and chemically etching the back surface we avoid absorption losses encountered in the FI-CCD and greatly enhance sensitivity. ... The readout mode is software controllable. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/Hamamatsu/USA/ccdtech.htm -- 7.7 Кб -- 09.01.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2162) - www.sao.ru/ )
	apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

	ESO-MIDAS: System Overview

	Hardware







    






12. Correlator Products

Next: Mission Operations Data Transfer . ... VLBI Tape Management . VLBI Tapes . ... When: As soon as the correlator is satisfied with the correlator output. back to top . ... What: Each correlator will maintain a data base including the status of all VLBI tapes under its control. ... The correlators will distribute tapes to mission elements based on the Observation Summary File produced by the RSOG ( Observation Summary File ) to ensure each element has enough tapes to support SVLBI observations. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/rmoh/eng/correl.htm -- 9.1 Кб -- 17.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>189) - www.asc.rssi.ru/ )
	ОТЧЕТ

	RadioAstron Monthly Notices







    






13. http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf

TOOLS OF TEST GENERATION FOR SATELLITES CONTROL PROGRAMS Andrey Tyugashev, Ekaterina Myasnikova, Elena Sopchenko S.P. Korolyov Samara State Aerospace University (National Reseach University) The paper presents a research in the field of test automation for testing spacecraft control programs. ... Programmers or designers of spacecraft systems write tests manually. ... Tests are carried out by issuing the control actions on the spacecraft and condition monitoring systems parameters of the spacecraft. ... 




      
[
Текст

] 
 Ссылки http://www.ssau.ru/files/science/conferences/itnt2015/itnt_2015_70.pdf -- 161.6 Кб -- 04.08.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>536) - www.ssau.ru/ )
	Dynamic tests of the scientific equipment 'Contact' have been completed in SSAU







    






14. common tcsh completions

The following are useful  tcsh   completions  I use, which should mostly be fairly standard for any unix platform, so you can just drop them into place. # directories  complete  cd 'C/*/d/'  complete  rmdir 'C/*/d/'  complete  lsd 'C/*/d/' # signal names # also note that the initial - can be created with the  first  completion # but without appending a space (note the extra slash with no # append character specified) ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/~fine/Tech/tcsh.html -- 6.0 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2112) - hea-www.harvard.edu/ )
	Home Page for SAOimage: The Next Generation

	CfA/HEAD Software

	TRANSFERRING PROS 2.5 FILES







    






15. Radioastronomy laboratory

 ... build and test receivers up to 40 - 350 GHz . ... Banham R., Valsecchi G., Lucci L., Pelosi G., Selleri S., Natale V., Nesti R., Tofani G. 2005, Microwave Journal 48, 112 Electroformed front-end at 100 GHz for Radioastronomical applications . Comoretto, G., D'Ambrosi, A., Nesti, R., Russo, A., Palagi, P. 2006, Arcetri Technical Report n. 4 A modular multichannel spectrometer - design study . ... Cresci, L., Lucci, L., Orfei A., Natale, V., Nesti, R., Panella, D., Pelosi, G., Rossi, L. 2006, Mem. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/science/Radio/lab/lab.html -- 5.8 Кб -- 02.10.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>10133) - www.arcetri.astro.it/ )
	apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

	Observing capabilities

	SOCK_PACKET Using SOCK_PACKET to gain full access to Ethernet







    






16. Crydee.sai.msu.(ru,su) Archive

The site content is primarily OS/2-oriented, although I also keep large sections dedicated to music (rock/pop lyrics, MIDI XG files). ... If you already know what you want, you might try search . ... Currently, HTTP transfers are limited to files smaller than 128KB. ... Multi-file downloads, however, are always through HTTP. ... Please do not send me questions like "how to use this file which I found on your site" or "where can I find the best MPEG3 player for Windows95", I will not answer them. ... 




      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/archive/ -- 5.0 Кб -- 19.07.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4052) - crydee.sai.msu.ru/ )
	XFree86/OS2 Available Ported Software - Libraries

	XFree86/OS2 project

	XFree86/OS2 Available Ported Software







    






17. Filename completion with the Korn shell

Filename completion is only available if the the environment variables EDITOR and/or VISUAL are set to either emacs , gmacs or vi . For example: EDITOR=emacs . ... To complete a file or directory name with emacs or gmacs set press the ESC key twice. ls -l on<ESC><ESC> line_help . If the filename is not completed enter more characters until the filename can be uniquely identified. ... To complete a file or directory name with vi set press the \ (backward slash) key. ls -l on\ line_help . ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/UNIXhelp/shell/cmd1.3.html -- 3.2 Кб -- 17.01.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>213) - comet.sai.msu.ru/ )
	Filename completion

	Command name completion

	Using UNIX commands







    






18. LWN: Driver porting: supporting asynchronous I/O

 ... LWN.net FAQ . ... This article is part of the LWN Porting Drivers to 2.6 series . ... Block and network drivers are already fully asynchronous, and thus there is nothing special that needs to be done to them to support the new asynchronous operations. ... ssize_t (*aio_read) (struct kiocb *iocb, char __user *buffer, size_t count, loff_t pos); ssize_t (*aio_write) (struct kiocb *iocb, const char __user *buffer, size_t count, loff_t pos); int (*aio_fsync) (struct kiocb *, int datasync); . ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/doc/porting_to_26/24366.html -- 17.5 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/doc/porting_to_26/24366.html -- 17.5 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/doc/porting_to_26/24366.html -- 17.5 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>900) - jet.sao.ru/ )
	LWN: Driver porting: completion events

	Bus Hound

	IPC:Interrupts and Signals: <signal.h>







    






19. Gemini NIFS April 2002 Update.

The construction of NIFS is progressing well with preparations in hand for the next two cooldowns. The detailed design of all the NIFS mechanisms has been completed and the mechanisms are under construction. ... The NIFS OIWFS filter/aperture wheel and OIWFS gimbal mechanism have been manufactured by the University of Hawaii and delivered to the Australian National University. ... Vinko Medic polishing the OIWFS optable in preparation for cold-testing the NIFS mechanisms in the cryostat. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/gallery/apr02/index.shtml -- 8.0 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>495) - www.mso.anu.edu.au/ )
	RSAA Annual Report 1998

	Untitled1

	Siding Spring Survey First Light







    






20. Press release

 ... March 13 2001 09:00 (Moscow time) . The operation with OC "Mir" scheduled for March 12 is complete. During the previous day apart from routine OC "Mir" onboard systems checkout and orbit parametres monitoring, command software was uploaded into MCS Central Onboard computer. The MCS is in free drift. The received telemetry data was used to assess the onboard systems performance, thermal and humidity condition and complex pressure integrity. ... The complex remains in free drift. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mcc.rsa.ru/www_old/Mir/www_eng/MIR/BNO/Arhiv/Inform_press1303.htm -- 3.0 Кб -- 28.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>70) - www.mcc.rsa.ru/ )
	Информация для прессы
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