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Показаны документы, содержащие фрагменты текста из документа

 http://www.cosmoworld.ru/spaceencyclopedia/publications/mks_eng.pdf.









1. ESO-MIDAS: System Overview

 ... The ESO-MIDAS system is built along lines which should allow easy integration of complex analysis algorithms as well as allowing greater flexibility in interactive use and in the creation of user specific procedures from the basic building blocks. The first design proposal for ESO-MIDAS, made late 1980, used some ideas from the UK STARLINK project for the software interface definitions. ... It consists of the following three parts, the monitor, the applications, and the interfaces. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/midas-overview.html -- 11.1 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3434) - www.sao.ru/ )
	Symbol Substitution in Command Procedures

	MIDAS Command Language

	ESO-MIDAS Users Guide Overview







    






2. http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCWII_S-1438.pdf

PowerCommand Software For Windows (PCW 2.5) Description PowerCommand Software for Windows v2.5 provides advanced monitoring and control for Cummins Power Generation and other customer equipment via the PowerCommand Network. ... Features · Scalable software interface to Cummins Power Generation Products to allow a wide range of capabilities, ranging from simple direct-connected data gathering to total system monitoring. ... Tabular view of data for Cummins network components. ... 




      
[
Текст

] 
 Ссылки http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/PCWII_S-1438.pdf -- 546.7 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3160) - www.naic.edu/ )
	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/iWatch200_S-1504.pdf

	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/S-1504%20iWatch200.pdf

	http://www.naic.edu/~phil/hardware/generator/networkdoc/Sales%20Sheets/iWatch100_S-1518.pdf







    






3. Home Page for SAOimage: The Next Generation

 ... user-defined data file formats . ... better integration with a user's analysis routines To add such functionality to SAOimage, we developed the XPA Messaging System that allows X programs to define points of public access through which data and commands can be exchanged with external programs. ... We have utilized XPA to develop "SAOimage: The Next Generation" (SAOtng), an extensible image display service that can cooperate with other processes and programs. ... SAOtng help pages . ... 




      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/saotng/ -- 7.1 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3833) - hea-www.harvard.edu/ )
	World Coordinate System Display

	Adding New File Formats to SAOtng

	The XImtool Control Panel







    






4. 'Soyuz-TMA' integrated IDS and RS ISS integrated console of manual control loop

The paper presents the 'Neptune-ME' information display system (IDS) as a spaceman console (SC) of the descent module of the 'Soyuz -TMA' piloted transport spaceship, and the integrated console (IC) of manual control loop for module equipment in the Russian segment of the 'Alpha' international space station. ... to control spaceship systems; . ... An integrated control console (ICC) which is hardware and software compatible with a IBM PC, is suggested as a basic console for the manual control loop. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astronaut.ru/bookcase/article/article150.htm -- 39.1 Кб -- 02.06.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>185) - www.astronaut.ru/ )






    






5. ESO Web file formats and associated viewers

 ... At the ESO Web you'll find a range of different file formats - from HTML to PostScript/PDF and MPEG movies. See below for a list of helper applications or viewers to display those formats on your MS Windows, Macintosh or Unix computer. ... You can use Ghostscript and ghostview/GSview to view PostScript files (available for MS Windows, Macintosh and Unix platforms). ... MPEG is a way to code audio-visual information a digital format. For Unix platforms, you can use UC Berkeley's mpeg_play . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/misc/fileformats.html -- 6.7 Кб -- 08.07.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66661) - www.eso.org/ )
	ESO - ESO-MIDAS Overview

	Control Building Computer Room | ESO







    






6. http://www.arcetri.astro.it/irlab/doc/library/javascript/clientguide/glossary.htm

 ... Binary large object. ... CGI is a popular interface used to create server-based web applications with languages such as Perl or C. A web browser, such as Netscape Navigator. ... Core JavaScript contains a core set of objects, such as Array , Date , and Math , and a core set of language elements such as operators, control structures, and statements. ... A JavaScript primitive value is a member of one of the following types: undefined , null , Boolean , number , or string . ... World Wide Web . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/javascript/clientguide/glossary.htm -- 8.8 Кб -- 07.10.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7131) - www.arcetri.astro.it/ )
	HwB: ASCII Table (Offline)

	dbmmanage - Manage user authentication files in DBM format - Apache HTTP Server

	Program parameters







    






7. Second: Create a session on the correlator control computer lbaccc

 ... ATNF Home . ... About ATNF overview . ... Australia Telescope Steering Committee . ... Next: Third: Create a session Up: Starting up correlator control Previous: First: Log on to б  Contents . Both the correlator interface and the correlator spectra display program are run from lbaccc . ... lbaccc . ... A more complete explanation of SPD, including available commands, is found in Appendix C. Next: Third: Create a session Up: Starting up correlator control Previous: First: Log on to б  Contents . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/vlbi/correlation/S2correlator/manual/node6.html -- 52.9 Кб -- 08.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19935) - www.atnf.csiro.au/ )
	C Resources

	LBA Block Schedule for 2013OCT

	Pulsar Group PmWiki/Page File Format







    






8. Engineering Papers

The APO 3.5-meter Remote Observing 2002 and Beyond . A Stray Light Analysis of the Apache Point Observatory 3.5-meter Telescope System . ... Telescope Control Computer (TCC) papers . MILT , the NSF proposal for the 3.5m telescope (no figures yet) . ... Collimation of the 3.5m telescope . ... Gives details of the coordinate conversions used to control the telescope, including the focal-plane conversions needed for positioning the rotator and guide camera and performing drift scans. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/eng.papers/index.html -- 5.5 Кб -- 03.02.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>752) - www.apo.nmsu.edu/ )
	Spectrograph Interface Control

	Instrument Control Computer Design

	TUI:Scripts:Built In Scripts:Run_Commands







    






9. Database of Optical Constants -- Misc: computer codes

The original files with the data were in different formats. ... Such files were named "standard data files" and linked to the database. They can be easily transformed to any desirable format by a code. Here we present two simple computer programs of this kind. ... When running the code, you can specify columns in the output file: wavelength, energy (eV) or wavenumber (cm -1 ) as the first column, and complex refractive index or dielectric function as the second and third columns. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.spbu.ru/JPDOC/0-codes.html -- 4.9 Кб -- 19.11.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>167) - www.astro.spbu.ru/ )






    






10. OptInt PmWiki : Page File Format

OptInt PmWiki . Pm Wiki / . Edit Page | ... MROI Delay Line Design Contract . ... Page File Format . ... version=pmwiki-2.1.0 urlencoded=1 text=Markup text . ... A simple way to create a wikipage file to use for distribution (for example with a recipe or a skin) is to create the page with PmWiki and then use a text editor to delete all lines but version , text , and ctime . ... Inside of a page file, PmWiki stores the latest version of the markup text, and uses this to render the page. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/projects/OAS/pmwiki/pmwiki.php/PmWiki/PageFileFormat -- 27.0 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3247) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : Delay Line Software Libraries | History

	OptInt PmWiki : Search

	OptInt PmWiki : Page File Format | Attach







    






11. WinTICS-24 Version 2.0 and PFITS-An Integrated Telescope/CCD Control Interface

 ... WinTICS-24 Version 2.0 is a telescope control system interface and observing assistant, that provides the ability to control a telescope and guide-acquire module, along with a suite of utilities to assist observers. ... WinTICS is an evolution TICS-24, an integrated telescope control system (TCS) written by Hawkins & Ratcliff (1993) for the Macintosh in HyperCard. ... On the right side of the main WinTICS window are controls for movement and initialization of the telescope. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass96/hawkinsr.html -- 13.1 Кб -- 23.06.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1825) - www.adass.org/ )
	ASC Data Analysis Architecture

	FITSIO Subroutine Library Update

	Remote Eavesdropping at the JCMT via the World Wide Web







    






12. http://vega.inp.nsk.su/~inest/TM-1001.pdf

IMAGING PRODUCTS TM-1001 PROGRESSIVE SCAN HIGH RESOLUTION SHUTTER CAMERA Pr oduct Featur es · Very high resolution 1" progressive · · · · · · · · scanning 1024(H) x 1024(V) interline transfer CCD imager Digital RS-422 output for progressive scan or analog output with monitor display format 15 frames per sec. Full-frame shutter to 1/16,000 sec. ... The electronic shutter, which has speeds to 1/16,000 sec., can be reset asynchronously by external pulse control. The frame rate is 15 fps. ... 




      
[
Текст

] 
 Ссылки http://vega.inp.nsk.su/~inest/TM-1001.pdf -- 82.4 Кб -- 21.02.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>49) - vega.inp.nsk.su/ )
	Iowa Robotic Telescope Facilities







    






13. Spectrometric complex LRS

Spectrometric complex of RATAN-600. ... There is a system of stable computer driven local oscillators that have accuracy about 10 to degree -8. ... Spectrometer driving system is accomplished with two DVK-4 computers and one IBM PC and make possible to develop radio line observations on the frequency band pass of the input low noise amplifiers ( LNA ): . ... The performance of spectrometric complex is controlled by program driving system ( PDS ) and the data gathering and recording system ( DGS ). ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrs/tech1.html -- 6.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>958) - jet.sao.ru/ )
	Приложение B. Requests for Comments (RFC), связанные с информацией приведенной







    






14. Interface Between CDS/ISIS and the Web at the Library of the Cagliari

 ... The library catalog of the Cagliari Observatory was digitized some years ago, by using CDS/ISIS with a practical format named ``ASTCA'' derived from the well-known ``BIBLO''. Recently the observatory has put some effort into the creation and maintenance of a Web site; on that occasion the library database has been interfaced to the Web server by means of the software WWWISIS and a locally created search form. ... 240 . ... The library catalog at CAO is based on a PC running CDS/ISIS under WIN-95. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/lisa3/mureddul.html -- 15.6 Кб -- 16.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18467) - www.stsci.edu/ )
	NSSC-I Hardware

	Summary of on-board computers

	STScI Electronic Leave System







    






15. http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/DOCUMENTATION

XmTel ----- XmTel is a Motif-based telescope control program based on INDI, the Instrument-Neutral Distributed Interface. ... See the files LICENSE and COPYRIGHT for the details. ... About Epoch ----------- XmTel assumes that the telescope is set to "Epoch of Date", which means that it is using ideal celestial coordinates precisely aligned today. ... XmTel assumes that target coordinates entered from the keyboard are in the Epoch that the telescope coordinates are currently displayed in. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.2/DOCUMENTATION -- 6.5 Кб -- 14.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>635) - www.astro.louisville.edu/ )
	http://www.astro.louisville.edu/software/xmtel/archive/xmtel-5.1/DOCUMENTATION

	NexStar Info

	Moore Observatory's XmCCD







    






16. NIST Spetial Publication 500-220. Guide on Open System Environment

NIST Spetial Publication 500-220 . Guide on Open System Environment (OSE) Procurements . ... An Open System Environment encompasses the functionality needed to provide interoperability, portability, and scalability of computerized applications across networks of heterogeneous, multi-vendor hardware/software/communications platforms. ... The Open System Environment concept has become ubiquitous throughout both the public and private sectors. ... ACQUIRING AN OPEN SYSTEM ENVIRONMENT 11 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/rus/casr/os/3_8/6.htm -- 13.2 Кб -- 21.03.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>566) - www.cplire.ru/ )
	GOVERNMENT OPEN SYSTEMS INTERCONNECTION PROFILE (GOSIP)

	Government Open Systems Interconnection Profile Users' Guide







    






17. GIMP: Using PhotoCD formatted image files

This was taken from the Gimp Developers mailing list. * width = 768; height = 512 . The PhotoCD format contains several layers of resolution. The smaller ones (listed above) have no real data compression, just a bit of subsampling on the chroma channel, so that readout and display can be very fast even on computers without impressive CPUs. ... This will let you convert the image to ppm format, at which point you can easily mess with it in the gimp. ... Created: August 25, 1996 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~megera/gimp/mjhammel/photocd.html -- 3.0 Кб -- 22.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1748) - www.sai.msu.su/ )
	Authentication Options

	Spectracom 8170 and Netclock/2 WWVB Receivers

	Zen: pg controldata







    






18. Observational Techniques: Computer Notes

The aim of this section of the course is to enable you to use simple computer programs to solve a variety of common astronomical tasks. ... I have (somewhat arbitrarily) decided to use Python for this course, because it seems to be gaining popularity fast for astronomical data handling, and because some of you will have encountered it at the ATNF course. ... We've put Python (plus all relevant libraries) on the Stromlo Linux computers moron and maggot. ... Now log in to moron (or maggot). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/pfrancis/ObsTech/computers.html -- 4.9 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>607) - www.mso.anu.edu.au/ )
	Bob Shobbrook dressed for a winters night at the control computer for the

	RSAA Local Versions of Gemini Interface Control Documents







    






19. Stellarium: AngleSpinBox Class Reference

Stellarium 0.12.3 . ... Classes . ... AngleSpinBox Class Reference . A spin box for displaying/entering angular values. More... #include < AngleSpinBox.hpp > . ... virtual voidљ . ... Set the value to default 0 angle. ... AngleSpinBox (QWidget *parent=0, DisplayFormat format= DMSSymbols , PrefixType prefix= Normal ) . ... Set the display format. ... the value to set, in decimal degrees. void AngleSpinBox::setDisplayFormat . ... the value to set, in radians. void AngleSpinBox::valueChanged . ... 




      
[
Сохраненная копия

] 
 Ссылки http://astro.uni-altai.ru/~aw/stellarium/api/classAngleSpinBox.html -- 31.0 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>558) - astro.uni-altai.ru/ )
	Stellarium: MultiLevelJsonBase Class Reference

	Stellarium: StelLocaleMgr Class Reference







    






20. Meade Instruments Corporation - #497 Autostar Computer Controller for ETX-90EC,

 ... Meade Instruments Corporation . ... Autostar Computer Controllers . 497 Autostar . ... One of the most important advances in telescope control in the past 25 years, the Meade #497 Autostar Computer Controller turns the ETX into an automatic celestial object locating system. ... The #497 Autostar Computer Controller plugs into the control panel of ETX-90EC, ETX-105EC, and ETX-125EC telescopes and enables automatic location of more than 30,000 celestial objects. ... about meade | ... Meade 4M | ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/catalog/autostar/497_autostar.html -- 19.6 Кб -- 19.03.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2476) - www.meade.com/ )
	Meade Instruments Corporation - Magellan I Telescope Computer System

	Meade Instruments Corporation - Magellan II Telescope Computer System

	Meade Instruments Corporation - Operating Instructions #505 Connector Cable Set
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