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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/Tarasov/reprints/PhysicaC2002p171.pdf.









1. Thin Film Oxide Electronics Laboratory. Equipment
The HTSC group has an access to a set of technological equipment for thin film preparation and laboratory measurement system for low temperature electrical measurements. The technological complex of the " Thin Film Oxide Electronics " Laboratory includes two clean rooms of the "1000" class, with a complete set of equipment for photolithography (spinner, oven, hot plate, mask aligner, chemical bench, de-ionized water source) in each clean room. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.cplire.ru/html/oxide233/equipment.htm -- 16.6 Кб -- 29.01.2008

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>501) - www.cplire.ru/ )
	Kotel'nikov IRE RAS, LASLDS

	Experiment "Rain"

	Project 1 - SfP - Ovsyannikov, Supersensitive high-Tc superconducting







    






2. M1 Airflow Lab Tests
 ... A three-cell test section roughly representative of the primary mirror was provided for this test by the Steward Mirror Lab. ... Additionally, the tests are intended to determine relative airflow vs. pressure drop characteristics for each of the air flow patterns so the results can be evaluated both as a function of flow rate and of pressure drop along the flow path. ... The bottom (top as installed) was cut out so it could close the chamber for heating and be removed for the cooling tests. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/SDSS/eng.papers/20011206_M1AirFlowTests/20011206.html -- 5.2 Кб -- 07.12.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>339) - www.apo.nmsu.edu/ )
	Measurements of 3.5-m Secondary Mirror Motions

	Figure 7

	Common corrector mount measurements







    






3. ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3
ENERGOSPECTROMETER OF IONOSPHERIC PLASMA P3-3 . ... The major objective of the P3-3 experiment is complex investigation the main parameters of ionospheric plasma with high time and spatial resolution. ... Measured parameters: . ... The experiment produce regular data - measured with fixed time interval and «packet» data - measured once per specific time interval and producing blocks of TM-information. ... If all parameters will be measured once per second, the experiment will produce 10 MB per orbit. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/p3-3.html -- 6.2 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>59) - space.univ.kiev.ua/ )
	HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11

	Theoretical Astrophysics

	INFRARED FOURIER-SPECTROMETER SICH-F







    






4. Cryogenic microwave load CryoLoad
 ... Calibration and sensitivity measurements for tests of microwave radiometers. ... The instrument consists of two waveguide matched loads operating at ambient temperature and two matched loads, cooled at variable temperatures. The temperatures are microprocessor-controlled. The test version of instrument is available. ... Dimensions                                          450 350 550 mm . ... Output temperature                                            100–350 й . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/crio31.htm -- 4.1 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/crio31.htm -- 4.1 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>593) - www.cosmos.ru/ )
	Differential Thermo-Analyzer (DTA)

	KM-7 Results Page

	Microwave radiometers







    






5. ALFA Receiver Temperature Polynomial Fit
Note: These models for T-receiver are based on measurements for all of the 14 pipelines. download Trx polynomial fit parameters . ... any additional offset to be addded as a correction not incorporated in the model (e.g. the contribution to receiver temperature from beyond the pre-amplifier stages), . ... No. of coefficient pairs, n_harm, associated with the harmonic (Cos & Sin) part of the fit (where the final fit is a simple sum of the two parts).. ... cos(j*pi*X/2) & sin(j*pi*X/2), . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/alfa/performance/spectral-scans/Trx/Trx_polyFit.shtml -- 7.2 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2665) - www.naic.edu/ )
	ALFA Calibration Diode Temperature (Full Band)

	radar

	alfaIfLo







    






6. http://www.stsci.edu/documents/dhb/web/c19_nicerror.fm1.html
 ... A full set of flatfield frames was taken with the NICMOS arrays during the System Level Thermal Vacuum test, conducted on the ground in August 1996. ... Users are encouraged to recalibrate their data with on-orbit flatfields if the pipeline calibration used thermal vacuum flatfields. Preliminary results from SMOV indicate that variations in the large scale structure of the on-orbit flatfields relative to the thermal vacuum flatfields are of the order of 1-2% in Camera 2, and up to 5% in Camera 1. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/documents/dhb/web/c19_nicerror.fm1.html -- 10.0 Кб -- 17.11.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8823) - www.stsci.edu/ )
	NICMOS Data Handbook

	Enhanced dust heating in the bulges of early-type spiral galaxies

	STScI Preprint #1257







    






7. may_iss
 ... Theoretical and experimental investigations electrodynamical characteristics of RATAN-600. Calculation of the two- and thee-mirror periscopic systems of RATAN-600 and optimization their characteristics. Measurements and calculation of the antenna noise temperature of the RATAN-600 radio telescope. ... Calculation and experimental investigation of the characteristics of the radio telescope RATAN-600 when the primary feed is shifted from the focus. ... The "radio-Schmidt telescope" mode. ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/len/may_iss_e.htm -- 6.5 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/len/may_iss_e.htm -- 6.5 Кб -- 24.02.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/len/may_iss_e.htm -- 6.5 Кб -- 24.02.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>525) - jet.sao.ru/ )
	Результаты научных работ 25

	Results scientific researchs 14







    






8. Atmospheric opacity and system temperature
Next: Antenna gain considerations and Up: Some theory Previous: Some theory . To provide correct flux density units for the visibilities, , from an interferometer, the measured correlation coefficient at the correlator ( ) needs to be scaled by a system temperature and a telescope sensitivity factor ( ). ... For a zenith opacity , observing at an elevation of , and if the atmosphere is approximated as having a uniform temperature , then the atmospheric contribution to system temperature is . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node202.html -- 7.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>11151) - www.atnf.csiro.au/ )
	HI absorption against pulsars

	atfix

	TSYS and NOTSYS







    






9. Phys. Rev. Lett. 72, 3092 (1994): Neminsky et al. - Temperature dependence of
 ... A. M. Neminsky, P. N. Nikolaev, and D. V. Shovkun . ... The temperature dependence of the magnetic field penetration depth lambda ( T ) is determined down to 0.2 T c by the ac-susceptibility measurements on the Rb 3 C 60 fine powder with small, about 1 K, variation in the grains' superconducting transition temperatures. The lambda ( T ) temperature dependence is exponential at low temperatures, which allows us to determine the energy gap Delta 0 =1.7 k B T c . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/lek/shovkun/abs10.html -- 2.7 Кб -- 22.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1031) - www.issp.ac.ru/ )
	LEK - Equipment

	Laboratory of materials for electrochemical technologies ISSP RAS







    






10. MARSENS
A study of Martian surface characteristics using microwave remote sensing technique at S-L-P bands (6-100 cm wavelengths) is suggested. The method is based on measurements of radar backscattering and brightness temperature variations induced by subsurface temperature, moisture, porosity and surface roughness changes. ... Combine active-passive microwave long-time observations are conducted along the route of the "Martian Orbital Station" . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/raizer/marsens.html -- 4.1 Кб -- 25.03.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>452) - www.iki.rssi.ru/ )
	Space Weather Dials Interpretation Guide

	






