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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/pubs/2004-15.pdf.









1. Designated Observatory Application
The Astronomical Society of Australia has been asked by STANDARDS AUSTRALIA to compile a list of "designated" optical observatories that are valuable resources for (i) research, (ii) education and (iii) community use. The ASA is the final arbiter of whether any particular observatory is so designated. ... Upon receipt of your application form, your observatory will be entered on a list of "Pending Designated Observatories" on the ASA Home Page. ... It will be emailed for you. ... Email . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~bessell/DOapp.html -- 16.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>523) - www.mso.anu.edu.au/ )






    






2. Time and Time Interval Measurement with Application to Computer and Network
The technical memorandum: Time and Time Interval Measurement with Application to Computer and Network Performance Evaluation (PostScript) describes a number of techniques for conducting experiments typical of computer network and transmission systems engineering. ... The usual data collected during a performance run of some experiment might include time offsets, time delays, frequency offsets and various error statistics. ... 
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Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/measure.html -- 3.6 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>8241) - www.sai.msu.su/ )






    






3. http://www.cplire.ru/html/lab234/pubs/2013_24.pdf
 ... Microstructure RAS; Nizhny Novgorod; Russia 4 National Institute for Materials Science, Tsukuba 3050047, Japan A Superconducting  Integrated  Receiver ( SIR ) [1] comprises on one chip a low-noise  SIS   mixer  with quasioptical antenna, an Flux-Flow  Oscillator  ( FFO ) acting as a Local  Oscillator  (LO) and a second  SIS  harmonic  mixer  (HM) for the  FFO   phase  locking ... Continuous tuning of the phaselocked local oscillator has been realized at any frequency in the range 300-750 GHz. ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2013_24.pdf -- 65.1 Кб -- 15.12.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>706) - www.cplire.ru/ )
	http://www.cplire.ru/html/lab234/pubs/2009-14a.pdf

	http://www.cplire.ru/html/lab234/pubs/2011_12.pdf

	http://www.cplire.ru/html/lab234/pubs/2012_08.pdf







    






4. Iterative/Recursive Deconvolution with Application to HST Data
 ... Department of Computer Science, CB 3175 Sitterson Hall, University of North Carolina at Chapel Hill, Chapel Hill, NC 27599-3175 . ... A new deblurring algorithm has been developed involving both iteration and recursion and that is linear, flux-conserving, noise resistant, and faster to converge than extant iterative deblurring methods. Mathematical analysis shows that the recursive component of the algorithm provides the accelerated convergence. ... Iterative Deconvolution . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/stsci/meetings/irw/proceedings/cogginsj.dir/cogginsj.html -- 3.7 Кб -- 02.06.1994

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>12771) - www.stsci.edu/ )
	SASP Application Information

	iPhone 2G testing

	Application to Simulated Data







    






5. Application of a Bayesian Method to Absorption Spectral-Line Finding in
 ... Here we focus on identifying and parametrising HI absorption lines which occur in the line of sight towards strong radio continuum sources. We have developed a method for simultaneously finding and fitting HI absorption lines in radio data by using multi-nested sampling, a Bayesian Monte Carlo algorithm. The method is tested on a simulated ASKAP data cube, and is shown to be reliable at detecting absorption lines in low signal-to-noise data without the need to smooth or alter the data. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/people/Matthew.Whiting/papers/html_abstracts/FLASH_linefinder.html -- 3.7 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>19880) - www.atnf.csiro.au/ )
	Application of flags to the data

	Cosmological Applications of H Surveys

	Non-astronomy applications for the chequerboard array







    






6. Software Applications
 ... Table of Contents - Subject Index - Author Index - Search . Astronomical Data Analysis Software and Systems X . ... Prototypical Operations Support Tools for NASA Interferometer Missions: Applications to Studies of Binary Stars Using the Palomar Testbed Interferometer . ... Pile-up on X-ray CCD Instruments . ... Uniform Data Sampling: Noise Reduction & Cosmic Rays . ... The Chandra X-ray Observatory PSF Library . ... Development of Radio Astronomical Data Reduction Software NEWSTAR . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass00/Applications.html -- 10.0 Кб -- 29.05.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1873) - www.adass.org/ )
	Some Astrophysical and Instrumental Applications of AIPS++

	Mixing IRAF and Starlink Applications - FIGARO under IRAF

	Data Analysis Applications







    






7. Gnome Application Checklist
GTK+ / Gnome Application Development . ... Use the Gnome autoconf macros, or the gnome-config script, to reliably locate the Gnome libraries and header files. ... Include the standard INSTALL file describing how to compile and install the package; change the standard file to reflect anything specific to your application. ... Install a .desktop file so your application will appear on the Gnome desktop's menus. Install help files along with topic.dat files so the Gnome help browser can locate them. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/cats/~satr/GGAD/cha-checklist.html -- 9.2 Кб -- 12.07.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1962) - www.sao.ru/ )
	Building a Gnome Application

	Maximum Likelihood Application

	Application Commands







    






8. ESO - Applications ERC Starting Grants Hosted at ESO
 ... Science . ... Science Users Information > Science Publications > Science Announcements > Applications ERC Starting Grants Hosted at ESO . ... Observing Facilities . ... ESO welcomes applications from qualified researchers wishing to conduct their frontier research at ESO with the support of one of the prestigious European Research Council ( ERC ) grants in the Starting Grant category. ... The ESO application serves as a preliminary step to grant the host approval that is required by the EU. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/publications/announcements/sciann15071.html -- 23.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66307) - www.eso.org/ )
	ESO - Applications for ESO Studentships 2nd Annual Call

	ESO - Applications for ESO Studentships

	ESO - New Application Date for ESO Studentships







    






9. ANR OTARIE project: transport optimization and applications
O ptimal transport : T heory and A pplications . ... This is a web site of the research project Optimal transport: Theory and applications to cosmological reconstruction and image processing (OTARIE) supported by the French National Research Agency ( Agence nationale de la recherche ) under contract ANR-07-BLAN-0235 . ... Optimal transport is a mathematical subject connecting the fields of optimization, partial differential equations, and dynamical systems in finite and infinite dimensions. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mccme.ru/~ansobol/otarie/ -- 9.5 Кб -- 30.06.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>873) - www.mccme.ru/ )
	Conference "Arithmetic Geometry: Explicit Methods and Applications"

	Application materials

	Selected topics in modern dynamics and its applications (Spring 2003)







    






10. Contrasting optical and X-ray applications
Next: CCD Scientific Performance Up: CCD Operation Previous: CCD Operation . A visible light photon releases only one electron-hole pair, and consequently many photons must be collected in each pixel for a measurable signal to be produced. ... This use as an imaging X-ray spectrometer requires that no more than one photon is incident on each pixel in any image frame, which imposes a requirement that image collection times be limited to ~seconds for typical astronomical applications. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/user/socpub/ccd_review/node3.html -- 7.1 Кб -- 30.08.1996

    

Похожие документы
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