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Показаны документы, содержащие фрагменты текста из документа

 http://www.cplire.ru/html/lab234/pubs/2006_11a.pdf.









1. Arecibo Observatory: S-Low Band Receiver
 ... S-Low Receiver . ... back to top] . ... Here is a recommended internal memo on this subject : Main Beam and First Sidelobe Parameters for Arecibo's Receiver Systems by C. Heiles et al (5MB PS file ) . ... Receiver History: Used regularly by wide-band pulsar observers. ... Technical Info: To find out the technical details about this receiver, just click on the appropriate icon at the top of the Receiver tabel (Only internally available -- please contact the POC for anything specific). [back to top] ....



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/RXstatus/Slow/slow.shtml -- 12.0 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5632) - www.naic.edu/ )
	Arecibo Observatory: S-High Receiver

	Arecibo Observatory 327-MHz Gregorian Receiver

	system_temperatures







    






2. http://www.cplire.ru/html/lab234/pubs/2006_12a.pdf
Cryogenic  Phase  Detector for Superconducting Integrated Receiver Andrey Khudchenko, Valery Koshelets, Pavel Dmitriev Andrey Ermakov Institute of ...  collaboration with Oleksandr Pylypenko State Research Center of Superconducting Electronics  Iceberg , Kyiv, Ukraine  August  28,  2006   ASC-2006 ,  Seattle  -  CPD  1 Superconducting Integrated Receiver (SIR) APPLICATIONS · · · · · · · · Airborne Receiver for Atmospheric Research and Environmental ... 



      
[
Текст

] 
 Ссылки http://www.cplire.ru/html/lab234/pubs/2006_12a.pdf -- 436.4 Кб -- 08.01.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>607) - www.cplire.ru/ )
	Lab234 - Technology for fabrication of superconducting integrated circuits

	Lab234 - Superconducting Integrated Submm Spectrometer for Laboratory







    






3. The Parkes 21cm Multibeam Receiver
The Parkes 21cm Multibeam Receiver is a new facility available on the Parkes Telescope which is operated by the Australia Telescope National Facility (ATNF), CSIRO. The facility consists of a 13-beam cooled 21cm receiver system, located at the prime focus of the 64m dish. ... Completed 21cm Multibeam Receiver being hoisted up to the Parkes focus cabin. ... It is now available, in 64 MHz mode and in pulsar mode, for normal National Facility use. ... Beam 1 . Beams 2-7 . ... Frequency Range . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/multibeam/instrument/description.html -- 8.2 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21518) - www.atnf.csiro.au/ )
	Australia Telescope National Facility

	mmATCA Receiver Package

	VLBI Wiki | Main / ParkesNotes







    






4. http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/18cm_eng.pdf
 ... Flight 1) 2) 3) Flight 1) 2) 3) model FM1 has the following parts: LNA MY-18, serial number PN 01-0252, factory number FM1; receiver box KRT-18, serial number PN 17660-01, factory number FM-001; DC-DC converters IVEP1 and IVEP2, factory number 05. model FM2 has the following parts: LNA MY-18, serial number PN 01-0252, factory number FM2; Receiver box KRT-18 serial number PN 17660-01, factory number FM-002; DC-DC converters IVEP1 and IVEP2 factory number 06. ... See Appendix 1. ... 2003. ... 2004 . ... 



      
[
Текст

] 
 Ссылки http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/18cm_eng.pdf -- 390.3 Кб -- 24.06.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>151) - www.asc.rssi.ru/ )
	http://www.asc.rssi.ru/RadioAstron/documents/receivers/eng/92cm_eng.pdf

	http://www.asc.rssi.ru/RadioAstron/archives/RAMN/2005/mar.pdf

	ОТЧЕТ







    






5. http://www.issp.ac.ru/lek/shovkun/abs17.html
 ... Institute of Solid-State Physics, Russian Academy of Sciences, Chernogolovka, Moscow region, 142432 Russia . Received June 15, 2000) . Temperature dependences of the resistivity tensor components ab and c were measured for YBa 2 Cu 3 O 7 - x single crystals with different oxygen contents. The resistivity anisotropy c / ab was found to grow exponentially with decreasing temperature. ... PACS: 74.25.Fy, 74.72.Bk ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/lek/shovkun/abs17.html -- 2.8 Кб -- 22.05.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1120) - www.issp.ac.ru/ )
	Phys. Rev. B 54, 454 (1996): Neminsky et al. - ac susceptibility of Rb

	Phys. Rev. Lett. 72, 3092 (1994): Neminsky et al. - Temperature dependence of







    






6. SMIS IKI RAN (Equipment)
 ... SMIS ] . noise temperature of the low noise amplifier less than 100 K . automatic frequency and polarization adjustment of the received signal . double transform of frequency . power supply: single phase, 220 V, 50 Hz . power consumption: less than 30 Wt . the unit measures: 470 x 300 x 130 mm . weight: less than 10 kg . ... Back to SMIS Home Page . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/scanorr.htm -- 2.9 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>60) - smis.iki.rssi.ru/ )






    






7. Feed cabin 2
Feed cabin Nr. ... Fig. ... This allows to realize the sensitivity at frequency ranges 4.8, 11.2 and 30.0 GHz of 5, 7 and 12 mK by double beam switching mode and by the integration time of the output filter 1s. Input waveguide paths were very long and had big losses. ... The focal line of the feed cabin Nr. ... Data Acquisition and Control System . The Data acquisition system of the feed cabin Nr 2 is based on the new measurement ER-DAS system (Embedded Radiometric Data Acquisition System). ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/lrk/tip2-en.html -- 9.0 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>738) - jet.sao.ru/ )
	Cosmological Gene project

	Instrumentation

	Mars2







    






8. http://www.arcetri.astro.it/irlab/instr/spectralgpu/doc/spegpu_summary.pdf
 ... In the following table we list only the best results for each GPU: GPU b oard ATI 7950 3GB ATI 6950 1GB ATI 7770 1GB CPU Intel Core i5-2400 AMD Athlon II X4 630 Intel CoreDuo Quad CPU Q6600 Driver version 12.6 11.6 12.6 B uffe r numbe 32K 32K 32K 32K 32K 32K lenght and r of buffers B в 512 B в 512 B в 256 B в 512 B в 128 B в 512 M a x S p eed MSample/s 225MS/s Double 370MS/s Single 200MS/s Double 310MS/s Single 60MS/s Double 160MS/s Single Figure 1: SpectralGpu Logo Version 1.0, November 2012. ... 



      
[
Текст

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/spectralgpu/doc/spegpu_summary.pdf -- 53.6 Кб -- 16.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7986) - www.arcetri.astro.it/ )
	Radioastronomy laboratory

	Electronics

	Arcetri designs innovative superconductor microwave filters for the Sardinia







    






9. http://www.mrao.cam.ac.uk/~kjbg1/lectures/lect1_1.pdf
 ... Luminosity (L) · · · · A source's luminosity is the power that it emits in radiation. ... NB Astronomers often say `flux' when they mean `flux density' · SI units are Wm-2Hz -1 -26 filter · Also used are Jy 10 Wm-2Hz -1 E= РРРF d dA dt Specific Intensity, Surface Brightness (I) · Specific intensity (or surface brightness) is the power received (or emitted) per unit area per unit frequency per unit solid angle. ч F at surface of a spherical source = I · · Specific intensity is independent of distance...



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/~kjbg1/lectures/lect1_1.pdf -- 117.5 Кб -- 07.10.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1248) - www.mrao.cam.ac.uk/ )
	Astrophysics Group VSA

	Limits on Phase Correction Performance Due to Differences Between Astronomical

	SPECX







    






10. Space Weather Dials Interpretation Guide
This page provides explanatory text for the dials shown on the Rice Current Solar Wind Conditions and Current Solar Wind Conditions (Dials Only) webpage. These dials use the last good received set of measurements from the Real Time Solar Wind package on the Advanced Composition Explorer (ACE) spacecraft. ... Measured) This quantity is the number of solar wind protons per unit volume as measured by the ACE Solar Wind Electron Proton Alpha Monitor (SWEPAM) . ... It is measured by ACE/SWEPAM. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/magbase/REFMAN/ISTP/dialinterp.html -- 8.1 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>752) - www.iki.rssi.ru/ )
	Sensors

	Radar aurora [Oulu]

	Some results from Intmins







    






11. APOD: 2013 July 8 - Pluto's Newly Discovered Moons Receive Names
Discover the cosmos! ... 2013 July 8 . Pluto's Newly Discovered Moons Receive Names . ... Explanation: Pluto's newly discovered moons now have names. Known previously as P4 and P5 , the International Astronomical Union has now given the fourth and fifth discovered moons of Pluto the names Kerberos and Styx . The small moons were discovered in 2011 and 2012 by the Hubble Space Telescope in preparation for the close passing of the New Horizons spacecraft by Pluto in 2015. ... About APOD | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/apod/ap130708.html -- 5.7 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>7904) - www.sai.msu.su/ )
	Hewlett Packard 58503A GPS Receiver

	Generic Reference Driver

	PSTI/Traconex 1020 WWV/WWVH Receiver







    






12. First ALMA receiver system from European Front-End Integration Centre is
 ... Espa†‘ol (Chile) . ... ESO, the European Southern Observatory . ... ESO's Governing Bodies . ... Travel to ESO Headquarters . ... Visits to ESO Sites . ... Weekend Visits to the ALMA OSF . ... Architecture at ESO . Collaborations with ESO . ... ESO . ... First Objects . ... Black Hole at the Centre of our Galaxy . ... 50 years of ESO in Chile . ... First ALMA receiver system from European Front-End Integration Centre is shipped to Chile . ... Subscribe to receive news from ESO in your language . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/public/usa/announcements/ann0912/ -- 85.7 Кб -- 13.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>65861) - www.eso.org/ )
	ESO - Swedish Heterodyne Facility Instrument Science Verification

	One of the Band 5 receivers for ALMA

	ESO - ALMA







    






13. WFPC2 Drizzle Cookbooks
STScI . ... Data . ... Calibration . ... The drizzle software requires only the distortion correction files indicated in your image headers (keywords IDCTAB and OFFTAB), which can also be downloaded individually from the STScI uref directory. ... Output files : set build=no to generate separate files for science image (drz_sci.fits) and exposure weight map (drz_weight.fits). ... Intermediate files : set clean=no to keep the intermediate files that are helpful while verifying your output and iterating. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/wfpc2/analysis/WFPC2_drizzle.html -- 20.3 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>13163) - www.stsci.edu/ )
	NICMOS Data Handbook

	On-the-Fly Reprocessing

	STScI Preprint #1280







    






14. FPV 400mw 5.8GHz AV Powerful Transmitter + Receiver (RC5808) Combo Платье
 ... FPV 400mw 5.8GHz AV Powerful Transmitter + Receiver (RC5808) Combo . FPV Equipments : FPV Accessories . ... Package Contents : 1 x Transmitter, 1 x Receiver . ... Цвет: бежевый . ... Артикул: 62759_OAB ВАР.1 Цвет: голубой Состав: ткань верха: текстиль, 40% хлопок, 60% полиэстер Страна дизайна: Россия Страна производства: Китай Товар сертифицирован. ... Цвет: черный . ... Цвет: синий . ... Цвет: серый . ... Платье Topshop - Topshop - Topshop . ... 



      
[
Сохраненная копия

] 
 Ссылки http://astrokuban.info/astroku3975.html -- 25.5 Кб -- 14.02.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>221) - astrokuban.info/ )
	AV Transmitter + Receiver (TS351 + RC305) Combo Набор садовника-яркая клумба

	Кабель удлинительный 3.0м Hama 3.5 Jack (M) - 3.5 Jack (F) черный 122314 - HAMA

	Что? Зачем? Почему? Большая книга вопросов и ответов 12296407 Платье Bestia







    






15. East Siberian Center for the Earth's Ionosphere Research. Incoherent Scatter
Russian SHAREABLE DATA CENTER Institute of Solar-Terrestial Physics SB RAS . ... Antenna system . ... The Irkutsk incoherent scatter radar is one of the world's nine active radars which give the opportunity to investigate ionosphere by the incoherent scatter method. ... Antenna gain coefficient . ... Antenna . ... Two antennas . ... To get an idea what station "Dnepr" antenna system looks like, let us consider some of the radar views which are given by the photographs General view and Side view . ... 



      
[
Сохраненная копия

] 
 Ссылки http://rp.iszf.irk.ru/esceir/isr/isradaren.htm -- 12.1 Кб -- 19.01.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>22) - rp.iszf.irk.ru/ )
	East Siberian Center of Earth Ionosphere Research. IS radar Receivers Hall.

	IS-radar

	East Siberian Center for the Earth's Ionosphere Research. Specific character







    






16. Influence of Climate Variables on Tree-Ring Widths of Different Species
 ... In order to disentangle the effects of different climate variables on tree-ring growth rates of different species, and to explore the possibility that more than one species could improve the accuracy of the reconstructions of climate using tree rings, a methodical study of trees in close proximity to the Armagh Observatory climate station was initiated together with Ana Maria Garc?a Su?rez, and continued as part of the latter's PhD thesis with John Butler and Professor Mike Baillie (QUB). ... 



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/annrep/annrep2004/node36.html -- 7.1 Кб -- 19.04.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2392) - star.arm.ac.uk/ )
	Light Pollution

	Tours, Lectures, Events

	Galway Astronomy Festival ready to receive its visitors | International Year of







    






17. INTERNATIONAL SPACE STATION
 ... EXPERIMENTS AND RESEARCHES . ... located inside Soyuz TMA-6 is an integrated GNSS receiver for space applications able to determine position and time using GPS signals. ... Measurement and verification of the GPS and EGNOS signals in Low Earth Orbit. ... Verify the performances obtainable by a GPS/EGNOS receiver . Perform a PVT measurement using a combined GPS/EGNOS receiver during the different phases of the mission and compare the obtained results with the equivalent data from the spacecraft . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.energia.ru/eng/iss/researches/techn-28.html -- 12.7 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2102) - www.energia.ru/ )
	S.P. Korolev RSC Energia - International Space Station

	S.P.Korolev RSC Energia

	S.P.Korolev RSC Energia - LAUNCHERS







    






18. Digital Stellar Spectra
Since the light from galaxies represents the integrated contribution of its consitutient stars, then we can learn about stellar populations in galaxies by modelling their light by summing up individual stellar spectra for different kinds of stars. ... The data cover the wavelength range 3500 - 9000 angstroms. ... Retrieve Digital Stellar Spectra Click on the appropriate spectral type. ... Note that the designation V means main sequence, IV means subgiants, III means giants, I means supergiant. ... 



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/spectra.html -- 5.7 Кб -- 24.03.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>339) - zebu.uoregon.edu/ )
	Energy From the Oceans

	Astronomy HyperText Book: Stellar Evolution

	Lecture XVII.







    






19. http://www.mso.anu.edu.au/pfrancis/ObsTech/BrightnessUnits.pdf
 ... Virtually all detectors and telesco pes are sensitive to only a particular range of frequencies or wavelengths. ... Flux per unit wavelength or frequency So in practice, when we measure how much radiation we receive from some object, we usually mean the energy at some particular frequency, not the integral of the energy over all frequencies (which would be the bolometric brightness). ... But imaging data at UV, optical and IR wavelengths often uses a different approach: broad-band imaging. ... 



      
[
Текст

] 
 Ссылки http://www.mso.anu.edu.au/pfrancis/ObsTech/BrightnessUnits.pdf -- 468.8 Кб -- 11.04.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>591) - www.mso.anu.edu.au/ )
	http://www.mso.anu.edu.au/~geoff/HEA/Magnitudes.pdf

	The Supervisor receiving one of many handouts

	Clearing the library. Note the different floor levels. There were at least 4







    






20. http://www.iki.rssi.ru/eng/2013niokr.pdf
 ... Contacts: Evgeny A. Loupian, Dr. Sci., e-mail: evgeny@smis.iki.rssi.ru Sergey A. Bartalev, Dr. Sci., e-mail: bartalev@smis.iki.rssi.ru Web interface for burnt area mapping using Landsat data Stellar Tracker In 2013 IKI RAN together with the NPK "Electrooptics" completed the phase of the five-year research on studying the ways to build a stellar inertial navigation system (SINS) for aviation applications. ... Fig. 1 shows the SINS layout created on the basis of the astronomical camera. ... Fig.1. ... 



      
[
Текст

] 
 Ссылки http://www.iki.rssi.ru/eng/2013niokr.pdf -- 651.3 Кб -- 12.02.2014

    
      
[
Текст

] 
 Ссылки http://www.cosmos.ru/eng/2013niokr.pdf -- 651.3 Кб -- 12.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>872) - www.cosmos.ru/ )
	http://www.iki.rssi.ru/MARSES/Files/1549.pdf

	Microwave radiometers

	Equipment for digital communications
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